
PLEASANT PRAIRIE PLAN COMMISSION MEETING 

VILLAGE HALL AUDITORIUM 

9915 39th AVENUE 

PLEASANT PRAIRIE, WISCONSIN 

6:00 P.M. 

APRIL 25, 2016 

AGENDA 

1. Call to Order. 

2. Roll Call. 

3. Consider approval of the March 14, 2016 Plan Commission Meeting minutes. 

4. Correspondence. 

5. Citizen Comments. 

6. Old Business. 

A. Consider approval of two (2) Certified Survey Maps for the request of 

Martin Hanley, agent for the owner Prairie Place LLC to subdivide the property 

generally located at the northwest corner of 39th Avenue and Springbrook 

Court and the property located west of Springbrook Road and north of 101st 

Street and create two parcels to be dedicated to the Village for park purposes 

as part of the Village Green Center development.   

B. TABLED PUBLIC HEARING AND CONSIDERATION OF A ZONING MAP 

AMENDMENT:  for the request of Martin Hanley, agent for the owner Prairie 

Place LLC to rezone a portion of the property generally located at the 

northwest corner of 39th Avenue and Springbrook Court and a portion of the 

property generally located west of Springbrook Road and north of 101st Street 

from the A-2, General Agricultural District to the PR-1, Neighborhood Park-

Recreation District.   These two areas are proposed to be dedicated to the 

Village for park purposes as part of the Village Green Center development.   

7. New Business. 

A. PUBLIC HEARING AND CONSIDERATION OF A CONCEPTUAL PLAN for 

the request of William Bohne, P.E. of Jacob & Hefner Associates, agent for 

Riverview Group LLC owner of the property generally located south and east 

of 110th Street and 116th Avenue for the development of three (3) industrial 

buildings for the proposed Riverview Corporate Park (North). 

B. Consider the request of John Burroughs of Majestic Realty Co., for approval of 

Preliminary Site and Operational Plans for the mass grading, installation 

of underground utilities and footings and foundations for the construction of a 

424,164 square foot speculative industrial building on the vacant land located 

on the east side of 88th Avenue about ¼ mile south of Bain Station Road. 

C. Consider the request of John Burroughs of Majestic Realty Co., for approval of 

a Development Agreement and related plans for the off-site public 

improvements for the development of a 424,164 square foot speculative 

industrial building on the vacant land located on the east side of 88th Avenue 

about ¼ mile south of Bain Station Road. 
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D. Consider the request of Mark Eberle, P.E. of Nielsen Madsen and Barber, 

agent for the owners of Westwood Estates Manufactured Home Park for 

approval to complete the private improvements for the previously 

approved expansion of the Manufactured Home Park located at 7801 

88th Avenue. 

8. Adjourn. 

It is possible that members and possibly a quorum of members of other governmental bodies of the 
municipality may be in attendance in the above stated meeting to gather information; no action will be 
taken by any other governmental body except the governing body noticed above. 

The Village Hall is handicapped accessible.  If you have other special needs, please contact 
the Village Clerk, 9915 39th Avenue, Pleasant Prairie, WI (262) 694-1400. 
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PLEASANT PRAIRIE PLAN COMMISSION MEETING 

VILLAGE HALL AUDITORIUM 

9915 39TH AVENUE 

PLEASANT PRAIRIE, WISCONSIN 

6:00 P.M. 

 March 14, 2016 
 

A regular meeting for the Pleasant Prairie Plan Commission convened at 6:00 p.m. on March 14, 2016.  

Those in attendance were Thomas Terwall; Michael Serpe; Wayne Koessl; Deb Skarda; Jim Bandura; and 

Judy Juliana.  Bill Stoebig was excused.  Also in attendance were  Michael Pollocoff, Village 

Administrator; Tom Shircel, Assistant Administrator; Jean Werbie-Harris, Community Development 

Director; and Peggy Herrick, Assistant Zoning Administrator. 

 

1. CALL TO ORDER. 
 

2. ROLL CALL. 
 

3. ELECT A SECRETARY FOR THE PLAN COMMISSION. 
 

Michael Serpe: 

 

Tom, I’d like to nominate Jim Bandura for the secretary. 

 

Judy Juliana: 

 

Second. 

 

Tom Terwall: 

 

Is there a second you said? 

 

Judy Juliana: 

 

Yes. 

 

Tom Terwall: 

 

Anybody else?  A motion to close the nomination would be in order. 

 

Wayne Koessl: 

 

So moved. 

 

Tom Terwall: 

 

Is there a second? 
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Michael Serpe: 

 

Second. 

 

Tom Terwall: 

 

THAT BEING THE CASE WE HAVE A MOTION BY WAYNE KOESSL AND A 

SECOND BY MICHAEL SERPE, THEN WE HAVE A UNANIMOUS VOTE FOR JIM 

BANDURA.  CONGRATULATIONS. 

 

Jim Bandura: 

 

Commissioners, thank you. 

 

4. CONSIDER APPROVAL OF THE FEBRUARY 22, 2016 PLAN COMMISSION 

MEETING MINUTES. 
 

Judy Juliana: 

 

Move to approve. 

 

Deb Skarda: 

 

Second. 

 

Tom Terwall: 

 

MOVED BY JUDY JULIANA AND SECONDED BY DEB SKARDA TO APPROVE THE 

MINUTES OF THE FEBRUARY 22, 2016 PLAN COMMISSION MEETING AS 

PRESENTED IN WRITTEN FORM.  ALL IN FAVOR SIGNIFY BY SAYING AYE. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  

 

5. CORRESPONDENCE. 
 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission, I have one piece of correspondence.  And it 

is from ATC.  They are proposing a cost effective solution which provides an alternative power 

pack for increased power flow for emergency conditions.  What they are doing is they are 

proposing to construct a double circuit 345 kilovolt transmission line between an existing 

transmission line in Pleasant Prairie and a new substation on a site to be identified in the Village 

of Wadsworth, Illinois.  They will be hosting an open house known as the Wisconsin-Illinois 
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Reliability Project open house on Wednesday, March 16th, from 4:30 to 7.  This will be held at 

the Thunder Hawk Golf Club, 39700 North Lewis Avenue in Beach Park, Illinois.   

 

And in the flyer of information that you have it shows you illustratively various alternative lines 

that they are considering.  There are some inactive coordinators and some route alternatives.  The 

three that are coming through Pleasant Prairie from the current transmission line come straight 

south, and then eventually they head into Illinois.  So if you’d like to attend this open house, I 

know the staff will be present, again, it’s Wednesday, March 16th, from 4:30 to 7.  And that is 

coming up this Wednesday. 

 

Wayne Koessl: 

 

Why don’t they hold that meeting in Pleasant Prairie [inaudible]. 

 

Jean Werbie-Harris: 

 

Well, we asked about the portion of the line, but I think that there might be a little bit more 

controversy since they have three possible routes in Illinois.  And actually it’s a long route in 

Illinois as well and going through the Village of Wadsworth and going through their residential 

area.  So they decided to hold it in Illinois this time. 

 

Tom Terwall: 

 

And the portion that’s in Pleasant Prairie would follow the existing path, is that correct? 

 

Jean Werbie-Harris: 

 

There are three proposed routes in Pleasant Prairie.  None of them are in the exact same corridor 

that was used once before because those corridors are full.  So there is one that is running parallel 

on the east side of the railroad west of H.  There’s one that runs directly south and parallel 

approximately to 85th Avenue by the Village’s abandoned 73-1 plant.  And another one that is 

west of the railroad.  They can’t use the north/south railroad corridor that they once had used as 

the corridor is filled. 

 

Wayne Koessl: 

 

So the Public Service Commission [inaudible]. 

 

Jean Werbie-Harris: 

 

Correct.  They do have a recommend route, but they’re not going to be discussing that yet until 

after they get input from the public.  So we’re not taking action this evening.  This is just for 

purpose of notifying the Plan Commission and any Board members that are here as to whether or 

not they’d like to attend that open house. 

 

Tom Terwall: 

 

Thank you. 
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6. CITIZEN COMMENTS. 
 

Tom Terwall: 

 

If you’re here tonight for an item that appears on the agenda as a matter for public hearing, we 

would ask that you hold your comments until the public hearing is held so we can incorporate 

your comments as a part of the official record.  However, if you’re here to raise an issue that’s not 

a public hearing now would be your opportunity to do so. We’d ask you to step to the microphone 

and begin by giving us your name and address.  Is there anybody wishing to speak under citizens’ 

comments?  Seeing none we’ll move ahead then to Item 7, Old Business. 

 

7. OLD BUSINESS. 

 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission, I would request again that Items A and B, 

first which is the two certified survey maps and then secondly the tabled public hearing and 

consideration of a zoning map amendment, these again for the request of Marty Hanley, owner of 

Prairie Place LLC, and this is for the lands that are just west of the Village Hall here and 39th 

Avenue and Springbrook Court, and this is for the two areas that will be dedicated to the Village 

as part of the park purposes, we are still working through some of the easement language to be 

placed on the certified survey map.  So we are asking that both Items A and B be continued or 

tabled until the April 25th Plan Commission meeting.  That should give us more than enough 

time to get through those easements and get them reflected on the maps and have them reviewed 

by our Village attorney. 

 

Tom Terwall: 

 

We need a motion to that effect. 

 

Wayne Koessl: 

 

I’ll move, Chairman. 

 

Michael Serpe: 

 

Second. 

 

Tom Terwall: 

 

MOVED BY WAYNE KOESSL AND SECONDED BY MICHAEL SERPE WE TABLE 

ITEMS A AND B UNDER OLD BUSINESS UNTIL THE APRIL 25TH MEETING.  ALL 

IN FAVOR SIGNIFY BY SAYING AYE. 

 

Voices: 

 

Aye. 
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Tom Terwall: 

 

Opposed?  So ordered.   Item C, tabled public hearing and consideration of a preliminary plat. 

 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission, Item C which is the tabled public hearing 

and consideration of a preliminary plat, and Item D, tabled public hearing and consideration of 

Plan Commission Resolution 16-04, and also Item E, tabled public hearing and consideration of a 

zoning map amendment, are all being requested to be tabled until the May 23rd Plan Commission 

meeting.  I think our staff memo says the 27th, but the Plan Commission does meet on May 23rd.  

We did receive a request from the developer for a formal extension to the preliminary plat which 

he’s entitled to.  Specifically he’s just asking for up to a 90 day extension in order for them to re-

evaluate the entire Creekside Terrace project.  They’re concerned on some of the unforeseen costs 

associated with the project as planned and designed, and would like to continue reviewing the 

project to see how they can move forward with it.  So the staff recommends that we accept his 

March 4, 2016 letter from S.R. Mills, Creekside PP, LLC, and to table Items C, D and E then 

until the May 23rd Plan Commission meeting. 

 

Tom Terwall: 

 

We need a motion. 

 

Michael Serpe: 

 

So moved. 

 

Jim Bandura: 

 

Second.  

 

Tom Terwall: 

 

MOVED BY MICHAEL SERPE AND SECONDED BY JIM BANDURA TO TABLE 

ITEMS C, D AND E UNTIL THE MAY 23RD PLANNING COMMISSION MEETING.  

ALL IN FAVOR SIGNIFY BY SAYING AYE. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  

 

8. NEW BUSINESS 

 

 A. PUBLIC HEARING AND CONSIDERATION OF SEVERAL ZONING MAP 

AMENDMENTS to rezone several properties into the C-3, Natural and Scientific 
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Area Resource Conservancy within the Chiwaukee Prairie/Carol Beach Land Use 

Plan area that have been acquired by a public or non-profit agency for open space 

and/or preservation. 
 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission, this is consideration of several zoning map 

amendments to rezone several properties into the C-3, Natural and Scientific Area Resource 

Conservancy District.  This is within the Chiwaukee Prairie/Carol Beach Land Use Plan area.  

These are lots that have been acquired by the public or non-profit agency for open space and/or 

preservation. 

 

On December 1, 2014, the Village Plan Commission adopted Resolution #14-16 to initiate 

several zoning map amendments for properties that have been acquired in the public's interest in 

2013 and 2014 pursuant to the Public Assistance Planning report No. 88, entitled A Land Use 

Management Plan for the Chiwaukee Prairie-Carol Beach Area of the Town of Pleasant Prairie.  

This plan is dated February 1985.  This Plan recommended that ultimately all the lands within the 

Plan identified as an open space preservation area should be placed in the C-3, Natural and 

Scientific Area Resource Conservancy District, the designated natural resource base preservation 

and protection zoning district of the Village.   

 

The C-3, Natural and Scientific Area Resource Conservancy District, is intended to preserve and 

enhance existing natural features including scenic, historic, and scientific areas and associated 

plant and animal communities and to prevent the destruction of valuable natural, scenic and 

scientific resources, including wetlands, shorelands or navigable waters, prairies, meadows, sand 

dunes, woodlands, wildlife habitat and areas with high erosion hazard at such time as these lands 

are acquired by any federal or State agency, Kenosha County or the Village for the public’s 

interest. 

 

Lands mapped as natural and scientific areas should include those lands identified in a continuous 

open space preservation area which includes environmental corridor.  These are valuable natural, 

scientific and scenic resources of special scientific interest; wildlife habitat areas; critical plant 

habitat areas where several Wisconsin rare threatened or endangered plant species are identified; 

and wetlands, prairies, meadows, sand dunes, woodlands and areas subject to flooding and high 

erosion hazards. 

 

The Land Use Management Plan seeks to preserve a substantial portion of these existing natural 

features of the area through the maintenance of a continuous environmental corridor.  This 

connects the Kenosha Sand Dunes on the north end of the Chiwaukee area o the Chiwaukee 

Prairie preserve on the south end.  The Land Use Management Plan identifies that the lands 

within the corridor be acquired and maintained as a natural area/wildlife areas by a combination 

of public and private conservancy interests. 

 

The Wisconsin Department of Natural Resources and The Nature Conservancy of Wisconsin 

have identified land acquisition areas for permanent resource protection.  The Land Use 

Management Plan recommended that Kenosha County and Pleasant Prairie proceed on an 

incremental basis in the following manner which we have. 
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1. Kenosha County and the Village shall follow NR 115/NR 117 of the Wisconsin 

Administrative Code that requires the rezoning of wetlands within the shoreland area of 

Lake Michigan; and 

 

2. The remaining lands within the proposed open space preservation area shall be preserved 

as either as wetlands beyond the shoreland zone or as significant uplands.  Such lands 

shall remain in their current zoning category until the acquisition takes place, and then 

the lands shall be rezoned after they have been acquired in the public's interest into the C-

3 area which brings us to this matter this evening. 

 

Properties that have been acquired in the public's interest in 2013 and 2014 were evaluated and 

are proposed to be rezoned into an appropriate zoning classification pursuant to that Plan. The 

following zoning map amendments area proposed. 

 

1. 93-4-123-184-0590 Department of Natural Resources C-1 C-3 

2. 93-4-123-184-0595 Department of Natural Resources C-1 C-3 

3. 93-4-123-203-0260 Department of Natural Resources C-1 C-3 

4. 93-4-123-304-0325 Department of Natural Resources R-5 C-3 

5. 93-4-123-304-0500 Department of Natural Resources R-5 C-3 

6. 93-4-123-304-0510 Department of Natural Resources R-5  C-3 

 

All of the lots I mentioned will remain in the LUSA, Limited Urban Service Overlay District.  

And all of those parcels that are in the FPO or the Floodplain Overlay District will remain in that 

district.  This is a matter for public hearing, and I’d like to continue the hearing at this time. 

 

Tom Terwall: 

 

Anybody wishing to speak on this matter?  Is there anybody wishing to speak?  Comments or 

questions from Commissioners or staff? 

 

Michael Serpe: 

 

I have a question.  Mike, I should know the answer to this.  If there’s a paving project on the 

street that’s across the DNR property, are they required to pay the assessment? 

 

Mike Pollocoff: 

 

Well, we can’t pave any roads that are in the conservancy area.  But if we do pave a lot in front of 

the DNR lot, if it’s conservancy typically they won’t pay.  We can assess them, but it’s up to 

them whether or not they want to pay.  Historically they haven’t. 

 

Tom Terwall: 

 

Anybody else?  If not a motion  to send a favorable recommendation to the Village Board is in 

order. 
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Wayne Koessl: 

 

Mr. Chairman, I move that we send a favorable recommendation to the Village Board for the 

zoning map amendments as presented. 

 

Jim Bandura: 

 

Second. 

 

Tom Terwall: 

 

IT’S BEEN MOVED BY WAYNE KOESSL AND SECONDED BY JIM BANDURA TO 

SEND A FAVORABLE RECOMMENDATION TO THE VILLAGE BOARD TO 

APPROVE THE ZONING AMENDMENTS AS READS INTO THE RECORD.  ALL IN 

FAVOR SIGNIFY BY SAYING AYE. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  

 

 B. PUBLIC HEARING AND CONSIDERATION OF ZONING TEXT AMENDMENT 

to the Westfield Heights Commercial Area Planned Unit Development within 

Appendix C entitled, Specific Development Plan #33 in Chapter 420 of the Village 

Municipal Code is proposed based upon new information provided to the Village 

related to future assessments and property taxes, clarification related to stormwater 

retention basin maintenance and clarification related to allowing trucks to be 

parked on the properties for the temporary delivery of goods and services.  
 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission, this is a consideration of  zoning text 

amendments to the Westfield Heights Commercial Area Planned Unit Development within 

Appendix C entitled, Specific Development Plan #33 in Chapter 420 of the Municipal Code.  It’s 

proposed to be based upon some new information provided to the Village related to future 

assessments and property taxes, clarifications related to stormwater retention basin maintenance 

and clarifications related to allowing trucks to be parked on the properties for the temporary 

delivery of goods and services.  

 

So we are getting very close to finalizing all of the plans and documents for the issuance of 

permits for the Educator’s Credit Union.  Their attorney has since reviewed the planned unit 

development overlay text amendment that had been prepared by staff and adopted by the Village.  

And they had requested some modifications to the PUD.  So the staff, and as you can see in your 

information, has identified those areas that we’re modifying.  Those areas that have been striked 

out in red are the areas that we’re removing, and then we’ve added some new areas in yellow. 
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The first of which is on page 2, and it refers to the stormwater management regulations.  And it 

pertains specifically to the responsibility for Educator’s Credit Union for their fair share 

responsibilities of the developments in the Westfield commercial area to be responsible for any 

stormwater drainage, retention basin construction, installation, repair, replacement or any 

maintenance for the nearby Outlot 1 which is the stormwater basin that the overflow stormwater 

flows to from this development.   

 

So it’s just for purposes of clarification in that there is a homeowner’s association.  It’s really a 

commercial association that has been established that maintains that basin.  So collectively 

they’re part of that association, and all four lots that are in this vicinity are all responsible for 

maintaining the stormwater areas and the basin and the structures.  And so this is just to clarify 

some of that language for the attorney and for the development. 

 

The second change or modification has to do with the property tax based on the baseline assessed 

value that we had talked about and implemented a couple of months ago.  After further discussion 

and review with the Village’s attorney, the language needed to be modified so that it was not 

included in this PUD development overlay.  So we have removed that language. 

 

The next is on the bottom of page 3, and this really has to do with the delivery vehicles and trucks 

being parked inconspicuously on the sites.  And just to clarify that other than temporary delivery 

of goods and services no trucks, for example, semi cab, semi trucks or semi trailers, construction 

vehicles except when permitted construction activities are taking place, step vans, delivery vans, 

business-related vehicles with advertising displayed on the vehicles, catering vehicles, 

commercial vehicles in general shall be parked within the development.  There shall be no 

overnight parking of vehicles on the development unless approved by the Village. 

 

We’ve started to have some issues and some problems throughout the Village with respect to 

semi trucks, trailers and commercial vehicles being parked all over in the Village in residential 

areas, commercial areas, and they’re just using these parking lots and streets and other areas as 

parking areas for these commercial vehicles.  So we wanted to make it very clear that even 

though it’s adjacent to Highway 50 it’s not a free parking lot for commercial vehicles in the 

evening, and they agreed to that.  I believe that those are the modifications that were requested.  

This is a matter for public hearing, and I’d like to continue the public hearing. 

 

Tom Terwall: 

 

Anybody wishing to speak on this matter?  Anybody wishing to speak?  Seeing none, I’ll open it 

to comments from Commissioners and staff. 

 

Michael Serpe: 

 

Move approval of the zoning text amendment. 

 

Deb Skarda: 

 

Second. 
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Tom Terwall: 

 

IT’S BEEN MOVED BY MICHAEL SERPE AND SECONDED BY DEB SKARDA TO 

SEND A FAVORABLE RECOMMENDATION TO THE VILLAGE BOARD TO 

APPROVE THE ZONING TEXT AMENDMENT.  ALL IN FAVOR SIGNIFY BY 

SAYING AYE. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  

 

 C. Consider the request of Paul Schmitter, agent for CenterPoint WisPark Land 

Company LLC, owner of the vacant property generally located on the east side of 

80th Avenue and north of Springbrook Road for approval of Site and Operational 

Plans for the construction of a 417,384 square foot speculative industrial building 

and related site improvements. 
 

Wayne Koessl: 

 

Mr. Chairman, are we going to take C and D together, the proposal and then vote separately.  I’d 

so move. 

 

Tom Terwall: 

 

Is there a second? 

 

Judy Juliana: 

 

Second. 

 

Tom Terwall: 

 

MOVED BY WAYNE KOESSLAND SECONDED BY JUDY JULIANA TO COMBINE 

ITEMS C AND D FOR PURPOSES OF PRESENTATION WITH TWO SEPARATE 

VOTES.  ALL IN FAVOR SIGNIFY BY SAYING AYE. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  
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 D. Consider approval of a Development Agreement and related documents for the 

proposed public improvements in 80th Avenue for the development of the vacant 

property generally located on the east side of 80th Avenue and north of Springbrook 

Road. 
 

Jean Werbie-Harris: 

 

Mr. Chairman and members of the Plan Commission and the audience, Item C is to consider the 

request of Paul Schmitter, agent for CenterPoint WisPark Land Company LLC, owner of the 

vacant property generally located on the east side of 80th Avenue and north of Springbrook Road 

for approval of Site and Operational Plans for the construction of a 417,384 square foot 

speculative industrial building and related site improvements. 

 

And Item D is to consider approval of a Development Agreement and related documents for the 

proposed public improvements in 80th Avenue for the development of the vacant property 

generally located on the east side of 80th Avenue and north of Springbrook Road.  

 

The petitioner is requesting to develop a 26.21 acre vacant property located at the northeast 

corner of 80th Avenue and Springbrook Road, also known as County Trunk Highway ML in 

LakeView Corporate Park with a 417,384 square foot speculative warehouse and distribution 

building referred to as LakeView XVIII. 

 

At this time there is no identified user for this speculative building.  As information, any tenant 

that proposes to use or occupy 50 percent or more of this building will require the Site and 

Operational Plan approval from the Plan Commission.  Also, depending on the use proposed, a 

Conditional Use Permit, along with Site and Operational Plan approval from the Plan 

Commission may be required. 

The property is zoned M-2, General Manufacturing District.  The M-2 District requires that the 

building meet the following minimum setback requirements: 

 

 • Street setback: 65 feet minimum from both 80th Avenue and 116th Street as they both 

serve as local arterials. 

• Side setback: 45 feet minimum for all buildings. 

• Wetland setback: 25 feet minimum.  Just to note, there is a wetland area that’s proposed 

to be filled and pending Wisconsin DNR and Army Corps of Engineers final approval.  

As you can see on the slide there is a wetland in the very north central, a finger wetland 

that extends down from a wetland that is just north of this property line. 

 

The location of the parking lots, maneuvering lanes and the fire access lanes shall be setback a 

minimum 20 feet to property lines and 25 feet from the wetlands.  The M-2 District requires that 

at minimum of 25 percent of the site be open space.   The site provides, in fact, 30.03 percent 

open space.   

 

There will be one access to Springbrook Road or County Highway ML and two access points to 

80th Avenue.  The northern access to 80th Avenue will align with an access to the west, and the 

southern access to 80th Avenue will require the median in 80th Avenue be relocated.  A 

Development Agreement and Letter of Credit will be provided for the relocation of the median 

and the required public improvements.    

 



 

 

12 

CenterPoint will be financially responsible for costs associated with the Required Public 

Improvements pursuant to the Village approved Plans which including: relocating the 80th 

Avenue median and road and curb and gutter repair; moving or relocating the southern access 

driveway to 80th Avenue for the tenant on the west side of 80th which is the Arvato tenant 

identifies as Tax Parcel Number 92-4-122-283-0210, relocating one 80th Avenue public street 

light and abandoning and capping unused water services at the main and water service 

connections as well as its related road repair in 80th Avenue.    The revised plans need to include 

all these improvements. 

 

And as we’ve discussed probably quite a few years ago now, the long-range plans call for the 

extension of Springbrook Road or ML eastward to Green Bay Road.  So there would be a straight 

connection then of 116th all the way from H all the way to Green Bay Road.  That extension 

could occur by: 1) the straightening or removal of the hump in Springbrook Road or 2) extending 

Springbrook Road  eastward from the existing northern hump in the road.  Whichever 

Springbrook Road/ County Trunk Highway ML roadway extension is chosen, the owner of this 

parcel needs to be aware that any future property site improvements as a result of the Springbrook 

Road extension,  driveway connections or adjustments to parking lots or docking areas, they all 

should be completed at the sole cost of the then-property owner, unless other prior arrangements 

are made and agreed upon.   

 

Kenosha County is fully aware of this proposed project, and they have provided us certain 

language and information to be included in the conditions of approval.  And Gary Sipsma has 

been representing the County in all meetings that we’ve been having. 

 

All parking areas and maneuvering lanes, fire lanes including the truck court, shall be improved 

with concrete vertical curb and gutter.  The plan includes 215 parking spaces including five 

handicapped accessible spaces.  A truck court faces south and provides for 42 dock locations with 

166 trailer spaces.  The two properties identified as 92-4-122-284-0310 and 92-4-122-284-0320 

shall be combined into one parcel prior to issuance of permits so that the parking lot meets 

setback requirements.  Currently it exists as two separate parcels. 

 

Pursuant to the Village Zoning Ordinance the minimum on-site parking spaces for a 

manufacturing use would require five spaces plus one space per employee on the largest shift and 

the required number of handicapped accessible parking spaces pursuant to the State Code.  The 

minimum on-site parking spaces for a warehouse/distribution center is one for every two 

employees during any 12-hour period, and the required number of handicapped accessible 

parking spaces, again per the code.  At the time the proposed use is known, adequate on-site 

parking shall be re-evaluated or re-verified.  Currently it does meet the minimums per our code.  

The project is tentatively planning to start construction in spring of 2016 and will be completed 

likely by January, 2017.  

 

This is not a matter for public hearing, but there are representatives here for CenterPoint.  If you 

have any questions I’m sure they’d be happy to come up and answer any questions you may have. 

 

Tom Terwall: 

 

Comments, questions?  Do you wish to make any additional comments? 
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Wayne Koessl: 

 

Have you reviewed the comments by Village staff and are agreeable to them? 

 

Tom Terwall: 

 

We need your name and address for the record, sir. 

 

Paul Schmitter CenterPoint 1808 Swift, Oakbrook, IL. 

 

Tom Terwall: 

 

Thank you.  Comments or questions from staff? 

 

Michael Serpe: 

 

When is your first meeting with the proposed new tenant? 

 

[Inaudible] 

 

Michael Serpe: 

 

I was being smart. 

 

Paul Schmitter 

 

It hit the Business Times today. 

 

Michael Serpe: 

 

Good. 

 

Wayne Koessl: 

 

I have no comments.  If the Commission doesn’t have any more comments I’d move approval of 

the site and operational plan subject to the conditions outlined by staff. 

 

Judy Juliana: 

 

Second. 

 

Tom Terwall: 

 

IT’S BEEN MOVED BY WAYNE KOESSL AND SECONDED BY JUDY JULIANA TO 

APPROVE THE SITE AND OPERATIONAL PLANS SUBJECT TO THE TERMS AND 

CONDITIONS OUTLINED IN THE STAFF MEMORANDUM.  ALL IN FAVOR 

SIGNIFY BY SAYING AYE. 
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Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered.  

 

Michael Serpe: 

 

Move approval of the development agreement. 

 

Jim Bandura: 

 

Second. 

 

Tom Terwall: 

 

IT’S BEEN MOVED BY MICHAEL SERPE AND SECONDED BY JIM BANDURA TO 

SEND A FAVORABLE RECOMMENDATION TO THE VILLAGE BOARD TO 

APPROVE THE DEVELOPMENT AGREEMENT SUBJECT TO THE TERMS AND 

CONDITIONS OUTLINED IN THE STAFF MEMORANDUM.  BEFORE I ASK FOR 

THE VOTE, MIKE IS THERE ANOTHER PUBLIC HEARING WHEN THIS GETS TO 

THE VILLAGE BOARD? 

 

Mike Pollocoff: 

 

No, the development agreement just goes as an action item.  The site and operational plan you’re 

the final stop here. 

 

Tom Terwall: 

 

When we refer an item to the Village Board for approval of which there were what, three or four 

tonight, what kind of hearing does the Village Board -- we have four of the five Village Board 

members here tonight.  But the fifth member I don’t think I’ve ever seen at a Plan Commission 

meeting.  What kind of input do they have prior to voting on these? 

 

Mike Pollocoff: 

 

Their input is based on what information they’ve seen from looking at the staff report or the 

minutes from the Plan Commission.  So none of these items, again, would require an additional 

public hearing so they wouldn’t have that availability.  They’d be depending on whatever 

happens here tonight. 

 

Michael Serpe: 

 

She gives the same presentation to the Board as she does to the Plan Commission. 
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Tom Terwall: 

 

Okay, then I’ll take a vote.  All in favor signify by saying aye. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?  So ordered. 

 

9. ADJOURN. 
 

Judy Juliana: 

 

So moved. 

 

Deb Skarda: 

 

Second. 

 

Tom Terwall: 

 

Motion  and a second we adjourn.  All in favor signify by saying aye. 

 

Voices: 

 

Aye. 

 

Tom Terwall: 

 

Opposed?   Thank you. 

 

 

 

 

Meeting Adjourned: 6:37 p.m. 
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THESE ITEMS ARE RELATED AND WILL BE DISCUSSED AT THE SAME TIME 

HOWEVER SEPARATE ACTION IS REQUIRED. 

Old Business 

A. Consider approval of two (2) Certified Survey Maps for the request of Martin 

Hanley, agent for the owner Prairie Place LLC to subdivide the property generally 

located at the northwest corner of 39th Avenue and Springbrook Court and the 

property located west of Springbrook Road and north of 101st Street and create two 

parcels to be dedicated to the Village for park related purposes as part of the Village 

Green Center development.   

Recommendation:  Village staff recommends that the Plan Commission send a favorable 

recommendation to the Village Board to approve the Certified Survey Map subject to the 

comments and conditions of the Village Staff Report of April 25, 2016. 

Old Business 

B. TABLED PUBLIC HEARING AND CONSIDERATION OF A ZONING MAP 

AMENDMENT:  for the request of Martin Hanley, agent for the owner Prairie Place 

LLC to rezone a portion of the property generally located at the northwest corner of 

39th Avenue and Springbrook Court and a portion of the property generally located 

west of Springbrook Road and north of 101st Street from the A-2, General 

Agricultural District to the PR-1, Neighborhood Park-Recreation District.   These two 

areas are proposed to be dedicated to the Village for park related purposes as part of 

the Village Green Center development.   

Recommendation:  Village staff recommends that the Plan Commission send a favorable 

recommendation to the Village Board to approve the Zoning Map Amendments as 

presented in the Village Staff Report of April 25, 2016. 
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VILLAGE STAFF REPORT OF APRIL 25, 2016 

Consider approval of two (2) Certified Survey Maps for the request of Martin Hanley, 

agent for the owner Prairie Place LLC to subdivide the property generally located at the 

northwest corner of 39th Avenue and Springbrook Court and the property located west of 

Springbrook Road and north of 101st Street and create two parcels to be dedicated to the 

Village for park related purposes as part of the Village Green Center development.   

CONSIDERATION OF A ZONING MAP AMENDMENT:  for the request of Martin Hanley, 

agent for the owner Prairie Place LLC to rezone a portion of the property generally located 

at the northwest corner of 39th Avenue and Springbrook Court and a portion of the property 

generally located west of Springbrook Road and north of 101st Street from the A-2, General 

Agricultural District to the PR-1, Neighborhood Park-Recreation District.   These two areas 

are proposed to be dedicated to the Village for park related purposes as part of the Village 

Green Center development.   

 

THESE ITEMS ARE RELATED AND WILL BE DISCUSSED AT THE SAME TIME 

HOWEVER SEPARATE ACTION IS REQUIRED. 

The petitioner is requesting approval of a two (2) Certified Survey Maps, the first CSM is to 

subdivide the property generally located at the northwest corner of 39th Avenue and 

Springbrook Court and the second CSM property is located west of Springbrook Road and 

north of 101st Street.  Lots 1 of both CSM’s are proposed to be dedicated to the Village for 

park related purposes as part of the Village Green Center development.  In addition, a 

Zoning Map Amendment to rezone Lots 1 of both CSM’s from the A-2, General Agricultural 

District to the PR-1, Neighborhood Park-Recreational District. 

The first CSM subdivides the property located west of 39th Avenue north of Springbrook 

Court into two parcels.  Lot 1 is 149,037 acres with over 350 feet of frontage on 39th 

Avenue and Lot 2 is 681,572 square feet with over 1,400 feet of frontage on Springbrook 

Road and over 600 feet on Springbrook Court.  Lot 1 of this CSM is proposed to be rezoned 

from the A-2, General Agricultural District into the PR-1, Neighborhood Park-Recreational 

District. 

As a part of the first CSM, a portion of Springbrook Court was vacated by Kenosha County 

Resolution#58 and is being incorporated into Lot 1.  In addition, a triangle portion of vacant 

land which had been owned by Kenosha County adjacent to 39th Avenue that was recently 

transferred to Pleasant Prairie (Resolution #59) is being incorporated into Lot #1. Per the 

2015 Storm Sewer Agreement between Prairie Place LLC and the Village, all of Lot 1 is being 

dedicated to the Village for public park related purposes.  

The second CSM west of Springbrook Road and north of 101th Street is 195,713 square feet 

with over 300 feet of frontage on Springbrook Road.  Per the 2015 Storm Sewer Agreement 

between Prairie Place LLC and the Village, Lot 1 of this CSM is being dedicated to the Village 

for public park related purposes. Lot 1 of this CSM is also proposed to be rezoned from the 

A-2, General Agricultural District into the PR-1, Neighborhood Park-Recreational District. 

Additional language is being added to both CSM’s as it relates to Dedicated Public Streets 

and Dedicated Stormwater Drainage, Access and Maintenance Easements.  The dedicated 

public street language pertains to obligations of adjacent land owners as it relates to the 

street right-of-ways and the public stormwater drainage easement language is being placed 

on the CSM’s regarding ongoing obligations for storm water drainage and land maintenance 

obligations. Also, a note is being placed upon the first CSM which addresses the ongoing 

rights by the existing utility easement holders that have existing infrastructure under the 

vacated Springbrook Court. 
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Village staff recommends approval of the two Certified Survey Maps subject to the 

above comments and the following conditions: 

1. The attached changes shall be made to the CSM’s and resubmitted to Village staff 

for final review and approval. 

2. Per the Agreement with the Village, there shall be no outstanding taxes for the lots 

being transferred to the Village for public park related purposes be paid. 

3. Per the Agreement with the Village, there shall be no outstanding special 

assessments on the two (2) lots being transferred to the Village for public park 

related purposes. 

4. The CSM shall be executed and recorded at the Kenosha County Register of Deeds 

within 30 days for Village Board approval. 

 

Village staff recommends that the Plan Commission send a favorable recommendation to the 

Village Board to approve the Zoning Map Amendments as presented subject to recording 

the two CSM’s. 





























ORD. # 16-__ 
 

ORDINANCE TO AMEND THE OFFICIAL ZONING MAP 
OF THE VILLAGE OF PLEASANT PRAIRIE, 

KENOSHA COUNTY, WISCONSIN 
PURSUANT TO CHAPTER 420-13 OF THE VILLAGE ZONING ORDINANCE 

 
BE IT ORDAINED by the Village of Pleasant Prairie Board of Trustees, 

Kenosha County, Wisconsin, that the Official Village Zoning Map is hereby amended 
as follows: 
 
Lot 1 of CSM _______ and Lot 1 of CSM _____ located in U.S. Public Land Survey Section 
23, Township 1 North, Range 22 East of the 4th Principal Meridian, in the Village of Pleasant 
Prairie, Kenosha County, Wisconsin and further identified as Tax Parcel Numbers 92-4-122-
234-______ and 92-4-122-234-_________ are hereby rezoned from the A-2, General 
Agricultural District to the PR-1, Neighborhood Park and Recreational District. 

The Village Zoning Administrator is hereby directed to record these Zoning Map 
Amendments on the appropriate sheet of the Official Village Zoning Map and Appendix B in 
Chapter 420 of the Village Municipal Code shall be updated to include said amendments. 

Adopted this  ____ day of ___________, 2016. 
 

VILLAGE BOARD OF TRUSTEES 
 
ATTEST: 

________________________ 
John P. Steinbrink 
Village President 

_________________________________ 
Jane M. Romanowski 
Deputy Village Clerk 
 
Posted:____________ 
 
__- VGC PR-1 Rezone 
 
CODE1511-003 













1 inch = 500 feet

DISCLAIMER  This ma p is neither a lega lly recorded  map nor a survey an d is not intended to be used as one.  This draw ing  is a compilation of records, data an d information loca ted in var iou s state, county and mun icip al offices 
and other sources affecting the area shown and  is to be used for refe rence purpose s only.  Kenosha County is not resp onsible for a ny inaccuracie s herein con tained .  If discrep ancies are fo und, please  conta ct Kenosha County.

General Location Map

¨
Date Printed : 11/20/2015
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A. PUBLIC HEARING AND CONSIDERATION OF A CONCEPTUAL PLAN for the 

request of William Bohne, P.E. of Jacob & Hefner Associates, agent for Riverview 

Group LLC owner of the property generally located south and east of 110th Street 

and 116th Avenue for the development of three (3) industrial buildings for the 

proposed Riverview Corporate Park (North). 

Recommendation:  Village staff recommends that the Plan Commission send a favorable 

recommendation to the Village Board to approve the Conceptual Plan subject to the 

comments and conditions of the Village Staff Report of April 25, 2015. 
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VILLAGE STAFF REPORT OF APRIL 25, 2016 

CONSIDERATION OF A CONCEPTUAL PLAN for the request of William Bohne, P.E. of 

Jacob & Hefner Associates, agent for Riverview Group LLC owner of the property generally 

located south and east of 110th Street and 116th Avenue for the development of three (3) 

industrial buildings for the proposed Riverview Corporate Park (North). 

IMPORTANT ASSUMPTIONS:  The following report is a review of only the Conceptual 

Plan.  This report assumes that the existing Development Agreement, zoning and TID #2 

Project Plan remain in place as currently approved and executed.  Any requested changes to 

these items should be formally submitted to the Village using the appropriate forms for any 

such applications.  These staff notes do not envision any changes to the above-referenced 

items.  In the event that any of the above-referenced items are amended or changed, 

additional requirements to those provided herein may be required. 

Previous Village approvals:   

 On June 17, 2013, the Village Board adopted Ordinance #13-24, which rezoned the 

developable portions of Riverview Corporate Park (in addition to other parcels) into 

the M-5 District. The M-5 Zoning District reflects an enhancement of the Village’s 

public policy of sound and diversified economic development.  While there have been 

and still are sufficient economic opportunities for the construction of warehouses and 

distribution facilities in the existing corporate parks in the Village, the Village 

believes that it is important to conserve land resources and economic infrastructure 

in order to assist in providing more employment in the Village.  As such, the M-5 

District serves to promote and encourage production, manufacturing, and office 

related employment as the primary uses in the District, with warehousing and 

distribution to be ancillary to the manufacturing and other permitted uses in this 

District.  The M-5 district encourages and promotes more intensive land uses which 

in turn would promote greater employment opportunities in proximity to both I-94 

and STH 31.  The M-5 District allows for manufacturing, assembly, office, and 

research and development uses with limited warehouse and distribution uses within 

an enclosed structure wherein no high hazard uses are allowed and the method of 

manufacturing is not injurious to the point of constituting a nuisance to the 

occupants of adjacent properties.  This District also allows for office parks or 

individual office buildings and ancillary uses, which may or may not include space for 

manufacturing, assemblies, or research and development, but provides direct 

services to the employees or customers or other uses in the area.   

 On September 13, 2013 the Village Board conditionally approved a Master 

Conceptual Plan for the development of an approximate 254 acre corporate 

business park generally located east of IH-94 south of 110th Street and north of 

122nd Street (Tax Parcel Numbers 92-4-122-303-0101, 92-4-122-304-0200, 92-4-

122-311-0200, 92-4-122-312-0305 and 92-4-122-312-0310) to be known as 

Riverview Corporate Park.  This Master Conceptual Plan had provided the developer 

with early input from the Village and the abutting neighbors as they continued to 

prepare more detailed plans and work through the Village’s development review 

process.   The Master Conceptual Plan was designed to accommodate five (5) to 

seven (7) corporate facilities for office, research and development, manufacturing, 

production and assembly operations.  The buildings were proposed to range in size 

from about 87,000 square feet to 428,000 square feet and to have open space 

design features utilizing the prairie and wetlands to transition into the adjoining 

areas.  

Riverview Corporate Park is intended to accommodate the business expansion of 

corporations from both the Chicago and Milwaukee markets.  It has immediate 
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access to the four-way interchange at STH 165 and I-94.  It is 30 minutes from 

General Mitchell International Airport and 45 minutes from Chicago O’Hare 

International Airport. From I-94, the Park has good access to the interstate highway 

system for servicing the entire Midwest region.  The development of the Corporate 

Park has an ultimate estimated employment of 1,100 people at full build-out.   

 On August 18, 2014, the Village Board adopted Ord. # 14-27 to amend the 

Lakeview West Neighborhood Plan 13 including a portion of the River Woods 

Neighborhood Plan 24 of Appendix 9-3 and the 2015 Land Use Plan of the 

Village Comprehensive Plan generally located between the 9300 block of 120th 

Avenue (East Frontage Road) to the Wisconsin/Illinois state line and east of I-94.  

The Neighborhood Plan(s) identify potential, land uses, road layouts, signal locations 

and access points for future industrial and commercial development along this 

portion east of the I-94 based on the 2013 Master Conceptual Plan.  

 On July 21, 2014, the Village Board entered into a Development Agreement with 

Riverview Group, LLC which specifically outlined the timing of the Riverview 

Corporate Park (North) development; the acknowledgment of the existing M-5, 

Production and Manufacturing Zoning District for the referenced property; the 

Village’s agreement and obligation regarding the expenditure of tax increment 

funding towards the financing of specific infrastructure improvements; the 

Developer’s requirement to present Letters of Credit and the reimbursement 

obligations to the Village; the Developer’s requirement to officially notify the Village 

of its Notice to Proceed; and other obligations as required by the Developer and the 

Village as detailed in the Development Agreement.   

 

The Village has nearly completed the public infrastructure designs, including sanitary sewer, 

water, storm sewer, roadway and curb and gutter plans for the extension of the 116th 

Avenue to accommodate the Riverview Corporate Park (North) area.   

The Village has also recently completed a Traffic Impact Analysis (TIA) by analyzing the 

existing and future traffic and transportation system requirements and roadway network to 

service the Riverview Corporate Park area and the land within the LakeView West 

Neighborhood Plan area.      

The Developer has completed environmental delineations on the site including locations of 

the wetlands, 100-year floodplain areas, primary environmental corridors, ordinary high 

water marks and has incorporated these areas into a more detailed Conceptual Plan for 

Riverview Corporate Park.     

Conceptual Plan:  At this time the petitioner is requesting approval of an updated Master 

Conceptual Plan for the area north of the creek-Riverview Corporate Park (North) identified 

as part of Village Tax Parcel Numbers 92-4-122-303-0101 and 92-4-122-304-0200.  The 

property is proposed to be divided by Certified Survey Map into three (3) building sites and 

a number of Outlots. [Note: pursuant to Section 395-56 of the Village Land Division and 

Development Control Ordinance as long as the lots are over 1 1/2 acre and not used for 

residential purposes the CSM can create more than four (4) lots in any five (5) year time 

frame]. 

The Conceptual Plan includes the following three (3) speculative buildings each on their own 

lot: 

 Building A is proposed to be a 105,000 square foot building on a 0.93 acre site. 

 Building B is proposed to be a 166,090 square foot building on a 10.1 acre site. 
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 Building C is proposed to be a 120,065 square foot building with potential of a 

101,000 square foot expansion on an 11.45 acre site. 

Roadways - Based upon the Development Agreement, 116th Avenue is proposed to be 

extended as a public roadway by the Village with full urban improvements (municipal sewer, 

water and storm sewer) and will terminate at this time in a cul-de-sac just north of the 

creek.  [Note:  Pursuant to the Neighborhood Plan as previously approved, 116th Avenue 

could possibly be extended south to connect to 122nd Street in the future].  

As shown on the Conceptual Plan, 111th Street does not currently meet Village standards, so 

it would be considered a private street that provides the required access to the proposed 

building sites.  The municipal sanitary sewer and water proposed in 111th Street shall be 

installed at the Developer’s cost (a separate Development Agreement will be required for 

these required public improvements within the private street).   

The public improvements in 110th Street on the north side of the property would be required 

to be constructed at a future date, unless that requirement is waived or modified by the 

Village Board. 

Environmental Features - As noted above, all of the environmental features have been 

identified and three (3) small areas of the primary environmental corridor (exclusive of 

wetlands and 100-year floodplain) are proposed to be removed for the installation of 

required fire lanes and parking areas.  

Stormwater - Storm water facilities are proposed to be located within Outlots north and east 

of Building C in non-environmentally sensitive areas. 

Zoning - The developable land within the proposed Riverview Corporate Park (North) is 

zoned, M-5, Production Manufacturing Zoning District.  The M-5 Zoning District reflects an 

enhancement of the Village’s public policy of sound and diversified economic development.  

While there have been and still are sufficient economic opportunities for the construction of 

warehouses and distribution facilities in the existing Corporate Parks in the Village, the 

Village believes that it is important to conserve land resources and economic infrastructure 

in order to assist in providing more employment in the Village.  As such, the M-5 District 

serves to promote and encourage production, manufacturing, and office related employment 

as the primary uses in the District, with warehousing and distribution to be ancillary or 

secondary uses in this District.  The M-5 district encourages and promotes more intensive 

land uses which in turn would promote greater employment opportunities in proximity to 

both I-94 and STH 31.  The M-5 District allows for manufacturing, assembly, office, and 

research and development uses with limited warehouse and distribution uses within an 

enclosed structure wherein no high hazard uses are allowed and the method of 

manufacturing is not injurious to the point of constituting a nuisance to the occupants of 

adjacent properties.  This District also allows for office parks or individual office buildings 

and ancillary uses, which may or may not include space for manufacturing, assemblies, or 

research and development, but provides direct services to the employees or customers or 

other uses in the area.  It is anticipated that these areas would be developed in an 

attractive corporate park-like setting with landscaping, consistent signage, and similar or 

compatible building materials and designed to present an integrated image to customers.  

The Riverview Corporate Park development must comply with all Village Ordinances and 

requirements and specifically with the requirements of the M-5 District.   

The M-5 District requires the following dimensional requirements for each lot: 

 Lot size:  2 acres minimum. 

 Lot frontage:  150 feet on a public street and reduced to 100 feet on a curve or cul-

de-sac. 
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 Open Space:  25% minimum. 

 Street Setback: 65 feet from arterial (116th Avenue could become an arterial in the 

future if 116th Avenue becomes the I-94 frontage road), 40 feet from non-arterial 

streets or back of curb from a private street (110th Street and 111th Street). 

 Side and Read setbacks:  45 feet minimum. 

 Shore setback:  75 feet minimum. 

 Wetland setback:  25 feet minimum. 

 Parking setbacks:  20 feet from all property lines and 25 feet from any wetlands on 

the property.  The shared access with a 20 foot green space between the lots of 

Buildings B and C is allowed. 

 Fire lanes shall be all-weather, paved surface roadways with a minimum width of 30 

feet and set back at least the maximum height of the building adjacent to the fire 

lane, but not to exceed 50 feet from the building, unless otherwise approved by the 

Fire & Rescue Chief. 

Other specific M-5 design criteria includes that warehouse and distribution auxiliary uses 

which are allowed in the M-5 District are uses classified as Storage Group S in Section 311 

of the 2006 IBC that are not classified as a Group H Hazard pursuant to Section 307 of the 

2006 IBC shall be auxiliary permitted uses in a building in the M-5 District, provided that all 

of the following limitations shall be satisfied: 

(a) Such uses are auxiliary to the permitted manufacturing or research and development 

use(s), in that they are located in the principal building; 

(b) All warehouse and distribution auxiliary permitted uses in a principal building together 

shall not occupy more than 30% of the gross floor area of such building, except that the 

building occupant's storage of raw materials and finished products assembled or produced 

on site shall be exempt from this 30% requirement; 

(c) The building façade area of dock doors is limited to a total of 25% of the building 

exterior walls; and 

(d) Such uses are subject to the requirements of Article IX and all other applicable 

provisions of this chapter and of other Village ordinances and codes. 

 

Zoning Related Approvals:   

1. Zoning Map and Text Amendments:  Since 111th Street is being shown as a private 

street, the property will be required to be developed as a Planned Unit Development 

(PUD) to allow for the lot for building C and Outlots for the stormwater facilities to be 

located on a parcel without the required lot frontage on a public street.  The Developer 

shall specify in the application, which dimensional variations to the Zoning Ordinance 

Text that are proposed to be amended and the community benefit to be considered by 

the Village for the Planned Unit Development (PUD).  In addition to the creation of a 

PUD Overlay Ordinance for this development and rezoning of the properties into the 

PUD, the petitioner shall also request to amend the Zoning Map to correctly identify the 

field delineated environmental features in the C-1, Lowland Resource Conservancy 

District and C-2, Upland Resource Conservancy District. Any non-wetland or non-

woodland areas within the Outlots shall be rezoned into the PR-1, Neighborhood Park-

Recreational District.  An illustration and legal descriptions of all zoning districts shall be 

submitted as part of the Zoning Map Amendment application. 
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If 111th Street is proposed to be constructed by the Developer as a public street, a 

separate Development Agreement will need to be entered into between the Developer 

and the Village. At the Developer’s cost, the Developer would need to design and 

construct 111th Street in accordance with the Village’s public infrastructure specifications 

and regulations.  [Note: If 111th Street is built as a public street and dedicated to the 

Village, the PUD Zoning Overlay District would not need to address the M-5 requirement 

of lot frontage on a public street].  

2. Comprehensive Plan Amendment:  The Village’s 2035 Comprehensive Land Use Plan 

Map 9.9 will also need to be amended to correctly identify the location of the field 

delineated wetlands and primary environmental corridors (as modified) so that the 

Village’s Zoning Map and the Land Use Plan Map are consistent.  [Note:  The Plan 

Commission will conduct the public hearing (a 30-day public notice is required) and will 

make a recommendation to the Village Board on the Comprehensive Plan Amendment.]  

An illustration and legal descriptions of all land use plan amendments shall be submitted 

as part of the Zoning Map Amendment application. 

3. Certified Survey Map/Variance/Development Agreement: A Certified Survey Map 

(CSM) is required to be submitted for the Village’s review, approval and recording to 

dedicate public right-of-way; subdivide the property; identify Dedication and Easement 

Provisions, Restrictive Covenants and other Developer Notes and to define Developer 

maintenance obligations and site restrictions as required.  Any public improvements that 

will be installed pursuant to the Development Agreement for the Riverview Corporate 

Park (North) shall be designed, constructed and installed prior to the development of 

any specific site, unless there is municipal water available for fire protection and 

adequate site access as determined acceptable by the Village for both inspection 

purposes and emergency services accessibility.     

The existing Development Agreement sets forth the Village’s obligations and 

construction requirements for 116th Avenue required public improvements north of the 

creek within the development sites. A separate Development Agreement would be 

required, along with the associated public infrastructure plans, specifications, permits 

and approvals; executed contracts; performance and payment bonds; construction 

related services (field staking, inspection contract administration); and financial security 

for the installation of said 111th Street improvements if it were constructed as a public 

road.  Any new Development Agreement would need to be reviewed and approved by 

the Village Plan Commission and Village Board at the same time the required CSM is 

considered.   

Prior to consideration of a new Development Agreement for 111th Street being a public 

road, the Village must approve the request, review and approve the engineering plans, 

specifications, contract documents, etc.   Upon the Village’s approval of the engineering 

plans, specifications and contract documents, the public sanitary sewer plans would 

require the following approvals/permits in the following order: 

1. City of Kenosha Water / Wastewater Utility approval. 

2. SEWRPC “208” approval (to be submitted by Developer after 1 above). 

3. WI DNR approvals (to be submitted by Developer after all of the above). 

Upon the Village’s approval of the engineering plans, specification and contract 

documents, etc. the public water mains will require the following approvals/permits: 

1. City of Kenosha Water / Wastewater Utility approval. 

2. WI DNR approvals (to be submitted by Developer after all of the above. 
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In addition, a variance petition shall be submitted to the Village Board for an exception 

from Section 395-58 E of the Village’s Land Division and Development Control 

Ordinance, which requires that public streets be constructed the full distance of the 

boundaries of the parcel being divided.  Specifically, 110th Street is considered as a 

boundary street for proposed Building “A” and no 110th public improvements are being 

proposed to be constructed at this time. 

THIS STAFF REPORT DOES NOT REVIEW OR RECOMMEND APPROVAL OF ANY 

AMENDMENTS TO THE DEVELOPMENT AGREEMENT AND ONLY REVIEWS THE 

CONCEPTUAL PLAN AS SUBMITTED TO THE VILLAGE. 

4. Corporate Park Declaration and By-Laws Documents:  The petitioner is requesting 

that Riverview Corporate Park (North) as shown on the Conceptual Plan and as defined 

in the existing Development Agreement be developed as a unified industrial/commercial 

development and specific declarations, restrictions and development standards be 

approved.  Attached is a draft of the By-Laws and Declaration of Development 

Standards and Protective Covenant for Riverview Corporate Park (North).  These 

documents will need to be finalized and recorded to establish the Riverview Corporate 

Park (North) regulations after the Village’s review and conditional approval. 

5. Preliminary Site and Operational Plan:  The Developer has indicated that they would 

like to begin mass grading of the Riverview Corporate Park (North) which would include 

the installation of the storm water facilities and underground public and private 

infrastructure to allow three (3) building pads be created.  For the Village to allow work 

to commence, Preliminary Site and Operational Plans (which is the complete civil plans) 

shall be submitted, reviewed and approved by the Village Plan Commission, prior to 

issuance of the required erosion control permit/WI DNR NOI permit and work in the 

right-of-way permit.    

[Note:  Next step items 1-4 above shall be approved prior to or at the same time that 

the Preliminary Site and Operational Plans are considered by the Village Plan 

Commission.]  Prior to issuance of any erosion control permit, any work, grading, 

removing brush, parking lots/fire lanes within 75 feet of the OWHM of a navigable 

waterway will require a Stipulated Shoreland Permit to be issued by the Village.  [Note:  

this is a Village staff review process, however a 20 day notice is required.] 

6. Final Site and Operational Plan:  Final Site and Operational Plan approval by the Plan 

Commission is required for each site.  Site and Operational Plans shall include a detailed 

written narrative that explains the proposed development and specific related to the 

proposed uses (use, employment, traffic, etc.); industrial waste surveys, site surveys of 

existing conditions; site development plans; building construction plans; lighting, 

landscaping and signage plans; and other items as required pursuant to Chapter 420 

Article IX of the Village Zoning Ordinance. If a Conditional Use Permit is required, 

application(s) shall be submitted and the Plan Commission will hold a public hearing.  If 

a Conditional Use Permit(s) are not required, the Plan Commission will consider the Site 

and Operational Plans at a regularly scheduled meeting, which does not require a public 

hearing. 

Village staff recommends that the Plan Commission send a favorable recommendation to the 

Village Board to conditionally approve the Conceptual Plan/Preliminary Site and 

Operational Plans subject to compliance with the existing Development Agreement, 

zoning and TID #2 Project Plan as it was approved and executed and subject to the above 

comments and the following conditions: 

1. The Conceptual Plan has been reviewed for conformance with generally accepted 

engineering practices and Village policies.  Although the data has been reviewed, the 

design engineer is responsible for the thoroughness and accuracy of plans and 
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supplemental data and for their compliance with all State and local codes, 

ordinances, and procedures. Modifications to the plans, etc. may be required should 

errors or changed conditions be found at a future date and detailed engineering 

plans are prepared and reviewed.  The following changes shall be made to the 

plans and revisions shall be incorporated into the Preliminary Site and 

Operational Plans and submitted with a written narrative explaining where 

and how each of the comments have been addressed: 

a. “Note on plans: For security reasons, the construction site(s) shall be 

surrounded with a six (6) foot high chain link fence”.  A fence permit is 

required for the temporary fencing. 

b. The northern property boundary needs to be further clarified.  It appears that 

the north property boundary on the Conceptual Plan is incorrect. 

c. Additional right-of-way adjacent to 110th Street will be required to be 

dedicated for the future construction of 110th Street to the east as indicated 

on the approved Neighborhood Plan (70 foot total right-way width will be 

required).  If no improvements are proposed for 110th Street, then a Variance 

to defer the construction of 110th Street shall be submitted for consideration 

by the Village Board.  If a variance is being requested, then the required 

application shall be filed so that the required public hearing can be scheduled 

at the same time that the CSM is considered by the Village Board. 

d. Right-of-way for 116th Avenue shall be dedicated on the CSM.   

e. Right-of-way for 111th Street (if approved by the Village) shall be dedicated 

on the CSM. 

f. All required M-5 District setbacks and the required parking/fire lane setbacks 

shall be met.  The parking lot north of building A, the parking/fire lanes on 

the west and south side of Building B, and the parking/fire lanes areas along 

the east and south side of Building C do not meet the minimum setback 

requirements. 

g. Provide details on what is being removed from the Primary Environmental 

Corridor (PEC).  Is this underbrush or are there any trees?  Any trees greater 

than 8” in the PEC proposed to be removed shall be shown on the grading 

plan.  

h. The following plans shall be submitted with the Preliminary Site and 

Operational Plans: 

i. Detailed Grading and Erosion Control Plans. 

j. Project detail sheets. 

k. Landscaping plan. 

l. Lighting plan. 

m. See attached comments dated April 1, 2016 from the Village Department of 

Public Works. 

n. Compliance with the attached memo dated March 25, 2016 from the Village 

Fire & Rescue Department.  See Condition #1 regarding Site Access that need 

to be corrected on the plans. 

o. Compliance with the attached memo dated March 31, 2016 from the Village 

Building Inspection Department. 
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p. Cover Sheet  

i. The project is required to have a pre-construction conference upon 

final plan and permit approvals. Add the following note: “Prior to 

construction, a pre-construction conference must be held at the Village 

offices. The pre-construction conference shall be scheduled and 

moderated by the designing Engineer of Record”. 

ii. Add a listing of government agency and utility contacts (see 

attached). 

iii. Correct the diggers hotline note to reference Wisconsin’s contact 

instead of Illinois J.U.L.I.E. system. 

q. Site Plan 

i. Modify the site plan as needed to meet all required zoning setbacks for 

building and parking/fire lane areas.  

ii. 111th Street – Public Road / Utility Option Comments—Remove if 111th 

Street is a private street. 

(a.) Village standard industrial road is 45-feet (back of curb) with a 

70-foot right-of-way. Roadway is currently shown at 40-feet 

(back of curb) with a 66-foot right-of-way. 

(b.) The public road shall be crowned at the centerline. 

(c.) Cul-de-sac shall be fully curbed around the radius. Also, a cul-

de-sac island shall be incorporated into the design. 

(d.) Provide cul-de-sac radius and geometrics for review. 

(e.) Storm sewer, sanitary sewer, and water main, within the public 

roadway corridor shall be public. Standard public utility 

locations are as follows. These locations shall be further 

evaluated if the sanitary sewer depth as shown cannot be 

reduced. 

(a) Public storm sewer shall be within the pavement, on the 

south side of the roadway, and located generally 10-feet 

off of the centerline. Public storm sewer segments 

outside the right-of-way for the outlet shall be located 

within a 20-foot wide Storm Sewer Access and 

Maintenance Easement. 

(b) Public sanitary sewer shall be located within the 

centerline of the roadway. All sampling manholes shall 

be located outside the right- of-way on private property. 

(c) Public water main shall be located within the pavement, 

north side of the roadway, located generally 10-feet off 

the centerline. Hydrants shall be placed 5-feet back of 

curb. 

(f.) Plan and profile shall be provided for public roadways and 

utilities. Roadway cross-sections are required for public 

roadways (111th Street). 

(g.) If 111th Street is approved as a public street by the Village, a 

revised concept of the public street and utility layout shall be 
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provided for further review and comment prior to detailed 

engineering. 

iii. 111th Street – Private Road / Utility Option Comments - Remove if 

111th is a public street. 

(a.) If the sanitary sewer is proposed to be public, then it shall be 

placed within the road centerline. A public sanitary sewer 

access and maintenance easement shall be provided. The 

easement width shall be determined based on the final plan 

depth(s). 

(b.) If the sanitary sewer within the private roadway remains 

private, then the transition location to public by the lift stations 

shall be further reviewed and identified. A dedicated private 

sanitary sewer access and maintenance easement and 

maintenance agreement shall be provided for the private sewer 

facilities. 

(c.) The roadway should be crowned at the centerline to eliminate 

winter icing conditions from snow melt / re-freeze conditions. 

iv. The shown drive access off of the 116th Avenue cul-de-sac will likely 

need to be required to be eliminated in the future, if 116th Avenue gets 

extended and the cul-de-sac is removed. 

v. The driveways on either side of 111th Street shall be adjusted to align. 

vi. Show the proposed property lines for the 3 lots and outlots in the 

development and provide a draft Certified Survey Map. 

vii. Fire & Rescue Department Pumper pad and FDC locations shall be 

shown and identified on the plans. 

viii. Identify the proposed entity and structure of ownership for all private 

infrastructures (storm sewer, sanitary sewer, storm sewers, storm 

water ponds, water mains, etc.). 

ix. The sites shall be curbed and guttered. Show locations and type for 

curb and gutter sections. 

r. Preliminary Grading Plan 

i. Provide proposed contours at 1-foot intervals and show all tie-ins to 

existing contours. 

ii. There are significant grade variations shown which will require walls. 

Show all proposed retaining walls. Plans shall show top of wall and 

bottom of wall elevations, wall material, profile, design details. Also 

provide safety railing information and details. 

iii. Any proposed phased grading shall be shown and identified on the 

plans. 

iv. Pond cross-section(s) shall be provided. 

s. Storm Water Management 

i. A complete storm water management report shall be provided which 

addresses peak discharge, water quality, infiltration, and protective 

area requirements. Storm Water Management shall meet WDNR NR151 

and Village Chapter 298 requirements.  
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ii. Show the storm water pond discharge storm sewers.  

iii. The storm sewer that conveys drainage from 116th Avenue through the 

site to the proposed Pond A shall be privately owned and maintained. 

A Dedicated Storm Sewer, Access and Maintenance Easement shall be 

shown on the CSM (along with Dedication and Easement Language 

drafted by the Village) and a specific Retention Basin Maintenance 

Agreement shall be provided to the Village. The easement width shall 

be 20-feet minimum (up to depths of 10-feet); 40-feet (depths 10 to 

15-feet); 60-feet (depths 15 to 20- feet).  

t. Water Main 

i. Perimeter water mains shall be placed within the site to allow easy 

access for maintenance purposes in relation to any proposed retaining 

walls.  

ii. A Dedicated Water Main, Access and Maintenance Easement shall be 

shown on the CSM (along with Dedication and Easement Language 

drafted by the Village) and a specific Water Main Maintenance 

Agreement shall be provided over all private water mains.  

iii. Private water mains shall be constructed in conformance with the 

Village’s standard construction specifications and details.  

iv. The design engineer shall check with the Fire & Rescue Department for 

the need to provide a temporary fire protection loop with hydrants in 

closer proximity to the building on the south side of building C to 

remain until the building is expanded in the future.  

v. Hydrant location(s) and spacing shall be reviewed by the Fire & Rescue 

Department and meet their requirements.  

u. Sanitary Sewer 

i. A sanitary sewer sampling manhole shall be provided for each building. 

The sampling manhole shall be located to allow easy access for utility 

crews and shall be within pavement areas but not in parking stalls. No 

alignment changes are allowed at a sampling manhole. Village 

standard sampling manhole and flume details shall be used in the 

plans.  

ii. Move sanitary manhole S1 outside the right-of-way.  

iii. Clarify the sewer service depth of 12.3 feet from FF for building C. 

Does the building have basement service or is the depth needed for the 

future building expansion? Evaluate if the sewer depth can be 

reduced.  

iv. Further coordination between the development plans and 116th Avenue 

road and utility plans will be needed for sewer and lift station locations 

as the plans are finalized.  

v. Private sanitary sewer systems shall be constructed in conformance 

with the Village’s standard construction specifications and details.  
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Next Steps:   

1. As indicated above, the following approvals are required prior to issuance of an 

erosion control permit to begin mass grading the site and installing storm water 

facilities and associated infrastructure: 

a. Zoning Map and Text Amendments 

b. Comprehensive Plan Amendment 

c. Certified Survey Map/Variance/Development Agreement  

d. Corporate Park Declaration and By-Laws Documents 

e. Preliminary Site and Operational Plan 

2. Final Site and Operational Plans are required for each building site prior to issuance 

of building and zoning permits for each building site – Village Zoning Ordinance 

compliance is required. 

 

General Comments: 

1. Compliance with all of the terms and conditions in the Development Agreement as 

entered into between the Village and Riverview Group, LLC on July 21, 2014 is 

required.  Several deadlines have been missed pursuant to the Agreement, which 

has brought some concern to the Village, as the Village’s TID# 2 is reaching the end 

of its expenditure period in July of 2017 and reaching the end of its life and will be 

terminating by statute in July of 2022.  

2. Riverview Corporate Park shall comply with the existing M-5, Production –

Manufacturing District regulations and requirements.  All proposed uses shall comply 

with the detailed specifications, regulations and requirements of the M-5 District or 

other underlying basic use district for which such portions of the property are 

currently zoned.  In the event Riverview Group, LLC desires to request any changes 

in the existing zoning, it should submit a zoning change request application to the 

Village.  THIS STAFF REPORT DOES NOT REVIEW OR RECOMMEND APPROVAL TO 

ANY ZONING CHANGES OR AMENDMENTS AND ONLY REVIEWS THE CONCEPTUAL 

PLAN AS SUBMITTED TO THE VILLAGE. 

3. Visible numbers inside and outside of each man-door exit/entrance beginning on the 

front of the building and moving clockwise around the building shall be added.  These 

numbers shall be consistent in size, location and color. Note on the plans and provide 

a site map for the Police Department. 

4. All downspouts for all proposed buildings within the development shall be 

interconnected to the private storm sewer system and shown on the required Site 

and Operational Plans.  No exterior building downspouts or extensions are allowed. 

5. All exterior mechanical units, antennae and/or satellite dishes, whether roof-

mounted or ground-mounted, shall be screened from the general public’s view.  

6. All signs shall conform to the requirements specified in Article X of Chapter 420 of 

the Village Zoning Ordinance unless specifically allowed or modified as part of the 

PUD. 

7. No site within the development shall be used for any parking (neither overnight nor 

during the day) of junked/inoperable/dismantled/unlicensed vehicles.  All 

junked/inoperable/ dismantled/unlicensed vehicles that are parked overnight will be 

issued citations 
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8. At no time shall any site within the development be used to sell or advertise any 

vehicles that are “for sale”. 

9. No vehicular parking will be permitted in driveways, maneuvering lanes, fire lanes or 

on landscaped areas. 

10. There shall be no outdoor storage or display of materials, goods or equipment on any 

site, within the Development unless as approved by the Village.   

11. The use of semi-trailers, storage units, storage bins, roll-off storage devices (e.g. 

P.O.D.S., S.A.M.S.) or other trucks, for storage purposes is prohibited.  Outdoor 

storage of any materials, including but not limited to: retail products for sale, raw 

materials, business supplies, pallets, crates, etc., is prohibited. 

12. No trucks, trailers or cars shall be parked in a manner that would constitute 

advertising of a business on the properties. 

13. No use shall be conducted in such a way as to constitute a public or private nuisance 

or to violate any of the performance standards set out in Section 420-38 of the 

Village Zoning Ordinance. 

14. Impact fees pursuant to Chapter 181 of the Village Code are required to be paid at 

time of building permit for each development site. 

15. Municipal connection fees shall be paid prior to the connections of each building to 

the sanitary sewer system. 

16. All Village fees incurred by the Community Development Department, Village 

Engineers, Village Inspectors and/or expert Consultants (e.g. Village Attorneys) 

required by the Village throughout the development process will be billed directly to 

the Developer.  Such fees shall be paid in a timely manner.  
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DRAFT 
BY-LAWS OF  

 
RIVERVIEW NORTH ASSOCIATION 

 
ARTICLE 1  

DEFINITIONS 
 

Capitalized terms used in these By-Laws (“By-Laws”) and not otherwise defined herein 
shall have the meanings as are defined or ascribed thereto in the Declaration. 

 
The following terms as used in these By-Laws shall have the following respective 

meanings: 
 

1.1 "Articles" shall mean the Articles of Incorporation for the Association, filed with 
the Illinois Secretary of State, as they may be amended or restated from time to time. 

  
 1.2 "Assessment" shall mean amounts from time to time assessed against Owners 

and Lots by the Association, including regular, supplemental and special assessments as 
set forth in the Declaration or these By-Laws. 

  
1.3 "Declaration" shall mean that certain Declaration of Protective Covenants for 
Riverview Corporate Park – Phase I, Pleasant Prairie, Wisconsin dated ______________, 
2016, and recorded on _______________, 2016 as Document No. _________________ 
in the Kenosha County, Wisconsin real estate records, as such document may be 
amended or restated from time to time, which Declaration, and all amendments thereto 
and restatements thereof, are incorporated in these By-Laws by reference. 

 
1.4 "Member" shall mean an Owner as defined in Section 1.20 of the Declaration. 

 
1.5 "Membership" shall have the meaning assigned to it in Section 4.1 of these By-
Laws. 

 
1.6 "Property" shall mean the land described in Section 2 of the Declaration as the 
Property. 

 
ARTICLE 2 
PURPOSE 

 
The Association is organized for the purpose of exercising the powers of the 

RIVERVIEW NORTH ASSOCIATION in Kenosha County, Wisconsin. The Association is 
formed exclusively for purposes for which a corporation may be organized under The General 
Not-For-Profit Corporation Act of Illinois ("Act") and not for pecuniary gain or profit. No part 
of the assets, income, or profit of the Association shall be distributable to, or inure to the benefit 
of, its Directors or officers except to the extent permitted under the Act or by virtue of these By-
Laws. 
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ARTICLE 3 
OFFICES 

 
The principal corporate office of the Association shall be located at:   

 
RIVERVIEW NORTH ASSOCIATION 
c/o: Venture One Real Estate, LLC. 
9500 Bryn Mawr, Ave., Suite 340 
Rosemont, Illinois 60018  

 
or at such other place as the Board may determine by resolution from time to time. The 
Association may have such other offices, either within or without the State of Illinois, as the 
Board may determine or as the affairs of the Association may require from time to time. 
 

The Association shall have and continuously maintain in the State of Illinois a registered 
office, and a registered agent whose office is identical with such registered office, as required by 
the Act. The registered office may be, but need not be, identical with the principal office. The 
address of the registered office may be changed from time to time by the Board or such 
registered agent. 
 

ARTICLE 4 
MEMBERS 

 
Section 4.1 Membership. Membership in the Association ("Membership") shall be 
as provided for in Section 9.2 of the Declaration. 

 
Section 4.2 Classes of Membership. The Association shall initially have two (2) 
classes of voting membership as provided for in Section 9.3 of the Declaration. 

 
Section 4.3 Annual Meeting of Members. There shall be an annual meeting of the 
Members during each fiscal year of the Association which shall be held upon a date and 
at a time selected by the Board, so long as such annual meeting shall take place within 
thirteen (13) months of the immediately preceding annual meeting. At the annual meeting 
Directors shall be elected by the Members, and reports of the affairs and finances of the 
Association and a proposed budget, including a proposed amount of the annual 
Assessments for the forthcoming fiscal year, shall be presented. 

 
Section 4.4 Special Meetings of Members. Special meetings of the Members may be 
called for any purpose at any time by the President or the Board or upon the written 
request of the Class B Member or of Members holding at least twenty-five percent (25%) 
of all votes entitled to be cast by the Class A Membership. 
 
Section 4.5 Notices: General. All notices of meetings and other notices required or 
permitted under these By-Laws to be given to any Member, shall be duly and properly 
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given by sending a copy of the notice by ordinary mail, postage prepaid, to such Member 
at its address appearing on the books of the Association or, if no address has been so 
designated, at the address of the Lot to which the Membership is appurtenant (or, if more 
than one Lot is under common Ownership, at the address of any one of such Lots). No 
Person claiming status as a Member shall be entitled to be given notice under these By-
Laws or be recognized at meetings as a Member until such Person has registered its name 
and address with the Secretary of the Association. Any and all requirements for notice of 
meetings, annual or special, may be waived by a Member either by its presence at the 
meeting in question, unless objection to absence of notice is raised by such Member at 
the commencement of the meeting, or by waiving its right to notice of such meeting in 
writing, either before or after such meeting is held. 

 
Section 4.6 Place of Meeting of Members. The Board may by resolution designate 
any place, either within or without the State of Illinois, as the place of meeting for any 
annual meeting of Members or for any special meeting of Members called by the Board 
or by the President, and may designate any place within the State of Illinois for any 
special meeting called by Members, if any. A waiver of notice signed by all Members 
may designate any place, either within or without the State of Illinois, as the place for the 
holding of any meeting. If no designation of a meeting place is made, or if a special 
meeting be otherwise called, the place of meeting shall be the principal office of the 
Association in the State of Illinois. 

 
Section 4.7 Notice of Meeting of Members. Written notice stating the place, day and 
hour of the meeting of the Members, and, in the case of a special meeting, the purpose or 
purposes for which the meeting is called, shall be delivered not less than five (5) nor 
more than sixty (60) days before the date of the meeting, or, in the case of a removal of 
one or more Directors or a merger, consolidation, dissolution, or sale, lease or exchange 
of assets, not less than twenty (20) nor more than sixty (60) days before the date of the 
meeting, by or at the direction of the President, or the Secretary, or the officer or Persons 
calling the meeting, to each Member of record. If all of the Members shall meet at any 
time and place, either within or without the State of Illinois, and consent to the holding of 
a meeting at such time and place, such meeting shall be valid without call or notice, and 
such meeting shall be valid without call or notice, and at such meeting any corporate 
action may be taken. 

 
Section 4.8 Fixing of Record Date for Voting. For the purpose of determining 
Members entitled to notice of or to vote at any meeting of Members, or in order to make 
a determination of Members for any other proper purpose, the date on which notice of the 
meeting is delivered shall be the record date for such determination of Members. When a 
determination of Members entitled to vote at any meeting of Members has been made as 
provided in this Section 4.8, such determination shall apply to any adjournment thereof. 

 
Section 4.9 Quorum; Adjourned Meetings of Members. Unless otherwise provided 
in the Declaration, the Articles, in these By-Laws or by law, at any meeting of the 
Members, the presence at such meeting of Members, either in person or by proxy, 
capable of casting thirty percent (30%) of all votes held by the Members, shall constitute 
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a quorum for the transaction of business. If a quorum is present, action may be taken by a 
majority vote of the votes present at such meeting and capable of being cast, unless 
otherwise required by the Declaration, the Articles, these By-Laws or by law. If any 
meeting cannot be organized because a quorum is not present, then by a majority vote of 
the votes present at such meeting and capable of being cast, in person or by proxy, such 
meeting may be adjourned to any date which is at least ten (10) days after the date of said 
adjourned meeting. Written notice of such adjourned meeting and the date, time and 
location of the subsequent meeting shall be delivered to the Members not less than three 
(3) days prior to the date fixed for said subsequent meeting. 

 
Section 4.10 Voting. Voting on all matters shall be by voice or by show of hand unless 
the chairman of the meeting or any Person qualified to vote, prior to the voting on any 
matter, demands vote by ballot, in which case each ballot shall state the name of the 
Member voting and the number of votes voted by him or her, and if such ballot be cast by 
proxy, it shall also state the name of such proxy. During any period in which an Owner 
shall be in default in the payment of any amount due and owing to the Association, the 
votes which are allocated to such Lot's Membership(s) shall not be counted for any 
purposes, and such Membership's votes shall not be considered in determining whether a 
quorum is present. 

 
Section 4.11 More Than One Owner Associated with Lot. If more than one Owner is 
associated with a Lot, the vote for such Lot may be cast by any Owner or by such Person 
as such Owner shall designate by proxy. In no event shall the votes cast with respect to 
any Lot be cast by more than one (1) Person. If a Member is a corporation, partnership or 
other entity other than a natural Person, its votes may be cast by such Person as such 
Member has duly designated as its authorized agent, or by proxy. 

 
Section 4.12 Proxies. A Member entitled to vote may vote in person or by a proxy duly 
executed by or on behalf of such Member. Proxies may be given to any Person and may 
extend for any period provided in the proxy or for eleven (11) months if not otherwise 
provided therein. Every proxy shall continue in full force and effect until revoked by the 
Person executing it prior to the vote pursuant thereto, except as otherwise provided in this 
Section 4.12 and in the Act. Such revocation may be effected by a writing delivered to 
the Association stating that the proxy is revoked or by a subsequent proxy executed by, or 
by attendance at the meeting and voting in person by, the Member executing the proxy. 
The dates contained on the forms of proxy presumptively determine the order of 
execution, regardless of any postmark dates on envelopes in which they are mailed. An 
appointment of a proxy shall be revocable by the Member. Unless the appointment of a 
proxy contains an express limitation on the proxy's authority, the Association may accept 
the proxy's vote /or other action as that of the Member making the appointment. 

 
Section 4.13 Participation by Telephone Conference. Unless specifically prohibited 
by the Articles or the Declaration, Members entitled to vote may participate in and act at 
any meeting of the Members through the use of a telephone conference or other 
communications equipment (such a s web or video conferencing) by means of which all 
persons participating in the meeting can communicate with each other. Participation in 
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such meeting shall constitute attendance and presence in person at the meeting of the 
person or persons so participating. 

 
Section 4.14 Informal Action by Members. Unless otherwise provided in the Articles, 
the Declaration or by these By-Laws, any action required to be taken at any annual or 
special meeting of Members, or any other action which may be taken at a meeting of 
Members, may be taken without a meeting and without a vote, if a consent in writing, 
setting forth the action so taken, shall be signed by all the Members entitled to vote with 
respect to the subject matter thereof. 

 
Section 4.15 Presiding Officer. The President, or in his or her absence, any Vice-
President, shall serve as the chairman of every meeting of the Members unless some 
other Person is elected to serve as chairman by a majority of the votes present and 
capable of being voted at the meeting. The chairman may appoint such Persons as he or 
she deems necessary to assist with the meeting. 

 
Section 4.16 The cumulative system of voting shall not be allowed with respect to 
either Class A or Class B Memberships. 

 
ARTICLE 5 

BOARD OF DIRECTORS 
 

Section 5.1 General Powers. Subject to the Declaration and these By-Laws, the 
property, affairs and business of the Association shall be managed by or under the 
direction of the Board. 

 
Section 5.2 Number and Term of Office. The initial Board shall consist of three (3) 
Directors named in the Articles, who shall serve until the first annual meeting, unless any 
such Director sooner dies, resigns, or is removed from office. The Board shall thereafter 
be elected by the Members, and shall consist of three (3), or such greater number up to 
five (5), as may be fixed by resolution of the Directors from time to time. At the initial 
election of Directors, one (1) Director shall be elected for a one (1) year term of office, 
one (1) Director for a two (2) year term of office, and one (1) Director for a three (3) year 
term of office. All Directors elected thereafter shall be elected to three (3) year terms of 
office. In the event that the number of Directors shall be increased, then the terms of 
Directors shall be fixed in the discretion of the Board in such a way that no more than 
two (2) Directors shall have their terms of office expire in the same year. Each Director 
shall serve until his or her successor shall have been duly elected and qualified. After the 
Class B Membership has been converted to a Class A Membership, no Person may serve 
as a Director who is not a Member. 

 
Section 5.3 Compensation. The Directors and officers may receive compensation for 
their services rendered on behalf of the Association, as such compensation is established 
by the Board, in addition to any reimbursement for their out-of-pocket expenses incurred 
for the benefit of the Association; provided, however, that any Directors or officers who 
have been elected prior to the time the Class B Membership is converted to a Class A 
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Membership shall not be entitled to any compensation or remuneration, except 
reimbursement for their out-of-pocket expenses incurred for the benefit of the 
Association. This Section shall not be construed to preclude any Director from serving 
the Association in any other capacity and receiving reasonable compensation therefor. 

 
Section 5.4 Board Meetings Open to Owners; Notice to Members of Board 
Meetings. Meetings of the Board shall be open to any Owner, except for the portion of 
any meeting held: (a) to discuss litigation when an action against or on behalf of the 
Association has been filed and is pending in a court or administrative tribunal, or when 
the Board finds that such an action is probable or imminent; (b) to consider information 
regarding appointment, employment of dismissal of an employee, or (c) to discuss 
violations of rules and regulations of the Association or unpaid Assessments. Except as 
provided in Section 7.4 of these By-Laws, notice of all meetings of the Board shall be 
mailed or delivered to all Members at least forty-eight (48) hours prior thereto, unless a 
written waiver of such notice is signed by the Member entitled to such notice before the 
meeting is convened. 

 
Section 5.5 Annual Meeting. The annual meeting of the Board will be held on the day 
of and immediately after the annual meeting of the Members. A meeting of the Board 
will also be held after any special meeting of the Members at which a full Board is 
elected. 

 
Section 5.6 Special Meetings. Special meetings of the Board may be held at any time 
and place within the metropolitan area of Chicago, Illinois when called by the President 
or any Director. 

 
Section 5.7 Notice to Directors. Notice of any special meeting of the Board shall be 
given to all Directors at least three (3) days previous thereto by (a) written notice 
delivered personally or by a nationally recognized overnight delivery service (such as 
Federal Express) for overnight delivery to the applicable business address, or (b) given at 
least five (5) days previous thereto if mailed. If mailed, such notice shall be deemed to be 
delivered on the second day following the date on which it was deposited in the United 
States mail so addressed, with proper postage thereon prepaid. If notice be given by 
overnight delivery service, such notice shall be deemed to be delivered when the 
overnight delivery package is delivered to the applicable business address. Any Director 
may waive notice of any meeting by executing a written waiver of notice. The attendance 
of a Director at any meeting shall constitute a waiver of notice of such meeting, except 
where a Director attends a meeting for the express purpose of objecting to the transaction 
of any business because the meeting is not lawfully called or convened. Except as 
otherwise provided in the Articles, neither the business to be transacted at, nor the 
purpose of, any regular or special meeting of the Board of Directors need be specified in 
the notice or waiver of notice of such meeting. 

 
Section 5.8 Quorum. A quorum at any meeting of the Board shall consist of a 
majority of the entire membership of the Board. A majority of the Directors present, if a 
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quorum is present, may decide any question that may come before the meeting, except as 
otherwise provided by law, by the Declaration, by the Articles, or by these By-Laws. 

 
Section 5.9 Rules and Regulations. The Board shall have the power to adopt and 
publish such rules and regulations as it reasonably deems necessary to enforce those 
terms of the Declaration regarding the use and upkeep of the Property, which rules and 
regulations may from time to time be amended or modified by the Board. The Board shall 
cause said rules and regulations to be distributed to all Members promptly after they are 
adopted or subsequently amended or modified. A Member may obtain a copy of the rules 
and regulations in effect at any time by submitting a written request to the Secretary. 
 
Section 5.10 Vacancies. In the event of a vacancy on the Board occurring by reason of 
the resignation, removal from office as provided below in Section 5.11, or death of a 
Director, or for any other reason whatsoever, such vacancy shall be filled by the 
affirmative vote of a majority of the remaining Directors (even if there exists less than a 
quorum of the Board), or by the sole remaining Director, as the case may be, or if the 
vacancy is not so filled, or if no Director remains, such vacancy shall be filled by a vote 
of the Members, or, on the application of any Member, in the Circuit Court of Kenosha 
County, Wisconsin.  A Director appointed to fill a vacancy shall serve for the unexpired 
term of his or her predecessor in office. 

 
Section 5.11 Removal of Directors. Any Director may be removed from office, with or 
without cause, by two-thirds (2/3) of the votes present and capable of being voted at a 
meeting of the Members. 

 
Section 5.12 Participation by Telephone Conference. Unless otherwise provided in 
the Articles, Directors or members of any committee of the Board may participate in and 
act at any meeting of the Board or any committee through the use of a telephone 
conference or other communications equipment (such as web or video conferencing) by 
means of which all Persons attending the meeting can hear each other. Participation in 
such meeting shall constitute attendance and presence in person at the meeting of the 
Person or Persons so participating. 

 
Section 5.13 Committees; Development Control Committee. The Board may, by a 
resolution passed by a majority of the Board, designate one or more committees, 
consisting of Persons appointed by the Board. Each committee shall have two or more 
Directors as members, and a majority of its membership shall be Directors. Except as 
limited by Section 108.40 of the Act (805 ILCS 105/108.40, formerly at Ch. 32, par. 
108.40), each committee shall have such powers as granted by the Board and as 
otherwise provided in the resolution establishing such committee. The rules promulgated 
by these By-Laws with respect to meetings of the Board, including notice, quorums, 
voting and other procedures shall be applicable to meetings of any committee established 
by the Board. All committee members shall serve at the pleasure of the Board. 

  
The Board shall immediately establish a Development Control Committee. Such 
committee shall have the duties and powers authorized and described for said 
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Development Control Committee in the Declaration, and any other duties and powers 
necessary to carry out said described duties and powers. 

 
Section 5.14 Liability. In the absence of fraud, gross negligence or willful misconduct, 
the Directors shall not be personally liable for the debts, obligations or liabilities of the 
Association. 

 
ARTICLE 6 
OFFICERS 

 
Section 6.1 Officers. The officers of the Association shall be a President, one or more 
Vice Presidents, a Secretary and a Treasurer. The officers shall be appointed by the Board 
at its annual meeting or, if for any reason officers shall not be appointed at said annual 
meeting, at a special meeting of the Board called for such purposes. Each such officer 
shall hold office until the next annual meeting or until his or her successor is duly 
qualified and appointed, unless such officer shall die, resign or be removed from office. 
Any two or more of said offices may be held by one person at the same time, except that 
the President shall not also be the Secretary. 

 
Section 6.2 President. The President shall: (i) be the chief executive officer of the 
Association, and when present, shall preside at all meetings of the Members and at 
meetings of the Board, (ii) have general supervision of the affairs of the Association, (iii) 
sign or countersign all contracts and other instruments of the Association as authorized 
by the Board, (iv) make reports to the Directors and Members, and (v) have all such other 
duties and powers as are incident to his office or properly prescribed by the Board. 

 
Section 6.3 Vice President. The Vice President shall exercise all the functions and 
perform all the duties of the President in his or her absence, except as specially limited by 
the Board. The Vice President shall also perform such other duties as may be properly 
prescribed by the Board. 

 
Section 6.4 Secretary. The Secretary shall: (i) keep detailed minutes of all meetings 
of the Members, the Board and committees of the Board, (ii) have custody of the seal and 
the corporate minute book, (iii) sign with the President such instruments as require such 
signature, (iv) record in a book kept specifically and solely for such purpose the names of 
all Members, together with their addresses as registered by such Members, and (v) make 
such reports and perform such other duties as are incident to his or her office or properly 
prescribed by the Board. The Secretary shall have the authority to affix the seal of the 
Association to all certificates, contracts and other instruments of the Association as 
authorized by the Board and shall send all notices required or permitted under these By-
Laws or the Declaration. 

 
Section 6.5 Treasurer. The Treasurer shall: (i) keep detailed and accurate financial 
records for the Association, including itemized records of all receipts and expenditures, 
(ii) have custody of all monies of the Association, (iii) deposit all moneys and other 
valuable effects of the Association in the name and to the credit of the Association in 
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such depositories as may be designated by the Board, and (iv) keep regular books of 
account and balance the same each month. The Treasurer shall prepare comprehensive 
reports of the affairs, finances and budget projections of the Association and shall report 
on same to the Members at their annual meeting. The Treasurer shall sign or countersign 
such instruments as require his signature, and shall perform such other duties as are 
incident to his office or properly prescribed by the Board. 

 
Section 6.6 Substitution. Any officers of the Association may be expressly authorized 
by the Board to perform any function which is usually performed by any other officer. 

 
Section 6.7 Removal from Office. Any officer may be removed from office with or 
without cause by the Board at any proper meeting; and any vacancy in any of the offices 
described in this Article, however caused, may be filled by the Board at any proper 
meeting. 

 
ARTICLE 7 

ASSESSMENTS AND BUDGET 
 

Section 7.1 Annual Itemized Accounting. The Board shall annually supply to all 
Members an itemized accounting of the Association's expenses for the preceding fiscal 
year actually incurred or paid, together with a tabulation of the amounts collected 
pursuant to the budget of assessment, and showing the net excess or deficit of income 
over expenditures plus reserves. 

 
Section 7.2 Annual Budget. Each year the Board shall prepare and adopt an operating 
budget for the coming fiscal year, and shall deliver to each Member a copy of the 
proposed budget at least thirty (30) days prior to the adoption thereof by the Board. 

 
Section 7.3 Assessments. The Association, acting through the Board, shall have the 
right, power and duty to levy Assessments against the Members and the Lots for costs 
incurred by the Association in carrying out its purposes, including the costs of enforcing 
the Declaration and/or these By-Laws. Assessments shall be levied annually and may be 
levied more on as provided in this Article 7 of the By-Laws. 

 
7.3.1 Annual Assessments. At such time as the Board adopts the annual budget for the 

Association the Board shall determine the amount of the annual Assessment to be 
levied against the Members for payment in advance.  

 
7.3.2 Supplemental Assessments. Owners shall be obligated to pay such Supplemental 

Assessments as may be imposed pursuant to the provisions of Section 10.3 of the 
Declaration. 

 
7.3.3 Special Assessments. The Association may levy special Assessments pursuant to 

the provisions of Section 10.4 of the Declaration. 
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7.3.4 Owner's Share of Assessments.  Each Owner's share of any Assessment shall be 
determined pursuant to Section 10.5 of the Declaration. 

 
7.3.5 Delinquent Assessment Payments. Delinquent Assessment Payments shall be 

handled pursuant to Section 10.6 of the Declaration. 
 

7.3.6 Use of Assessments. The Association may use the Assessments to accomplish the 
purposes of the Association pursuant to Section 10.7 of the Declaration. 

 
7.3.7 Lien. The Association shall have a continuing lien upon each Lot to secure the 

payment of any Assessment, plus interest, costs and reasonable attorneys' fees 
pursuant to Section 10.8 of the Declaration.  

 
7.3.8 Financial Records. The Board shall keep full and correct books of account of the 

receipts and expenditures for costs incurred by the Association in connection with 
the Property, itemizing expenses incurred, as provided for in Section 10.9 of the 
Declaration.  

 
7.3.9 Effect of Abandonment or Non-Use. As provided for in Section 11.1 of the 

Declaration, no Owner may waive or otherwise escape liability for any 
assessment by the abandonment of its Lot or by the non-use of any property 
which the Owner has a right to use under this Declaration. 

 
Section 7.4  Notices in Connection with Budget and Assessment Meetings. The 
Board shall give written notice to each Member no less than ten (10) and no more than 
thirty (30) days prior to any meeting of the Board concerning the adoption of the 
proposed annual budget or any increase, or establishment of any Assessment. 

 
ARTICLE 8 

INDEMNIFICATION OF OFFICERS, DIRECTORS, 
EMPLOYEES AND AGENTS; INSURANCE 

 
Section 8.1 Actions Other Than Actions by or in the Right of the Association. The 
Association shall indemnify any of its Directors or Officers and may indemnify any of its 
employees and agents who was or is a party, or is threatened to be made a party to any 
threatened, pending or completed action, suit or proceeding, whether civil, criminal, 
administrative or investigative (other than an action by or in the right of the Association) 
by reason of the fact that he or she or it is or was a Director, officer, employee or agent of 
the Association, or who is or was serving at the request of the Association as a Director, 
officer, employee or agent of another corporation, partnership, joint venture, trust, or 
other enterprise, against expenses (including attorneys fees), judgments, fines and 
amounts paid in settlement actually and reasonably incurred by such Person in connection 
with such action, suit or proceeding, if such Person acted in good faith and in a manner 
he or she or it reasonably believed to be in, or not opposed to, the best interests of the 
Association and, with respect to any criminal action or proceeding, had no reasonable 
cause to believe his or her or its conduct was unlawful. The termination of any action, 
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suit or proceeding by judgment, order, settlement, conviction, or upon a plea of nolo 
contendere or its equivalent, shall not, of itself, create a presumption that the Person did 
not act in good faith and in a manner which he or she or it reasonably believed to be in, or 
not opposed to, the best interests of the Association or, with respect to any criminal 
action or proceeding, that the Person had reasonable cause to believe that his or her or its 
conduct was unlawful. 

 
Section 8.2 Actions By or in the Right of the Association. The Association may 
indemnify any Person who was or is a party, or is threatened to be made a party to any 
threatened, pending or completed action or suit by or in the right of the Association to 
procure a judgment in its favor by reason of the fact that such Person is or was a Director, 
officer, employee or agent of the Association, or is or was serving at the request of the 
Association as a Director, officer, employee or agent of another corporation, partnership, 
joint venture, trust or other enterprise against expenses (including attorneys' fees) actually 
and reasonably incurred by such Person in connection with the defense or settlement of 
such action or suit, if such Person acted in good faith and in a manner he or she 
reasonably believed to be in, or not opposed to, the best interests of the Association, 
provided that no indemnification shall be made in respect of any claim, issue or matter as 
to which such Person shall have been adjudged to be liable for negligence or misconduct 
in the performance of his or her duty to the Association, unless, and only to the extent 
that, the court in which such action or suit was brought shall determine upon application 
that, despite the adjudication of liability, but in view of all the circumstances of the case, 
such Person is fairly and reasonably entitled to indemnity for such expenses as the court 
shall deem proper. 

 
Section 8.3 Indemnification in Event of Successful Defense. To the extent that the 
Director, officer, employee or agent of the Association has been successful, on the merits 
or otherwise, in the defense of any action, suit or proceeding referred to above in Section 
8.1 or 8.2, or in defense of any claim, issue or matter therein, such Person shall be 
indemnified against expenses (including attorneys' fees) actually and reasonably incurred 
by such Person in connection therewith. 

 
Section 8.4 Procedures for Indemnification. Any indemnification under above 
Sections 8.1 and/or 8.2 (unless ordered by a court) shall be made by the Association only 
as authorized in the specific case, upon a determination that indemnification of the 
Director, officer, employee or agent is proper in the circumstances because he or she or it 
has met the applicable standard of conduct set forth in said Sections. Such determination 
shall be made (a) by the Board by a majority vote of a quorum consisting of Directors 
who were not parties to such action, suit or proceeding, or (b) if such a quorum is not 
obtainable, or even if obtainable, if a quorum of disinterested Directors so directs, by 
independent legal counsel in a written opinion, or (c) by the Members entitled to vote. 

 
Expenses incurred in defending a civil or criminal action, suit or proceeding may be paid 
by the Association in advance of the final disposition of such action, suit or proceeding, 
as authorized by the Board in the specific case, upon receipt of a written undertaking by 
or on behalf of the Directors, officer, employee or agent to repay such amount unless it 
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shall ultimately be determined that he or she or it is entitled to be indemnified by the 
Association as authorized in this Article 8. 

 
The indemnification provided by this Article 8 shall not be deemed exclusive of any other 
rights to which those seeking indemnification may be entitled under any By-Law, 
agreement, vote of Members or disinterested Directors, or otherwise, both as to action in 
his or her or its official capacity and as to action in another capacity while holding such 
office, and shall continue as to a Person who has ceased to be a Director, officer, 
employee or agent, and shall inure to the benefit of the heirs, executors and 
administrators of such a Person. 

 
If the Association has paid indemnity or has advanced expenses to a Director, officer, 
employee or agent, the Association shall report the indemnification or advance in writing 
to the Members with or before the notice of the next Members' meeting. 

 
For purposes of this Article 8, references to the "Association" shall include, in addition to 
the surviving corporation, any merging corporation (including any corporation having 
merged with a merging corporation) absorbed in a merger which, if its separate existence 
had continued, would have had the power and authority to indemnify its Directors, 
officers, and employees or agents, so that any Person who was a Director, officer, 
employee or agent of such merging corporation, or was serving at the request of such 
merging corporation as a Director, officer, employee or agent of another corporation, 
partnership, joint venture, trust or other enterprise, shall stand in the same position under 
the provisions of this Article 8 with respect to the surviving corporation as such Person 
would have with respect to such merging corporation if its separate existence had 
continued. 

  
For purposes of this Article 8, references to "other enterprises" shall include employee 
benefit plans; references to "fines" shall include any excise taxes assessed on a Person 
with respect to an employee benefit plan; and references to "serving at the request of the 
Association" shall include any service as a Director, officer, employee or agent of the 
Association which imposes duties on, or involves services by, such Director, officer, 
employee or agent with respect to an employee benefit plan, its participants, or 
beneficiaries. A Person who acted in good faith and in a manner he or she or it reasonably 
believed to be in the best interests of the participants and beneficiaries of an employee 
benefit plan shall be deemed to have acted in a manner "not opposed to the best interest 
of the Association" as referred to in this Article 8. 

 
Section 8.5 Indemnity Insurance. The Association may purchase and maintain 
insurance on behalf of any Person who is or was a Director, officer, employee or agent of 
the Association, or who is or was serving at the request of the Association as a Director, 
officer, employee or agent of another corporation, partnership, joint venture, trust or other 
enterprise, against any liability asserted against such Person and incurred by such Person 
in any capacity, or arising out of his or her status as such, whether or not the Association 
would have the power to indemnify such Person against such liability under the 
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provisions of this Article 8 or under the provisions of Section 108.75 of the Act  (805 
ILCS 105/108.75, formerly at Ch. 32, par. 108.75) . 

 
ARTICLE 9 

CONTRACTS, LOANS, CHECKS AND DEPOSITS 
 

Section 9.1 Contracts. The Board may expressly authorize any officer or officers and 
agent or agents of the Association to enter into any contract or execute and deliver any 
instrument in the name and on behalf of the Association, and such authority may be 
general or confined to specific instances. 

 
Section 9.2 Loans. All loans contracted on behalf of the Association and all evidence 
of indebtedness issued in the Association's name shall be authorized by resolution of the 
Board. Such authority may be general or confined to specific instances. 

  
Section 9.3 Pledges of Property and Assets. The pledge of all, or substantially all, 
the property and assets of the Association in the usual and regular conduct of affairs may 
be authorized by the Board upon such terms and conditions as the Board deems necessary 
or desirable, without authorization or consent of the Members entitled to vote, if any. 

 
Section 9.4 Checks. Drafts. Etc..  All checks, drafts or other orders for the payment 
of money, notes or other evidences of indebtedness issued in the name of the Association, 
shall be signed by such officer or officers, agent or agents of the Association and in such 
manner as shall from time to time be determined by resolution of the Board. 
 
Section 9.5 Deposits. All funds of the Association not otherwise employed shall be 
deposited from time to time to the credit of the Association in such banks, trust 
companies, or other depositaries as the Board may select. 

 
ARTICLE 10 

NOTICE AND HEARING PROCEDURE 
 

Section 10.1 Requirement of Notice. In the event that any Owner shall fail to perform 
any obligation imposed upon such Owner by the Declaration, these By-Laws, or any 
rules and regulations promulgated by the Board, the Association shall deliver written 
notice of such failure to the Owner, in the manner prescribed in Section 4.5 hereof. Said 
notice shall come either from the Board or from any committee empowered by the Board 
to enforce the obligation which such Owner has failed to perform, or the President and 
shall specify the following: (i) the alleged violation; (ii) the action required to cure the 
violation; and (iii) a time period (not less than ten (10) days) during which the violation 
may be cured without further action by the Association; provided, however, that if the 
violation creates an imminent threat of loss or damage to any property (other than such 
Owner's property) or injury to any Person, no such cure period need be provided. 

 
Section 10.2 Request for Hearing. Upon an Owner's receipt or refusal of delivery of a 
notice specifying its failure to fulfill one or more of its obligations, such Owner shall 
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have five (5) days in which to request in writing a hearing before the Board or committee 
which originated said notice in order to contest the validity of the allegations contained in 
such notice, to propose alternative action, to obtain more information, to request 
additional time, to provide additional information to the Association relevant to the 
matter or for any other reasonable purpose. At such hearing the Board or committee (as 
the case may be) shall make a determination whether the Owner has failed to perform an 
obligation imposed upon it by the Declaration, these By-Laws or the rules and 
regulations. Such determination shall be made by a majority vote of those members of the 
Board or committee (as the case may be) present at such hearing. Except as expressly 
provided in the Declaration, if a hearing is requested then the cure period specified in 
clause (iii) of Section 10.1 above shall be tolled during the period of time between the 
date of the Board's or committee's receipt of the request for a hearing, and the date of the 
Board's or committee's final determination of the matter. 

 
Section 10.3 Enforcement. Should any Owner remain in violation of an obligation 
beyond the cure period stated in the notice provided pursuant to clause (iii) of Section 
10.1 above, the Association shall have the right and power to effect a cure as provided in 
the Declaration. 
 

 
ARTICLE 11 

BOOKS AND RECORDS 
 

The Association shall keep correct and complete books and records of account. In 
addition, the Board shall maintain the following records of the Association, available for 
examination and copying at convenient hours of weekdays by any Member or any Member's 
mortgagees) and duly authorized agent(s) or attorney(s): 
 

(a) copies of the Declaration, the Articles, these By-Laws, annual reports and any 
rules and regulations adopted by the Board; 

 
(b) detailed accurate records in chronological order of the receipts and expenditures 

affecting the Common Elements, specifying and itemizing the maintenance and 
repair expenses of the Common Elements and any other expenses incurred, and 
copies of all contracts, leases, or other agreements entered into by the 
Association; 

 
(c) Minutes of all meetings of the Association and the Board for the seven (7) 

immediately preceding years; 
 
(d) ballots, if any, for any election held for the Board and for any other matters voted 

on by the Members during the past twelve (12) months; and 
 
(e) such other records of the Association as are available for inspection by Members 

of a not-for-profit corporation pursuant to Section 107.75 of the Act (805 ILCS 
105/107.75, formerly at Ch. 32, par. 107.75). 
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The Association may charge a reasonable fee for the cost of such copying. 
 

ARTICLE 12 
FISCAL YEAR 

 
The fiscal year of the Association shall be such period as the Board shall determine, but unless 
otherwise so determined, the fiscal year shall begin on the first day of January of each year. 
 

ARTICLE 13 
CORPORATE SEAL 

 
The seal of the Association shall consist of an impression bearing the name of the Association 
around the perimeter, to the extent space permits, and the word "Seal". 
 

ARTICLE 14 
AMENDMENTS 

 
These By-Laws may be amended by the Board at an annual or special meeting of the Board duly 
called and held for such purpose. Notwithstanding anything to the contrary contained in this 
Article 14, no amendment shall be passed which shall be in conflict with the Declaration. 
 

ARTICLE 15 
CONFLICTS 

 
The express purpose of these By-Laws is to effectuate the purposes and intent of the Declaration.  
In case of any conflict between these By-Laws and the Declaration, the Declaration shall control. 
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DRAFT 
DECLARATION OF PROTECTIVE COVENANTS FOR RIVERVIEW CORPORATE PARK – 

PHASE I 
PLEASANT PRAIRIE, WISCONSIN 

 
 

 
 THIS DECLARATION (this “Declaration”), made effective as of this ___ day of 
__________, 2016 by Riverview Group, LLC, an Illinois limited liability company (the 
“Developer”), is made with reference to the following facts: 

 
 A. As of the date stated above, the Developer is the owner of record of all of the real 
property subject to this Declaration. 
 
 B. The Developer desires to subject such real property to the covenants, conditions 
and restrictions set forth below, for the benefit of each portion of such property and each 
present and future owner of such property, during the term of this Declaration. 
 
 THEREFORE, the Developer declares that the Property (defined below), and each 
parcel comprising a portion of the Property, is and shall be held, transferred, sold, conveyed, 
leased and occupied subject to the covenants, conditions, restrictions, easements, charges and 
liens set forth in this Declaration (sometimes referred to as the “Protective Covenants”). 
 

ARTICLE 1 
DEFINITIONS 

 
 The following terms have the following meanings in this Declaration: 
 

1.1 Intentionally Omitted. 
 

 1.2 “Association”: the Riverview North Association, an Illinois not-for-profit 
corporation. 
 
 1.3 “Board”: the Board of Directors of the Association. 
 
 1.4 “By-Laws”: the By-Laws adopted by the Association. 
 
 1.5 “Committee”: the Development Control Committee described in Article 8 below. 
 
 1.6 “Common Area”: all land now or in the future owned by the Association for the 
benefit, common use, and/or enjoyment of the Owners. 
 
 1.7 “Common Elements”: all or any part of the Common Area and/or the Common 
Improvements. 
 
 1.8 “Common Improvements”: all Improvements, including, but not limited to, the 
private road commonly known as 111 Street, for the common benefit, use, and/or enjoyment of 
the Owners, the principal purpose of which is not primarily to serve a particular Lot, which are 
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now or in the future located on any Common Area. 
 
 1.9 “Corporate Authorities of the Village”: the President and Board of Trustees of 
the Village of Pleasant Prairie. 
 
 1.10 “Declaration”: this Declaration of Protective Covenants. 
 
 1.11 “Developer”: Riverview Group, LLC, an Illinois limited liability company, and any 
Person(s) to which the Developer specifically assigns the Developer’s rights and obligations 
under this Declaration. 
 
 1.12 “Development Agreement”: that certain Development Agreement entered into 
between the Developer and the Village dated ______________, 2016. 
 
 1.13 “Easement”: any easement on, over or under any area(s) of the Property for: 
utilities; ingress or egress; storm water drainage, retention or detention; landscape or nature 
conservation; wetland preservation or maintenance; or any other purpose, which is reserved or 
granted in this Declaration, or which is now or hereafter recorded in the Official Records and/or 
depicted on the Subdivision Plat. 
 
 1.14 “Guidelines”: any written guidelines, which the Committee may adopt for the 
development of the Property, setting forth with greater detail the design standards and 
requirements for construction and maintenance of Lots and Improvements.   
 
 1.15 “Improvements”: buildings, private roads, driveways and walkways, parking 
areas, outdoor lighting, fences, screening walls and barriers, retaining walls, stairs, decks, 
windbreaks, irrigation systems, recreational trail, stormwater facilities, utilities and related 
equipment, landscaping, poles, signs, loading areas and all other installations, structures, and 
landscaping improvements, whether above and/or underground. 
 
  1.16 “Lot”: any portion of the Property which is shown as a subdivided lot in the 
Official Records or on the Subdivision Plat.  
 
 1.17 “Mortgage”: a mortgage or deed of trust creating a lien against a portion of the 
Property given to secure an obligation of the Owner of such portion. 
 
 1.18 “Occupant”: any Person legally entitled to occupy or use any part of a Lot. 
 
 1.19 “Official Records”: the real estate records of the Register of Deeds of Kenosha 
County, Wisconsin. 
 
 1.20 “Owner”: the record owner of a fee simple title to any Lot, whether one or more 
Persons, and including the Developer and the Association.  Upon the conveyance of a Lot to a 
new Owner, the conveying Owner shall be released from all liability under this Declaration.  
 
 1.21 “Person”: any natural individual, corporation, partnership, trustee, or any other 
legal entity capable of holding title to real property. 
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  1.22 “Plans”: all of the plans and specifications required to be submitted by the 
Owner to the Committee under Article 8 below. 
  
  1.23 “Property”: the real property described in Article 2 below. 
 
 1.24 “Protective Covenants”: the conditions, restrictions, easements, charges and 
liens set forth in this Declaration. 
 
 1.25   “ “Stormwater Facilities”: The stormwater system serving the Property, 
including, but not limited to, portions of such system within areas designated as stormwater  and 
drainage easements on any Subdivision Plat; and conduits, inlet and outlet storm sewers and 
structures, catch basins, inlets, inlet leads, catch basin leads, detention basins, and retention 
ponds, all regardless of ownership. The Stormwater Facilities do not include the stormwater 
collecting facilities on any Lot the principal purpose of which is to primarily serve that Lot. 
 
 1.26 “Subdivision Plat”: any plat of the Property or portion of the Property now or in 
the future legally recorded in the Official Records.  
 

1.27    “Village”:  the Village of Pleasant Prairie, a Wisconsin municipal corporation 
located in Kenosha County, Wisconsin. 

 
 

ARTICLE 2 
PROPERTY SUBJECT TO DECLARATION 

 
 2.1 The Property. The real property (the “Property”) that is and shall be held, 
transferred, sold, conveyed, leased and occupied subject to this Declaration, is located in the 
Village of Pleasant Prairie, County of Kenosha, State of Wisconsin, is known as Riverview 
Corporate Park – Phase I, and is legally described on Exhibit A attached hereto and made a 
part hereof. 
  

 
ARTICLE 3 

PURPOSE OF THIS DECLARATION 
 

This Declaration and the Protective Covenants it contains are for the benefit of the 
present and future Owners of each parcel comprising the Property, and are imposed for the 
following purposes: 
 
 (a) to ensure that the Property will be maintained as an attractive setting for 
business, commerce and light industry with ample landscaped open areas, high-quality 
structures, proper uses and appropriate development of each Lot; 
 
 (b) to protect Owners and Occupants against improper development and use of the 
Lots; 
 
 (c) to prevent construction of Improvements which are inconsistent with the 
materials and designs approved by the Committee; 
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 (d)  to encourage the timely development of attractive Improvements that enhance 
the value of the Property as a whole by harmonizing with the appearance and function of other 
Improvements on the Property; 
 
 (e) to provide for adequate off-street parking and loading facilities, sign controls and 
setbacks; 

 
(f) to provide for the maintenance of the Common Elements and of the landscaping 

of the Property and signage (to the extent not maintained by the Owners), the Common 
Elements and other portions of the Property as decided by the Association; 

 
(g) to provide for and maintain Stormwater Facilities in the Common Area, pursuant 

to the Declaration and the Development Agreement; and 
 

(h) to facilitate and provide for the orderly handover of rights and responsibilities 
from the Developer to the Association pursuant to the terms of this Declaration. 
 
The Developer, the Board and the Committee shall use this Article 3 as a general standard in 
interpreting this Declaration and judging performance under it, in preparing and revising any 
Guidelines, in approving or disapproving the development of Lots, and in carrying out the overall 
development of the Property. 
 
 
 

ARTICLE 4 
GENERAL RESTRICTIONS 

 
 4.1 Responsibilities of Owner or Occupant. The Owner or Occupant or any other 
user of each Lot shall jointly and severally have the duty, at its or their sole expense, to comply 
in all material respects with all of the Protective Covenants. 
 
 4.2 Maintenance. Each Owner shall keep its Lot or Lots and the Improvements 
located thereon in a well-maintained, safe, clean and attractive condition at all times in a 
manner typical of a quality business park.  The Association shall, as set forth in Section 4.3 
below, hire a single landscape maintenance contractor for the Common Area, the cost of which 
shall be included in assessments levied by the Association pursuant to this Declaration. 
 
 4.3 Property Management Company. The Association shall retain a property 
management company to manage the Property and notify the Village’s Community 
Development Department of the contact information for such management company.  The 
obligations of such management company shall include, but not be limited to, ensuring that the 
Owners and Occupants comply with this Declaration, the Development Agreement and all 
Village ordinances, and maintaining the Property in conformance with this Declaration, the 
Development Agreement and all Village ordinances.  The management company shall hire a 
single landscape maintenance contractor to keep clean, maintain and, if necessary, replace the 
landscaping on the Common Area.  
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 4.4 Damage to Improvements. If any Improvements on a Lot are damaged or 
destroyed by fire or other casualty, the Owner of that Lot shall promptly: (a) restore those 
Improvements, or (b) demolish them and landscape the Lot in compliance with the requirements 
of Article 6 below, or (c) construct new Improvements after complying with Article 8 below. 
 
 4.5 Trailers. Except as may be used by the Developer, trailers, including but not 
limited to presale and construction trailers, and other temporary structures shall be permitted 
only during construction of an Improvement and shall be removed within sixty (60) days after the 
issuance by the Village of a permanent occupancy permit or, if no occupancy permit is required, 
sixty (60) days after substantial completion of the Improvement. 
 
 4.6 Utility Connections. Each Owner shall be responsible at such Owner’s cost and 
expense, for the installation of all utility lines and services leading to, under, and upon the 
Owner’s Lot, including, but not limited to, electric, natural gas, telephone, sewer, storm and 
water utilities.  To the extent not within the Owner’s Lot, such installations shall be within 
Easements. 
 
 4.7 Exterior Lighting:   All exterior lighting shall be in accordance with local 
ordinances and/or rules. 
 
 
 4.8 Idling Restrictions: Ideling of trucks shall only be permitted to the extent 
allowed by local ordinances and/or rules. 
 
 4.9 Compliance with Laws: Indemnity. Each Owner shall comply with all laws and 
government regulations which affect the Property and shall not permit any other Person to 
violate any such law or regulation on any Lot owned by the Owner, including, but not limited to, 
any law or regulation pertaining to environmental pollution or hazardous, dangerous or toxic 
substances or wastes. Any Owner violating this Section 4.9 shall indemnify every other Owner, 
the Developer and the Association against all liability and costs arising from such violation, 
including reasonable attorney’s fees. 
 
 4.10 Inspection Rights. In addition to any other rights of entry this Declaration may 
grant, the Village, the Developer, the Committee and the Association shall each have the right 
to enter upon any Lot or Improvement on any Lot or any other part of the Property at reasonable 
time(s) and upon reasonable notice and subject to reasonable security requirements to inspect 
for compliance with this Declaration. 
 
 4.11 Enforcement. If any Owner breaches any obligation under this Declaration, the 
Association may give written notice to the Owner specifying the nature of the breach. If the 
Owner has not cured the breach within ten (10) days after such notice is received, the 
Association may, but shall not be required to, enter upon the Lot and abate and remove, correct 
or repair the condition causing the breach; provided, however, that if the condition causing the 
breach creates an imminent threat of loss or damage to any Common Element or to any 
Improvement or property on any other Owner’s Lot or any injury to any person, the Association 
may enter upon the Lot immediately to abate and remove, correct or repair the condition. In 
addition, the Developer, the Association and every Owner may seek to enforce this Declaration 
by legal proceedings, at law or in equity. If the Owner disputes the Association’s determination 
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that the Owner has breached any obligation, the Owner may, during the five (5) day period 
following receipt of the Association’s notice, request a hearing before the Board, and except 
when imminent property damage or personal injury is threatened or if the hearing does not take 
place within the Owner’s ten (10) day cure period through no fault of the Board, the Association 
may not cure the Owner’s breach until the hearing has been held and a majority of the Board 
has found an obligation on the part of the Owner and a breach of it by the Owner. 
 
 The total cost of any action taken (including labor, material, overhead and reasonable 
attorneys’ fees) by the Association after the Owner’s breach and failure to cure shall be 
assessed against and paid by the Owner within thirty (30) days after receipt by the Owner of a 
statement specifying the nature and costs of the action taken by the Association. The statement 
may include, at the Association’s option, a charge of fifteen percent (15%) of the direct costs 
incurred to help defray the Association’s administrative expenses connected with taking any 
action. The provisions of Article 10 below shall apply to any such assessment. 
 
 Neither the Association, the Board nor the Committee by reason of holding of any 
hearing or making any determination of a breach or nuisance by an Owner or taking any 
curative action on any Lot shall be liable to the Owner for any loss or damage thereby sustained 
by the Owner or anyone claiming by or under the Owner, except for gross negligence or wanton 
and willful misconduct. 
 
 4.12 Village’s Right of Entry. If the Owner(s) or the Association fail(s) to perform any 
care or maintenance required of it (them) under this Declaration, and the Village wishes to 
correct any illegal, dangerous, noxious or unhealthy condition existing on the Property as a 
result, or if there is a material breach of any condition of this Agreement,  the Village shall have 
the right but not the duty to enter upon the Property to perform such care or maintenance, either 
directly or through independent contractors, upon three (3) days prior notice to the Owner(s) of 
the Lot(s) to be entered and to the Association and the continued failure of the Owner(s) or the 
Association to commence and pursue the cure of the offending condition.  Any cure shall be 
completed by the Owner or Association within a reasonable period of time.  The Village may 
recover from the Owner(s) its reasonable costs, including reasonable attorneys and consultants 
fees in performing care or maintenance as allowed by this Section or pursuing its remedies 
hereunder, and if the Owner(s) fail(s) or refuse(s) to pay those costs after the Village has made 
demand, the Village may assess those costs, together with interest thereon from the date of 
demand to the payment date at twelve percent (12%), provided that the interest rate shall not 
exceed the maximum rate of interest per annum permitted by the laws of the State of 
Wisconsin, against the Property or Lot(s) as applicable, and if the assessment is not paid and a 
notice of non-payment is recorded in the Official Records, the Village shall have a lien on said 
Property or Lot(s), as applicable; provided, however, that any such lien shall be secondary and 
inferior to any purchase money or construction mortgage or permanent first mortgage filed in the 
Official Records against all or any part of the Property or the Lot(s) prior to the date of filing any 
lien created hereunder. Notwithstanding the foregoing, the Village shall have no obligation to 
compel compliance with this Declaration, and its failure to do so shall in no event be deemed a 
waiver of its right to do so at a later time. 

 
4.13 Owner’s Obligation for Taxes.  To the extent allowed by law, all Lots shall be 

separately assessed and taxed.  Each Owner shall be obligated to pay any taxes or 
assessments by the Kenosha County assessor against such Owner’s Lot, Improvements, or 
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personal property.   
 

ARTICLE 5 
GRADING AND CONSTRUCTION 

 
 
 5.1 Cessation of Construction. If construction of any Improvement on any Lot 
stops for nine (9) months or more before that Improvement is enclosed, the Owner, upon written 
demand of the Association, shall demolish and remove the non-enclosed Improvement and 
shall landscape the Lot in compliance with the requirements of Article 6 below. If construction of 
any Improvement on any Lot stops for a period of nine (9) months after that Improvement is 
enclosed, the Owner, upon written demand of the Association, shall landscape the Lot in 
compliance with the requirements of Article 6 below. 
 
 5.2 Construction Damage and Debris. The Owner shall conduct all grading and 
construction work in a manner to prevent dirt and debris from accumulating beyond the 
boundary lines of the Lot or from entering the Stormwater Facilities. Only rubber-tired  
equipment shall be permitted beyond the boundary lines of the Lot. During grading and 
construction, the Owner shall be responsible for any damage to all Improvements within or 
bordering on the Property and shall remove any dirt or debris on such roads or sidewalks to the 
extent such damage, dirt or debris results from the Owner’s activities. 
 
 5.3 Easements, Utilities, Landscaping and Amenities. Any Owner of a Lot 
installing, modifying, connecting to, relocating, or repairing utilities or services within the 
Common Area shall provide the Committee with proof of appropriate insurance and plans, 
obtain the prior written consent of the Committee, and comply with all other applicable laws and 
regulations, including but not limited to permit requirements.  If in the course of construction on 
its Lot, or the installation, repair, or relocation of any utilities serving its Lot, the Owner disturbs 
any vegetation, landscaping, grading or other materials, fill or Improvements, the Owner shall 
restore and replace same in substantially the same location on the Property (unless the 
Committee otherwise agrees) at such Owner’s expense in conformity with good practices and in 
substantial conformity with Plans approved by the Committee for the Lot.  In addition, as to the  
landscaping and vegetation, the Owner shall replace any such replanted material which is not 
surviving in good health one (1) year after the time of replanting with new material of the same 
variety and of substantially the same size. The Owner further agrees to notify the Association 
and the Committee prior to disturbing any Common Elements or utility lines installed by the 
Developer, the Association or any other Owner. The Owner shall immediately repair or restore 
to its original condition any portion of the Common Elements and/or utility line or system 
disturbed or damaged by the Owner’s activities, at the Owner’s sole cost to ensure continuous 
use and operation of the entirety of the Common Elements and/or such utility systems.  Neither 
the Common Elements nor any existing utility line or system may be relocated without the 
consent of the Committee and any applicable utility provider, and then only within an easement 
satisfactory to the Committee and any utility provider involved. 
 
 
 

ARTICLE 6 
DEVELOPMENT STANDARDS 
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 All Lots and Improvements on Lots shall be constructed, enlarged, altered and 
maintained in compliance with this Declaration, any Guidelines the Committee may adopt, any 
covenants and restrictions of record and all laws, ordinances, rules and regulations of all 
governmental authorities having jurisdiction over the Property. This Article sets forth the basic 
standards which shall apply to all the construction and maintenance of all Lots and 
Improvements on Lots. In the event of any conflict between the standards in this Article 6 and 
the standards established by any Guidelines or any applicable law or regulation, the most 
restrictive legally enforceable standard shall apply. 
 
 6.1 Permitted Uses. Unless otherwise provided in this Declaration, the Lots and 
Improvements on Lots shall be used only for the uses permitted under the Village’s Zoning 
Ordinance. The Property and the Improvements shall not be used for any purpose which would 
generate offensive or unsafe odors, fumes, dust, smoke, noise, pollution, fire, or explosion, or 
which would create any other nuisance or, in the opinion of the Committee, would be 
inconsistent with the purposes of this Declaration. 
 
  
 6.2 Landscaping Requirements. 
 

 6.2.1 Landscaping Standards. Each Owner shall provide landscaping or 
ground cover on all areas of its Lot that have been cleared and are not covered 
by Improvements. All landscaped areas shall be planted and maintained to 
provide an attractive setting in compliance with any Guidelines.  

 
6.2.2 Trees. No existing trees may be removed except in compliance with any 
Guidelines and as approved by the Committee. 

 
6.2.3 Lots Adjacent to Dedicated Streets. Each Owner of a Lot adjacent to a 
dedicated street shall landscape its Lot appropriately with berms and plant 
material acceptable to the Committee in order to partially screen any parking 
areas visible from the street. 

 
6.2.4 Time of Completion. Subject to delays caused by weather and normal 
planting seasons, the Owner shall complete all required landscaping within sixty 
(60) days after the substantial completion of the Improvements on the Lot. 

 
6.2.5 Vacant Lots. Each Owner shall maintain its vacant Lots to prevent 
erosion by both water and wind. If a Lot has been cleared, appropriate ground 
cover approved by the Committee shall be planted and maintained. 
  . 

6.3. Lot Requirements. 
 

6.4.1 Lot Coverage. The maximum floor area ratio for all Lots shall be 
determined by the applicable Village regulations and ordinances. 

 
6.4.2 Minimum Lot Size. No Improvements shall be permitted on any Lot 
containing less than the minimum square footage area required by the applicable 
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Village regulations and ordinances. 
 

6.4.3 Curb Cuts and Driveway. All curb cuts shall be designed to be 
consistent with efficient traffic patterns and shall not unnecessarily hinder traffic 
flow to or from other Lots, and shall conform to all applicable Village regulations 
and ordinances.   

 
6.4.4 Parking Areas. All parking shall be only on paved parking spaces to be 
constructed on each Lot (except as incidental to construction). Parking is not 
permitted on any street. The location, number and size of parking spaces shall 
be subject to approval by the Committee and shall be in compliance with any 
Guidelines, the Development Agreement, applicable laws, regulations, and 
Village requirements. All parking areas and access driveways shall have a 
wearing surface of asphalt, concrete or other similar hard surfaced materials 
approved by the Committee and shall be graded to assure proper drainage. 

 
6.4.5 Storage of Materials: Screening Fences. Refuse receptacles, storage 
tanks and screening fences shall be in compliance with all Guidelines and Village 
ordinances.  

 
6.4.6 Utilities. All utilities must be placed underground. Transformers, electric, 
gas or other meters or other apparatus that are visible from adjacent Lots or 
public areas shall be screened and subject to the Committee’s prior written 
approval. 
 
6.4.7 Setbacks.  All Lots shall have front yard setbacks for both parking and 
building setbacks that conform to the requirements of the Village. 
 

 6.5 Architectural Requirements. 
 

6.5.1 Design Aesthetics. The design of each Improvement shall be 
aesthetically consistent with a quality business park environment and shall 
comply with any Guidelines. All Improvements located on the Property shall be 
constructed with materials which are consistent with any Guidelines.   

 
6.5.2 Building Height. The maximum height of all Improvements on the 
Property shall not exceed the limitations imposed by the applicable Village 
regulations and ordinances. 

 
 6.6 Sign Requirements. 
 

6.6.1 All Signs Subject to Committee Approval. All matters concerning signs 
must be approved in writing by the Committee. Any sign erected without the 
Committee’s prior written approval shall be removed within three (3) days after 
the receipt of written demand from the Association. If the Owner fails to remove 
the sign within three (3) days, the Association shall have the right, but not the 
obligation, to enter upon the Lot and remove the sign. The cost of such removal 
shall be assessed against and paid by the Owner in the manner provided in 
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Section 4.9 above. 
 

6.6.2 General Sign Requirements. All signage shall conform to any 
Guidelines and all applicable Village requirements, laws and regulations. The 
design, location and orientation of all signs shall be subject to the approval of the 
Committee. No billboard signs shall be allowed.  

 
6.6.3 Temporary Signs. Temporary signs identifying the Owner or Occupant 
are permitted during construction, provided that the Owner first obtain the written 
approval of the Association, which approval may contain reasonable limitations 
on the size and design of such signs, and provided further that such approval 
shall not extend for more than one (1) year. 

 
6.6.4 Developer’s Signs. The provisions of this Section 6.6 shall not apply to: 
 

   (a) monuments, markers and signs erected by the Developer for the 
purposes of decoration and/or identification of the Property, and (b) the 
Developer’s signs identifying the Property and/or offering Lots and/or buildings 
on Lots for sale or lease. 

 
 

ARTICLE 7 
EASEMENTS 

 
 7.1 Grant of Easements. The Developer hereby reserves to itself and its successors 
and assigns, and grants to the Association, the Owners and/or the Village blanket, perpetual 
and non-exclusive Easements on, over and under any Lot or Common Area as necessary or 
appropriate to carry out the purposes of this Declaration. In addition, the Developer has 
reserved to itself and granted to the Association, the Owners, one or more other Persons and/or 
the Village various other Easements. The Developer or the Association may in the future 
relocate any Easement or reserve to itself or grant to one or more Persons additional 
Easements consistent with the purposes of this Declaration. Unless specifically depicted or 
stated to the contrary in this Declaration or in any document or Subdivision Plat filed in the 
Official Records on or before the date of this Declaration, no Easement reserved or granted by 
this Declaration now or in the future shall be utilized or located or relocated in a way that would 
unreasonably interfere with the use of any Improvement then existing on the Lot or 
unreasonably limit the construction or use of Improvements to be placed on the Lot. 
 
 7.2 Maintenance of Easements. No Owner shall drain or dump any refuse, sewage, 
fill or other materials into any Easement area or otherwise interfere with the proper use and 
performance of the Easement areas. 
 
 7.3 Maintenance of Stormwater Facilities. The Association shall maintain, at its 
cost, the Stormwater Facilities located in the Common Area.  The Association shall also be 
responsible for all landscaping. 
 
 7.4 Association’s Right of Entry. The Developer hereby specifically reserves for 
the benefit of the Association the right to enter upon any Easement to install, maintain, relocate, 
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repair or alter utilities, stormwater retention, detention, and drainage, together with the right of 
ingress and egress to them across other portions of the Property; provided, however, that the 
Association shall restore any altered or maintained Easement in a manner otherwise consistent 
with the Owner’s landscape plan, considering such alterations as have actually been made by 
the Association. 
 

ARTICLE 8 
DEVELOPMENT CONTROL COMMITTEE 

 
 8.1 The Committee. There is hereby created a Development Control Committee, 
consisting of no fewer than three (3) and no more than five (5) persons (the “Committee”). The 
Developer shall have the sole right to establish the number of persons on the Committee and to 
appoint and remove all members of the Committee until the first to occur of the following: (a) the 
Developer has given written notice to the Association that the Developer has relinquished its 
right to appoint and remove all Committee members in favor of the Association; or (b) the 
Developer has sold over eighty percent (80%) of its interest in the Property (exclusive of 
Common Area and areas dedicated to public authority). Thereafter, the Board shall establish the 
number of persons on the Committee and appoint the members of the Committee. Each 
member of the Committee shall serve for a term of one (1) year. 
 
 8.2 Committee’s Adoption of Guidelines. The Committee may, but shall not be 
required to, adopt written Guidelines which set forth detailed design standards and requirements 
for construction and maintenance of Improvements and/or Lots. Any such Guidelines may 
contain provisions that are more, but not less, restrictive than the provisions in this Declaration, 
applicable municipal laws, regulations and ordinances and the Development Agreement, but 
shall otherwise be consistent with such documents. The Committee may adopt, modify or repeal 
any and all Guidelines at any time, but no adoption or modification shall affect any approval or 
consent already given to any Owner or Occupant.   
 
 8.3 Committee’s Approval of Plans. No Owner shall: (a) construct or place any 
Improvement on any Lot, or (b) alter or add to any existing Improvement in a way which would 
affect building size, placement or external appearance, until Plans have been submitted to, and 
approved in writing by, the Committee and, if required, the Village. An Owner may choose to 
submit a preliminary concept plan to the Committee, which concept, if approved, may be 
incorporated into the Plans. If the Committee has approved a preliminary concept the 
Committee shall also approve Plans which are substantially similar to the preliminary concept 
plan as to those items submitted in the preliminary concept plan. 
 
 8.4 Form and Content of Plans. The “Plans” shall include three (3) copies of each 
of the following, consistent in form and content with any Guidelines, and such other information 
as may be required in any Guidelines, and shall be submitted to the Committee: 
 
 (a) Statement of Proposed Uses. A statement setting forth in narrative form 
the proposed use(s) of the Lot and Improvements, and estimated population; 
 
  (b) Lot Plan. A Lot plan prepared by an architect or a civil engineer duly 
licensed under the laws of the State of Wisconsin; 
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  (c) Landscape Plan. A landscape plan prepared by a landscape architect; 
 
  (d) Architectural Drawings and Specifications. Architectural drawings and 
specifications prepared by an architect duly licensed under the laws of the State of Wisconsin, 
showing elevations and all exterior building surfaces, including the color, quality and type of 
exterior construction materials; 
 
  (e) Signage Plan. Signage drawings; 
 
  (f)  Outdoor Lighting Plan. Outdoor lighting plan showing the type, style, 
size, color and candlepower of all outdoor light fixtures; and 
 
  (g) Other Information. Any additional information reasonably requested by 
the Committee which will enable the Committee to determine the location, character, design, 
use, scale and appearance of the proposed Improvements. 
 
 8.5 Review Fee. If the Committee, in its sole discretion, determines that it will require 
the services of one or more paid consultants, including but not limited to, architects, engineers, 
or landscape architects, in order to adequately review the Plans, then all fees charged by such 
consultants shall be passed through to the applicant in the form of a review fee. Notwithstanding 
anything contained herein to the contrary, no Plans shall be deemed approved until such time 
as the review fee has been paid in full. 
 
 8.6 Review and Approval Procedure. The Committee shall approve or disapprove 
all preliminary concept plans and all complete Plans within thirty (30) days after they are 
submitted. Failure by the Committee to approve or disapprove any preliminary concept plan or 
Plans within 30 days after submission shall not be deemed to constitute approval. In the event 
no decision has been rendered within thirty (30) days, the Owner may, within five (5) days after 
such 30 day period, request a final determination, in which case the Committee will render its 
decision no later than ten (10) days after such request. Failure by the Committee to respond 
within such ten (10) day period shall be deemed approval. The Committee shall consider all 
preliminary concept plans and Plans in light of the purposes set forth in Article 3 above, the 
criteria set forth in any Guidelines, and the following criteria: 
 
  (a) conformity and harmony of external design and location of Improvements 
in relation to surrounding structures, 
 
  (b) relation of topography, grade and finish ground elevation of the Lot to that 
of neighboring Lots, 
 
  (c) proper facing of main elevation with respect to nearby streets, and 
 
  (d) adequacy of screening of mechanical, air conditioning and rooftop 
installations. 
 
The Committee shall specify in writing its reasons for disapproving any preliminary concept plan 
or Plans. The decision of the Committee is final, but the Committee shall not unreasonably 
withhold its approval of any preliminary concept plan or Plans. Any changes to approved Plans 
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other than those made pursuant to minor change orders of the sort ordinarily made in the 
course of construction which neither materially alter the design or materials used in the 
improvements nor deviate from any Guidelines shall be submitted to the Committee for review 
and approval. 
 
 8.7 Prompt Commencement of Construction. Upon approval of the Plans by the 
Committee and the Village, the Owner shall, as soon as practicable, proceed diligently to begin 
and complete all approved Improvements. 
 
 8.8 Variances. The Committee may grant reasonable variances from the provisions 
of this Declaration or any Guidelines upon the written consent of the majority of its members, in 
order to overcome practical difficulties, to prevent unnecessary hardship or for other good cause 
as determined by the Committee in its discretion, provided that the variances shall not materially 
injure the physical condition or economic value of any of the Property or Improvements within 
the Property, and shall otherwise be subject to all applicable laws and regulations of any 
governmental body having jurisdiction over the Property. The Committee may impose such 
conditions on any variance granted as the Committee deems necessary or appropriate to effect 
the purposes of this Declaration. No variance granted under this Section 8.8 shall constitute a 
waiver of any provision of this Declaration or any Guidelines as applied to any other Person, 
Owner or Lot. 
 
 8.9  No Liability to Committee. Neither the Committee, the Association, the 
Developer, nor any member, employee or agent thereof, shall be liable to any Owner, to anyone 
submitting plans for approvals, or to any other Person, by reason of good faith exercise of 
judgment or mistake or nonfeasance arising out of or in connection with the approval, 
disapproval or failure to approve any such plans and specifications or for any other action in 
connection with its or their duties under this Declaration. No Committee member shall receive 
any compensation for serving on the Committee. 
 

ARTICLE 9 
RIVERVIEW NORTH ASSOCIATION 

 
 9.1  The Association: Creation: Powers: Organization. The Developer may at any 
time after the effective date of this Declaration cause to be incorporated a not-for-profit 
corporation known as the Riverview North Association (the “Association”); provided, however, 
that the Developer shall be required to cause the aforesaid incorporation of the Association 
within ninety (90) days after: (a) receipt of the written request of the Owners of at least thirty-
three and one-third percent (33-1/3%) of the total acreage of the Property (excluding Common 
Area and publicly dedicated rights-of-way), or (b) the sale and transfer by the Developer of more 
than sixty-six and two-thirds percent (66-2/3%) of its interest in the Property (excluding Common 
Area and publicly dedicated rights-of-way). The Association shall have the power: 
 
  (a) to provide for the selection of members to serve on the Committee as set 
forth in Article 8 above; 
 
  (b) to provide for the enforcement of the provisions of this Declaration and 
any Guidelines; 
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  (c) to provide such other services and facilities as may be authorized from 
time to time by the affirmative vote of sixty-six and two-thirds percent (66-2/3%) of the votes 
cast at a meeting duly called for such purpose; 
 
  (d) in general to maintain and promote the desired character of the Property; 
 
  (e) to exercise the powers of a not-for-profit corporation pursuant to the 
General Not-For-Profit Corporation Act of Illinois; 
 
  (f) to levy assessments against the Lots for maintenance fees, expenses 
relating to Declaration, enforcement costs, Committee expenses and other expenses approved 
by the Association; and 
 
  (g) to hold title to Common Elements. 
 
Pursuant to this Declaration, the Board of Directors of the Association shall constitute the final 
administrative authority (except as otherwise expressly provided in Article 8 above) and all 
decisions of the Board with respect to the administration of the Property shall be binding. All 
rights, titles and obligations vested or imposed upon the Association by this Declaration shall be 
held and performed by the Board. The By-Laws for governing the Association shall be those 
duly enacted by the Board. 
 
 9.2  Membership. Ownership of a Lot which is subject to assessments as provided 
herein shall be the sole qualification for membership in the Association. Each Lot shall only 
have one (1) membership regardless of the number of Persons that own that Lot. If more than 
one Person is the record owner of any Lot, or an Owner is a trustee, corporation, partnership or 
other legal entity other than a natural person, the votes for that Lot shall be cast by the Person 
designated by the Owner(s) of that Lot. In no event shall the votes cast with respect to any Lot 
be cast by more than one Person. Membership shall be appurtenant to and may not be 
separated from ownership of any Lot. 
 
 9.3 Member’s Voting Rights. The Association shall initially have two (2) classes of 
voting memberships: 
 
  (a) Except as provided in Section 9.3(b), one (1) Class A membership shall 
attach to each Lot. Additionally, each Class A membership shall have one (1) vote for each acre 
(including Easement areas but excluding publicly dedicated rights-of-way) comprising the Lot to 
which that membership attaches. Votes may be fractional. 
 
  (b) The sole holder of a Class B membership shall be the Developer. The 
Class B membership shall have five (5) votes for each acre (including Easement areas but 
excluding publicly dedicated rights-of-way) comprising the total number of Lots then owned by 
the Class B member. Votes may be fractional. The Class B membership shall automatically 
convert to one or more Class A memberships ninety (90) days after the sale and transfer by the 
Developer of more than eighty percent (80%) of its interest in the Property (exclusive of 
Common Area and publicly dedicated rights-of-way). 
 
 9.4  Governance. The Association shall be governed by a Board of Directors as 
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provided in the By-Laws. The Board shall consist of no fewer than three (3) and no more than 
five (5) persons. The Board shall establish the number of persons to serve on the Board. After 
the conversion of Class B membership to Class A membership, as provided in Section 9.3(b) 
hereof, directors shall be members (or, in the case of a corporation, partnership or trustee 
member, any party designated by such corporation, partnership or trustee member) of the 
Association. Prior to the appointment of the first Board, the Developer may exercise all rights, 
powers and privileges and act in the capacity of the Board and may perform all of its functions 
as set forth in this Declaration and in the By-Laws. 
 
 9.5 Election of Directors. The members of the Association shall elect directors at 
the annual meetings of the Association which shall be held, and notice of which shall be sent, 
pursuant to the By-Laws. 
 
 9.6  Transfer of Common Elements to Association. The Developer shall, prior to 
the Developer’s sale and transfer of eighty percent (80%) of its interest in the Property 
(exclusive of Common Area and publicly dedicated rights-of-way), convey to the Association by 
quit claim deed all of the real property which the Developer in its sole discretion deems to be 
Common Area and by quit claim bill of sale all of the property which the Developer in its sole 
discretion deems to be Common Improvements. 
 
 9.7 Limitation of Liability of Directors and Officers. Neither the directors, the 
members of the Committee nor the officers of the Association shall be personally liable to the 
Owners or the Association for any mistake of judgment or for any other acts or omissions of any 
nature whatsoever as such directors, members or officers except for any acts or omissions 
found by a court to constitute gross negligence or fraud. The Association shall indemnify and 
hold harmless the directors, members and officers, their heirs and legal representatives, against 
all contractual and other liabilities to others arising out of contracts made by or other acts of the 
directors, members or officers unless any such contract or act shall have been made 
fraudulently or with gross negligence. The foregoing indemnification shall include 
indemnification against all costs and expenses (including, but not limited to, attorney’s fees, 
amounts of judgments paid and amounts paid in settlement) actually and reasonably incurred in 
connection with the defense of any claim, action, suit or proceeding, whether civil, criminal, 
administrative or other, in which any such officer, member or director may be involved by virtue 
of being or having been such director, member or officer; provided, however, that such 
indemnity shall not be operative with respect to: 
 
   (a) any matters as to which such person shall have finally been adjudged in 
such action, suit or proceeding to be liable for gross negligence or fraud in the performance of 
his or her duties as such director or officer, or 
 
  (b) any matter settled or compromised, and, in the opinion of the independent 
counsel selected by or in a manner determined by the Board, there is clear and convincing 
evidence for such person being adjudged liable for gross negligence or fraud in the performance 
of his or her duties as such director or officer. 
 
 9.8  Miscellaneous. All funds collected by the Board shall be held and expended for 
the purposes designated in this Declaration and the By-Laws and shall be held for the benefit of 
all Owners. Said funds shall be administered pursuant to the provisions of this Declaration and 
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the By-Laws. All contracts and agreements entered into by the Board or the officers of the 
Association shall be deemed executed by said parties, as the case may be, as agent for the 
Owners or the Association. 
 

ARTICLE 10 
ASSESSMENTS LEVIED BY THE ASSOCIATION 

 
 10.1 Authority to Levy Assessments. The Association shall have the right, power 
and duty to levy assessments against the Owners and the Lots for costs incurred by the 
Association and the Committee in carrying out its purposes, including expenses relating to the 
costs of enforcing this Declaration. 
 
 10.2  Amount of Assessment. The Board shall estimate operating costs for the 
coming fiscal year, and shall assess them against the Owners for payment in advance at least 
annually. The assessment may take into account reserves for any contemplated repair or 
replacement of Improvements for which the Association is responsible. If such reserves are 
depleted or, in the opinion of the Board, significantly reduced, then any supplemental budget or 
the next regular annual assessment shall provide for the re-establishment of such reserves as 
the Board decides are reasonably appropriate. 
 
 10.3  Supplemental Assessments. If the annual assessment proves inadequate to 
defray the operating expenses during any year, then the Board may adopt a supplemental 
budget or budgets and shall determine the amount of a supplemental assessment accordingly. 
The Board shall give all Owners written notice stating the amount of and reasons for any 
supplemental assessment.  Such supplemental assessment shall become due on the date set 
by the Board. All Owners shall be obligated to pay any supplemental assessment. 
 
 10.4  Special Assessments. The Association may levy special assessments to 
defray, in whole or in part: costs of any construction, repair or replacement of any area in which 
maintenance is undertaken by the Association; and/or pursuant to Article 4 above.   Any special 
assessment in excess of $250 per acre per year shall require the affirmative vote of sixty-six 
and two-thirds percent (66-2/3%) of the votes cast at a meeting of the Association duly called for 
such purpose, unless the assessment is necessary to prevent imminent injury to any person or 
material injury to any property or to conform to applicable local, state or federal law, in which 
event the Board shall have the authority to levy such amount as it deems necessary.   
 
 10.5  Owner’s Share of Assessments. Each Owner’s share of any assessment shall 
be determined as follows: 
 

OS = TA x [OSA divided by TSA] 
  
 where: 
 

OS = an Owner’s share of assessment; 
 

TA = the total assessment; 
 

OSA = the total acreage (including Easement areas and excluding publicly 
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dedicated rights-of-way) of all Lots owned by that Owner; and 
 

TSA = the total acreage (including Easement areas and excluding publicly 
dedicated rights-of-way) of all Lots which are subject to assessments 
owned by all Owners, including the Developer, exclusive of Common 
Area. 

 
 10.6  Delinquent Assessment Payments. An assessment will become delinquent if it 
has not been paid within thirty (30) days after it becomes due. Delinquent assessments shall 
bear annual interest at eighteen percent (18%), from the due date thereof to the date of 
payment, provided, however, that the interest rate shall not exceed the maximum rate permitted 
by law for business loans of that type. 
 
 10.7 Use of Assessments. The Association may use the assessments: 
 

 (a) to improve, maintain, and restore the Easement areas and Common 
Elements; 
 
 (b) for operating expenses of the Association incurred by the Committee, 
provided, however, that such funds shall not be used for compensation of any member 
serving on the Committee; 

 
 (c) for operational expenses incurred by the Board including, but not limited 
to, management costs and professional fees for architects, engineers, accountants and 
attorneys; 

 
 (d) to enforce the provisions of this Declaration; 

 
 (e) to do any other thing necessary or desirable, in the opinion of the Board, 
to keep the Property neat and in good order, or which in the opinion of the Board may be 
of general benefit to the Owners or Occupants of the Property; 

 
 (f) for any other costs incurred by the Association, including, without 
limitation, public liability or casualty insurance covering the Common Elements; 

 
 (g) for any real estate or personal property taxes assessed against the 
Common Elements; or 

 
 (h) to establish reasonable reserves for contingencies, replacements and any 
extraordinary expenditures. 

 
 10.8  Lien. The Association shall have a continuing lien upon each Lot to secure the 
payment of any assessment, plus interest, costs and reasonable attorneys’ fees. If any Owner is 
delinquent in the payment of an assessment, the Board may enforce the payment of principal, 
interest and other costs and fees as a lien on the Owner’s Lot and the Association may 
foreclose the lien against that Lot. The Association may, at its discretion, file certificates of 
nonpayment of assessments in the Official Records. Any such lien shall be secondary and 
inferior to any purchase money or construction mortgage or permanent first mortgage filed in the 
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Official Records against that Lot prior to the date of filing any lien created hereunder. 
 
 10.9  Financial Records. The Board shall keep a full and correct accounting of the 
receipts and expenditures for costs incurred by the Association in connection with the Property, 
itemizing expenses incurred. These records shall be available for inspection by an Owner or 
mortgagee of record, at any reasonable time during normal business hours as may be 
requested. Upon ten (10) days written notice to the Board and payment of a reasonable fee set 
by the Board, any Owner shall be furnished a statement of its account setting forth the amount 
of any unpaid assessment or other charges due and owing from such Owner. 
 
 10.10  Effect of Abandonment or Non-Use. No Owner may waive or otherwise escape 
liability for any assessment by the abandonment of its Lot or by the non-use of any property 
which the Owner has a right to use under this Declaration. 
 

ARTICLE 11 
OTHER PROVISIONS 

 
 11.1 Protective Covenants Run With Land. The Protective Covenants created by 
this Declaration shall attach to and run with the Property and shall be binding on every Person 
which may hereafter come into ownership, occupancy or possession of any portion of the 
Property. By the registration or acceptance of the conveyance of a Lot or any interest or right 
therein (including fee or leasehold), the Person to which such interest is conveyed shall be 
deemed to accept and agree to be bound by the provisions of this Declaration, whether or not 
any reference to this Declaration is contained in the instrument by which such Person acquired 
such interest or right. The rights, liabilities and obligations set forth herein are direct, mutual and 
reciprocal among all Owners and their successors and assigns, shall attach to and run with the 
ownership of a Lot and may not be severed or alienated from such ownership. 
 
 11.2  Violation of Declaration a Nuisance. The result of every action or omission 
which violates a Protective Covenant is hereby declared to constitute a nuisance, and every 
remedy, public or private, available at law or in equity, against an Owner or Occupant shall be 
applicable against such nuisance and may be enforced by the Association, the Board or any 
Owner. 
 
 11.3 Remedies Cumulative: No Waiver. All remedies provided in this Declaration or 
available at law or in equity are cumulative and not exclusive. The failure of the Association or 
any Owner to enforce any provision of this Declaration shall not be deemed to be a waiver of 
the right to do so at a later date or of the right to enforce any other provision. 
 
 11.4  Creation of Additional Lots. The Association reserves the right from time to 
time to resubdivide portions of the Property owned (either beneficially or of record) by it in order 
to create additional Lots and/or additional Common Area within the Property without the consent 
of any Owner. However, no Owner shall subdivide or resubdivide any Lot or part thereof without 
the Association’s prior written approval. 
 
 11.5 Agreements with Other Land Owners. The Association or the Developer, on 
behalf of the Association, may enter into agreements with the owners of real estate in the 
vicinity of the Property (including other real estate owned by the Developer) for sharing 
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responsibility, costs and decision-making authority for the maintenance and repair of any 
publicly dedicated right-of-way used now or in future by the Owners and the owners of other real 
estate. Any such agreement shall be in writing and recorded in the Official Records. 
 
 11.6  Severability: Rule Against Perpetuities. If any provision of this Declaration is 
held to be invalid by any court, the invalidity of that provision shall not affect the validity of the 
remaining provisions of this Declaration. If any provision of this Declaration is held to constitute 
a violation of the rule against perpetuities, that provision shall be deemed to remain in effect 
until this Declaration is terminated pursuant to Section 11.13 below or until the death of the last 
survivor of the now living descendants of Barack Obama, President of the United States, plus 
21 years thereafter. 
 
 11.7  Notice. Each Owner shall file its correct mailing address with the Association and 
shall notify the Association promptly in writing of any subsequent change of address. The 
Association shall maintain a file of Owners’ addresses and make it available to appropriate 
parties. A written or printed notice delivered in person or deposited in the United States Post 
Office, postage prepaid, and addressed to an Owner at the last address filed by the Owner with 
the Association shall be sufficient notice to the Owner wherever notices are required in this 
Declaration, and shall be deemed effective when delivered in person or three (3) days after 
mailing. 
 
 11.8 Construction: Captions. The provisions of this Declaration shall be liberally 
construed to effectuate its stated purposes. The captions contained in this Declaration are for 
convenience of reference only, and shall not affect the meaning, interpretation or construction of 
this Declaration. 
 
 11.9  Developer’s Duties and Liabilities Prior to Certain Events. Until the 
Association is formed, the Developer shall exercise any and all of the powers, rights, duties and 
functions of the Association and the Board. After the Class B Membership is converted into a 
Class A membership pursuant to Section 9.3(b) hereof, the Developer (including its partners) 
shall no longer be liable under this Declaration except in its capacity as an Owner. 
 
 11.10 Events Not Constituting a “Sale” by the Developer. For purposes of Sections 
8.1, 9.1, 9.3 and 9.6 hereof, the conveyance by the Developer of legal title to a portion of the 
Property to a different entity which shall hold legal title for the benefit of the Developer or in 
which the Developer is the sole general partner shall not constitute a sale. 
 
 11.11  Amendments. This Declaration may be amended, pursuant to the following: 
 

 (a) This Declaration may be amended by the Association by an affirmative 
vote of at least sixty-six and two-thirds percent (66-2/3%) of the total number of votes 
held by all members eligible to vote at the time the vote is taken, provided however, that 
no amendment which would materially and adversely affect: (i) the manner in which any 
Owner’s assessment is determined; (ii) any approvals or consents already given to any 
Owner or Occupant; or (iii) affect the right of any mortgage holder, shall be made without 
the consent of that Owner, Occupant or mortgage holder. 

 
 (b) Notwithstanding the above, the Developer hereby reserves the right to 
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amend this Declaration without the consent of any other Owner: (i) at any time until the 
Owner has sold over eighty percent (80%) of the Property (exclusive of Common Area 
and publicly dedicated rights-of-way), provided said amendments do not materially and 
adversely affect any other Owner or Mortgagee of such Owner; or (ii) at any time prior to 
the formation of the Association. 
 
 (c) Notwithstanding the above, no amendment of Sections 4.3, 4.7, 4.8, 4.12 
or 7.3 or the last sentence in Sections 6.5.1 and 6.6.2 shall be effective without the 
written consent of the Corporate Authorities of the Village. 

 
 (d) Any amendment shall become effective upon recording in the Official 
Records. 

 
 11.12  Assignment. The Developer may assign in part or in whole any or all of its 
duties, rights, powers, privileges and reservations to any party as to all or any part of the 
Property. No assignment shall be effective unless in writing and signed by the Developer and 
the party accepting the assignment, and recorded in the Official Records. If the Developer 
ceases to exist or resigns and has not made an assignment, the Owners may appoint a 
successor to the Developer in an instrument signed by the Owners of at least sixty-six and two-
thirds percent (66-2/3%) of the total acreage of the Property (excluding Common Area and 
publicly dedicated rights-of-way). The instrument shall be signed by the successor Developer 
and shall become effective upon recording in the Official Records. Upon any resignation of 
Developer or assignment by Developer to a third party, Developer shall no longer be liable 
under this Declaration except in its capacity as an Owner.  
 
 11.13  Duration. Subject to Section 11.6 above, this Declaration shall remain in effect 
until forty (40) years from the date of its recording in the Official Records, after which it shall be 
automatically extended for successive five (5) year periods unless terminated by the Owners by 
an instrument signed by the Owners of at least sixty-six and two-thirds percent (66-2/3%) of the 
total acreage of the Property (exclusive of Common Area and publicly dedicated rights-of-way) 
and recorded in the Official Records. 
 
 
 
 
 
  
 
 
 
 
 

 
IN WITNESS WHEREOF, the Developer has caused this Declaration to be executed as 

of the day and year first written above. 
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DEVELOPER: 
 
 
RIVERVIEW GROUP, LLC, an Illinois limited liability company  
 

By:  CV Riverview, LLC, 
 an Illinois limited liability company, its manager 

 
 

By:       
Name:       
Its:       

 
 
 
 
 
 
STATE OF ILLINOIS  ) 
                         )    SS. 
COUNTY OF COOK  )  
 
 I, the undersigned, a Notary Public in said County in the State aforesaid, DO HEREBY 
CERTIFY that __________, a Manager of CV Riverview, LLC, and personally known to me to 
be the same person whose name is subscribed to the foregoing instrument as such Manager, 
appeared before me this day in person and acknowledged that as such Manager, he signed and 
delivered the said instrument pursuant to proper authority, as his free and voluntary act, and as 
the free and voluntary act and deed of said limited liability company, for the uses and purposes 
therein set forth. 
 
 Given under my hand and notarial seal, this _____ day of ________________, 2016. 
 
 
      ____________________________________ 
      Notary Public 
 
My commission expires:      [seal] 
 
 
 
 
      ____________________________________ 
      Notary Public 
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EXHIBIT A  

 
Legal description of the Property 

 





















































































































DPW PLAN REVIEW COMMENTS 

 

 

PLAN NAME: Riverview Corporate Park, Phase 1 

PLAN NUMBER: DEV1603-002   

DATE REVIEW DUE:  3/31/16 

REVIEWER: Steve Wlahovich, Tom Hupp, Jesse 

Houle 

DATE: 4/1/16 

           No Work Impacts DPW     

PAGE# COMMENT 

5 No sampling manholes displayed.  
 
Forcemain is labeled as Sanitary sewer. Should be labeled force main 
 
Lift Station should be reviewed. Need more Specs.  
 
 

C4 Review Grades on 116th Avenue extension, if this section is curb and gutter the runoff will pond 
without storm sewer present. 

C5 Show and label sampling manholes (Sampling manholes shall be straight through with no 
bends) 

 See attached alignment for proposed Private Utilities in lieu of Public.  JH 4/1/16 

 

 

 ☐ Approved 

☐ Approved With Conditions 

☐ Not Applicable 

☒ Re-submittal Required 

☐ Submittal Received 

☐ Withdrawn 

☐ Denied 









Review Grades





 



 

 

8044 88th Avenue    Pleasant Prairie, Wisconsin  53158-2015    Phone 262.694.8027    Fax 262.697.1901    PleasantPrairieOnline.com 

 

Office of the  

Chief of Fire & Rescue  

Doug McElmury  
 

VILLAGE STAFF MEMORANDUM 
 
 
TO:  Jean Werbie-Harris, Community Development Director 

FROM:  Craig Roepke, Deputy Chief Fire & Rescue 

CC:  Doug McElmury, Chief Fire & Rescue 

Lt. Thomas Clark, Fire & Rescue Department 

  Peggy Herrick, Assistant Planner, Community Development 

SUBJECT: Fire Department review of Conceptual plans for Riverview Corporate Park 

DATE:  March 25, 2016 

 

These are initial comments for the conceptual plan received for Riverview Corporate Park to be located in the 
general area on the South of 110th Street and East of the East Frontage road (120th Avenue) in Pleasant Prairie.  

The Fire and Rescue Department will be responsible for providing fire prevention inspections of these facilities, 
twice annually. Based on the limited information and conceptual plans submitted, the Fire & Rescue Department 
have the following comments regarding the site: 

 

 No pumper pad or FDC locations/details are identified. 

 Hydrant locations depicted will require subsequent review as drawings develop. 

 Site accessibility details are limited, dimensions of roadways and driveway widths are not provided. 

 Fire Safety System Plans will need to be submitted separately to the Fire Department per building as plans 
progress. 

 Numbered remarks below are items to be reviewed as additional information is submitted and available. 

 
Distribution of Comments: the person who obtains the building permit to all contractors and subcontractors affected by 
this document shall distribute copies of these comments. This document outlines critical times and deadlines. All recipients 
of this document must become familiar with the contents. 

Compliance: A letter shall be submitted to the Fire & Rescue Department prior to receiving a building permit, stating that 
the project will comply with all requirements addressed within this document. 

Conflicts: In the event a conflict in code(s) is identified, or a conflict with the insurance carrier criteria occurs, the 
more stringent shall apply.  In the event this conflicts with any codes adopted by the State of Wisconsin, the owner 
must petition the State directly for a variance.  The Owner must demonstrate that they will provide materials or 
design equivalent to the code or that they will exceed the code when petitioning the State of Wisconsin and/or the 
Village of Pleasant Prairie where applicable. 

Fire Safety System Plans:  such as fire sprinkler and fire alarm plans, will need to be submitted to the State of 
Wisconsin Department of Safety and Professional Services and also to this fire department for review. No 
installation of any fire protection system is allowed until a satisfactory review is obtained from both departments.  
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Pre-Construction Meeting:  A pre-construction meeting shall take place with the general contractor, the fire 
protection contractor, the Fire and Rescue Department and any other sub-contractor prior to the installation of 
any underground fire protection.  The purpose of this meeting is to assure that the requirements of the State of 
Wisconsin that only a Wisconsin licensed sprinkler fitter shall perform the installation of all devices, etc.  All parties 
will be asked to initial this document and or permit.  Any violation of the installing requirements will be reported in 
writing to the State of Wisconsin Department of Safety and Professional Services. 

 

1. Site Access:  Access shall be provided around the perimeter of the site for all Fire Department apparatus, and 
must comply with the State of Wisconsin and the International Building Code, 2009 edition. A minimum wall-
to-wall turning radius of 45’-0” shall be allowed for apparatus movement.   

a. All entrances from public streets, as well as road and driveways around the proposed building must be a 
minimum of 30 feet wide. 

b. All exterior exit pathways as well as access to the Fire Pump room shall have a hard surface, leading to a 
hard surface.  

c. An exterior personnel door shall be located in close proximity to each fire sprinkler riser. 

2. Required Licenses:  A Wisconsin licensed fire protection contractor and Wisconsin licensed sprinkler fitters must 
install underground fire mains and aboveground fire protection.  Periodic inspections of the job site will be made by 
fire inspectors to assure compliance. 

3. Insurance Carrier: The Owner of this project shall submit to the insurance carrier for review the plans for both 
underground water distribution and fire protection prior to construction. The Fire & Rescue Department shall receive 
a copy of the comments when plans are submitted for review. 

4. Review and Comments: At such time more information is provided for this project, the Fire Department will review 
and comment on the following areas outlined below. 

 A. Site and Operational Permits 

1. Site accessibility (Plans provided do not specific clearances or distances) 

2. Fire Pump Location  

3. Pumper Pad  

4. Fire hydrant spacing 

 B. Conditional Use and Operational  
1. Standpipe outlet locations . 
2. Fire alarm pull stations  
3. Emergency and Exit Lighting  
4. Fire extinguishers 

5. Plan Review, Permits and Fees:  The plans for the fire protection underground, aboveground and fire alarm 
system shall be submitted for review a minimum of four (4) weeks before installation is scheduled to begin.  
The Village will use an independent fire safety consultant for review of all fire protection plans submitted.  A 
satisfactory review must be completed before any permits will be issued and before construction can begin. 

6. Permit fees: must be paid at time of submission for review. Work cannot begin until all permits have been issued. A 
typical review turnaround is four weeks 

The following fees and permits are generated directly from the Fire & Rescue Department. 

a. Bulk water Usage 
b. Fire Protection Plans for Underground and Aboveground 
c. Fire Alarm System Plans 
d. Kitchen Hood Systems Plans 
NOTE: Permits are required from the Fire & Rescue Department for the installation of water main in addition to any 
permits required by other Village of Pleasant Prairie Departments. 

 

7. Occupancy:  All fire and life safety requirements must be in place prior to any building being occupied. 
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8. Hazardous Occupancies: Should there be identified hazard occupancies with this project, the Fire & Rescue 
Department will need more than the typical four week time period to review potential Hazardous 
Occupancies. The owner must contact the Fire & Rescue Department as soon as possible to begin the review 
process. 

9. Exterior Doors: All outside doors must have access to the interior. Such as a lock and handle provided at each door.  

10. AED: Because of the overall building size and occupancy type, the owner shall install one or more public access 
Automatic External Defibrillator (AED) onsite for employee and public use in the event of a sudden cardiac 
arrest. The Fire and Rescue Department can provide the training necessary to perform CPR and to operate the 
AED. 

11. Storage:  Maximum height, width and aisle ways and egress pathways must be maintained and will be 
enforced.  The same concerns apply to the storage of quantities of combustibles (plastics and cardboard) and 
other storage of flammable liquids or chemicals must also be properly identified, placarded and stored. 

12. Elevators: must comply with Village of Pleasant Prairie Ordinance 180-20, including acceptable minimum size 
and emergency notification. 

13. Severe Weather Shelter: The architect shall identify the area within the building that can be used as a “severe 
weather shelter” or “safe haven” during severe weather such as a tornado. That area will be identified with 
signage. 

14. On Premise Secure Key System:  Knox Company Rapid Entry System, “Knox Boxes” shall be provided for the 
building. A determination of the exact number required will need to be made during the pre-construction 
meeting. One by each riser door, fire pump room and other needed access routes. The Knox Boxes shall be of 
type Model 4400. Two sets of all keys (Master, fire alarm pull station, annunciator, elevator, etc.) shall be 
placed within the box, as well as a copy of the pre-fire plan.  Verify location and placement of Knox Boxes with 
the Fire Department Prior to installation. 

15. SDS/MSDS Storage Box: A minimum of one (1) Fire department approved storage box designed for Safety 
Data Sheets (SDS) (formerly known as Material Safety Data Sheet-MSDS) information shall be provided for 
each tenant to contain the data sheets on all products that are considered hazardous within the facility. The 
SDS/MSDS Box(s) shall be installed within the Fire Pump Room.  

16. Fire Extinguishers:  Shall meet NFPA 10 (Portable Fire Extinguishers) for the specific use of the building and be 
in sufficient number.  Final approval, of fire extinguisher locations and quantity, will not be given until 
occupancy is taken, to see how a tenant furnishes the space.  The company providing the fire extinguishers 
shall submit a letter to the Fire and Rescue Department stating the locations and size of the extinguishers are 
in compliance with NFPA 10. 

17. Emergency and Exit Lighting:  Exit and Emergency Lighting shall be provided and shall have battery backup. 
Combination units are acceptable and recommended.  An Emergency Generator eliminates the need for 
battery backup.  Exit and Emergency Lighting shall not be placed on electrical circuits that cannot be disturbed 
or interrupted, this is for test purposes.  These circuits shall be clearly labeled. An Emergency light shall be 
placed within the fire pump room.  

18. Sprinkler System:  The building shall be equipped with an “automatic fire sprinkler system”.  The systems shall 
be designed and constructed to the current printed edition of NFPA 13, Automatic Fire Sprinklers and the 
Village of Pleasant Prairie Ordinance 180-16, Automatic Fire Sprinklers. Confirm NFPA edition with the Fire 
Department prior to system design. 

19. The following information must be submitted with the sprinkler plans for review: 

Building height: 
Number of stories/floors: 
Mezzanines: 
Elevators: 
Hazard class: 
Commodity Class: 
Exterior storage: 
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Fire protection: 

20. Plan Review (Underground): A review of the underground drawings is required along with the fire protection 
drawings before a permit will be issued by the Fire and Rescue Department. Underground plans shall be 
submitted a minimum of four (4) weeks before installation begins. 

21. Water Service:  If it is determined that the building will be serviced by a combination municipal water and fire 
protection main, that main must be sized by the fire protection (sprinkler) contractor. No main is allowed to 
travel underground, under the building.  

22. Fire Hydrants:  Fire hydrants shall be spaced no more than 350 feet apart around the perimeter of the 
building, per Village Ordinance 180-16. The insurance carrier must agree in writing to the hydrant spacing. As 
many hydrants as possible shall be supplied directly by municipal water.  The distance from the finished grade 
line to the lowest discharge shall be no less than 18 inches and no more than 23 inches.  The Fire Department 
connections shall be located, and of sufficient height where typical snow fall or snow removal operations will 
not obstruct access.  

23. Fire Hydrant Acceptance: This project will include the installation of water mains for domestic and fire 
protection use. Prior to the fire sprinkler system connection to any new water mains (including water mains, 
fire hydrants, laterals leading to the building and risers) must be hydrostatically tested flushed according to 
National Fire Protection Association (NFPA–National Fire Code) Standard 24 and witnessed by the Fire Chief 
and or the Chief’s representative, the installing contractor and the fire sprinkler contractor at a minimum.  

24. Fire hydrant / water main flushing: can be disruptive to the job site and requires significant coordination of all 
sub-contractors by the General Contractor. Nonetheless flushing is an essential part of assuring public safety.  
The General Contractor is highly encouraged to coordinate the flushing of all new water mains, fire hydrants, 
laterals leading to the building and risers with both the sub-contractors responsible, the Village of Pleasant 
Prairie Engineering Department, Fire & Rescue Department and the Water Utility Department, prior to seeking 
a ‘clean water sample’ on this site.  
NOTE: The Fire Protection Designer must meet with the Fire and Rescue Department before the underground 
drawings are submitted for review to finalize the placement of the hydrants. 

25. Pumper Pad:  There shall be dedicated space for a fire engine to have unobstructed access to the Pumper Pad.  
Both the Fire Department Sprinkler connection and the fire hydrant shall be installed remote from the building 
and located a minimum distance from the building equal to the highest wall.  The fire hydrant shall be located 
no more than five (5) feet from the roadway and the Fire Department sprinkler connection shall be placed no 
more than five (5) feet from the fire hydrant.  The Fire Department connection shall be constructed along with 
an underground drain with access for inspection.  Both the fire department sprinkler connection and the fire 
hydrant, (pumper pad), shall be installed remote from the building(s) and located a minimum distance from 
the building equal to the highest wall.  

NOTE: The Fire Department Connection riser shall include a single five (5) inch Storz fitting. 

26. Fire Pump: Should a fire pump be required based on the design, There shall be sufficient room to maneuver 
within the fire pump room. There shall be direct ingress/egress from the fire pump room directly to the 
exterior of the building; a paved surface shall lead to the fire pump room. There shall be Emergency Lighting 
installed within the Fire Pump Room. The pump test header location shall comply with 180-16. There shall also 
be sufficient room for placement of the Fire Alarm Control Panel (FACP), along with the required maps of the 
fire protection systems.  

27. Standpipes:  If determined that hose valves or standpipes be required in areas of the building. In lieu of 1.5 
inch hose stations, the building shall be equipped with standpipes that shall consist of 2-½ inch NST valve, 
capable of delivering 250 GPM, at 75 PSI measured at the standpipe valve.  The standpipes shall be wet and 
placed adjacent to all exterior exit doors, same side as the door handle/knob. Village Ordinance 180.16 G. 

28. Strobe Light:  A strobe light shall be provided for each riser and installed vertically above each sprinkler water 
flow bell. The strobe light shall operate for a sprinkler water flow.  The lens color shall be RED.  The strobe 
light shall meet Village specifications as found in section 180-16 K of the Sprinkler Ordinance. A strobe light(s) 
shall also be provided outside of the fire pump/riser room to indicate a fire pump run and/or a waterflow 
alarm, with signage installed under each strobe light. 
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29. Bollards:  Shall be placed near fire hydrants, remote post indicator valves (PIV) and Fire Department 
connection(s) to prevent damage.  Bollards shall be 6 inches in diameter. Bollards shall not obstruct charged 
fire hoses.  It is recommended that the Fire Department approve the location of the bollard(s) before final 
placement is made.  

30. Fire Alarm System:  The system shall be fully addressable so that detailed information will be received 
about the device in alarm.  Utilizing a fire pull station, sprinkler water flow, or any other fire detection device 
that maybe installed in this building shall activate the internal fire alarm system. The systems shall be designed 
and constructed to the current printed edition of NFPA 72. Confirm NFPA edition with the Fire Department 
prior to system design 

a. Manual Fire Alarm Pull Stations:  Shall be located at a minimum, immediately adjacent to each 
exterior door. Any additional exterior doors will be required to meet this requirement. The pull 
station shall not be placed in the area of the door, but immediately adjacent to the door jamb. 

b. Pull Stations and Audiovisual Alarms:  Shall be installed per ADA requirements. 

c. Smoke and Heat Detection:  Shall be installed as required. 

d. Tamper Switches:  Tamper switches shall be placed on all sprinkler valves and be identified on the 
annunciator panel. 

e. Fire Alarm Control Panel (FACP):  Shall be addressable.  The main FACP will be placed in the fire 
pump room. Remote annunciator panel location(s) will also need to be determined during the pre-
construction meeting. The annunciator panel type shall be approved by the Fire & Rescue 
Department. The panel shall identify a fire sprinkler water flow by riser, and the specific locations of 
the fire alarm pull stations and any other fire detection devices that may be installed in this building. 

f. FACP Nomenclature: Confirmation of nomenclature shall be discussed between the Fire Department 
and the fire alarm program technician prior to any inspections. 

g. Annunciator Panel:  Shall be addressable.  The annunciator panel type shall be approved by the Fire 
and Rescue Department. The panel shall identify a fire sprinkler water flow by riser, and the specific 
locations of the fire alarm pull stations and any other fire detection devices that may be installed in 
this building. The annunciator panel must be a “full function” panel with the ability to acknowledge, 
silence, and reset the fire alarm system. 

h. Transmission of Fire Alarms.  The method of transmission to central station must be approved by the 
Fire & Rescue Department.  I.e. RF Radio, cellular, VOIP, or other approved technologies. 

i. FACP Main Panel: There will be one main fire alarm panel within a building. The system will not be 
split into two or multiple fire alarm panels interconnected together. (Example: West wing is one 
panel, East wing is a different panel). 

j. DUCT Detector Alarm Points:  Duct detector alarm points shall be configured for a Supervisory 
response from the fire alarm system. 

k. Central Station:  The Fire Alarm Control Panel shall transmit all fire alarm, tamper, trouble and 
supervisory signals to a central station that is certified by Underwriters Laboratories (UL) and/or 
Factory Mutual (FM) and approved by the Fire & Rescue Department. The owner shall provide such 
documentation for approval. It is recommended that the owner consult with the Fire & Rescue 
Department prior to signing any contracts with the Central station. 

Fire:   Pleasant Prairie Fire & Rescue 
Medical:   Pleasant Prairie Fire & Rescue 
Phone numbers 
Emergency:   (262) 694-1402 
Non-emergency:  (262) 694-7105 
Business:  (262) 694-8027 

 

31. All Hazards Notification System:  Should the owner or tenant plan on the installation of an in-building all hazards 
notification system (fire, weather, active threat, etc), the fire department must be made aware and the system must 
meet all NFPA 72 requirements. 



Review of Conceptual plans for Riverview Corporate Park 

Page 6 of 7 

 

32. Public Safety Radio Coverage: Provide for adequate radio coverage to public safety service workers, including but not 
limited to firefighters, EMS, and law enforcement officers.  For purpose of this section, adequate radio coverage shall 
include all of the following: 
a) The system must support both the Fire Department’s and Police Department’s main VHF repeated radio 

channels. 
b) a minimum signal strength of -101 dBm available in 95% of the area of each floor of the building when 

transmitted from the Public Safety Radio Communications System: and  
c) a minimum signal strength of -101 dBm received at the Public Safety Radio Communications System when 

transmitted from 95% of the area of each floor of the building, via portable radio with public safety 
microphone. 

d) Channel Performance Criterion (CPC):  CPC is the minimum performance level in a faded channel, per TSB-
88, clause 4.2.  TSB-88 is a “Telecommunications Systems Bulletin” published by the TIA, 
Telecommunications Industry Association.  The performance level is rated using “Delivered Audio 
Quality”.  Industry standard DAQ definitions are shown in Table 1. 

e) DAQ level of three (3) is the minimum performance level which shall be attainable by public safety radio 
systems in 95% of the area of each floor of a building, via portable radio with public safety microphone 

 
Table 1 - Delivered Audio Quality Definitions 

DAQ Delivered 
Audio Quality 

Subjective Performance Description 

1 Unusable, speech present but unreadable. 

2 
Understandable with considerable effort. Frequent repetition due 
to noise / distortion. 

3 
Speech understandable with slight effort.  Occasional repetition 
required due to noise / distortion. 

3.5 
Speech understandable with repetition only rarely required.  Some 
noise / distortion. 

4 Speech easily understood.  Occasional noise / distortion. 

4.5 Speech easily understood.  Infrequent noise / distortion. 

5 Speech easily understood. 

 
Testing Procedures: 

a. Initial Tests.  Public safety employees or their designees will perform initial tests.  A 
certificate of occupancy shall not be issued to any new structure if the building fails to 
comply with this section.  

b. Annual Tests.  Fire Department personnel in conjunction with inspection procedures will 
conduct annual tests. 

Amplification Systems Allowed 

Buildings and structures which cannot independently support the required level of radio coverage shall be 
equipped with any of the following in order to achieve the required adequate radio coverage; a radiating 
cable system or an internal multiple antenna system with or without FCC typed-accepted signal booster 
amplifiers as needed.  If any part of the installed system or systems contains electrically powered 
components, the system shall be capable of operating on an independent battery and/or generator 
system for a period of at least twelve (12) hours without external power input.  Any battery system 
employed shall automatically recharge in the presence of an external power input. 

The installation of equipment as indicated above cannot be detrimental to the operation of the Public 
Safety Radio system. In the event that a signal booster is employed, it shall be fully encased within a dust 
and water resistant case. 

Field Testing 

Fire Department personnel, after providing reasonable notice to the owner or their representative, shall 
have the right to enter onto the property to conduct field-testing to be certain the required level of radio 
coverage is present. 
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33. Final Inspection:  The General Contractor shall provide the following documentation at the time the Final 
Inspection takes place and before a building occupancy certificate will be issued. 

a. The fire protection contractor shall provide the owner with a letter (upon completion of the sprinkler 
work) stating the sprinkler system, or portion thereof, is “100% operational and built according to the 
design”, Village Ordinance, 180-16 N. 

b. The fire alarm contractor shall provide the owner with a letter (upon completion of the fire alarm work) 
stating the fire alarm system, or portion thereof, is “100% operational and built according to the design” 

c. Copy of contract with fire alarm central monitoring station. 

d. Copy of UL and/or FM certificate(s) for the fire alarm central monitoring station. 

e. Copies of the fire protection underground flushing documents. 

f. Copies of the underground and fire sprinkler hydrostatic test certificates. 

g. Copies of the fire sprinkler operational test certificates. 

h. Copies of the fire alarm test documents. 

i. Copies of other test documents such as, hood/duct, smoke, etc… 

j. The Pleasant Prairie Fire and Rescue Department shall have all information needed for our pre-fire plan 
prior to occupancy. 

k. Provide two- (2) CD’s, one for the property owner and one for the Fire & Rescue Department.  The disks 
shall include all Floor plans and fire protection plans for the building in an as-built condition.   

l. Maps of the fire alarm and fire sprinkler system shall be placed in the fire pump room, near the fire alarm control 
panel; the maps shall be hung on the wall, with a waterproof covering and accessible to firefighters wearing 
bulky clothes and equipment. 

m. AED is in place at such time a tenant takes occupancy. 

n. A copy of the tenants Emergency Plan must be submitted to the Fire & Rescue Department before occupancy. 

 

 

### 







Governing Agency Contacts 
 
PLEASANT PRAIRIE VILLAGE HALL 
 9915 39TH STREET 
 PLEASANT PRAIRIE, WI  53158 
 OFFICE: (262) 694-1400 
 
  - COMMUNITY DEVELOPMENT 
DEPARTMENT 
 JEAN WERBIE-HARRIS, DIRECTOR 
      - PLANNER, ZONING  
            ADMINISTRATOR       
 OFFICE: (262) 925-6718 
 EMAIL: jwerbie-harris@plprairiewi.com  
 
 PEGGY HERRICK 

     - ASSISTANT PLANNER & ZONING 
ADMINISTRATOR 

 OFFICE: (262) 925-6716 
 EMAIL: pherrick@plprairiewi.com  
 
  - ENGINEERING DEPARTMENT 
 MATT FINEOUR, P.E. 
      - VILLAGE ENGINEER 
 OFFICE: (262) 925-6778 
 EMAIL: mfineour@plprairiewi.com  
 
 KURT DAVIDSEN, P.E. 

     - ASSISTANT VILLAGE ENGINEER 
 OFFICE: (262) 925-6728 
 EMAIL: kdavidsen@plprairiewi.com     
 
  - PUBLIC WORKS DEPARTMENT 
 JOHN STEINBRINK, JR.,  
     - SUPERINTENDENT 

ROGER PRANGE MUNICIPAL 
BUILDING 

 8600 GREEN BAY ROAD 
 OFFICE: (262) 925-6768 
           EMAIL: jsteinbrink@plprairie.com   

 
JESSE HOULE, P.E. 

- CONSTRUCTION MANAGER 
OFFICE (262) 948-8945 
EMAIL: jhoule@plprairiewi.com  
 

 STEVE WLAHOVICH 
      - ENGINEERING TECHNICIAN 
 OFFICE: (262) 925-6767 
 EMAIL: swlahovich@plprairie.com  
 

   
 
  

 
  - BUILDING INSPECTION DEPARTMENT 
 SANDRO PEREZ 

   -BUILDING INSPECTION 
SUPERINTENDENT  

 OFFICE: (262) 694-9304 
 DIRECT: (262) 925-6722 
 EMAIL: sperez@plprairie.com 
 

DONALD KOEHNE 
    -BUILDING INSPECTOR 
OFFICE:  (262) 694-9304 
EMAIL:  dkoehne@plprairiewi.com 
 
MICHAEL KAPRELIAN 
    - BUILDING INSPECTOR 
OFFICE: (262) 694-9304 
EMAIL:  rnichols@plprairiewi.com 
 
 

FIRE & RESCUE DEPARTMENT  
 DOUG McELMURY,  
     - CHIEF OF FIRE & RESUCE 
 8044 88TH AVENUE 
 OFFICE: (262) 694-8027  
 EMAIL: fireandrescue@plprairie.com  
 
 CRAIG ROEPKE 
     - DEPUTY CHIEF  
 DIRECT: (262) 948-8981 
 EMAIL: croepke@plprairiewi.com   
 

THOMAS CLARK 
     - LIEUTENANT  
 DIRECT: (262) 948-8982 
 EMAIL: tclark@plprairiewi.com  
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WI DEPARTMENT OF NATURAL 
RESOURCES 

 ELAINE JOHNSON  
    - WATER RESOURCE SPECIALIST  
 OFFICE: 262-884-2136 
 EMAIL: elaine.johnson@wisconsin.gov 
 
 
 PETER WOOD 
    - WATER RESOURCES ENGINEER  
 OFFICE: 262-884-2360 
 EMAIL: peter.wood@wisconsin.gov 
 

 

Public Utility Contacts 
 
AMERICAN TRANSMISSION COMPANY 
 BRIAN MCGEE 
 OFFICE: 262-506-68955 
 EMAIL: bmcgee@atcllc.com 

EMERGENCY NUMBER: (800) 972-
5341 

 
WISCONSIN D.O.T. 

KEVIN KOEHNKE, PERMITS 
COORDINATOR 
SOUTHEAST REGION 

 OFFICE: (262) 548-5891  
 EMAIL: kevin.koehnke@dot.wi.gov  
 
AT&T 
 MIKE TOYEK 
 OFFICE: 262-636-0549 
 EMAIL: mt1734@att.com  
 
TDS TELECOM 
 SOUTHEAST WISCONSIN 
 OFFICE: 877-483-7142 
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TIME WARNER CABLE 
 STEVE CRAMER 
    - UTILITY COORDINATOR 
 OFFICE: 414-277-4045 
 EMAIL: steve.cramer@twcable.com  

EMERGENCY NUMBER: (800) 627-
2288 

 
WE-ENERGIES 
 LINDA SCHREIER 
 KENOSHA SOUTH 
 OFFICE: 262-552-3228 

EMAIL:  
linda.schreier@we-energies.com  

 
 NATURAL GAS EMERGENCY:  

(800) 261-5325  
ELECTRICAL EMERGENCY:  
           (800) 662-4797  
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THESE ITEMS ARE RELATED AND WILL BE DISCUSSED AT THE SAME TIME 

HOWEVER SEPARATE ACTION IS REQUIRED. 

B. Consider the request of John Burroughs of Majestic Realty Co., for approval of 

Preliminary Site and Operational Plans for the mass grading, installation of 

underground utilities and footings and foundations for the construction of a 424,164 

square foot speculative industrial building on the vacant land located on the east side 

of 88th Avenue about ¼ mile south of Bain Station Road. 

Recommendation:  Village staff recommends that the Plan Commission approve the Site 

and Operational Plans subject to the comments and conditions of the Village Staff Report of 

April 25, 2016. 

C. Consider the request of John Burroughs of Majestic Realty Co., for approval of a 

Development Agreement and related plans for the off-site public improvements 

for the development of a 424,164 square foot speculative industrial building on the 

vacant land located on the east side of 88th Avenue about ¼ mile south of Bain 

Station Road. 

Recommendation:  Village staff recommends that the Plan Commission send a favorable 

recommendation to the Village Board to approve the Development Agreement and 

related plans subject to the comments and conditions of the Village Staff Report of April 

25, 2016. 
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VILLAGE STAFF REPORT OF APRIL 25, 2016 

Consider the request of John Burroughs of Majestic Realty Co., for approval of Preliminary 

Site and Operational Plans for the mass grading, installation of underground utilities and 

footings and foundations for the construction of a 424,164 square foot speculative industrial 

building on the vacant land located on the east side of 88th Avenue about ¼ mile south of 

Bain Station Road. 

Consider the request of John Burroughs of Majestic Realty Co., for approval of a 

Development Agreement and related plans for the off-site public improvements for the 

development of a 424,164 square foot speculative industrial building on the vacant land 

located on the east side of 88th Avenue about ¼ mile south of Bain Station Road. 

 

THESE ITEMS ARE RELATED AND WILL BE DISCUSSED AT THE SAME TIME 

HOWEVER SEPARATE ACTION IS REQUIRED. 

 

The Village had been working with the developer for the past several years and to date the 

following approvals have been obtained for the development of the Majestic site: 

1. On October 15, 2012 the Village of Pleasant Prairie Board of Trustees approved 

the following requests related to the development of the property generally 

located south of Bain Station Road on the east side of 88th Avenue (Tax Parcel 

Number 92-4-122-162-0301) in the Village. 

 Village Comprehensive Plan (Ord. #12-33 was approved by the Village 

Board on October 15, 2012) to amend the Village of Pleasant Prairie 2035 

Comprehensive Land Use Plan Map 9.9 and to amend a portion of the 

Pleasant Farms Neighborhood Plan. 

 Conceptual Plan was conditionally approved by the Village Board on October 

15, 2012 for the development of a proposed 1.2 million square foot 

warehouse/distribution facility building to be known as Majestic Center. 

 Zoning Map Amendments (Ord. #12-34 was approved by the Village Board 

on October 15, 2012) to rezone a portion of the property that was zoned A-2, 

General Agricultural District into the M-2, General Manufacturing District.  

Portions of the property within the 100-year floodplain that were zoned FPO, 

Floodplain Overlay District and C-1, Lowland Resource Conservancy District 

remained unchanged.  [Note: Upon the completion of detailed wetland field 

delineation and the 100-year floodplain field survey (including floodplain 

boundary adjustments) additional amendments to the 2035 Comprehensive 

Land Use Plan and Zoning Map would be required.] 

2. Floodplain Boundary Adjustment was conditionally approved by the Plan 

Commission on April 8, 2013 but has not yet been considered by the Village 

Board since the plans need to be modified and approval from the WI DNR is still 

pending.  The floodplain boundary adjustment proposes to remove approximately 

98,173 cubic feet of floodplain and to create approximately 99,144 cubic feet of 

floodplain to compensate for the floodplain being filled.  [Note: This work has 

commenced and will be completed this year-2016.] 
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3. Site and Operational Plans were conditionally approved by the Plan 

Commission on May 13, 2013, for the construction of a 1,180,480 square foot 

warehouse/distribution building on the property. [Note: Several extensions to 

this approval were granted by the Plan Commission; however, at this time the 

petitioner is requesting to build a smaller building on the northern portion of the 

property.]  

4. Zoning Map Amendment (Ord. #13-18) and Zoning Text Amendment 

(PUD Ord. #13-19) were approved by the Village Board on May 20, 2013.  The 

Zoning Map Amendment rezoned the property to include a PUD, Planned Unit 

Development Overlay District.  The existing M-2, General Manufacturing District, 

C-1, Lowland Resource Conservancy District and FPO, Floodplain Overlay District 

remained unchanged.  The Zoning Text Amendment (attached) created the 

specific PUD requirements for this property.  

At this time, the petitioner is requesting to obtain Preliminary Site and Operational 

Plans approval to begin the development of the northern portion of the property for a 

424,164 square foot building and associated on-site improvements, along with off-site 

County Trunk Highway (CTH) H roadway improvements as specified in the draft 

Development Agreement.   The petitioner is tentatively planning to construct a second 

building on the southern portion of the property in the future.  

Preliminary Site and Operational Plans:  The Preliminary Site and Operational Plans will 

allow the petitioner to begin mass grading, to install underground utilities and to construct 

footings and foundations for the construction of a 424,164 square foot speculative industrial 

building.  The building has been designed so that it can be easily divided into as many as 

four (4) tenants. The building design is a "cross dock" facility with trailer storage as shown 

on the plans. The design provides for "secured" truck courts in the event that future tenants 

require that feature.  

Majestic has coordinated their efforts with the Village’s Public Work’s Department to provide 

a 14’ gravel access maintenance path up to and over the top of the Village's sanitary sewer 

main that runs diagonally through the site and is located within a Dedicated Sanitary Sewer, 

Access and Maintenance Easement previously granted to the Village.    

Wetlands: The wetlands were field delineated on the site in 2008 by Wetland and Waterway 

Consulting as approved by the WI DNR on December 19, 2008.  The wetland areas shall be 

shown on the Certified Survey Map (CSM) within a Dedicated Wetland Preservation and 

Protection, Access and Maintenance Easement.  Legal descriptions of the WI DNR 

approved wetland delineations shall be shown on the CSM. 

Shorelands: Jerome Creek is located adjacent to the property.  This Creek has been 

determined to be a navigable waterway.  The location of the Ordinary High Water Mark 

(OHWM) shall be field identified by the WI DNR and shown on the plans and the CSM.  The 

Plans shall also show the location of the 75 foot OHWM setback and the 300 foot shoreland 

jurisdictional area.  The property owner has obtained the Village’s Stipulated Shoreland 

Permit for the grading within 75 feet of the OHWM.  

Floodplains: The location of the 100-year floodplain associated with Jerome Creek were field 

delineated pursuant to the DFIRM Map panel 191D dated June 19, 2012 and the associated 

table for the Jerome Creek which identifies the 100-year floodplain elevations.  As noted 

above, the Floodplain Boundary Adjustment was conditionally approved by the Village, DNR 

and FEMA.  The floodplain boundary adjustment will remove approximately 98,173 cubic 

feet of floodplain and to create approximately 99,144 cubic feet of floodplain to compensate 

for the floodplain being filled.  The 100-year floodplain area after the amendment shall be 
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shown as located within a Dedicated Floodplain Preservation and Protection, Access 

and Maintenance Easement area on the CSM.  As noted above, the 100-year floodplain 

work will be finalized in 2016.  Upon its completion, a Village Zoning Map and Text 

Amendment will be required to reflect the adjustment. 

Woodlands: A tree survey has been completed along the north property lines and these 

areas shall be protected and preserved.  The woodland areas to be protected shall be 

located within a Dedicated Woodland Preservation and Protection, Access and 

Maintenance Easement on the CSM.  The grading and berming along the north property 

line east of the cemetery shall also be constructed in a manner to protect the drip line of the 

trees. 

Building Setbacks:  The M-2, General Manufacturing District requires that the building meet 

the following minimum setback requirements: 

 Street setback: minimum of 65 feet from CTH H (88th Avenue). 

 Side and rear setback: 45 feet minimum. 

 Shore setback:  75 feet minimum from the OHWM of Jerome Creek. 

 Wetland setback:  25 feet from the wetlands on the property. 

 There is no setback to the 100-year floodplain; however no structures shall be 

located within the 100-year floodplain.  

Setback for parking areas (which includes parking spaces, maneuvering lanes and fire 

lanes) as measured from the back of curb shall meet the following minimum requirements: 

 Industrial area parking setback: 90 feet minimum to the future residential lot area in 

the northeast corner of the site. 

 A minimum of 20 feet from the front CTH H right-of-way. 

 A minimum of 20 feet from other private roadways and drives to the side and rear 

lot lines with the exception to the east property line wherein a zero setback is 

proposed as part of the Planned Unit Development (discussed below) 

 A minimum of 70 feet from the north property line at the northeast end abutting 

future residential development. 

 In addition, parking areas shall not be located within any easements unless express 

written approval is allowed by the easement holder. 

Site Access and Parking:  A Traffic Impact Analysis (TIA) has been prepared by the 

Developer’s Consultant and reviewed by the Village and Kenosha County. A copy of the 

Consultant’s recommendations indicates that both deceleration/acceleration lanes and a by-

pass lane shall be installed by the Majestic. Based upon the traffic study completed, 

Majestic’ s cost contribution for the future Bain Station / CTH H intersection improvements 

(round-about) is $163,500.00.  This amount is payable to the Village as a condition 

precedent to the issuance of a building permit, which funds will be transferred to Kenosha 

County. 

Employee, client, visitor vehicular and truck access to the site will be a driveway on 88th 

Avenue.  All parking areas and maneuvering lanes, fire lanes including the truck court, shall 

be improved with concrete vertical curb and gutter.  The plan includes 292 automobile 

parking spaces (including 12 handicapped accessible spaces) and 111 trailer spaces.  The 

truck courts face north and south. 
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Pursuant to the Village Zoning Ordinance the minimum on-site parking spaces for a 

manufacturing use would require five (5) spaces, plus one (1) space per employee on the 

largest shift and the required number of handicapped accessible parking spaces pursuant to 

the State Code.  The minimum on-site parking spaces for a warehouse/distribution center is 

based on one (1) space for every two (2) employees during any 12-hour period and the 

required number of handicapped accessible parking spaces pursuant to the State Code.  At 

the time that the proposed building size, use and number of employees are known, 

adequate on-site parking shall be identified and provided. 

The final number of required parking spaces will be determined based on the actual 

tenant(s). However, the number of parking spaces that have been provided in anticipation 

of the future tenants is indicated on the site plan. 

Public Sewer and Water:  The development shall be served by public sanitary sewer and 

water.  Municipal water is located in 88th Avenue and public sanitary sewer is located within 

an easement on the site.  The location of the parking areas, fire lanes and maneuvering 

lanes may be allowed over the existing sanitary sewer easement subject to certain 

conditions.  Fourteen foot wide gravel pathways have been installed over the sanitary sewer 

main.  The Village must be able to obtain easy access to and over the sewer main on the 

gravel pathways for maintenance purposes.   

Open Space, Storm Water Retention and Landscaping:  The M-2 District requires that at a 

minimum, 25% of the site must be open space.  Within the amount of 100-year floodplain 

and proposed storm water facilities more than 25% of the site will remain in open space; 

however, verification of the amount (area and percentage) of open space on the site shall 

be provided on the preliminary plans.  

Development Agreement:  The petitioner is responsible for the required public 

improvements--construction of a by-pass lane and acceleration/deceleration lanes, gravel 

shoulders, pavement markings, traffic signage and related road repairs within the 88th 

Avenue (CTH H) right-of-way; installation of storm sewer improvements; making hydrant 

and valve adjustments; making sanitary manhole adjustments and installation of a new 

sanitary manhole; installation of public street trees and terrace restoration and installation 

of a 14’ wide gravel sanitary sewer maintenance paths all pursuant to Village and/or 

Kenosha County requirements.  The Developer will be responsible for providing the financial 

security (one-year Letter of Credit), and insurance certificates for all required public 

improvements, and for costs associated with the field staking, inspection and contract 

administration.  All contractors undertaking the required public improvements shall be pre-

approved by the Village.   

Certified Survey Map (CSM): A draft CSM has been submitted for initial staff review.  

Village staff will provide comments next week.  A final CSM will be required for the site 

development prior to approval of the Final Site and Operational Plans and will be an exhibit 

to the Development Agreement.  The CSM shall identify the dedication of additional right-of-

way (dedicated public street area) as required along CTH H Avenue per Kenosha County’s 

requirements of  60 feet from the centerline and the dedication of the following easements: 

1) Dedicated Storm Water Management Facilities/Retention Ponds, Access and Maintenance 

Easement; 2) relocation or expansion of the existing Dedicated Public Sanitary Sewer, 

Access and Maintenance Easement; 3) Dedicated Landscape, Berm and Plantings, Access 

and Maintenance Easement along CTH H; 4) Dedicated Wetland Preservation and Protection, 

Access and Maintenance Easement areas; 5) Dedicated Floodplain Preservation and 

Protection, Access and Maintenance Easement areas; and 6) Woodland Preservation and 

Protection, Access and Maintenance Easement areas.  
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Item B Recommendation:  Village staff recommends conditional approval of the 

Preliminary Site and Operational Plans subject to compliance with the above 

comments and modifying the plans to address the following conditions: [Note: The 

Village has been working with Majestic this week and they have agreed to making 

all of the referenced changes]. 

1. The Village prepared Development Agreement shall be approved, finalized, and 

executed by all parties as a part of the Preliminary Site and Operational Plan 

approval prior to issuance of the Erosion Control Permit, Underground Utilities Permit 

or Footing and Foundation Permit,  

2. The Preliminary Site and Operational Plans have been reviewed for conformance with 

generally accepted engineering practices and Village policies.  Although the data has 

been reviewed, the design engineer is responsible for the thoroughness and accuracy 

of plans and supplemental data and for their compliance with all State and local 

codes, ordinances, and procedures. Modifications to the plans, etc. may be required 

should errors or changed conditions be found at a future date and detailed 

engineering plans are prepared and reviewed.  The following changes shall be 

made to the plans and three (3) revised paper copies and one electronic 

copy of the Preliminary Site and Operational Plans with a written 

description of how each of the comments below have been addressed shall 

be submitted for final staff review: 

a. Provide a neighborhood sketch drawing as to how the public access roadway 

and neighborhood lots could be adjusted on the west side of CTH H to reflect 

the modified access connection on the east side of CTH H.  At the Developer’s 

cost, the Village’s GIS staff can prepare the modifications to the 

Neighborhood Plan based upon the revised sketch provided by the developer. 

b. For security reasons, Note on plans, “the construction site shall be surrounded 

with a six (6) foot high cyclone, chain link fence”.  The job trailer shall be 

equipped with lighting and security features such as a camera. Show location 

on plans.  A fence permit is required for the temporary fencing. 

c. Per the Police Department, visible numbers inside and outside of each man-

door exit/entrance beginning on the front entrance of the building and moving 

clockwise around the building shall be provided.  These numbers shall be 

consistent in size, location and color. Note on the plans and provide a door 

numbering site map to the Village. 

d. See attached Government Agency Contact Information and Public Utility 

Contacts to be included on Sheet 1 of Civil Plans. 

e. Provide ownership and developer, engineer and architects contact names, 

numbers, addresses, numbers and emails on Sheet 1. 

f. Provide all zoning designations and descriptions on Sheet 1 of Civil Plans. 

g. Provide all impervious surface calculations, open space calculations and 

related squares footages and percentages on Sheet 1 of Civil Plans. 

h. Landscaping plans - need to discuss plans with owner. 

i. More clearly identify the CTH H right-of-way on the landscaping plans.  

ii. Confirm that the landscaping plan is using the correct grading plan. 
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iii. The private landscaping should be on private property not in the right-of-

way. 

iv. The public street trees should not be in the private landscaping beds.  

Public street trees shall be planted per the Villages specifications.  Provide 

the Village planting detail on the plans. Separation spacing for street trees 

is 50-75 feet unless modified by the Village. 

v. Provide the landscape materials planting sizes and heights on the plans. 

vi. The street trees shall be staked per the Village specifications.  Insert 

Village’s planting detail. 

vii. What is gravel mulch? Gravel is being placed behind parking spaces 

adjacent to turf areas? 

viii. Native prairie landscaping typically looks like weeds and is more difficult 

to maintain for the owner and has not been accepted by the Village in 

place of turf. 

i. Provide details on the retaining walls, heights, materials, railing or fencing 

and specifications.  Provide an elevation view of the retaining walls. 

j. Modification shall be made to the revised elevations by adding an additional 

stripping as shown on the attached drawing. 

k. Exterior building downspouts/gutters building be internal to the building and 

shall not be visible on the building.   

l. See attached comments dated April 7, 2016 from the Village Engineering 

Department. 

m. See attached comments dated April 7, 2016 from the Village Department of 

Public Works Department.  The petitioner is working with the Public Works 

Department to satisfy their comments.   

n. Compliance with the attached memo dated April 6, 2016 from the Village 

Fire & Rescue Department.  See Condition #1 regarding Site Access that 

need to be corrected on the plans.  In addition, owners shall submit a 

letter to the Fire & Rescue Department prior to obtaining building 

permits stating that the project will comply with all requirements of 

this memo.  A copy of this letter shall also be provided to the 

Community Development Department. 

3. Upon approval of the revised Preliminary Site and Operational Plans, and 

prior to the issuance of the required erosion control permits, underground 

plumbing permits and the footing and foundation permits the following shall 

be submitted (paper copies and pdf copies): 

a. Written approval shall be provided from the easement holder(s) for proposed 

grading, utility, and/or other work within easement limits. 

b. A Fire Compliance letter shall be prepared by the owner and submitted to the 

Fire & Rescue Department.  This letter, on developer’s letterhead, shall state 

that the Majestic project will comply with all requirements addressed within 

the Fire & Rescue Department’s Memorandum dated April 6, 2016.  A copy of 

this letter shall also be provided to the Community Development Department. 
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c. An Erosion Control Permit Application and Plans, along with a copy of the 

Wisconsin Department of Natural Resources N.O.I. Permit.  [Note:  The 

required $2,000 street sweeping cash deposit shall be deposited with the 

Village at the time of obtaining the Erosion Control.  The street sweeping cash 

deposit is refundable, less 6% for administrative processing upon issuance of 

a Certificate of Compliance for the entire project if the amount is not drawn 

upon by the Village in maintaining the adjacent roadways free from dirt, mud 

clumps and mud tracking during the construction process.  Silt fence shall be 

installed and inspected prior to any work starting.]  Since this project abuts 

a County Highway, the project shall also comply with any regulations 

as imposed by Kenosha County in keeping the highway free of stone, 

mud, debris and soil tracking. See e. below. 

d. The Commercial Underground Plumbing and Footing and Foundation State 

approved plans and approval letters. 

e. A copy of all Kenosha County right-of-way permits for access, any off-site 

highway improvements and all work within CTH H.  The permit shall include 

driveway access, any roadwork, grading and landscaping within the CTH H 

right-of-way.  For approval and permits contact Gary Sipsma, Director, 

Kenosha County Division of Highways 262-857-1870. 

f. Prior to work commencing on the site: 

i. State, Kenosha County (for county highway work) and Village 

Approved Plans and Permit Applications (paper and electronic 

copies) for mass grading, utilities and footing and foundation 

permits shall be filed with the Village; 

ii. a closing and preconstruction meeting shall be scheduled (w/Jean 

Werbie-Harris) to execute the Development Agreement and to 

provide financial security for public improvements; 

iii. immediately following the closing a pre-construction/pre-grading 

meeting shall be held which includes contractors, architect and 

engineers, utilities, Village and County staff at Village office;  

iv. following the pre-construction meeting all necessary permits shall 

be paid for and obtained from Village Building Inspection Dept.   

v. the pre-construction agenda, listing of emergency contacts, and 

construction schedule shall be handed out by the Design Engineer 

of Record to all attendees (15-20?) at the meeting;  

vi. the pre-construction meeting shall be moderated and minutes 

shall be taken by the Design Engineer of Record and the minutes 

emailed/distributed within 7 days; and   

vii. All required erosion control measures, shall be in place on the site 

prior to construction start. 

4. Other Comments: 

a. Municipal connection fees shall be paid prior to the connections to the 

sanitary sewer system. 



 

DEV1603-004 
PP1603-003 

9 
 

b. Prior to approval of Final Site and Operational Plans, the final CSM shall be 

considered and the CSM shall be recorded prior to the issuance of building 

permits. 

c. Impact fees shall be paid prior to issuance of the building permit pursuant to 

Chapter 181 of the Village Code (Based upon $1.94 per $1,000 of valuation 

as determined by the Village Assessing Department). 

d. Prior to work commencing on the site, all required permits shall be issued by 

the Village and County, all required erosion control measures shall be in place 

and inspected and maintained.  

e. Based upon the Developer’s traffic study completed,  Majestic’ s cost 

contribution for the future Bain Station / CTH H intersection improvements 

(round-about) is  $163,500.00.  This amount is payable to the Village as a 

condition precedent to the issuance of the building permit.  The Village will 

transfer the funds to Kenosha County. 

f. After the installation of the footings and foundations and prior to the 

setting of the walls, an as-built survey as stamped by a Wisconsin 

Registered Land Surveyor shall be submitted to the Village to verify 

that the building meets all of the required setbacks. 

g. A record drawing of the utility plans will be required to reflect actual 

construction records and utility alignments.  Record drawing(s) of all 

the water main and storm sewers shall be prepared by the Engineer 

of Record for the project. (Required prior to occupancy). 

h. The hours of construction activity, operating heavy machinery or equipment 

associated with the grading, erosion control device installation, and overall 

site development shall be limited to Monday through Friday from 6:00 a.m. to 

10:00 p.m. and Saturday and Sunday from 7:00 a.m. to 6:00 p.m. 

i. There shall be no construction parking permitted on 88th Avenue (CTH H).  

On-site (off-street) gravel parking areas shall be designed to accommodate all 

construction related workers and site visitors. 

j. The Village shall approve of the location of all construction trailers parked on 

the site during construction activities.  No construction trailers shall be parked 

in Kenosha County or Village rights-of-way.  All construction related signage 

shall be approved and permitted by the Village. 

k. No use shall be conducted in such a way as to constitute a public or private 

nuisance or to violate any of the performance standards set out in Section 

420-38 of the Village Zoning Ordinance. 

l. This development shall be in compliance with the Village Land Division and 

Development Control Ordinance, Village Municipal and Zoning Codes, Village 

Construction Site Maintenance and Erosion Control Ordinance, Kenosha 

County Ordinances and the State of Wisconsin Statutes. 

m. All Village fees incurred by the Community Development Department, Village 

Engineer, Village Inspectors and/or expert Assistants required by the Village 

throughout the development process will be billed directly to the Developer.  

Such fees shall be paid in a timely manner.  
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Item C Recommendation:  Village staff recommends that the Plan Commission 

send a favorable recommendation to the Village Board to approve the 

Development Agreement and related plans subject to above comments and the 

following conditions: 

1. Majestic Realty Co. will be financially responsible for costs associated with the 

Required Kenosha County and Village Public Improvements pursuant to the Kenosha 

County/Village approved Plans which include: construction of a by-pass lane and 

acceleration/deceleration lanes, gravel shoulders, pavement markings, traffic 

signage and related road repairs within the 88th Avenue (CTH H) right-of-way; 

installation of storm sewer improvements; making hydrant and valve adjustments; 

making sanitary manhole adjustments and installation of a new sanitary manhole; 

installation of public street trees and terrace restoration and installation of a 14’ wide 

gravel sanitary sewer maintenance paths all pursuant to Village and/or Kenosha 

County requirements. The revised preliminary site and operational plans shall include 

these improvements for review. 

2. The following shall be submitted and will be exhibits of the Development Agreement: 

a. Three (3) paper copies and a pdf copy of the Final Engineering Plans, Profiles 

and Specifications (for the public related improvements) subject to the 

changes and corrections of the conditional approval of the Site and 

Operational Plans (as noted below in this letter).   

b. Ownership Documents for the property identifying who is the authorized 

agent to sign official documents and his title (on behalf of Majestic Realty 

Co.). 

c. Three (3) paper copies and a pdf copy of the executed public work 

construction contract(s).  The contract(s) shall have the Developer’s name as 

shown on the title of the property.   

d. Three (3) paper copies and a pdf copy of the contractor’s certificate(s) of 

insurance. The certificate(s) of insurance shall also list Kenosha County and 

the Village of Pleasant Prairie as insured parties.     

e. Three (3) paper copies and a pdf copy of the Kenosha County Work in the 

Right-of-Way Permit and Driveway Permit. 

f. Engineer’s cost estimate (Village prepared) for the field staking, inspection 

and contract administration. 

g. A “draft” LOC shall be provided to the Village for staff review.  (See 

comments below related to the LOC).   

h. Development Agreement (see attached Village prepared draft). 

2. A one year minimum Irrevocable Letter of Credit (LOC) payable to the Village, in the 

amount of 115% of the total cost of the Required Public Improvements to be 

completed in the Kenosha County right-of-way. The Itemized Cost Breakdown Exhibit 

will be prepared by the Village staff to determine the amount of the Letter of Credit 

and the cash payments. IMPORTANT:  A draft Letter of Credit equal to the cost 

breakdown analysis (need to verify Village’s format and dollar amount of Letter of 

Credit prior to submitting the Original Letter of Credit.  The cash payments and the 

“Final” LOC shall be provided prior to the Village at the closing.   
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3. The Village right-of-way inspectors will complete all inspections in the County 

highway right-of-way (estimate to be provided by Village Public Works). 

4. Prior to public or private work commencing…see 4 f. above. 

 









Governing Agency Contacts 
 
PLEASANT PRAIRIE VILLAGE HALL 
 9915 39TH STREET 
 PLEASANT PRAIRIE, WI  53158 
 OFFICE: (262) 694-1400 
 
  - COMMUNITY DEVELOPMENT 
DEPARTMENT 
 JEAN WERBIE-HARRIS, DIRECTOR 
      - PLANNER, ZONING  
            ADMINISTRATOR       
 OFFICE: (262) 925-6718 
 EMAIL: jwerbie-harris@plprairiewi.com  
 
 PEGGY HERRICK 

     - ASSISTANT PLANNER & ZONING 
ADMINISTRATOR 

 OFFICE: (262) 925-6716 
 EMAIL: pherrick@plprairiewi.com  
 
  - ENGINEERING DEPARTMENT 
 MATT FINEOUR, P.E. 
      - VILLAGE ENGINEER 
 OFFICE: (262) 925-6778 
 EMAIL: mfineour@plprairiewi.com  
 
 KURT DAVIDSEN, P.E. 

     - ASSISTANT VILLAGE ENGINEER 
 OFFICE: (262) 925-6728 
 EMAIL: kdavidsen@plprairiewi.com     
 
  - PUBLIC WORKS DEPARTMENT 
 JOHN STEINBRINK, JR.,  
     - SUPERINTENDENT 

ROGER PRANGE MUNICIPAL 
BUILDING 

 8600 GREEN BAY ROAD 
 OFFICE: (262) 925-6768 
           EMAIL: jsteinbrink@plprairie.com   

 
JESSE HOULE, P.E. 

- CONSTRUCTION MANAGER 
OFFICE (262) 948-8945 
EMAIL: jhoule@plprairiewi.com  
 

 STEVE WLAHOVICH 
      - ENGINEERING TECHNICIAN 
 OFFICE: (262) 925-6767 
 EMAIL: swlahovich@plprairie.com  
 

   
 
  

 
  - BUILDING INSPECTION DEPARTMENT 
 SANDRO PEREZ 

   -BUILDING INSPECTION 
SUPERINTENDENT  

 OFFICE: (262) 694-9304 
 DIRECT: (262) 925-6722 
 EMAIL: sperez@plprairie.com 
 

DONALD KOEHNE 
    -BUILDING INSPECTOR 
OFFICE:  (262) 694-9304 
EMAIL:  dkoehne@plprairiewi.com 
 
MICHAEL KAPRELIAN 
    - BUILDING INSPECTOR 
OFFICE: (262) 694-9304 
EMAIL:  rnichols@plprairiewi.com 
 
 

FIRE & RESCUE DEPARTMENT  
 DOUG McELMURY,  
     - CHIEF OF FIRE & RESUCE 
 8044 88TH AVENUE 
 OFFICE: (262) 694-8027  
 EMAIL: fireandrescue@plprairie.com  
 
 CRAIG ROEPKE 
     - DEPUTY CHIEF  
 DIRECT: (262) 948-8981 
 EMAIL: croepke@plprairiewi.com   
 

THOMAS CLARK 
     - LIEUTENANT  
 DIRECT: (262) 948-8982 
 EMAIL: tclark@plprairiewi.com  
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WI DEPARTMENT OF NATURAL 
RESOURCES 

 ELAINE JOHNSON  
    - WATER RESOURCE SPECIALIST  
 OFFICE: 262-884-2136 
 EMAIL: elaine.johnson@wisconsin.gov 
 
 
 PETER WOOD 
    - WATER RESOURCES ENGINEER  
 OFFICE: 262-884-2360 
 EMAIL: peter.wood@wisconsin.gov 
 

 

Public Utility Contacts 
 
AMERICAN TRANSMISSION COMPANY 
 BRIAN MCGEE 
 OFFICE: 262-506-68955 
 EMAIL: bmcgee@atcllc.com 

EMERGENCY NUMBER: (800) 972-
5341 

 
WISCONSIN D.O.T. 

KEVIN KOEHNKE, PERMITS 
COORDINATOR 
SOUTHEAST REGION 

 OFFICE: (262) 548-5891  
 EMAIL: kevin.koehnke@dot.wi.gov  
 
AT&T 
 MIKE TOYEK 
 OFFICE: 262-636-0549 
 EMAIL: mt1734@att.com  
 
TDS TELECOM 
 SOUTHEAST WISCONSIN 
 OFFICE: 877-483-7142 

 

 

 

 

 

 

 

 

 

1/20/16 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
 
TIME WARNER CABLE 
 STEVE CRAMER 
    - UTILITY COORDINATOR 
 OFFICE: 414-277-4045 
 EMAIL: steve.cramer@twcable.com  

EMERGENCY NUMBER: (800) 627-
2288 

 
WE-ENERGIES 
 LINDA SCHREIER 
 KENOSHA SOUTH 
 OFFICE: 262-552-3228 

EMAIL:  
linda.schreier@we-energies.com  

 
 NATURAL GAS EMERGENCY:  

(800) 261-5325  
ELECTRICAL EMERGENCY:  
           (800) 662-4797  
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Office of the Village Engineer 

Matthew J. Fineour, P.E. 
     MEMORANDUM 

 

TO:   Peggy Herrick, Assistant Planner / Assistant Zoning Administrator 
 
FROM:  Matthew Fineour, P.E.,Village Engineer 
 
  SUBJ:  Majestic Badger Logistics Center 
    
 DATE:  April 7, 2016 

 

 
Peggy, 
 
The Engineering Department has reviewed the submitted plans for the Majestic Badger Logistics 
Center.  Specifically, the following was reviewed. 
 

  Onsite Civil Engineering Infrastructure Plans, Majestic Badger Logistics Center, prepared 
by Pinnacle Engineering Group, received by the Village on March, 23, 2016. 

 
Based on our review, we have the following comments listed below.  Additional comments may 
be generated as the plans progress and further information and clarification is provided. 
 
Cover Sheet 
 

1. Note “Prior to construction, a pre-construction conference must be held at the Village 
offices.  The pre-construction conference shall be scheduled and moderated by the 
designing Engineer of Record.” 
 

2. Provide government agency and utility contacts. 
 

3. Provide the names of the property owner, developer, and contact information of owner 
or owner’s representative. 
 

Existing Conditions Sheet 
 

4. What does the circled numbers 8 and 10 represent? 
 
Site Dimensional and Paving Plan 
 

5. Add a detail in the plans for the emergency access gate. 
 

6. Show the concrete pad for the FDC hydrant and remote connection area. 
 

7. Identify what the bolded line is along the north side of the site. (sheet C-5; just north of 
the 100-year floodplain line leader) 
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8. Proposed retaining wall(s) vary in height; however wall heights get up to 18.5-feet.  
Address safety issues in the site plan (i.e. railings etc.) and provide details accordingly. 
 

9. The site plan needs to address access to the existing and proposed sanitary manholes 
along the east side of the site.  All manholes shall be accessible via the sewer access 
path with appropriate turnarounds.  The current plan does not provide an accessible 
route to the manholes within the project area.  
 

10. Provide the tax key number, lot owner, and property line(s) along the west side of CTH 
“H” within the project area. (All applicable plan sheets) 

 
Grading Plan 
 

11. The slopes behind the retaining wall along the north side of the property by the 
cemetery shall be 4:1 or flatter. (Sheet C-7, C-8) 
 

12. Provide top of wall and bottom of wall elevations along the east side of the side, south 
of the parking area. (Sheet C-8) 
 

13. Provide wall design details, construction specifications, and color / materials information. 
 

14. Provide proposed spot grades along the sanitary sewer access path at 100-foot intervals. 
 

15. The sanitary sewer access path shall be concrete where the by-pass drainage crosses 
the path with upstream and downstream erosion protection adjacent to the path.   
 

16. Adjust the rim elevations for existing sanitary manholes to be 2-feet above the 
floodplain elevation.  Adjustments shall conform to the Village’s standard construction 
specifications. Identify and note on plans. 
 

17. Clearly show all water main and hydrant valves on the grading and utility plans.  Also, 
can the hydrants symbols be reduced in size? 
 

18. What is happening with the drainage from the structural fill pile along the south side of 
the drainage by-pass channel? (Sheet C-8) 
 
 

19. Note that any obstructions (branches, fallen trees, etc.) in the creek within the property 
boundary shall be removed. (Sheet C-8) 
 

Utility Plan 
 

20. Sanitary manhole frames and covers shall conform to Village standards of Neenah 1580 
non-rocking.  Revised specification note accordingly. (Sheet C-10) 
 

21. Locate, identify, and note the locations of the 16-inch mainline water valve(s) north and 
south the proposed service connection on the overall utility plan.  The north mainline 
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valve should be located just south of the cemetery entrance and the south mainline 
valve should be located approximately 200-feet north of the hydrant directly across 
Kevek’s homestead drive. 
 

22. Provide the water service size on the plans. 
 

23. Label the size(s) of the existing water mains on the utility plan sheets (16-inch east side 
of CTH “H”; 12-inch on west side of CTH “H”). 
 

24. Provide a water service branch valve at the connection.  Also add a valve for the FDC 
hydrant branch. Check with the Public Works Department if they will require any 
additional mainline valve(s) at the connection. 
 

25. Add notes for inspection and public water valve operation to the plans for the water 
connection to the public water main.  (Sheet C-11) 
 

a. Contractor shall coordinate their work and schedule inspections for the water 
connection with the Village Public Works Department.  Connection work shall not 
commence until public works has been contacted and inspections scheduled.  
 

b. All public water valves shall be operated by or under the supervision of the Public 
Works Department.  Contractor shall coordinate valve operations with the Public 
Works Department. 

 
26. Provide a detail of the new sanitary sewer drop manhole for the sewer connection.  

Manhole shall be an outside drop. 
 

27. The sanitary sewer easement width along the east side of the property from the 
manhole south of the parking area to a point 50-feet north of the parking area shall be 
increased to 60-feet in width due the proposed filling and construction over the existing 
sewer.  Any future repairs of the parking area, retaining wall, or private utilities due to 
needed excavation repairs of the sanitary sewer shall be the responsibility of the 
landowner. 
 

28. Label the size of the existing sanitary main at the point of connection (18-inch). 
 

29. Add notes for inspection requirement for the public sanitary connection. (C-12) 
 

a. Contractor shall coordinate their work and schedule inspections for the sewer 
connection to the public sanitary sewer with the Village Public Works 
Department.  Connection work shall not commence until public works has been 
contacted and inspections scheduled. 

 
30. Note the invert elevation of the 36-inch CMP (W) for manhole 29.1.  Also, show the 

existing culvert from the extension to storm MH 29.1. 
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31. Note and identify all hydrant and valve adjustments on the plans. Adjustments shall 
conform to the Village’s standard specifications. 
 

32. Check storm manhole diameters requirements with the pipe size and angles with noted 
plan sizes. All manholes are currently called out as 48-inch.   (i.e. MH 29.1, CB 8, 9, 10, 
etc.) 
 

33. Evaluate the ability to separate the pond outlet structure from the inflow storms 
sewer(s) to prevent short circuiting the sediment settlement design function. 
 

34. Clarify and provide a detail of the pond discharge pipe outfall to the creek.  Is there a 
separate outfall to the creek or is the pipe proposed to be connected to the existing 
farm crossing pipes as indicated in the SWMP?  Public Works looked at the farm crossing 
and the culverts are in poor condition.  A separate outfall shall be provided. 
 

35. Will the farm culvert crossing be used after this phase of the development is complete?  
If so, what access route will be used?  Address maintenance concerns of the sewer 
access path if the path will be used by farm equipment traversing field locations.  Also, 
address existing culvert conditions. 
 

36. Label the storm sewer within the CTH “H” right-of-way from ES 29.2 to ES 29 as 
privately owned and maintained by the property owner.  Also, the by-pass channel shall 
be privately owned and maintained.  A private storm water drainage access and 
maintenance easement shall be placed over the storm sewer and by-pass channel to 
Jerome Creek.  The storm sewer easement width shall be 20-foot. The easement width 
over the channel shall cover the entire channel area. 
 

37. The storm water retention basin shall be privately owned and maintained.  A private 
storm water drainage access and maintenance easement along with the maintenance 
agreement shall be provided to the Village. 
 

38. The following comments pertain to the Storm Water Management Plan. 
 

a. The storm water management plan is missing the 100-year hydrologic model 
output data.  There are two copies of the 2-year hydrology results.  A copy of 
the 100-year hydrology data shall be provided for review. 
 

b. The pond is modeled with a tailwater elevation of 678.60 which corresponds to 
the 100-year floodplain.  It is unclear however, if the pond is modeled for 
backwater conditions.  Either the active storage volume for the pond shall start 
at the 100-year floodplain elevation or a backflow prevention device shall be 
installed to prevent backwater into the pond. 

 
Site Stabilization 
 

39. Provide adequate erosion matting for the CTH “H” ditch grading work on the west side 
of CTH “H”. 
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40. Provide adequate erosion matting and ditch checks for the storm water by-pass channel. 

 
41. Note the type of storm sewer end section protection for all storm sewer outfalls (i.e. rip-

rap or mat; details in plans for both). 
 

42. Depict TRM for the retention pond emergency overflow on the site stabilization plan. 
 

Construction Details 
 

43. Level Spreader Detail – Where is this being used?  Note use on plans or eliminate if not 
being used. 
 

44. Rip-Rap At End Sections – Provide rip-rap size to be used for each end-section (i.e. light, 
medium, heavy, etc.) or note in plans. 
 

45. Provide Village standard flume details that correspond with the sampling manhole detail. 
 

46. Update the Pumper Pad Detail to the Village’s with the Village revised detail dated 3-2-
15. 
 

47. Update the Standard Hydrant Assembly detail with the Village revised detail dated 11-
16-15. 
 

48. Wet Pond Cross Section – Provide / show anti-seep collars on the outfall; Provide and 
show a grate detail for the 36-inch round outlet structure top.  It is recommended that a 
coned grate be used. Also, specify embankment material (structural). 
 

49. Emergency Spillway – Clarify what the spillway stabilization is (rip-rap, TRM, etc.) as the 
details differ. 
 

CTH Grading 
 

50. Is a 2.5:1 ditch side slope acceptable to the County?  Verify. 
 

51. Show all existing water valves in the work area. 
 

52. A copy of the CTH “H” entrance area and modification on an aerial photo with property 
lines is requested by Village staff for better orientation and understanding of the 
improvements. 
 

53. Provide a detail of the guard rail system.  The guardrail is placed over the water main.  
How deep are the railing system posts? 
 

54. Provide additional existing topographic contour information along the west side of the 
new ditch line showing grading tie-ins and adjacent topography. 
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55. Kenosha County GIS contour information suggests that the 689 and 690 contours 
extend out into the farm field over 300-feet.  What is the impact of raising the culvert 
invert elevation 2-feet from 686 to 688 as proposed?  An evaluation of headwater 
impacts to upstream properties shall be provided.  Additional approvals from impacted 
properties may be required based evaluation results.   
 

56. Provide a detail of the HDPE / CMP connection for the proposed CTH “H” 36-inch culvert 
extension.  Is a manhole connection required for the pipe grade change?  
 

57. What is the condition of the existing 36-inch CMP? 
 

Other / General Comments 
 

58. Provide information on how the by-pass ditch drain tile will outlet.  Plan for tile outlet 
appears incomplete. Also provide a detail of the drain tile cleanout and size of the drain 
tile. (Sheet DT-3) 
 

59. The landscaping plans do not appear to have accurate proposed contour information.  
Update plans and verify that plantings do not encroach into the storm water by-pass 
channel. 

 
The engineering plans have been reviewed for conformance with generally accepted 
engineering practices and Village policies.  Although the data has been reviewed, the design 
engineer is responsible for the thoroughness and accuracy of plans and supplemental data and 
for their compliance with all state and local codes, ordinances, and procedures.  Modifications to 
the plans, etc. may be required should errors or changed conditions be found at a future date. 
 
*** 
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Office of the Director of Public Works  
John Steinbrink Jr., P.E. 
 

 
TO: Peggy Herrick, Assistant Planner / Assistant Zoning Administrator 
 

 FROM: John Steinbrink, Jr., P.E., Director of Public Works 
 

 CC: Matthew Fineour, P.E., Village Engineer 
  Jean Werbie-Harris, Community Development Director 
   
 SUBJ: Plan Review for DEV1603-004-Majestic Center 
 

 DATE: April 7, 2016 

 

The Department of Public Works has reviewed the submitted information for the above referenced 
project. Based on our review, we have the following comments listed below: 
 

 
 

PAGE# COMMENT 

C-8 Sanitary Manhole Access path location needs to be clearly defined.  Access to Road needs Gate 
similar to gate pic. (see attached pic)  Access roads need “Tee” turnarounds at end points 
sufficient to turn around Vac truck equipment.  It needs to be constructed to an elevation of 
680.60 (2’ over flood) or higher 

C-11 Water connection to Village water main needs more information. Size? Type of connection? 

C-11 Symbol on water line where it branches to FDC pad is unclear what it represents. Wrong 
symbol? 

C-11 Detail on hydrant moves CTH H needed. 

C-11 Proposed Water tap detail needs to be shown.  In addition, plan needs to show existing water 
main sizes 

C-12 Outfall detail needed-needs to be independent of the existing CMP in crossing 

C-12 Pond – Evaluate maximum separation of inlet vs. outlet to maximize sediment removal 
 

C-12 Offsite water proposed overland needs detail of how it will cross access path 

C-12 Proposed Sanitary manhole needs to be outside drop manhole -include detail 

C-12 Easement under proposed parking lot (NE corner of development) needs to be increased to 60’ 
width.   

C-12 Access to East field entrance needs to be built to same elevations and x-section as Sanitary 
Sewer Access Path 

C-12 All existing and proposed manholes need to be adjusted  to an elevation of 680.60 (2’ over 
flood) or higher and wrapped 

C-14 Inlet protection symbol in ditch line. Accidental placement? 
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C-15 
 
 

Inlet protection will be required for both inlets that drain to sediment pond on east side of the 
property. 

C-15 Inlet protection symbol needs to be centered over structure. 

C-19 Prefab flume in sampling manhole is acceptable – (see attached detail) 

EP1 Extend photo metrics North until 0.0000 readings are anticipated 

General Show tie in on West side of CTH H field tile and connect to East side drainage 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 









swlahovich
Text Box
PRECAST BENCHES ARE ALLOWED IF FLUME IS INSTALLED BY MANHOLE MANUFACTURER.



MATCH LINE SEE SHEET C-11

1" = 40'0 80'

NOTES

1. SEE OVERALL UTILITY PLAN SHEET FOR UTILITY NOTES.

2. SEE CONSTRUCTION DETAILS SECTION FOR

ADDITIONAL INFORMATION PERTAINING TO THE

UTILITY PLAN.

LEGEND

SANITARY SEWER MANHOLE

W

STORM SEWER MANHOLE

STORM SEWER CATCH BASIN (ROUND CASTING)

PRECAST CONCRETE FLARED END SECTION

STORM SEWER CATCH BASIN (RECTANGULAR CASTING)

VALVE BOX

FIRE HYDRANT

CLEANOUT

SANITARY SEWER

FORCE MAIN

DRAIN TILE

STORM SEWER

WATER MAIN

FIRE PROTECTION

UTILITY CROSSING

LIGHTING

ELECTRICAL CABLE

ELECTRICAL TRANSFORMER OR PEDESTAL

POWER POLE

STREET SIGN

POWER POLE WITH LIGHTS

GAS MAIN

TELEPHONE LINE

UTILITY TO BE REMOVED

OVERHEAD WIRES

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

ENGINEERING I NATURAL RESOURCES I SURVEYING

SHEET NO.

CCC JOB NO.

C
i
t
y
 
o
f
 
I
n
d
u
s
t
r
y
,
 
C

a
l
i
f
o
r
n
i
a
 
9
1
7
4
6
-
3
4
9
7

C
O

M
M

E
R

C
E

 
C

O
N

S
T

R
U

C
T

I
O

N
 
C

O
.
,
 
L
.
P

.

1
3
1
9
1
 
C

r
o
s
s
r
o
a
d
s
 
P

a
r
k
w

a
y
 
N

o
r
t
h

S
i
x
t
h
 
F

l
o
o
r

T
e
l
e
p
h
o
n
e
:
 
(
5
6
2
)
 
6
9
9
-
0
4
5
3

DATEDRAWN BY

L
i
c
e
n
s
e
 
N

o
.
 
7
2
3
3
0
2

R
E

V
I
S

I
O

N
S

B
Y

D
A

T
E

R
E

V
I
S

I
O

N
S

B
Y

D
A

T
E

Drawing Plot Bar

0" 1"

Use this plot bar to confirm drawing

has not been reduced or enlarged

from original. If this plot bar is not

exactly 1 inch long the physical size

of drawing has changed.

T
h

i
s

 
D

o
c

u
m

e
n

t
,
 
E

i
t
h

e
r
 
a

s
 
D

r
a

w
i
n

g
 
o

r
 
t
h

e
 
A

s
s

e
m

b
l
a

g
e

o
f
 
E

l
e

c
t
r
o

n
i
c

 
D

a
t
a

,
 
i
s

 
t
h

e
 
P

r
o

p
e

r
t
y

 
o

f
 
C

o
m

m
e

r
c

e

C
o
n
s
t
r
u
c
t
i
o
n
 
C
o
.
,
 
L
.
P
.
 
(
“
C
o
m
m
e
r
c
e
”
)

T
h

i
s
 
d

o
c
u

m
e

n
t
,
 
i
n

c
l
u

d
i
n

g
 
a

l
l
 
e

l
e

c
t
r
o

n
i
c
 
d

a
t
a

 
a

t
t
a

c
h

e
d

t
h

e
r
e

i
n

,
 
m

a
y
 
n

o
t
 
b

e
 
r
e

p
r
o

d
u

c
e

d
,
 
d

i
s
t
r
i
b

u
t
e

d
,
 
m

o
d

i
f
i
e

d
,

u
s
e

d
 
o

r
 
i
m

p
l
e

m
e

n
t
e

d
 
i
n

 
a

n
y
 
w

a
y
,
 
i
n

 
w

h
o

l
e

 
o

r
 
i
n

 
p

a
r
t
,

w
ith
ou
t t
he
 w
rit
te
n 
co
ns
en
t o
f C
om
m
er
ce
.  
Th
is
 d
oc
um
en
t

s
h

a
l
l
 
n

o
t
 
b

e
 
t
a

k
e

n
 
a

s
 
a

p
p

u
r
t
e

n
a

n
t
 
t
o

,
 
a

s
s
o

c
i
a

t
e

d
 
w

i
t
h

,
 
o

r

a
s
 
a

 
r
e

p
l
a

c
e

m
e

n
t
 
f
o

r
 
t
h

e
 
o

f
f
i
c
i
a

l
l
y
 
s
e

a
l
e

d
 
d

o
c
u

m
e

n
t
,
 
a

n
d

 
i
s

w
ith
ou
t w
ar
ra
nt
y 
of
 a
ny
 k
in
d 
ei
th
er
 e
xp
re
ss
ed
 o
r i
m
pl
ie
d.
 

A
n

y
 
p

e
r
s
o

n
 
o

r
 
o

r
g

a
n

i
z
a

t
i
o

n
 
m

a
k
i
n

g
 
u

s
e

 
o

f
 
o

r
 
r
e

l
y
i
n

g
 
u

p
o

n

t
h

i
s
 
d

o
c
u

m
e

n
t
 
i
s
 
r
e

s
p

o
n

s
i
b

l
e

 
f
o

r
 
c
o

n
f
i
r
m

i
n

g
 
i
t
s
 
a

c
c
u

r
a

c
y

an
d 
co
m
pl
et
en
es
s.
  C
om
m
er
ce
 is
 n
ot
 re
sp
on
si
bl
e 
fo
r

e
d

i
t
e

d
 
o

r
 
r
e

p
r
o

d
u

c
e

d
 
v
e

r
s
i
o

n
s
 
o

f
 
d

i
g

i
t
a

l
 
d

a
t
a

 
f
r
o

m
 
t
h

i
s

do
cu
m
en
t. 
 T
he
 a
cc
ep
ta
nc
e 
or
 u
se
 o
f t
hi
s 
do
cu
m
en
t w
ill

b
e

 
c
o

n
s
t
r
u

e
d

 
a

s
 
a

n
 
a

c
c
e

p
t
a

n
c
e

 
o

f
 
t
h

e
 
f
o

r
e

g
o

i
n

g
.

PINNACLE ENGINEERING GROUP    PINNACLE ENGINEERING GROUP    

WISCONSIN OFFICE:
15850 W. BLUEMOUND ROAD

BROOKFIELD, WI  53005
(262) 754-8888

PLAN I DESIGN I DELIVER

CHICAGO I MILWAUKEE : NATIONWIDE

w w w . p i n n a c l e - e n g r . c o m

PEG JOB NO.

117.00A

2/24/16PEG,LLC

E
N

G
I
N

E
E

R
I
N

G
 
I
M

P
R

O
V

E
M

E
N

T
S

 
P

L
A

N
S

 
F

O
R

M
A

J
E

S
T

I
C

 
B

A
D

G
E

R
 
L
O

G
I
S

T
I
C

S
 
C

E
N

T
E

R

C
T

H
 
"
H

"
 
V

I
L
L
A

G
E

 
O

F
 
P

L
E

A
S

A
N

T
 
P

R
A

I
R

I
E

,
 
W

I

U
T

I
L
I
T

Y
 
P

L
A

N

C-12

117.00A

jhoule
Rectangle

jhoule
Callout
Access to manhole needed.  Manhole and path need to be 2' above 680.60 or higher.  

jhoule
Callout
Path access needs to be restricted to DPW via gate

jhoule
Callout
Path access needs to be restricted to DPW via gate

jhoule
Callout
Access to manhole needed.  Manhole and path need to be 2' above 680.60 or higher.  

jhoule
Callout
Need a 60' min. easement under proposed improvements for future maintenance

jhoule
Callout
Access to manhole needed.  Manhole and path need to be 2' above 680.60 or higher.  

jhoule
Callout
 Manhole and path need to be 2' above 680.60 or higher.  

jhoule
Arrow





 

 

8044 88th Avenue    Pleasant Prairie, Wisconsin  53158-2015    Phone 262.694.8027    Fax 262.697.1901    PleasantPrairieOnline.com 

 

Office of the  

Chief of Fire & Rescue  

Doug McElmury  
 

VILLAGE STAFF MEMORANDUM 
 
 

TO:  Jean Werbie-Harris, Community Development Director 

FROM:  Doug McElmury, Chief Fire & Rescue 

CC:  Craig Roepke, Deputy Chief Fire & Rescue 

Lt. Thomas Clark, Fire & Rescue Department 

  Peggy Herrick, Assistant Planner, Community Development 

SUBJECT: Fire Department review of Preliminary Site and Operational Plans for Majestic Spec Building 

DATE:  April 6, 2016 

 

These are initial comments for the Preliminary Site and Operational Plans received for the Majestic Spec Building  
to be located in the general area of 88

th
 Ave. in Pleasant Prairie.  

The Fire and Rescue Department will be responsible for providing fire prevention inspections of this facility, twice 
annually. Based on the limited information and conceptual plans submitted, the Fire & Rescue Department have 
the following comments regarding the site: 

 
Distribution of Comments: the person who obtains the building permit to all contractors and subcontractors affected by 
this document shall distribute copies of these comments. This document outlines critical times and deadlines. All 
recipients of this document must become familiar with the contents. 

Compliance: A letter shall be submitted to the Fire & Rescue Department prior to receiving a building permit, stating that 
the project will comply with all requirements addressed within this document. 

Conflicts: In the event a conflict in code(s) is identified, or a conflict with the insurance carrier criteria occurs, the 
more stringent shall apply.  In the event this conflicts with any codes adopted by the State of Wisconsin, the owner 
must petition the State directly for a variance.  The Owner must demonstrate that they will provide materials or 
design equivalent to the code or that they will exceed the code when petitioning the State of Wisconsin and/or the 
Village of Pleasant Prairie where applicable. 

Fire Safety System Plans:  such as fire sprinkler and fire alarm plans, will need to be submitted to the State of 
Wisconsin Department of Safety and Professional Services and also to this fire department for review. No 
installation of any fire protection system is allowed until a satisfactory review is obtained from both departments.  

Pre-Construction Meeting:  A pre-construction meeting shall take place with the general contractor, the fire 
protection contractor, the Fire and Rescue Department and any other sub-contractor prior to the installation of 
any underground fire protection.  The purpose of this meeting is to assure that the requirements of the State of 
Wisconsin that only a Wisconsin licensed sprinkler fitter shall perform the installation of all devices, etc.  All parties 
will be asked to initial this document and or permit.  Any violation of the installing requirements will be reported in 
writing to the State of Wisconsin Department of Safety and Professional Services. 
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1. Site Access:  Access shall be provided around the perimeter of the site for all Fire Department apparatus, and 
must comply with the State of Wisconsin and the International Building Code, 2009 edition. A minimum wall-
to-wall turning radius of 45’-0” shall be allowed for apparatus movement.   

a. All entrances from public streets, as well as road and driveways around the proposed building must be a 
minimum of 30 feet wide. 

b. All exterior exit pathways as well as access to the Fire Pump room shall have a hard surface, leading to a 
hard surface.  

c. An exterior personnel door shall be located in close proximity to each fire sprinkler riser. 

d. The secondary Fire Department Access shown on page A-1 dated 3-23-16 is incorrect.  The correct 
access is shown on page C-10 dated 2-24-16.   

e. There shall be Knox padlocks or Knox key switches on all gates on site.  The Fire & Rescue Department 
will review the proper placement and operation of the Knox system locks with the owner/tenants. 

2. Required Licenses:  A Wisconsin licensed fire protection contractor and Wisconsin licensed sprinkler fitters must 
install underground fire mains and aboveground fire protection.  Periodic inspections of the job site will be made by 
fire inspectors to assure compliance. 

3. Insurance Carrier: The Owner of this project shall submit to the insurance carrier for review the plans for both 
underground water distribution and fire protection prior to construction. The Fire & Rescue Department shall receive 
a copy of the comments when plans are submitted for review. 

4. Review and Comments: At such time more information is provided for this project, the Fire Department will review 
and comment on the following areas outlined below. 

 A. Site and Operational Permits 

1. Site accessibility (Plans provided do not specific clearances or distances) 

2. Fire Pump Location  

3. Pumper Pad  

4. Fire hydrant spacing 

 B. Conditional Use and Operational  
1. Standpipe outlet locations . 
2. Fire alarm pull stations  
3. Emergency and Exit Lighting  
4. Fire extinguishers 

5. Plan Review, Permits and Fees:  The plans for the fire protection underground, aboveground and fire alarm 
system shall be submitted for review a minimum of four (4) weeks before installation is scheduled to begin.  
The Village will use an independent fire safety consultant for review of all fire protection plans submitted.  A 
satisfactory review must be completed before any permits will be issued and before construction can begin. 

6. Permit fees: must be paid at time of submission for review. Work cannot begin until all permits have been issued. A 
typical review turnaround is four weeks 

The following fees and permits are generated directly from the Fire & Rescue Department. 

a. Bulk water Usage 
b. Fire Protection Plans for Underground and Aboveground 
c. Fire Alarm System Plans 
d. Kitchen Hood Systems Plans 
NOTE: Permits are required from the Fire & Rescue Department for the installation of water main in addition to any 
permits required by other Village of Pleasant Prairie Departments. 

7. Occupancy:  All fire and life safety requirements must be in place prior to any building being occupied. 

8. Hazardous Occupancies: Should there be identified hazard occupancies with this project, the Fire & Rescue 
Department will need more than the typical four week time period to review potential Hazardous 
Occupancies. The owner must contact the Fire & Rescue Department as soon as possible to begin the review 
process. 
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9. Exterior Doors: All outside doors must have access to the interior. Such as a lock and handle provided at each door.  

10. AED: Because of the overall building size and occupancy type, the owner shall install one or more public access 
Automatic External Defibrillator (AED) onsite for employee and public use in the event of a sudden cardiac 
arrest. The Fire and Rescue Department can provide the training necessary to perform CPR and to operate the 
AED. 

11. Storage:  Maximum height, width and aisle ways and egress pathways must be maintained and will be 
enforced.  The same concerns apply to the storage of quantities of combustibles (plastics and cardboard) and 
other storage of flammable liquids or chemicals must also be properly identified, placarded and stored. 

12. Elevators: must comply with Village of Pleasant Prairie Ordinance 180-20, including acceptable minimum size 
and emergency notification. 

13. Severe Weather Shelter: The architect shall identify the area within the building that can be used as a “severe 
weather shelter” or “safe haven” during severe weather such as a tornado. That area will be identified with 
signage. 

14. On Premise Secure Key System:  Knox Company Rapid Entry System, “Knox Boxes” shall be provided for the 
building. A determination of the exact number required will need to be made during the pre-construction 
meeting. One by each riser door, fire pump room and other needed access routes. The Knox Boxes shall be 
Model 4400. Two sets of all keys (Master, fire alarm pull station, annunciator, elevator, etc.) shall be placed 
within the box, as well as a copy of the pre-fire plan.   

15. MSDS Storage Box: A minimum of one (1) Brady model JS1 designed for Material Safety Data Sheet storage 
shall be provided for each tenant to contain the data sheets on all products that are considered hazardous 
within the facility. The MSDS Box(s) shall be installed within the Fire Pump Room.  

16. Fire Extinguishers:  Shall meet NFPA 10 (Portable Fire Extinguishers) for the specific use of the building and be 
in sufficient number.  Final approval, of fire extinguisher locations and quantity, will not be given until 
occupancy is taken, to see how a tenant furnishes the space.  The company providing the fire extinguishers 
shall submit a letter to the Fire and Rescue Department stating the locations and size of the extinguishers are 
in compliance with NFPA 10. 

17. Emergency and Exit Lighting:  Exit and Emergency Lighting shall be provided and shall have battery backup. 
Combination units are acceptable and recommended.  An Emergency Generator eliminates the need for 
battery backup.  Exit and Emergency Lighting shall not be placed on electrical circuits that cannot be disturbed 
or interrupted, this is for test purposes.  These circuits shall be clearly labeled. An Emergency light shall be 
placed within the fire pump room.  

18. Sprinkler System:  The building shall be equipped with an “automatic fire sprinkler system”.  The systems shall 
be designed and constructed to the current printed edition of NFPA 13, Automatic Fire Sprinklers and the 
Village of Pleasant Prairie Ordinance 180-16, Automatic Fire Sprinklers. Confirm NFPA edition with the Fire 
Department prior to system design. 

19. The following information must be submitted with the sprinkler plans for review: 

Building height: 
Number of stories/floors: 
Mezzanines: 
Elevators: 
Hazard class: 
Commodity Class: 
Exterior storage: 
Fire protection: 

20. Plan Review (Underground): A review of the underground drawings is required along with the fire protection 
drawings before a permit will be issued by the Fire and Rescue Department. Underground plans shall be 
submitted a minimum of four (4) weeks before installation begins. 
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21. Water Service:  If it is determined that the building will be serviced by a combination municipal water and fire 
protection main, that main must be sized by the fire protection (sprinkler) contractor. No main is allowed to 
travel underground, under the building.  

22. Fire Hydrants:  The fire hydrants shall meet the Village of Pleasant Prairie hydrant specification including the 
5” storz connection.  Fire hydrants shall be spaced no more than 350 feet apart around the perimeter of the 
building, per Village Ordinance 180-16. The insurance carrier must agree in writing to the hydrant spacing. As 
many hydrants as possible shall be supplied directly by municipal water.  The distance from the finished grade 
line to the lowest discharge shall be no less than 18 inches and no more than 23 inches.  The Fire Department 
connections shall be located, and of sufficient height where typical snow fall or snow removal operations will 
not obstruct access.  

23. Fire Hydrant Acceptance: This project will include the installation of water mains for domestic and fire 
protection use. Prior to the fire sprinkler system connection to any new water mains (including water mains, 
fire hydrants, laterals leading to the building and risers) must be hydrostatically tested flushed according to 
National Fire Protection Association (NFPA–National Fire Code) Standard 24 and witnessed by the Fire Chief 
and or the Chief’s representative, the installing contractor and the fire sprinkler contractor at a minimum.  

24. Fire hydrant / water main flushing: can be disruptive to the job site and requires significant coordination of all 
sub-contractors by the General Contractor. Nonetheless flushing is an essential part of assuring public safety.  
The General Contractor is highly encouraged to coordinate the flushing of all new water mains, fire hydrants, 
laterals leading to the building and risers with both the sub-contractors responsible, the Village of Pleasant 
Prairie Engineering Department, Fire & Rescue Department and the Water Utility Department, prior to seeking 
a ‘clean water sample’ on this site.  
NOTE: The Fire Protection Designer must meet with the Fire and Rescue Department before the underground 
drawings are submitted for review to finalize the placement of the hydrants. 

25. Pumper Pad:  There shall be dedicated space for a fire engine to have unobstructed access to the Pumper Pad.  
Both the Fire Department Sprinkler connection and the fire hydrant shall be installed remote from the building 
and located a minimum distance from the building equal to the highest wall.  The fire hydrant shall be located 
no more than five (5) feet from the roadway and the Fire Department sprinkler connection shall be placed no 
more than five (5) feet from the fire hydrant.  The Fire Department connection shall be constructed along with 
an underground drain with access for inspection.  Both the fire department sprinkler connection and the fire 
hydrant, (pumper pad), shall be installed remote from the building(s) and located a minimum distance from 
the building equal to the highest wall.  

NOTE: The Fire Department Connection riser shall include a single five (5) inch Storz fitting. 

26. Fire Pump: Should a fire pump be required based on the design, There shall be sufficient room to maneuver 
within the fire pump room. There shall be direct ingress/egress from the fire pump room directly to the 
exterior of the building; a paved surface shall lead to the fire pump room. There shall be Emergency Lighting 
installed within the Fire Pump Room. The pump test header location shall comply with 180-16. There shall also 
be sufficient room for placement of the Fire Alarm Control Panel (FACP), along with the required maps of the 
fire protection systems.  

27. Standpipes:  In lieu of 1.5 inch hose stations, the building shall be equipped with standpipes that shall consist 
of 2-½ inch NST valve, capable of delivering 250 GPM, at 75 PSI measured at the standpipe valve.  The 
standpipes shall be wet and placed adjacent to all exterior exit doors, same side as the door handle/knob. 
Village Ordinance 180.16 G. 

28. Strobe Light:  A strobe light shall be provided for each riser and installed vertically above each sprinkler water 
flow bell. The strobe light shall operate for a sprinkler water flow.  The lens color shall be RED.  The strobe 
light shall meet Village specifications as found in section 180-16 K of the Sprinkler Ordinance. A strobe light(s) 
shall also be provided outside of the fire pump/riser room to indicate a fire pump run and/or a waterflow 
alarm, with  signage installed under each strobe light. 

29. Bollards:  Shall be placed near fire hydrants, remote post indicator valves (PIV) and Fire Department 
connection(s) to prevent damage.  Bollards shall be 6 inches in diameter. Bollards shall not obstruct charged 
fire hoses.  It is recommended that the Fire Department approve the location of the bollard(s) before final 
placement is made.  
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30. Fire Alarm System:  The system shall be fully addressable so that detailed information will be received 
about the device in alarm.  Utilizing a fire pull station, sprinkler water flow, or any other fire detection device 
that maybe installed in this building shall activate the internal fire alarm system. The systems shall be designed 
and constructed to the current printed edition of NFPA 72. Confirm NFPA edition with the Fire Department 
prior to system design 

a. Manual Fire Alarm Pull Stations:  Shall be located at a minimum, immediately adjacent to each 
exterior door. Any additional exterior doors will be required to meet this requirement. The pull 
station shall not be placed in the area of the door, but immediately adjacent to the door jamb. 

b. Pull Stations and Audiovisual Alarms:  Shall be installed per ADA requirements. 

c. Smoke and Heat Detection:  Shall be installed as required. 

d. Tamper Switches:  Tamper switches shall be placed on all sprinkler valves and be identified on the 
annunciator panel. 

e. Fire Alarm Control Panel (FACP):  Shall be addressable.  The main FACP will be placed in the fire 
pump room. Remote annunciator panel location(s) will also need to be determined during the pre-
construction meeting. The annunciator panel type shall be approved by the Fire & Rescue 
Department. The panel shall identify a fire sprinkler water flow by riser, and the specific locations of 
the fire alarm pull stations and any other fire detection devices that may be installed in this building. 

f. Fire Alarm Plans Location:  There shall be a designated location for a set of as-built fire alarm plans 
near the FACP per NFPA 72.   

g. FACP Nomenclature: Confirmation of nomenclature shall be discussed between the Fire Department 
and the fire alarm program technician prior to any inspections. 

h. Annunciator Panel:  Shall be addressable.  The annunciator panel type shall be approved by the Fire 
and Rescue Department. The panel shall identify a fire sprinkler water flow by riser, and the specific 
locations of the fire alarm pull stations and any other fire detection devices that may be installed in 
this building. 

i. Transmission of Fire Alarms.  The method of transmission to central station must be approved by the 
Fire & Rescue Department.  i.e. RF Radio, cellular, VOIP, or other approved technologies. 

j. FACP Main Panel: There will be one main fire alarm panel within a building. The system will not be 
split into two or multiple fire alarm panels interconnected together. (Example: West wing is one 
panel, East wing is a different panel) 

k. Central Station:  The Fire Alarm Control Panel shall transmit all fire alarm, tamper, trouble and 
supervisory signals to a central station that is certified by Underwriters Laboratories (UL) and/or 
Factory Mutual (FM) and approved by the Fire & Rescue Department. The owner shall provide such 
documentation for approval. It is recommended that the owner consult with the Fire & Rescue 
Department prior to signing any contracts with the Central station. 

Fire:   Pleasant Prairie Fire & Rescue 
Medical:   Pleasant Prairie Fire & Rescue 
Phone numbers 
Emergency:   (262) 694-1402 
Non-emergency:  (262) 694-7105 
Business:  (262) 694-8027 

 

31. All Hazards Notification System:  Should the owner or tenant plan on the installation of an in-building all hazards 
notification system (fire, weather, active threat, etc), the fire department must be made aware and the system must 
meet all NFPA 72 requirements. 
 

32. Public Safety Radio Coverage: Provide for adequate radio coverage to public safety service workers, including but not 
limited to firefighters, and law enforcement officers.  For purpose of this section, adequate radio coverage shall 
include all of the following: 
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a) The system must support both the Fire Department’s and Police Department’s main VHF repeated radio 
channels. 

b) a minimum signal strength of -101 dBm available in 95% of the area of each floor of the building when 
transmitted from the Public Safety Radio Communications System: and  

c) a minimum signal strength of -101 dBm received at the Public Safety Radio Communications System when 
transmitted from 95% of the area of each floor of the building, via portable radio with public safety 
microphone. 

d) Channel Performance Criterion (CPC):  CPC is the minimum performance level in a faded channel, per TSB-
88, clause 4.2.  TSB-88 is a “Telecommunications Systems Bulletin” published by the TIA, 
Telecommunications Industry Association.  The performance level is rated using “Delivered Audio 
Quality”.  Industry standard DAQ definitions are shown in Table 1. 

e) DAQ level of three (3) is the minimum performance level which shall be attainable by public safety radio 
systems in 95% of the area of each floor of a building, via portable radio with public safety microphone 

 
Table 1 - Delivered Audio Quality Definitions 

DAQ Delivered 
Audio Quality 

Subjective Performance Description 

1 Unusable, speech present but unreadable. 

2 
Understandable with considerable effort. Frequent repetition due 
to noise / distortion. 

3 
Speech understandable with slight effort.  Occasional repetition 
required due to noise / distortion. 

3.5 
Speech understandable with repetition only rarely required.  Some 
noise / distortion. 

4 Speech easily understood.  Occasional noise / distortion. 

4.5 Speech easily understood.  Infrequent noise / distortion. 

5 Speech easily understood. 

 
Testing Procedures: 

a. Initial Tests.  Public safety employees or their designees will perform initial tests.  A 
certificate of occupancy shall not be issued to any new structure if the building fails to 
comply with this section.  

b. Annual Tests.  Fire Department personnel in conjunction with inspection procedures will 
conduct annual tests. 

Amplification Systems Allowed 

Buildings and structures which cannot independently support the required level of radio coverage shall be 
equipped with any of the following in order to achieve the required adequate radio coverage; a radiating 
cable system or an internal multiple antenna system with or without FCC typed-accepted signal booster 
amplifiers as needed.  If any part of the installed system or systems contains electrically powered 
components, the system shall be capable of operating on an independent battery and/or generator 
system for a period of at least twelve (12) hours without external power input.  Any battery system 
employed shall automatically recharge in the presence of an external power input. 

The installation of equipment as indicated above cannot be detrimental to the operation of the Public 
Safety Radio system. In the event that a signal booster is employed, it shall be fully encased within a dust 
and water resistant case. 

Field Testing 

Fire Department personnel, after providing reasonable notice to the owner or their representative, shall 
have the right to enter onto the property to conduct field-testing to be certain the required level of radio 
coverage is present. 
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33. Final Inspection:  The General Contractor shall provide the following documentation at the time the Final 
Inspection takes place and before a building occupancy certificate will be issued. 

a. The fire protection contractor shall provide the owner with a letter (upon completion of the sprinkler 
work) stating the sprinkler system, or portion thereof, is “100% operational and built according to the 
design”, Village Ordinance, 180-16 N. 

b. The fire alarm contractor shall provide the owner with a letter (upon completion of the fire alarm work) 
stating the fire alarm system, or portion thereof, is “100% operational and built according to the design” 

c. Copy of contract with fire alarm central monitoring station. 

d. Copy of UL and/or FM certificate(s) for the fire alarm central monitoring station. 

e. Copies of the fire protection underground flushing documents. 

f. Copies of the underground and fire sprinkler hydrostatic test certificates. 

g. Copies of the fire sprinkler operational test certificates. 

h. Copies of the fire alarm test documents. 

i. Copies of other test documents such as, hood/duct, smoke, etc… 

j. The Pleasant Prairie Fire and Rescue Department shall have all information needed for our pre-fire plan 
prior to occupancy. 

k. Provide two- (2) CD’s, one for the property owner and one for the Fire & Rescue Department.  The disks 
shall include all Floor plans and fire protection plans for the building in an as-built condition.   

l. Maps of the fire alarm and fire sprinkler system shall be placed in the fire pump room, near the fire alarm control 
panel; the maps shall be hung on the wall, with a waterproof covering and accessible to firefighters wearing 
bulky clothes and equipment. 

m. AED is in place at such time a tenant takes occupancy. 

n. A copy of the tenants Emergency Plan must be submitted to the Fire & Rescue Department before occupancy. 

 



                                                4/14/2016r 
                          4/21/2016r 

Draft 
 

DEVELOPMENT AGREEMENT BETWEEN  
THE VILLAGE OF PLEASANT PRAIRIE, WISCONSIN AND  

MAJESTIC REALTY CO. 
 

 THIS DEVELOPMENT AGREEMENT is made between MAJESTIC DEVELOPMENT CO. 
(the "Owner") with a business and registered office address of  13191 Crossroads Parkway 
North, 6th Floor, City of Industry, CA 91746 and the VILLAGE OF PLEASANT PRAIRIE, (the 
“Village”), a Wisconsin municipal corporation with offices located at 9915 39th Avenue, 
Pleasant Prairie, Wisconsin 53158.  
 
    WITNESSETH: 

1. The Owner and the Village have entered into this Development Agreement dated as 

________________ ___, 2016 regarding a 91.0-acre lot for an industrial speculation 

building to be generally located east of 88th Avenue (County Trunk Highway (CTH) H) 

about ½ mile south of Bain Station Road containing certain real property located 

within the Village, the legal description which is attached hereto as EXHIBIT A and 

incorporated herein by reference.  A copy of the Preliminary Site and Operational 

Plans for the Majestic Realty Co. speculation building located at __________ 88th 

Avenue, Pleasant Prairie, WI 53158 as described below are on file with the Village 

Community Development Department and can be viewed at the Village Hall at the 

address stated above, relating to the Required Public and Private Improvements to 

be completed adjacent to and on the Development, all of which are a part of or 

provided for in this Development Agreement.   

2. The Owner has agreed to and has provided to the Village, among other things, the 

following: 

a. The obligation and agreement to construct and maintain various required 

private and public infrastructure improvements pursuant to the Village 

approved Development Engineering Plans for the Development sealed by the 

Engineer and dated ________________, 2016: “On-Site Civil Engineering 

Infrastructure Plans” as prepared by Pinnacle Engineering Group, 15850 

Bluemound Road, Brookfield, WI 53005 (262) 754-8888. Also included is an 

Operational Plan written narrative, Industrial Waste Survey, and the related 

applications/permits required for the project. These Plans and related 

documents have been conditionally approved by the Village Plan Commission 
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on _____________, 2016. The conditionally approved Preliminary Site and 

Operational Plans are on file with the Village (EXHIBIT B); and  

b. The obligation and agreement to construct the Required Public Improvements 

pursuant to the Village approved Plans include: installing a by-pass lane, 

acceleration and deceleration lanes, gravel shoulders, pavement markings, 

traffic signage, and related road repairs in the 88th Avenue right-of-way; 

installing storm sewer improvements; making hydrant and valve 

adjustments; making sanitary manhole adjustments and installing a new 

sanitary manhole; installing public street trees; and installing 14’ wide gravel 

sanitary sewer maintenance paths. These Public Improvements are shown as 

a part of EXHIBIT B along with the approval letters/permits, Village Erosion 

Control and Kenosha County Work in the Right-of-Way Permits, and Wisconsin 

Department of Natural Resources Notice of Intent (NOI) Permit; and  

c. The obligation and agreement to plant, stake, mulch, weed, water, trim, and 

maintain and replant as necessary all of the required public street trees and 

to grade, seed, water, mow and maintain the public street parkway terrace 

areas within the adjacent 88th Avenue right-of-way pursuant to the Village-

approved Landscaping Plan; and  

d. The obligation and agreement to pay for a fair share apportionment of costs 

associated with the invoicing of public street lights energy and maintenance 

costs, which shall be billed by the Village Finance Department to the 

benefitting property(ies) along CTH H; and 

e. The obligation and agreement to construct and maintain or cause to be 

maintained in compliance with Village ordinances and to the satisfaction of 

the Village, all of the private building and on-site improvements within the 

Development pursuant to the Village’s conditionally approved Preliminary Site 

and Operational Plans. 

3. The Owner has agreed to dedicate the Required Public Improvements which includes: 

a by-pass lane, acceleration and deceleration lanes, gravel shoulders, pavement 

markings, traffic signage, and related road repairs in the 88th Avenue right-of-way;  

storm sewer improvements; hydrant and valve adjustments; sanitary manhole 
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adjustments and a new sanitary manhole; public street trees; and 14’ wide gravel 

sanitary sewer maintenance paths to the Village after their installation, completion 

and Village inspection to the satisfaction of the Village. The Owner further 

understands that although the 88th Avenue public street trees and terrace areas and 

14’ wide gravel sanitary sewer path are being dedicated to the Village, it is the 

Owner’s ongoing obligation to maintain the street terrace areas within the CTH H 

right-of-way, which would include the replacement of trees, topsoil, seeding and 

mowing of the terrace and the Owner’s responsibility to replace gravel as necessary 

in the 14’ wide gravel path over top of the sanitary sewer main. 

4. The Owner has also agreed to the future fair share payment of the costs associated 

with the future public street lights and the facility, maintenance charges and energy 

charges for such street lights to be installed in the adjacent CTH H. 

5. The Owner has provided an Irrevocable Letter of Credit equal to the contract amount 

plus a 15 percent contingency, or a total of $_______________________________ 

(_________________________________dollars and .__/100) to be used by the 

Village as financial security for the Developer’s obligations for the installation of a by-

pass lane, acceleration and deceleration lanes, gravel shoulders, pavement markings, 

traffic signage, and related road repairs in the 88th Avenue right-of-way;  storm 

sewer improvements; hydrant and valve adjustments; sanitary manhole adjustments 

and a new sanitary manhole; public street trees; and 14’ wide gravel sanitary sewer 

maintenance paths. The original Irrevocable Letter of Credit, Cost Breakdown for 

Field Staking, Inspection and Administration, and Administrative Cash Payments 

document (EXHIBIT C), contract documents for Public Improvements work (line 

items on existing contracts) and certificates of insurance (listing both Village and 

Kenosha County as insured parties) are on file with the Village Clerk (EXHIBIT D). 

The amount of the Letter of Credit shall be reduced to the extent that that 

construction of the Public Improvements required under this Agreement are 

completed, paid for, lien waivers are presented and inspections are completed to the 

satisfaction of the Village, provided that the remaining Letter of Credit is sufficient to 

secure payment for any remaining Required Public Improvements, and provided that 

no reduction shall occur until approved by the Village Board at a regularly scheduled 

meeting.  The Letter of Credit shall be fully released by the Village upon the 
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approved inspection and expiration of the one (1) year warranty for and the Village’s 

final acceptance of all Pubic Improvements.  

6. The Owner has also agreed to make a one (1) time cash payment of $163,500.00 

payable to the Village Treasurer for the Owners fair share costs associated with the 

construction of traffic circle (roundabout) improvements for the Bain Station and CTH 

H (88th Avenue) intersection based upon a Traffic Impact Analysis completed by the 

Developer and approved the by Village and Kenosha County.  This payment shall be 

paid in full as condition precedent to the Village issuance of a building permit for the 

property.  Said funds shall be transferred from the Village to Kenosha County in a 

timely manner.   

7. This Development Agreement is not intended to benefit or to be enforceable by any 

person(s) other than the Village and the Owner and their respective successors or 

successors and assigns of the property as to this Agreement.   

IN WITNESS WHEREOF, the Owner and the Village have caused this 

Development Agreement to be signed and dated as of this ___________________, 2016. 

 
Signatures on next page. 
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OWNER:   Majestic Realty Co. 
 
 
______________________________ 
Name:  John H. Semcken, III 
Title: Senior Vice President 
 
 
ACKNOWLEDGMENT      
STATE OF WISCONSIN) 
                               SS 
KENOSHA COUNTY) 

This instrument was acknowledged before me in Pleasant Prairie, Wisconsin, on this _____ 
day of ___________________, 2016 by ________________________, _________ 
___________________________________of Majestic Realty Co.  

 

 

_______________________________________ 

Print Name: ____________________________ 
Notary Public, Kenosha County, WI 
My Commission Expires: _________________ 

 
 
 

 

 

 

 

 

 

Additional signatures on next page. 
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VILLAGE OF PLEASANT PRAIRIE 
 

 

 

By: _____________________________  
     John P. Steinbrink  
     Village President  
 
 
ATTEST: 
 
 
By:______________________________ 
     Jane M. Romanowski 
     Village Clerk 
 
 
STATE OF WISCONSIN ) 

    ) SS 
KENOSHA COUNTY  ) 
 

This Agreement was acknowledged before me this _________________, 2016 in 
Pleasant Prairie, WI by John P. Steinbrink, Village President, and Jane M. 
Romanowski, Village Clerk, of the Village of Pleasant Prairie. 

 
 

 
___________________________________ 

Print Name: ___________________________ 
Notary Public, Kenosha County, WI 
My Commission Expires: ________________ 

 

 
 
 
 
 
This Development Agreement drafted by: 
 
Jean M. Werbie-Harris 
Community Development Director 

Village of Pleasant Prairie 
9915 39th Avenue 
Pleasant Prairie, WI 53158 
 
2016-04-21-development agreement draft 

PP1603-003 
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EXHIBIT A  
 

LEGAL DESCRIPTION  
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EXHIBIT B  
 

MAJESTIC REALTY CO. 
 

 COPIES OF PRELIMINARY SITE AND OPERATIONAL PLANS, ENGINEERING PLANS 
AND RELATED DOCUMENTS 
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EXHIBIT C 
 

COPIES OF THE IRREVOCABLE LETTER OF CREDIT, COST BREAKDOWN FOR FIELD 
STAKING, INSPECTION ADMINISTRATION AND ADMINISTRATIVE CASH PAYMENTS 

FOR PUBLIC IMPROVEMENTS 
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EXHIBIT D 
 

COPIES OF CONTRACT DOCUMENTS FOR PUBLIC IMPROVEMENTS AND  
CERTIFICATES OF INSURANCE 
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1. THE INTENTION OF THE PLANS AND SPECIFICATIONS IS TO SET FORTH PERFORMANCE AND

CONSTRUCTION MATERIAL STANDARDS FOR THE PROPER EXECUTION OF WORK. ALL WORKS CONTAINED

WITHIN THE PLANS AND SPECIFICATIONS SHALL BE COMPLETED IN ACCORDANCE WITH ALL

REQUIREMENTS FROM LOCAL, STATE, FEDERAL OR OTHER GOVERNING AGENCY'S LAWS, REGULATIONS,

JURISDICTIONAL ORDINANCES/CODES/RULES/ETC., AND THE OWNER'S DIRECTION.

2. A GEOTECHNICAL REPORT HAS BEEN PREPARED BY GILES ENGINEERING ASSOCIATES,DATED SEPTEMBER

11, 2012, FOR THE PROJECT SITE. THE DATA ON SUB-SURFACE SOIL CONDITIONS IS NOT INTENDED AS A

REPRESENTATION OR WARRANTY OF THE CONTINUITY OF SUCH CONDITIONS BETWEEN BORINGS OR

INDICATED SAMPLING LOCATIONS. IT SHALL BE EXPRESSLY UNDERSTOOD THAT OWNER WILL NOT BE

RESPONSIBLE FOR ANY INTERPRETATIONS OR CONCLUSIONS DRAWN THERE FROM BY THE CONTRACTOR.

DATA IS MADE AVAILABLE FOR THE CONVENIENCE OF THE CONTRACTOR. THE CONTRACTOR IS

RESPONSIBLE FOR PERFORMING ANY ADDITIONAL SOILS INVESTIGATIONS THEY FEEL IS NECESSARY FOR

THE PROPER EVALUATION OF THE SITE FOR PURPOSES OF PLANNING, BIDDING, OR CONSTRUCTING THE

PROJECT AT NO ADDITIONAL COST TO THE OWNER.

3. THE CONTRACTOR IS RESPONSIBLE TO REVIEW AND UNDERSTAND ALL COMPONENTS OF THE PLANS AND

SPECIFICATIONS, INCLUDING FIELD VERIFYING SOIL CONDITIONS, PRIOR TO SUBMISSION OF A BID

PROPOSAL.

4. THE CONTRACTOR SHALL PROMPTLY REPORT ANY ERRORS OR AMBIGUITIES LEARNED AS PART OF THEIR

REVIEW OF PLANS, SPECIFICATIONS, REPORTS AND FIELD INVESTIGATIONS.

5. THE CONTRACTOR IS SOLELY RESPONSIBLE FOR THE COMPUTATION OF QUANTITIES AND WORK REQUIRED

TO COMPLETE THIS PROJECT. THE CONTRACTOR'S BID SHALL BE BASED ON ITS OWN COMPUTATIONS AND

IN NO SUCH INSTANCE RELY ON THE ENGINEER'S ESTIMATE.

6. QUESTIONS/CLARIFICATIONS WILL BE INTERPRETED BY ENGINEER/OWNER PRIOR TO THE AWARD OF

CONTRACT. ENGINEER/OWNER WILL SUBMIT OFFICIAL RESPONSES IN WRITING. INTERPRETATIONS

PRESENTED IN OFFICIAL RESPONSES SHALL BE BINDING ON ALL PARTIES ASSOCIATED WITH THE

CONTRACT. IN NO WAY SHALL WORD-OF-MOUTH DIALOG CONSTITUTE AN OFFICIAL RESPONSE.

7. PRIOR TO START OF WORK, CONTRACTOR SHALL BE COMPLETELY FAMILIAR WITH ALL CONDITIONS OF THE

SITE, AND SHALL ACCOUNT FOR CONDITIONS THAT AFFECT, OR MAY AFFECT CONSTRUCTION INCLUDING,

BUT NOT LIMITED TO, LIMITATIONS OF WORK ACCESS, SPACE LIMITATIONS, OVERHEAD OBSTRUCTIONS,

TRAFFIC PATTERNS, LOCAL REQUIREMENTS, ADJACENT ACTIVITIES, ETC. FAILURE TO CONSIDER SITE

CONDITIONS SHALL NOT BE CAUSE FOR CLAIM OF JOB EXTRAS.

8. COMMENCEMENT OF CONSTRUCTION SHALL EXPLICITLY CONFIRM THAT THE CONTRACTOR HAS REVIEWED

THE PLANS AND SPECIFICATIONS IN ENTIRETY AND CERTIFIES THAT THEIR SUBMITTED BID PROPOSAL

CONTAINS PROVISIONS TO COMPLETE THE PROJECT, WITH THE EXCEPTION OF UNFORESEEN FIELD

CONDITIONS; ALL APPLICABLE PERMITS HAVE BEEN OBTAINED; AND CONTRACTOR UNDERSTANDS ALL OF

THE REQUIREMENTS OF THE PROJECT.

9. SHOULD ANY DISCREPANCIES OR CONFLICTS IN THE PLANS OR SPECIFICATIONS BE DISCOVERED AFTER

THE AWARD OF CONTRACT, ENGINEER SHALL BE NOTIFIED IN WRITING IMMEDIATELY AND CONSTRUCTION

OF ITEMS AFFECTED BY THE DISCREPANCIES/CONFLICTS SHALL NOT COMMENCE, OR CONTINUE, UNTIL A

WRITTEN RESPONSE FROM ENGINEER/OWNER IS DISTRIBUTED. IN THE EVENT OF A CONFLICT BETWEEN

REFERENCED CODES, STANDARDS, SPECIFICATIONS AND PLANS, THE ONE ESTABLISHING THE MOST

STRINGENT REQUIREMENTS SHALL BE FOLLOWED.

10. THE CONTRACTOR SHALL, AT ITS OWN EXPENSE, OBTAIN ALL NECESSARY PERMITS AND LICENSES TO

COMPLETE THE PROJECT. OBTAINING PERMITS, OR DELAYS, IS NOT CAUSE FOR DELAY OF THE CONTRACT

OR SCHEDULE. CONTRACTOR SHALL COMPLY WITH ALL PERMIT REQUIREMENTS.

11. THE CONTRACTOR SHALL NOTIFY ALL INTERESTED GOVERNING AGENCIES, UTILITY COMPANIES AFFECTED

BY THIS CONSTRUCTION PROJECT, AND DIGGER'S HOTLINE IN ADVANCE OF CONSTRUCTION TO COMPLY

WITH ALL JURISDICTIONAL ORDINANCES/CODES/RULES/ETC., PERMIT STIPULATIONS, AND OTHER

APPLICABLE STANDARDS.

12. SAFETY IS THE SOLE RESPONSIBILITY OF THE CONTRACTOR. THE CONTRACTOR SHALL BE RESPONSIBLE

TO INITIATE, INSTITUTE, ENFORCE, MAINTAIN, AND SUPERVISE ALL SAFETY PRECAUTIONS AND JOB SITE

SAFETY PROGRAMS IN CONNECTION WITH THE WORK.

13. CONTRACTOR SHALL KEEP THE JOBSITE CLEAN AND ORDERLY AT ALL TIMES. ALL LOCATIONS OF THE SITE

SHALL BE KEPT IN A WORKING MANNER SUCH THAT DEBRIS IS REMOVED CONTINUOUSLY AND ALL

RESPECTIVE CONTRACTORS OPERATE UNDER GENERAL “GOOD HOUSEKEEPING.”

14. THE CONTRACTOR SHALL INDEMNIFY THE OWNER, ENGINEER, AND THEIR AGENTS FROM ALL LIABILITY

INVOLVED WITH THE CONSTRUCTION, INSTALLATION, AND TESTING OF THE WORK ON THIS PROJECT.

GENERAL NOTES

ABBREVIATIONS

C & G

EP

FG

FF

FL

FP

FW

HWL

NWL

ROW

TB

TC

TF

TP

TS

TW

CURB AND GUTTER

EDGE OF PAVEMENT

FINISHED GRADE

FINISHED FLOOR

FLOW LINE

FLOODPLAIN

FLOODWAY

HIGH WATER LEVEL

NORMAL WATER LEVEL

RIGHT-OF-WAY

TOP OF BANK

TOP OF CURB

TOP OF FOUNDATION

TOP OF PIPE

TOP OF SIDEWALK

TOP OF WALK

BL

CL

FR

INV

PC

PT

PVI

C

D

L

R

T

ST

MH

CB

WM

SAN

BASE LINE

CENTERLINE

FRAME

INVERT

POINT OF CURVATURE

POINT OF TANGENCY

POINT OF VERTICAL INTERSECTION

LONG CHORD OF CURVE

DEGREE OF CURVE

LENGTH OF CURVE

RADIUS

TANGENCY OF CURVE

INTERSECTION ANGLE

STORM SEWER

MANHOLE

CATCH BASIN

WATER MAIN

SANITARY SEWER

LEGEND

ONSITE CIVIL ENGINEERING INFRASTRUCTURE PLANS

FOR

PLANS PREPARED

FOR

CITY OF INDUSTRY, CA 91746

13191 CROSSROAD PARKWAY | SIXTH FLOOR

MAJESTIC REALTY COMPANY

MAJESTIC BADGER LOGISTICS CENTER

PLEASANT PRAIRIE, WISCONSIN

EASEMENT LINE

SOIL BORING

TOPSOIL PROBE

REVERSE PITCH CURB & GUTTER

DEPRESSED CURB

NORMAL WATER LEVEL (NWL)

HIGH WATER LEVEL (HWL)

CLEANOUT

FLOODPLAIN

FLOODWAY

WETLANDS

FIRE HYDRANT

LIGHTING

SANITARY SEWER

STORM SEWER

WATER MAIN

GRANULAR TRENCH BACKFILL

FORCE MAIN

ELECTRICAL TRANSFORMER

CONTOUR

SPOT ELEVATION

DIRECTION OF SURFACE FLOW

OVERFLOW RELIEF ROUTING

TREE WITH TRUNK SIZE

POWER POLE

STREET SIGN

DITCH OR SWALE

GAS MAIN

TELEPHONE LINE

FENCE LINE, WIRE

CONCRETE SIDEWALK

CURB AND GUTTER

VALVE BOX

ELECTRICAL CABLE

OR PEDESTAL

SANITARY SEWER MANHOLE

STORM SEWER MANHOLE

STORM SEWER CATCH BASIN (ROUND CASTING)

STORM SEWER CATCH BASIN (RECTANGULAR CASTING)

PRECAST FLARED END SECTION

CONCRETE HEADWALL

EXISTING PROPOSED

FENCE LINE, CHAIN LINK OR IRON

FENCE LINE, WOOD OR PLASTIC

POWER POLE WITH LIGHT

GUY WIRE

UTILITY CROSSING

FENCE LINE, TEMPORARY SILT

DIVERSION SWALE

DRAIN TILE

FIRE PROTECTION

PRIMARY ENVIRONMENTAL CORRIDOR

OVERHEAD WIRES

CAUTION EXISTING UTILITIES NEARBY

CAUTION

GRASS
PAVEMENT

RETAINING WALL

INDEX OF SHEETS

C-1 COVER SHEET

C-2 EXISTING CONDITIONS

C-3 - C-4 SITE DIMENSIONAL AND PAVING PLAN

C-6 - C-9 GRADING PLAN

C-10 - C-11 UTILITY PLAN

C-13 - C-16  SITE STABILIZATION PLAN

C-17 - C-20 CONSTRUCTION DETAILS

C-21 CTH H GRADING AND DRAINAGE PLAN

C-22 CTH H PAVEMENT MARKING AND SIGNAGE PLAN

DT-1 - DT-2 UTILITY DRAIN TILE PLAN

LOCATION MAP

CONTACTS

ALI A. ZARE, VICE PRESIDENT

COMMERCE CONSTRUCTION CO., L.P.

13191 CROSSROADS PKWY NORTH | 6TH FLOOR

CITY OF INDUSTRY, CA 91746

(323) 816-0290

ADAM ARTZ, P.E.

PINNACLE ENGINEERING GROUP

15850 BLUEMOUND ROAD, SUITE 310

BROOKFIELD, WI 53005

(262) 754-8888

SCALE = 1"=40'

EXPIRATION DATE:  JULY 31, 2016

PINNACLE ENGINEERING GROUP, LLC

ENGINEER'S LIMITATION

PINNACLE ENGINEERING GROUP, LLC AND THEIR CONSULTANTS DO NOT WARRANT OR GUARANTEE THE ACCURACY AND COMPLETENESS

OF THE DELIVERABLES HEREIN BEYOND A REASONABLE DILIGENCE. IF ANY MISTAKES, OMISSIONS, OR DISCREPANCIES ARE FOUND TO

EXIST WITHIN THE DELIVERABLES, THE ENGINEER SHALL BE PROMPTLY NOTIFIED PRIOR TO BID SO THAT HE MAY HAVE THE OPPORTUNITY

TO TAKE WHATEVER STEPS NECESSARY TO RESOLVE THEM. FAILURE TO PROMPTLY NOTIFY THE ENGINEER OF SUCH CONDITIONS SHALL

ABSOLVE THE ENGINEER FROM ANY RESPONSIBILITY FOR THE CONSEQUENCES OF SUCH FAILURE. ACTIONS TAKEN WITHOUT THE

KNOWLEDGE AND CONSENT TO THE ENGINEER, OR IN CONTRADICTION TO THE ENGINEER'S DELIVERABLES OR RECOMMENDATIONS, SHALL

BECOME THE RESPONSIBILITY NOT OF THE ENGINEER BUT OF THE PARTIES RESPONSIBLE FOR TAKING SUCH ACTION.

FURTHERMORE, PINNACLE ENGINEERING GROUP, LLC IS NOT RESPONSIBLE FOR CONSTRUCTION SAFETY OR THE MEANS AND METHODS OF

CONSTRUCTION.

FOR REVIEW ONLY

NOT FOR CONSTRUCTION

BENCHMARK 1: NW FLANGE ON HYDRANT

ELEVATION = 697.11

BENCHMARK 2: NW FLANGE ON HUDRANT

ELEVATION = 694.94

BENCHMARK 3: NW FLANGE ON HYDRANT

ELEVATION = 694.24

BENCHMARK 4: NW FLANGE ON HUDRANT

ELEVATION = 691.82

BENCHMARK 5: NW FLANGE ON HYDRANT

ELEVATION = 691.81

BENCHMARK 6: NW FLANGE ON HYDRANT

ELEVATION = 705.66

BENCHMARKS
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EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

THE INFORMATION SHOWN ON THIS DRAWING CONCERNING TYPE AND

LOCATION OF UNDERGROUND UTILITIES IS NOT GUARANTEED TO BE

ACCURATE OR ALL INCLUSIVE. THE CONTRACTOR IS RESPONSIBLE FOR

MAKING HIS OWN DETERMINATIONS AS TO THE TYPE AND LOCATION OF

UNDERGROUND UTILITIES AS MAY BE NECESSARY TO AVOID DAMAGE

THERETO. IF ADDITIONAL UTILITIES ARE KNOWN TO EXIST IN THE

PROPERTY, THE OWNER WILL PROVIDE EXISTING PLANS OF OTHER UTILITIES

SERVING THE SITE AND THE BUILDING THAT OTHERWISE CANNOT BE

LOCATED BY A VISUAL OBSERVATION OF THE PROPERTY OR OF WHICH THE

SURVEYOR WOULD HAVE NO KNOWLEDGE.

CONTRACTOR RESPONSIBILITY:

LEGEND

EASEMENT LINE

CLEANOUT

FIRE HYDRANT

LIGHTING

SANITARY SEWER

STORM SEWER

WATER MAIN

BUFFALO BOX

FORCE MAIN

ELECTRICAL TRANSFORMER

CONTOUR

TREE WITH TRUNK SIZE

POWER POLE

STREET SIGN

GAS MAIN

TELEPHONE LINE

CONCRETE SIDEWALK

VALVE BOX

ELECTRICAL CABLE

OR PEDESTAL

SANITARY MANHOLE

STORM MANHOLE

CATCH BASIN

INLET

PRECAST FLARED END SECTION

VALVE VAULT

CONCRETE HEADWALL

POWER POLE WITH LIGHT

GUY WIRE

EXISTING WETLANDS

1. CONTRACTOR SHALL BE RESPONSIBLE FOR ENSURING THAT THE APPROPRIATE

GOVERNMENTAL ENTITIES ARE NOTIFIED OF THE WORK  AND NECESSARY PERMITS ARE

OBTAINED.

2. CONTRACTOR IS RESPONSIBLE FOR REMOVAL OF ITEMS/DEBRIS, CLASSIFICATION, AND

PROPER DISPOSAL.(E.G. - ARRANGE FOR ADEQUATE COLLECTION, AND TRANSPORTATION TO

DELIVER THE RECOVERED MATERIALS TO THE APPROVED RECYCLING CENTER OR

PROCESSING FACILITY).  CONTRACTOR SHALL MAINTAIN RECORDS ACCESSIBLE TO THE

OWNER AND GOVERNMENT ENTITIES.

3. CONDUCT DEMOLITION OPERATIONS AND REMOVE DEBRIS IN MANNER TO ENSURE MINIMUM

INTERFERENCE WITH ROADS, STREETS, WALKS, AND OTHER ADJACENT OCCUPIED OR USED

FACILITIES.

4. CONDUCT DEMOLITION OPERATIONS TO PREVENT INJURY TO PEOPLE AND DAMAGE TO

ADJACENT BUILDINGS AND FACILITIES DESIGNATED TO REMAIN.

5. PROVIDE TEMPORARY BARRICADES AND OTHER FORMS OF PROTECTION AS REQUIRED FOR

SAFETY AND SECURITY.

6. PROVIDE BARRIERS AND APPROPRIATE SIGNS WHERE NECESSARY TO RESTRICT

PEDESTRIANS FROM WANDERING INTO CONSTRUCTION AREAS. PROVIDE ACCEPTABLE

TEMPORARY SECURITY BARRIERS WHERE PHYSICAL SECURITY OF BUILDINGS OR FENCES IS

COMPROMISED DUE TO DEMOLITION WORK.

7. PROVIDE TEMPORARY WEATHER PROTECTION DURING INTERVAL BETWEEN DEMOLITION AND

REMOVAL OF EXISTING CONSTRUCTION ON EXTERIOR SURFACES AND INSTALLATION OF NEW

CONSTRUCTION TO ENSURE NO WATER LEAKAGE OR DAMAGE OCCURS TO STRUCTURE OR

INTERIOR AREAS OF EXISTING BUILDING.

8. ERECT TEMPORARY ENCLOSURES AS NECESSARY TO LIMIT DUST. USE WATER AS NECESSARY

TO LAY DUST WHEN CHIPPING, CORING, OR SAWING CONCRETE, MASONRY OR SIMILAR

MATERIALS. WATER MUST BE CONTROLLED INSIDE BUILDINGS BY DAMMING, OR OTHER

CONTAINMENT METHOD.

9. PROVIDE AND MAINTAIN INTERIOR AND EXTERIOR SHORING, BRACING OR STRUCTURAL

SUPPORT TO PRESERVE STABILITY AND PREVENT MOVEMENT, SETTLEMENT, OR COLLAPSE OF

STRUCTURES AND ADJACENT FACILITIES THAT ARE NOT PART OF DEMOLITION.

10. PERFORM WORK IN SAFE AND SYSTEMATIC MANNER.

11. WEAR PROPER PERSONAL PROTECTIVE EQUIPMENT AT ALL TIMES.

12. COMPLETELY BACKFILL BELOW-GRADE AREAS AND VOIDS RESULTING FROM UTILITY

REMOVAL AND OTHER DEMOLITION WORK WITH CLOSE GRADED AGGREGATE OR COHESIVE

STRUCTURAL FILL.

13. REPAIR DEMOLITION PERFORMED IN EXCESS OF THAT REQUIRED.

14. PRIOR TO DEMOLITION, ALL SPECIFIC EROSION & SEDIMENT CONTROL PRACTICES SHALL BE

INSTALLED.

DEMOLITION & CLEARING
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SHEET C-5

NOTES

1. ALL DIMENSIONS ARE FACE OF CURB TO FACE OF CURB OR BUILDING

FOUNDATION UNLESS NOTED OTHERWISE. ALL UTILITY DIMENSIONS ARE TO

OUTSIDE OF PIPE OR CENTER OF STRUCTURE UNLESS OTHERWISE NOTED.  ALL

PAVING DIMENSIONS ARE TO FACE OF CURB OR TO EDGE OF PAVEMENT;

EXCEPT FOR THE SETBACK FROM PARKING LOTS, MANEUVERING LANES AND

FIRE ACCESS LANES, WHERE THE SETBACK IS MEASURED FROM THE BACK OF

CURB TO THE PROPERTY LINE.

2. ALL PROPOSED CURB AND GUTTER SHALL BE 18" STANDARD CURB AND GUTTER

(SEE DETAIL). UNLESS OTHERWISE NOTED.  CURB AND GUTTER DRAINING

AWAY FROM THE FACE OF CURB IS NOTED AS REVERSE CURB AND GUTTER.

3. ALL RADII ARE MEASURED TO FACE OF CURB UNLESS NOTED OTHERWISE.

4. BUILDING DIMENSIONS AND ADJACENT PARKING AND UTILITY LAYOUT HAVE

BEEN PREPARED BASED UPON ARCHITECTURAL INFORMATION CURRENT AT THE

DATE OF THIS DRAWING. SUBSEQUENT ARCHITECTURAL CHANGES MAY EXIST.

THEREFORE CONTRACTOR SHALL REFER TO ARCHITECTURAL PLANS FOR

PRECISE BUILDING DIMENSIONS AND EXACT UTILITY ENTRANCE LOCATIONS

AND NOTIFY THE ARCHITECT AND ENGINEER OF ANY DISCREPANCIES PRIOR TO

CONSTRUCTION.

5. THE CONTRACTOR SHALL CONTACT DIGGERS HOTLINE (1-800-242-8511) PRIOR

TO ANY WORK TO LOCATE UTILITIES AND SHALL CONTACT THE OWNER SHOULD

UTILITIES APPEAR TO BE IN CONFLICT WITH THE PROPOSED IMPROVEMENT.

6. IMPROVEMENTS ADJACENT TO BUILDING IF SHOWN SUCH AS TRUCK DOCK,

RETAINING WALLS, SIDEWALKS, CURBING, FENCES, CANOPIES, RAMPS,

HANDICAP ACCESS, PLANTERS, DUMPSTERS, AND TRANSFORMERS ETC. HAVE

BEEN SHOWN FOR APPROXIMATE LOCATION ONLY. REFER TO ARCHITECTURAL

PLANS FOR EXACT LOCATIONS, SPECIFICATIONS, AND DETAILS.

7. REFER TO ELECTRICAL PLANS FOR LIGHTING LOCATIONS, SPECIFICATIONS,

AND DETAILS.

8. SEE ADDITIONAL NOTES AND DETAILS ON SITE DIMENSIONAL PLANS AND

CONSTRUCTION DETAILS.

9. ALL PAVING SHALL CONFORM TO STATE OF WISCONSIN STANDARD

SPECIFICATIONS FOR HIGHWAY & STRUCTURE CONSTRUCTION AND APPLICABLE

VILLAGE OF PLEASANT PRAIRIE ORDINANCES, AND SPECIFICATIONS CONTAINED

WITHIN THIS PLAN SET.

10. CONTRACTOR SHALL CONSULT STRIPING COLOR WITH OWNER PRIOR TO

CONSTRUCTION.

11. PROVIDE CONTRACTOR GRADE ACRYLIC, STRIPING PAINT FOR NEW ASPHALT OR

COATED ASPHALT.  APPLY MARKING PAINT AT A RATE OF ONE (1) GALLON PER

THREE TO FOUR HUNDRED (300-400) LINEAL FEET OF FOUR (4) INCH WIDE

STRIPES OR TO MANUFACTURER'S SPECIFICATION, WHICHEVER IS GREATER.

12. THOROUGHLY CLEAN SURFACES FREE OF DIRT, SAND, GRAVEL, OIL AND OTHER

FOREIGN MATTER.  CONTRACTOR RESPONSIBLE TO INSPECT EXISTING

PAVEMENT SURFACES FOR CONDITIONS AND DEFECTS THAT WILL ADVERSELY

AFFECT QUALITY OF WORK, AND WHICH CANNOT BE PUT INTO AN ACCEPTABLE

CONDITION THROUGH NORMAL PREPARATORY WORK AS SPECIFIED.

13. DO NOT PLACE MARKING OVER UNSOUND PAVEMENTS.  IF THESE CONDITIONS

EXIST, NOTIFY OWNER.  STARTING INSTALLATION CONSTITUTES

CONTRACTOR'S ACCEPTANCE OF SURFACE AS SUITABLE FOR INSTALLATION.

14. LAYOUT MARKINGS USING GUIDE LINES, TEMPLATES AND FORMS.  STENCILS

AND TEMPLATES SHALL BE PROFESSIONALLY MADE TO INDUSTRY STANDARDS.

"FREE HAND" PAINTING OF ARROWS, SYMBOLS, OR WORDING SHALL NOT BE

ALLOWED.  APPLY STRIPES STRAIGHT AND EVEN.

15. PROTECT ADJACENT CURBS, WALKS, FENCES, AND OTHER ITEMS FROM

RECEIVING PAINT.

16. BARRICADE MARKED AREAS DURING INSTALLATION AND UNTIL THE MARKING

PAINT IS DRIED AND READY FOR TRAFFIC.

17. ASPHALTIC CONCRETE PAVING SPECIFICATIONS-

CODES AND STANDARDS: THE PLACING, CONSTRUCTION AND COMPOSITION

OF THE ASPHALTIC BASE COURSE AND ASPHALTIC CONCRETE 

SURFACING SHALL BE IN ACCORDANCE WITH THE REQUIREMENTS OF 

SECTIONS 450, 455, 460 AND 465 OF THE STATE OF WISCONSIN 

STANDARD SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION,

EDITION OF 2005. HEREAFTER, THIS PUBLICATION WILL BE 

REFERRED TO AS THE STATE HIGHWAY SPECIFICATIONS.

WEATHER LIMITATIONS: APPLY TACK COATS WHEN AMBIENT TEMPERATURE

IS ABOVE 50° F (10° C) AND WHEN TEMPERATURE HAS NOT BEEN BELOW 35°

F (1° C) FOR 12 HOURS IMMEDIATELY PRIOR TO APPLICATION. DO NOT APPLY

WHEN BASE IS WET OR CONTAINS EXCESS OF MOISTURE. CONSTRUCT 

ASPHALTIC CONCRETE SURFACE COURSE WHEN ATMOSPHERIC TEMPERATURE

IS ABOVE 40° (4°C) AND WHEN BASE IS DRY AND WHEN WEATHER IS NOT 

RAINY. BASE COURSE MAY BE PLACED WHEN AIR TEMPERATURE IS ABOVE 30°

F (-1° C).

GRADE CONTROL: ESTABLISH AND MAINTAIN REQUIRED LINES AND 

ELEVATIONS FOR EACH COURSE DURING CONSTRUCTION.

CRUSHED AGGREGATE BASE COURSE: THE TOP LAYER OF BASE COURSE 

SHALL CONFORM TO SECTIONS 301 AND 305, STATE HIGHWAY 

SPECIFICATIONS.

BINDER COURSE AGGREGATE: THE AGGREGATE FOR THE BINDER COURSE 

HALL CONFORM TO SECTIONS 460.2.7 AND 315, STATE HIGHWAY 

SPECIFICATIONS.

SURFACE COURSE AGGREGATE: THE AGGREGATE FOR THE SURFACE COURSE

SHALL CONFORM TO SECTIONS 460.2.7 AND 465, STATE HIGHWAY 

SPECIFICATIONS.

ASPHALTIC MATERIALS: THE ASPHALTIC MATERIALS SHALL CONFORM TO 

SECTION 455 AND 460, STATE HIGHWAY SPECIFICATIONS.

SURFACE PREPARATION: NOTIFY CONTRACTOR OF UNSATISFACTORY 

CONDITIONS. DO NOT BEGIN PAVING WORK UNTIL DEFICIENT SUBBASE AREAS

HAVE BEEN CORRECTED AND ARE READY TO RECEIVE PAVING.

LEGEND

LIGHT DUTY PAVEMENT

- 9" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 3" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-1 MIX; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-1 MIX; 9.5 mm NOMINAL SIZE)

HEAVY DUTY PAVEMENT

- 13" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-3 TYPE; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-3 TYPE; 12.5 mm NOMINAL SIZE)

CONCRETE PAVEMENT (TRUCK DOCKS & DOLLY PADS)

- 12" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 6" PCC (4000 PSI AIR ENTRAINED CONCRETE WITH 6x6x6 GAUGE STEEL MESH )

CONCRETE SIDEWALK

- 6" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" PCC (6x6 WELDED WIRE FABRIC PER RACI 315-92)

4" SOLID WHITE STRIPE

4" DIAGONAL AT 45° SPACED 2' O.C.

R7-8 HANDICAP PARKING SIGN (SEE DETAIL)

PARKING COUNT (FOR INFORMATION ONLY, NOT TO BE PAINTED)

15" CURB & GUTTER (SEE DETAIL)

15" REVERSE CURB & GUTTER (SEE DETAIL)

TAPER CURB HEAD (SEE DETAIL)

BUILDING DOOR SLAB (2% MAX SLOPE WITHIN DRIVE IN

  OR MAN DOOR)

MAN DOOR

OVERHEAD DOOR
D.I.D

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

GRAVEL ACCESS ROAD/SHOULDER (SEE DETAIL)
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MATCH LINE SEE SHEET C-5

NOTES

1. SEE OVERALL SITE DIMENSION AND PAVING PLAN SHEET FOR

PAVING SPECIFICATIONS AND NOTES.

2. SEE CONSTRUCTION DETAILS SECTION FOR ADDITIONAL

INFORMATION PERTAINING TO THE SITE DIMENSIONAL AND

PAVING PLAN.

LEGEND

LIGHT DUTY PAVEMENT

- 9" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 3" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-1 MIX; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-1 MIX; 9.5 mm NOMINAL SIZE)

HEAVY DUTY PAVEMENT

- 13" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-3 TYPE; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-3 TYPE; 12.5 mm NOMINAL SIZE)

CONCRETE PAVEMENT (TRUCK DOCK AREA)

- 6" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 12" PCC (4000 PSI AIR ENTRAINED CONCRETE WITH 6x6x6 GAUGE STEEL MESH )

CONCRETE SIDEWALK

- 6" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" PCC (6x6 WELDED WIRE FABRIC PER RACI 315-92)

4" SOLID WHITE STRIPE

4" DIAGONAL AT 45° SPACED 2' O.C.

R7-8 HANDICAP PARKING SIGN (SEE DETAIL)

PARKING COUNT (FOR INFORMATION ONLY, NOT TO BE PAINTED)

15" CURB & GUTTER (SEE DETAIL)

15" REVERSE CURB & GUTTER (SEE DETAIL)

TAPER CURB HEAD (SEE DETAIL)

BUILDING DOOR SLAB (2% MAX SLOPE WITHIN DRIVE IN

  OR MAN DOOR)

MAN DOOR

OVERHEAD DOOR
D.I.D

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

GRAVEL ACCESS ROAD/SHOULDER (SEE DETAIL)
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NOTES

1. SEE OVERALL SITE DIMENSION AND PAVING PLAN SHEET FOR

PAVING SPECIFICATIONS AND NOTES.

2. SEE CONSTRUCTION DETAILS SECTION FOR ADDITIONAL

INFORMATION PERTAINING TO THE SITE DIMENSIONAL AND

PAVING PLAN.

LEGEND

LIGHT DUTY PAVEMENT

- 9" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 3" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-1 MIX; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-1 MIX; 9.5 mm NOMINAL SIZE)

HEAVY DUTY PAVEMENT

- 13" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" ASPHALTIC CONC. (2 LIFTS)

LOWER LAYER (E-3 TYPE; 19.0 mm NOMINAL SIZE)

UPPER LAYER (E-3 TYPE; 12.5 mm NOMINAL SIZE)

CONCRETE PAVEMENT (TRUCK DOCKS & DOLLY PADS)

- 6" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 12" PCC (4000 PSI AIR ENTRAINED CONCRETE WITH 6x6x6 GAUGE STEEL MESH )

CONCRETE SIDEWALK

- 6" CRUSHED AGGREGATE BASE COURSE (1-1/2" DENSE GRADED LIMESTONE)

    - 5" PCC (6x6 WELDED WIRE FABRIC PER RACI 315-92)

4" SOLID WHITE STRIPE

4" DIAGONAL AT 45° SPACED 2' O.C.

R7-8 HANDICAP PARKING SIGN (SEE DETAIL)

PARKING COUNT (FOR INFORMATION ONLY, NOT TO BE PAINTED)

15" CURB & GUTTER (SEE DETAIL)

15" REVERSE CURB & GUTTER (SEE DETAIL)

TAPER CURB HEAD (SEE DETAIL)

BUILDING DOOR SLAB (2% MAX SLOPE WITHIN DRIVE IN

  OR MAN DOOR)

MAN DOOR

OVERHEAD DOOR
D.I.D

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

GRAVEL ACCESS ROAD/SHOULDER (SEE DETAIL)
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NOTES

1. CONTRACTOR SHALL VERIFY ALL GRADES, ENSURE ALL AREAS DRAIN PROPERLY AND

REPORT ANY DISCREPANCIES TO PINNACLE ENGINEERING GROUP PRIOR TO THE START

OF ANY CONSTRUCTION ACTIVITIES.

2. ALL EXISTING CONTOURS REPRESENT EXISTING SURFACE GRADES UNLESS OTHERWISE

NOTED. ALL PROPOSED GRADES SHOWN ARE FINISH SURFACE GRADES UNLESS

OTHERWISE NOTED.

3. SPOT ELEVATIONS REPRESENT THE GRADE ALONG THE EDGE OF PAVEMENT UNLESS

OTHERWISE NOTED.

4. ALL EXCAVATIONS AND MATERIAL PLACEMENT SHALL BE COMPLETED TO DESIGN

ELEVATIONS AS DEPICTED IN THE PLANS. CONTRACTOR SHALL ASSUME SOLE

RESPONSIBILITY FOR THE COMPUTATION(S) OF ALL GRADING QUANTITIES.  WHILE PEG

ATTEMPTS TO PROVIDE A COST EFFECTIVE APPROACH TO BALANCE EARTHWORK,

GRADING DESIGN IS BASED ON MANY FACTORS, INCLUDING SAFETY, AESTHETICS, AND

COMMON ENGINEERING STANDARD OF CARE, THEREFORE NO GUARANTEE CAN BE MADE

FOR A BALANCED SITE. THE CONTRACTOR MAY SOLICIT APPROVAL FROM

ENGINEER/OWNER TO ADJUST FINAL GRADES FROM DESIGN GRADES TO PROVIDE AN

OVERALL SITE BALANCE AS A RESULT OF FIELD CONDITIONS.

5. GRADING ACTIVITIES SHALL BE IN A MANNER TO ALLOW POSITIVE DRAINAGE ACROSS

DISTURBED SOILS, WHICH MAY INCLUDE EXCAVATION OF TEMPORARY DITCHES TO

PREVENT PONDING, AND IF NECESSARY PUMPING TO ALLEVIATE PONDING.

CONTRACTOR SHALL PREVENT SURFACE WATER FROM ENTERING INTO EXCAVATIONS. IN

NO WAY SHALL OWNER BE RESPONSIBLE FOR REMEDIATION OF UNSUITABLE SOILS

CREATED/ORIGINATED AS A RESULT OF IMPROPER SITE GRADING OR SEQUENCING.

CONTRACTOR SHALL SEQUENCE GRADING ACTIVITIES TO LIMIT EXPOSURE OF

DISTURBED SOILS DUE TO WEATHER.

6. THE CONTRACTOR IS RESPONSIBLE FOR MEETING MINIMUM COMPACTION STANDARDS.

THE CONTRACTOR SHALL NOTIFY ENGINEER/OWNER IF PROPER COMPACTION CANNOT

BE OBTAINED. THE PROJECT'S GEOTECHNICAL CONSULTANT SHALL DETERMINE WHICH

IN-SITU SOILS ARE TO BE CONSIDERED UNSUITABLE SOILS. THE ENGINEER/OWNER AND

GEOTECHNICAL TESTING CONSULTANT WILL DETERMINE IF REMEDIAL MEASURES WILL

BE NECESSARY.

7. IN THE EVENT THAT ANY MOISTURE-DENSITY TEST(S) FAIL TO MEET SPECIFICATION

REQUIREMENTS, THE CONTRACTOR SHALL PERFORM CORRECTIVE WORK AS NECESSARY

TO BRING THE MATERIAL INTO COMPLIANCE AND RETEST THE FAILED AREA AT NO COST

TO THE OWNER.

8. WITH THE AUTHORIZATION OF THE ENGINEER/OWNER, MATERIAL THAT IS TOO WET TO

PERMIT PROPER COMPACTION MAY BE SPREAD ON FILL AREAS IN AN EFFORT TO DRY.

CONTRACTOR SHALL CLEARLY FIELD MARK THE EXTERIOR LIMITS OF SPREAD MATERIAL

WITH PAINTED LATH AND SUBMIT A PLAN TO THE ENGINEER/OWNER THAT IDENTIFIES

THE LIMITS. UNDER NO CONDITION SHALL THE SPREAD MATERIAL DEPTH EXCEED THE

MOST RESTRICTIVE OF: THE EFFECTIVE TREATMENT DEPTH OF MACHINERY THAT WILL

BE USED TO TURNOVER THE SPREAD MATERIAL; OR THE MAXIMUM COMPACTION LIFT

DEPTH.

9. THE CONTRACTOR SHALL IMMEDIATELY NOTIFY ENGINEER/OWNER IF GROUNDWATER IS

ENCOUNTERED DURING EXCAVATION.

10. CONTRACTOR IS SOLELY RESPONSIBLE FOR THE DESIGN AND CONSTRUCTION OF

ADEQUATE AND SAFE TEMPORARY SHORING, BRACING, RETENTION STRUCTURES, AND

EXCAVATIONS.

11. THE SITE SHALL BE COMPLETED TO WITHIN 0.10-FT (+/-) OF THE PROPOSED GRADES AS

INDICATED WITHIN THE PLANS PRIOR TO PLACEMENT OF TOPSOIL OR STONE.

CONTRACTOR IS ENCOURAGED TO SEQUENCE CONSTRUCTION SUCH THAT THE SITE IS

DIVIDED INTO SMALLER AREAS TO ALLOW STABILIZATION OF DISTURBED SOILS

IMMEDIATELY UPON COMPLETION OF INDIVIDUAL SMALLER AREAS.

12. CONTRACTOR SHALL CONTACT "DIGGER'S HOTLINE" FOR LOCATIONS OF ALL EXISTING

UTILITIES PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION ACTIVITIES AND SHALL

BE RESPONSIBLE FOR PROTECTING SAID UTILITIES FROM ANY DAMAGE DURING

CONSTRUCTION.

13. CONTRACTOR SHALL PROTECT INLETS AND ADJACENT PROPERTIES WITH SILT FENCING

OR APPROVED EROSION CONTROL METHODS UNTIL CONSTRUCTION IS COMPLETED.

CONTRACTOR SHALL PLACE SILT FENCING AT DOWN SLOPE SIDE OF GRADING LIMITS.

14. CONTRACTOR SHALL BE RESPONSIBLE FOR DAMAGE TO ANY EXISTING FACILITIES OR

UTILITIES.  ANY DAMAGE SHALL BE REPAIRED TO THE OWNERʼS SATISFACTION AT THE

EXPENSE OF THE CONTRACTOR.

15. WORK WITHIN ANY ROADWAY RIGHT-OF-WAY SHALL BE COORDINATED WITH THE

APPROPRIATE MUNICIPAL OFFICIAL PRIOR TO COMMENCEMENT OF ANY CONSTRUCTION

ACTIVITIES.  CONTRACTOR SHALL BE RESPONSIBLE FOR OBTAINING ALL NECESSARY

PERMITS AND FEES. GRADING WITHIN RIGHT-OF-WAY IS SUBJECT TO APPROVAL BY

SAID OFFICIALS.  RESTORATION OF RIGHT-OF-WAY IS CONSIDERED INCIDENTAL AND

SHALL BE INCLUDED IN THE COST OF GRADING.  RESTORATION SHALL INCLUDE ALL

ITEMS NECESSARY TO RESTORE RIGHT-OF-WAY IN-KIND INCLUDING LANDSCAPING.

16. CONTRACTOR SHALL COMPLY WITH ALL VILLAGE OF PLEASANT PRAIRIE CONSTRUCTION

STANDARDS/ORDINANCES.

17. LANDSCAPE AND TURF AREAS SHALL HAVE A MINIMUM OF 4-INCH TOPSOIL

REPLACEMENT.

18. TOPSOIL BERMING SHALL ACHIEVE 90% STANDARD PROCTOR DENSITY AT 3%(±)

OPTIMUM MOISTURE CONTENT.

19. SURVEY BENCHMARKS AND MAPPING HAS BEEN PROVIDED BY CHAPUT LAND SURVEY,

INC. IN NO WAY DOES PEG WARRANT THE BASEMAP IS ALL INCLUSIVE OR

REPRESENTATIVE OF ACTUAL CONDITIONS. CONTRACTOR SHALL PROVIDE CHECKS AS

NECESSARY TO VERIFY THE BASEMAP CONTENT AND ACCURACY.
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PROPOSED CONCRETE FLARED END SECTION

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES
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NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO
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INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR
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VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES
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MATCH LINE SEE SHEET C-7

1" = 40'0 80'

NOTES

1. SEE OVERALL GRADING PLAN SHEET FOR GRADING

NOTES.

2. SEE CONSTRUCTION DETAILS SECTION FOR

ADDITIONAL INFORMATION PERTAINING TO THE

GRADING PLAN.

LEGEND

REVERSE PITCH CURB & GUTTER

DEPRESSED CURB

PROPOSED CONTOUR

SPOT ELEVATION

DIRECTION OF SURFACE FLOW

OVERFLOW RELIEF ROUTING

DITCH OR SWALE

CONCRETE SIDEWALK

CURB AND GUTTER

STORM SEWER MANHOLE

STORM SEWER CATCH BASIN- ROUND CASTING

STORM SEWER CATCH BASIN- RECTANGULAR CASTING

DIVERSION SWALE

GRASS

PAVEMENT

YARD GRADE

TOP OF WALK

EDGE OF PAVEMENT

FINISHED FLOOR

YG

TW

EP

FF

PROPOSED CONCRETE FLARED END SECTION

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES
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SHEET C-11

SHEET C-12

LEGEND

SANITARY SEWER MANHOLE

W

STORM SEWER MANHOLE

STORM SEWER CATCH BASIN (ROUND CASTING)

PRECAST CONCRETE FLARED END SECTION

STORM SEWER CATCH BASIN (RECTANGULAR CASTING)

VALVE BOX

FIRE HYDRANT

CLEANOUT

SANITARY SEWER

FORCE MAIN

DRAIN TILE

STORM SEWER

WATER MAIN

FIRE PROTECTION

UTILITY CROSSING

LIGHTING

ELECTRICAL CABLE

ELECTRICAL TRANSFORMER OR PEDESTAL

POWER POLE

STREET SIGN

POWER POLE WITH LIGHTS

GAS MAIN

TELEPHONE LINE

UTILITY TO BE REMOVED

OVERHEAD WIRES

1. EXISTING UTILITIES ARE SHOWN FOR INFORMATIONAL PURPOSES ONLY AND ARE NOT

GUARANTEED TO BE ACCURATE OR ALL INCLUSIVE. CONTRACTOR IS RESPONSIBLE FOR

VERIFYING THE TYPE, LOCATION, SIZE AND ELEVATION OF UNDERGROUND UTILITIES

AS THEY DEEM NECESSARY FOR PROPOSED UTILITY CONNECTIONS AND/OR TO AVOID

DAMAGE THERETO.  CONTRACTOR SHALL CALL "DIGGER'S HOTLINE" PRIOR TO ANY

CONSTRUCTION.

2. ALL UTILITY WORK SHALL BE DONE IN ACCORDANCE WITH THE STANDARD

SPECIFICATIONS FOR SEWER AND WATER CONSTRUCTION IN WISCONSIN (LATEST

EDITION AND ADDENDUM) AND ALL STATE AND LOCAL CODES AND SPECIFICATIONS.

IT IS THE CONTRACTORS RESPONSIBILITY TO DETERMINE WHICH SPECIFICATIONS

AND CODES APPLY, AND TO COORDINATE ALL CONSTRUCTION ACTIVITIES WITH THE

APPROPRIATE LOCAL AND STATE AUTHORITIES.

3. UTILITY CONSTRUCTION AND SPECIFICATIONS SHALL COMPLY WITH THE VILLAGE OF

PLEASANT PRAIRIE SPECIAL PROVISIONS AND WISCONSIN DEPARTMENT OF SAFETY

AND PROFESSIONAL SERVICES COMM 82.

4. LENGTHS OF PROPOSED UTILITIES ARE TO CENTER OF STRUCTURES OR FITTINGS AND

MAY VARY SLIGHTLY FROM PLAN. LENGTHS ARE SHOWN FOR CONTRACTOR

CONVENIENCE ONLY. CONTRACTOR IS SOLELY RESPONSIBLE FOR COMPUTATIONS OF

MATERIALS REQUIRED TO COMPLETE WORK. LENGTHS SHALL BE FIELD VERIFIED

DURING CONSTRUCTION.

5. CONTRACTOR SHALL ADJUST AND/OR RECONSTRUCT EXISTING UTILITY COVERS (SUCH

AS MANHOLE COVERS, VALVE BOX COVERS, ETC.) TO MATCH FINISHED GRADES OF THE

AREAS DISTURBED DURING CONSTRUCTION.

6. CONTRACTOR SHALL FIELD VERIFY LOCATIONS, ELEVATIONS, AND SIZES OF PROPOSED

UTILITIES AND CHECK ALL UTILITY CROSSINGS FOR CONFLICTS PRIOR TO

ATTEMPTING CONNECTIONS AND BEGINNING UTILITY CONSTRUCTION AND NOTIFY

THE OWNER OF ANY DISCREPANCIES OR CONFLICTS.

7. ALL NEW ON-SITE SANITARY, STORM AND WATER UTILITIES SHALL BE PRIVATELY

OWNED AND MAINTAINED BY THE PROPERTY OWNER.

8. THE CONTRACTOR SHALL CONTACT THE VILLAGE OF PLEASANT PRAIRIE PUBLIC

WORKS DEPARTMENT 48-HOURS IN ADVANCE OF SANITARY, WATER AND STORM

CONNECTIONS TO THE VILLAGE-OWNED SYSTEM TO SCHEDULE INSPECTIONS.

9. ROUTING OF GAS, ELECTRIC AND TELEPHONE SERVICES ARE SHOWN ON THE

ARCHITECTURAL PLANS AND SUBJECT TO CHANGE BASED UPON FINAL REVIEW AND

APPROVAL BY RESPECTIVE UTILITY COMPANIES AND OWNER. CONTRACTOR SHALL

CONTACT EACH UTILITY COMPANY AND COORDINATE FINAL LOCATIONS FOR ALL

UTILITY SERVICES PRIOR TO START OF CONSTRUCTION.

10. IT IS THE CONTRACTOR'S RESPONSIBILITY TO COORDINATE WITH THE PROPER

AUTHORITIES FOR ANY REQUIRED PERMITS, AUTHORIZATIONS, TRAFFIC CONTROL

AND ANY PERMIT FEES REQUIRED.

11. FIELD TILE CONNECTION - ALL FIELD TILE ENCOUNTERED DURING CONSTRUCTION

SHALL BE INCLUDED IN THE UNIT PRICE(S) FOR STORM SEWER. TILE LINES CROSSED

BY THE TRENCH SHALL BE REPLACED WITH THE SAME MATERIAL AS THE STORM

SEWER.

12. THE CONTRACTOR IS RESPONSIBLE FOR THE SIZE, TYPE AND NUMBER OF WATER MAIN

BENDS, HORIZONTAL AND VERTICAL, REQUIRED TO COMPLETE CONSTRUCTION. COST

FOR BENDS, HORIZONTAL AND VERTICAL, SHALL BE INCIDENTAL AND INCLUDED IN

THE OVERALL COST OF THE CONTRACT.

13. STORM SEWER SPECIFICATIONS -

PIPE - REINFORCED CONCRETE PIPE (RCP) SHALL MEET THE REQUIREMENTS OF ASTM

CLASS C-76 WITH RUBBER GASKET JOINTS CONFORMING TO ASTM C-443.  STRENGTH

CLASSIFICATIONS SHALL BE IN ACCORDANCE WITH THE FOLLOWING:

HEIGHT OF COVER (FEET): 0-2 2-3 3-6 6-15 15-25   25+

MINIMUM CONCRETE PIPE CLASSIFICATION: IV  III    II      III      IV     ENGINEER TO

SPECIFY

HIGH DENSITY DUAL-WALL POLYETHYLENE N-12 CORRUGATED PIPE (HDPE) SHALL BE

AS MANUFACTURED BY ADS OR EQUAL WITH WATER TIGHT JOINTS, AND SHALL MEET

THE REQUIREMENTS OF AASHTO DESIGNATION M-294 TYPE "S", OR POLYVINYL

CHLORIDE (PVC) - CLASS PS46 MEETING AASHTO M278, AS NOTED. IF HDPE PIPE IS

USED FOR POND OUTFALLS, A MINIMUM OF THREE (3) SECTIONS (2 STRAPS) SHALL BE

STRAPPED TOGETHER.

INLETS/CATCH BASINS - INLETS/CATCH BASINS SHALL BE CONSTRUCTED IN

ACCORDANCE WITH FILE NO. 25 OF THE "STANDARD SPECIFICATIONS" WITH A 1'-8" X

2'-6" MAXIMUM OPENING.  FRAME & GRATE SHALL BE NEENAH R-1580 WITH TYPE G

GRATE, OR EQUAL.  CURB FRAME & GRATE SHALL BE NEENAH R-3067, OR EQUAL.  THE

SUMP DEPTH (VERTICAL DISTANCE FROM THE BASE OF THE STRUCTURE TO OUTFALL

INVERT OF THE PIPE) SHALL BE 18" MIN. STRUCTURE SHOP DRAWINGS SHALL BE

SUBMITTED TO PINNACLE ENGINEERING GROUP FOR REVIEW AND APPROVAL PRIOR

TO MANUFACTURING AND INSTALLATION.

BACKFILL AND BEDDING - STORM SEWER SHALL BE CONSTRUCTED WITH GRAVEL

BACKFILL AND CLASS "B" BEDDING IN ALL PAVED AREAS AND TO A POINT 5 FEET

BEYOND THE EDGE OF PAVEMENT. TRENCHES RUNNING PARALLEL TO AND LESS THAN 5

FEET FROM THE EDGE OF PAVEMENT SHALL ALSO REQUIRE GRAVEL BACKFILL.

LANDSCAPED AREAS MAY BE BACKFILLED WITH EXCAVATED MATERIAL IN

CONFORMANCE   WITH SECTION 8.43.5 OF THE "STANDARD SPECIFICATIONS".

MANHOLE FRAMES AND COVERS - MANHOLE FRAMES AND COVERS SHALL BE NEENAH

R-1642 WITH TYPE "B" SELF SEALING LIDS, NON-ROCKING OR EQUAL .

IF HDPE PIPE IS USED FOR POND OUTFALLS, A MINIMUM OF THREE (3) SECTIONS (2

STRAPS) SHALL BE STRAPPED TOGETHER.

16. WATER MAIN SPECIFICATIONS -

PIPE - WATER MAIN SHALL BE POLYVINYL CHLORIDE (PVC) PIPE MEETING THE

REQUIREMENTS OF AWWA STANDARD C-900, CLASS 150, DR-18, WITH CAST IRON O.D.

AND INTEGRAL ELASTOMERIC BELL AND SPIGOT JOINTS. VALVES AND VALVE BOXES -

GATE VALVES SHALL BE AWWA GATE VALVES MEETING THE REQUIREMENTS OF AWWA

C-500 AND CHAPTER 8.27.0 OF THE "STANDARD SPECIFICATIONS". GATE VALVES AND

VALVE BOXES SHALL CONFORM TO LOCAL PLUMBING ORDINANCES.

HYDRANTS - HYDRANTS SHALL CONFORM TO THE SPECIFICATIONS OF THE VILLAGE OF

PLEASANT PRAIRIE AND IN ACCORDANCE WITH FILE NO. 38 OF THE "STANDARD

SPECIFICATIONS." THE DISTANCE FROM THE GROUND LINE TO THE CENTERLINE OF

THE LOWEST NOZZLE AND THE LOWEST CONNECTION OF THE FIRE DEPARTMENT SHALL

BE NO LESS THAN 18-INCHES AND NO GREATER THAN 23-INCHES.

BEDDING AND COVER MATERIAL - PIPE BEDDING AND COVER MATERIAL SHALL BE

SAND, CRUSHED STONE CHIPS OR CRUSHED STONE SCREENINGS CONFORMING TO

CHAPTER 8.43.2 OF THE "STANDARD SPECIFICATIONS".

BACKFILL - BACKFILL MATERIAL AND INSTALLATION SHALL BE IN ACCORDANCE WITH

CHAPTER 2.6.0 OF THE "STANDARD SPECIFICATIONS". GRAVEL BACKFILL IS REQUIRED

IN ALL PAVED AREAS AND TO A POINT 5 FEET BEYOND THE EDGE OF PAVEMENT.

TRENCHES RUNNING PARALLEL TO AND LESS THAN 5 FEET FROM THE EDGE OF

PAVEMENT SHALL ALSO REQUIRE GRAVEL BACKFILL. LANDSCAPED AREAS MAY BE

BACKFILLED WITH EXCAVATED MATERIAL IN CONFORMANCE WITH SECTION 8.43.5 OF

THE "STANDARD SPECIFICATIONS".

17. SANITARY SEWER SPECIFICATIONS -

PIPE - SANITARY SEWER PIPE MATERIAL SHALL BE POLYVINYL CHLORIDE (PVC)

MEETING REQUIREMENTS OF ASTM D 3034, SDR-35, WITH INTEGRAL BELL TYPE

FLEXIBLE ELASTOMERIC JOINTS, MEETING THE REQUIREMENTS OF ASTM D-3212.

BEDDING AND COVER MATERIAL - BEDDING AND COVER MATERIAL SHALL CONFORM

TO THE APPROPRIATE SECTIONS OF THE "STANDARD SPECIFICATION" WITH THE

FOLLOWING MODIFICATION: "COVER MATERIAL SHALL BE THE SAME AS USED FOR

BEDDING AND SHALL CONFORM TO SECTION 8.43.2 (A). BEDDING AND COVER

MATERIAL SHALL BE PLACED IN A MINIMUM OF THREE SEPARATE LIFTS, OR AS

REQUIRED TO INSURE ADEQUATE COMPACTING OF THESE MATERIALS, WITH ONE LIFT

OF BEDDING MATERIAL ENDING AT OR NEAR THE SPRINGLINE OF THE PIPE. THE

CONTRACTOR SHALL TAKE CARE TO COMPLETELY WORK BEDDING MATERIAL UNDER

THE HAUNCH OF THE PIPE TO PROVIDE ADEQUATE SIDE SUPPORT."

BACKFILL - BACKFILL MATERIAL AND INSTALLATION SHALL BE IN ACCORDANCE

CHAPTER 2.6.0 OF THE "STANDARD SPECIFICATIONS." GRAVEL BACKFILL IS REQUIRED

IN ALL PAVED AREAS AND TO A POINT 5 FEET BEYOND THE EDGE OF PAVEMENT.

TRENCHES RUNNING PARALLEL TO AND LESS THAN 5 FEET FROM THE EDGE OF

PAVEMENT SHALL ALSO REQUIRE GRAVEL BACKFILL. LANDSCAPED AREAS MAY BE

BACKFILLED WITH EXCAVATED MATERIAL IN CONFORMANCE WITH SECTION 8.43.5 OF

THE "STANDARD SPECIFICATIONS."

MANHOLES - MANHOLES SHALL BE CONSTRUCTED IN ACCORDANCE WITH FILE NOS. 12,

13 AND 15 OF THE "STANDARD SPECIFICATIONS" AND ALL SPECIAL PROVISIONS OF

THE VILLAGE OF PLEASANT PRAIRIE. STRUCTURE SHOP DRAWINGS SHALL BE

SUBMITTED TO PINNACLE ENGINEERING GROUP FOR REVIEW AND APPROVAL PRIOR

TO MANUFACTURING AND INSTALLATION.

MANHOLE FRAMES AND COVERS - MANHOLE FRAMES AND COVERS SHALL BE NEENAH
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SHEET C-14

SHEET C-15

1" = 100'0 200'

1. ALL CONSTRUCTION SHALL ADHERE TO THE REQUIREMENTS SET FORTH IN EPA'S

NATIONAL POLLUTANT DISCHARGE ELIMINATION SYSTEM (NPDES) STORMWATER

GENERAL PERMIT ("WPDES" PERMIT NO. WI-S067831-4) FOR CONSTRUCTION SITE LAND

DISTURBANCE ACTIVITIES. ALL EROSION AND SEDIMENT CONTROL MEASURES ARE TO

BE CONSTRUCTED AND MAINTAINED IN ACCORDANCE WITH LOCAL, STATE AND

FEDERAL TECHNICAL STANDARDS AND PROVISIONS IN EFFECT AT THE TIME OF

CONSTRUCTION. THESE PROCEDURES AND STANDARDS SHALL BE REFERRED TO AS

BEST MANAGEMENT PRACTICES (BMP'S). IT IS THE RESPONSIBILITY OF ALL

CONTRACTORS ASSOCIATED WITH THE PROJECT TO OBTAIN A COPY OF, AND

UNDERSTAND, THE BMP'S PRIOR TO THE START OF CONSTRUCTION ACTIVITIES.

2. THE EROSION CONTROL MEASURES INDICATED ON THE PLANS ARE THE MINIMUM

REQUIREMENTS.  ADDITIONAL CONTROL MEASURES AS DIRECTED BY OWNER/ENGINEER

OR GOVERNING AGENCIES SHALL BE INSTALLED WITHIN 24 HOURS OF REQUEST.

3. MODIFICATIONS TO THE APPROVED SWPPP IN ORDER TO MEET UNFORESEEN FIELD

CONDITIONS ARE ALLOWED IF MODIFICATIONS CONFORM TO BMP'S. ALL

MODIFICATIONS MUST BE APPROVED BY OWNER/ENGINEER/GOVERNING AGENCY PRIOR

TO DEVIATION OF THE APPROVED PLAN.

4. INSTALL PERIMETER EROSION CONTROL MEASURES (SUCH AS CONSTRUCTION

ENTRANCES, SILT FENCE AND EXISTING INLET PROTECTION) PRIOR TO ANY SITE WORK,

INCLUDING GRADING OR DISTURBANCE OF EXISTING SURFACE COVER, AS SHOWN ON

PLAN IN ORDER TO PROTECT ADJACENT PROPERTIES/STORM SEWER SYSTEMS FROM

SEDIMENT TRANSPORT.

5. CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT ALL LOCATIONS OF VEHICLE

INGRESS/EGRESS POINTS. CONTRACTOR IS RESPONSIBLE TO COORDINATE LOCATION(S)

WITH THE PROPER AUTHORITIES, PROVIDE NECESSARY FEES AND OBTAIN ALL

REQUIRED APPROVALS OR PERMITS. ADDITIONAL CONSTRUCTION ENTRANCES OTHER

THAN AS SHOWN ON THE PLANS MUST BE APPROVED BY THE APPLICABLE GOVERNING

AGENCIES PRIOR TO INSTALLATION.

6. PAVED SURFACES ADJACENT TO CONSTRUCTION ENTRANCES SHALL BE SWEPT AND/OR

SCRAPED TO REMOVE ACCUMULATED SOIL, DIRT AND/OR DUST IMMEDIATELY AND AS

REQUESTED BY THE GOVERNING AGENCIES.

7. ALL EXISTING STORM SEWER FACILITIES THAT  WILL COLLECT RUNOFF FROM

DISTURBED AREAS SHALL BE PROTECTED TO TO PREVENT SEDIMENT DEPOSITION

WITHIN STORM SEWER SYSTEMS. INLET PROTECTION SHALL BE IMMEDIATELY FITTED

AT THE INLET OF ALL INSTALLED STORM SEWER AND SILT FENCE SHALL BE

IMMEDIATELY FITTED AT ALL INSTALLED CULVERT INLETS . ALL INLETS, STRUCTURES,

PIPES, AND SWALES SHALL BE KEPT CLEAN AND FREE OF SEDIMENTATION AND DEBRIS.

8. EROSION CONTROL FOR UTILITY CONSTRUCTION (STORM SEWER, WATER MAIN, ETC.)

OUTSIDE OF THE PERIMETER CONTROLS SHALL INCORPORATE THE FOLLOWING:

PLACE EXCAVATED TRENCH MATERIAL ON THE HIGH SIDE OF THE TRENCH.

BACKFILL, COMPACT AND STABILIZE THE TRENCH IMMEDIATELY AFTER PIPE 

CONSTRUCTION.

DISCHARGE TRENCH WATER INTO A SEDIMENTATION BASIN OR FILTERING TANK

IN ACCORDANCE WITH BMP'S PRIOR TO RELEASE INTO STORM SEWER OR 

DITCHES.

9. AT A MINIMUM, SEDIMENT BASINS AND NECESSARY TEMPORARY DRAINAGE PROVISIONS

SHALL BE CONSTRUCTED AND OPERATIONAL BEFORE BEGINNING OF SIGNIFICANT MASS

GRADING OPERATIONS TO PREVENT OFFSITE DISCHARGE OF UNTREATED RUNOFF.

10. ALL WATERCOURSES AND WETLANDS SHALL BE PROTECTED WITH SILT FENCE TO

PREVENT ANY DIRECT DISCHARGE FROM DISTURBED SOILS.

11. ALL TEMPORARY AND PERMANENT EROSION CONTROL MEASURES MUST BE MAINTAINED

AND REPAIRED AS NEEDED.  THE GENERAL CONTRACTOR  WILL BE RESPONSIBLE FOR

INSPECTION AND REPAIR DURING CONSTRUCTION.  THE OWNER WILL BE RESPONSIBLE

IF EROSION CONTROL IS REQUIRED AFTER THE CONTRACTOR HAS COMPLETED THE

PROJECT.

12. TOPSOIL STOCKPILES SHALL HAVE A BERM OR TRENCH AROUND THE CIRCUMFERENCE

AND PERIMETER SILT FENCE TO CONTROL SILT.  IF TOPSOIL STOCKPILE REMAINS

UNDISTURBED FOR MORE THAN SEVEN (7) DAYS, TEMPORARY SEEDING AND

STABILIZATION IS REQUIRED.

13. EROSION CONTROL MEASURES TEMPORARILY REMOVED FOR UNAVOIDABLE

CONSTRUCTION ACTIVITIES SHALL BE IN WORKING ORDER IMMEDIATELY FOLLOWING

COMPLETION OF SUCH ACTIVITIES OR PRIOR TO THE COMPLETION OF EACH WORK DAY,

WHICH EVER OCCURS FIRST.

14. MAINTAIN SOIL EROSION CONTROL DEVICES THROUGH THE DURATION OF THIS

PROJECT. ALL TEMPORARY EROSION AND SEDIMENT CONTROL MEASURES SHALL BE

REMOVED WITHIN THIRTY (30) DAYS AFTER FINAL SITE STABILIZATION IS ACHIEVED

OR AFTER THE TEMPORARY MEASURES ARE NO LONGER NEEDED.  DISTURBANCES

ASSOCIATED WITH EROSION CONTROL REMOVAL SHALL BE IMMEDIATELY STABILIZED.

15. PUMPS MAY BE USED AS BYPASS DEVICES. IN NO CASE SHALL PUMPED WATER BE

DIVERTED OUTSIDE THE PROJECT LIMITS. PUMP DISCHARGE SHALL BE DIRECTED INTO

AN APPROVED FILTER BAG OR APPROVED SETTLING DEVICE.

16. GRADING EFFORTS SHALL BE CONDUCTED IN SUCH A MANNER AS TO MINIMIZE

EROSION. EROSION AND SEDIMENT CONTROL MEASURES SHALL CONSIDER THE TIME OF

YEAR, SITE CONDITIONS, AND THE USE OF TEMPORARY OR PERMANENT MEASURES. ALL

DISTURBED AREAS THAT WILL NOT BE WORKED  FOR A PERIOD OF FOURTEEN (14)

DAYS  REQUIRE TEMPORARY SEEDING FOR EROSION CONTROL. SEEDING FOR EROSION

CONTROL SHALL BE IN ACCORDANCE WITH TECHNICAL STANDARDS.

17. ALL DISTURBED SLOPES EXCEEDING 4:1, SHALL BE STABILIZED WITH NORTH AMERICAN

GREEN S75BN  EROSION MATTING (OR APPROVED EQUAL) AND ALL CHANNELS SHALL BE

STABILIZED WITH NORTH AMERICAN GREEN C125BN (OR APPROVED EQUAL) OR

APPLICATION OF AN APPROVED POLYMER SOIL STABILIZATION TREATMENT OR A

COMBINATION THEREOF, AS REQUIRED. EROSION MATTING AND/OR NETTING USED

ONSITE SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER'S GUIDELINES.

18. DURING PERIODS OF EXTENDED DRY WEATHER, THE CONTRACTOR SHALL KEEP A

WATER TRUCK ON SITE FOR THE PURPOSE OF WATERING DOWN SOILS WHICH MAY

OTHERWISE BECOME AIRBORNE.THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING

WIND EROSION (DUST) DURING CONSTRUCTION AT HIS/HER EXPENSE.

19. DISTURBED AREAS AND AREAS USED FOR STORAGE OF MATERIALS THAT ARE EXPOSED

TO PRECIPITATION SHALL BE VISUALLY INSPECTED FOR EVIDENCE OF, OR THE

POTENTIAL FOR, POLLUTANTS ENTERING THE DRAINAGE SYSTEM ON A DAILY BASIS.

20. QUALIFIED PERSONNEL (PROVIDED BY THE GENERAL/PRIME CONTRACTOR) SHALL

INSPECT DISTURBED AREAS OF THE CONSTRUCTION SITE THAT HAVE NOT BEEN

FINALLY STABILIZED AND EROSION AND SEDIMENT CONTROLS WITHIN 24 HOURS OF

ALL 0.5-INCH, OR MORE, PRECIPITATION EVENTS WITH A MINIMUM INSPECTION

INTERVAL OF ONCE EVERY SEVEN (7) CALENDAR DAYS IN THE ABSENCE OF A

QUALIFYING RAIN OR SNOWFALL EVENT. REPORTING SHALL BE IN ACCORDANCE WITH

OF THE GENERAL PERMIT. CONTRACTOR SHALL IMMEDIATELY ARRANGE TO HAVE ANY

DEFICIENT ITEMS REVEALED DURING INSPECTIONS REPAIRED/REPLACED.

21. SEE ADDITIONAL DETAILS AND NOTES ON SITE STABILIZATION AND CONSTRUCTION

DETAILS.

GENERAL EROSION AND

SEDIMENT CONTROL NOTES

1. INSTALL PERIMETER SILT FENCE, INLET PROTECTION AND TEMPORARY CONSTRUCTION

ENTRANCE.

2. STRIP AND STOCKPILE TOPSOIL, INSTALL SILT FENCE AROUND PERIMETER OF STOCKPILE.

3. CONDUCT ROUGH GRADING EFFORTS AND INSTALL CHECK DAMS AND SEDIMENT

TRAPS/BASINS AS NEEDED.

4. INSTALL UTILITY PIPING AND STRUCTURES, IMMEDIATELY INSTALL INLET PROTECTION.

5. COMPLETE FINAL GRADING, INSTALLATION OF GRAVEL BASE COURSES, PLACEMENT OF

CURBS, PAVEMENTS, WALKS, ETC.

6. PLACE TOPSOIL AND IMMEDIATELY STABILIZE DISTURBED AREAS WITH EROSION CONTROLS.

7. EROSION CONTROL MEASURES SHALL BE REMOVED ONLY AFTER SITE CONSTRUCTION IS

COMPLETE WITH ALL SOIL SURFACES HAVING AN ESTABLISHED VEGETATIVE COVER.

CONTRACTOR MAY MODIFY SEQUENCING AFTER ITEM 1 AS NEEDED TO COMPLETE

CONSTRUCTION IF EROSION CONTROLS ARE MAINTAINED IN ACCORDANCE WITH THE

CONSTRUCTION SITE EROSION CONTROL REQUIREMENTS.

CONSTRUCTION SITE SEQUENCING

LEGEND

SANITARY SEWER MANHOLE

STORM SEWER MANHOLE

STORM STORM CATCH BASIN (ROUND CASTING)

STORM SEWER CATCH BASIN (RECTANGULAR CASTING)

PRECAST FLARED END SECTION

VALVE BOX

FIRE HYDRANT

CLEANOUT

PROPOSED CONTOUR

PROPOSED SPOT ELEVATION

WETLANDS

749

FLOODPLAIN

HIGH WATER LEVEL (HWL)

NORMAL WATER LEVEL (NWL)

DIRECTION OF SURFACE FLOW

DITCH OR SWALE

DIVERSION SWALE

OVERFLOW RELIEF ROUTING

SILT FENCE

INLET PROTECTION

CONSTRUCTION ENTRANCE

HYDROSEED

(PER MANUFACTURER SPECIFICATIONS)

GRASS PAVEMENT

EROSION CONTROL BLANKET

(NORTH AMERICAN GREEN S75 OR EQUAL)

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES

SHEET C-16
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LEGEND

SANITARY SEWER MANHOLE

STORM SEWER MANHOLE

STORM STORM CATCH BASIN (ROUND CASTING)

STORM SEWER CATCH BASIN (RECTANGULAR CASTING)

PRECAST FLARED END SECTION

VALVE BOX

FIRE HYDRANT

CLEANOUT

PROPOSED CONTOUR

PROPOSED SPOT ELEVATION

WETLANDS

749

FLOODPLAIN

HIGH WATER LEVEL (HWL)

NORMAL WATER LEVEL (NWL)

DIRECTION OF SURFACE FLOW

DITCH OR SWALE

DIVERSION SWALE

OVERFLOW RELIEF ROUTING

SILT FENCE

INLET PROTECTION

CONSTRUCTION ENTRANCE

HYDROSEED

(PER MANUFACTURER SPECIFICATIONS)

GRASS
PAVEMENT

EROSION CONTROL BLANKET

(NORTH AMERICAN GREEN S75 OR EQUAL)

1. SEE FIRST STABILIZATION PLAN SHEET FOR GENERAL EROSION AND SEDIMENT CONTROL

NOTES.

2. SEE CONSTRUCTION DETAILS SECTION FOR ADDITIONAL INFORMATION PERTAINING TO THE

SITE STABILIZATION PLAN.

NOTES

EXISTING CONDITIONS SURVEY:

EXISTING CONDITIONS SURVEY PROVIDED BY CHAPUT LAND SURVEY, LLC ON

NOVEMBER 26, 2012 AND PINNACLE ENGINEERING GROUP ON JULY 29, 2015.

ALTHOUGH PINNACLE ENGINEERING GROUP HAS NO REASON TO

BELIEVE THE SURVEY IS INACCURATE, PEG MAKES NOT WARRANTS OR EXISTING

INFORMATION CONTAINED WITHIN THESE PLANS IS ALL-INCLUSIVE OR

ACCURATE. CONTRACTOR SHALL UNDERTAKE NECESSARY EFFORTS TO

VERIFY THE EXISTING CONDITIONS PRIOR TO THE START OF MATERIAL

PROCUREMENT AND CONSTRUCTION EFFORTS/ACTIVITIES
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SILT FENCE

1

SILT FENCE ALONG SLOPES & OUTFALLS

TYPICAL SECTION

F
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O

W

INSLOPE

1
.
1
7
'
 
M

I
N

FLOW

TRENCH DETAIL

(WHEN ADDITIONAL SUPPORT REQUIRED)

SILT FENCE TIE BACK

2

NOTE: ADDITIONAL POST DEPTH OR TIE

BACKS MAY BE REQUIRED IN UNSTABLE

SOILS

4

2
.
3
3
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NOTES:

1. GEOTEXTILE FABRIC SHALL MEET THE REQUIREMENTS OF MATERIAL SPECIFICATION 592

GEOTEXTILE TABLE 1 OR 2, CLASS I WITH EQUIVALENT OPENING SIZE OF AT LEAST 30 FOR

NONWOVEN AND 50 FOR WOVEN.

2. SILT FENCE SHALL BE ANCHORED BY SPREADING AT LEAST 8-INCHES OF FABRIC IN A

4-INCH WIDE AND 6-INCH DEEP TRENCH OR 6-INCH DEEP V-TRENCH ON THE UPSLOPE SIDE OF

THE FENCE. TRENCHES SHALL NOT BE EXCAVATED WIDER OR DEEPER THAN NECESSARY FOR

PROPER INSTALLATION.

3. FOLD MATERIAL TO FIT TRENCH AND BACKFILL AND COMPACT TRENCH WITH EXCAVATED SOIL.

4. WOOD POSTS SHALL BE A MINIMUM SIZE OF 1.125-INCHES x 1.125-INCHES OF DRIED OAK OR

HICKORY.

5. SILT FENCE TO EXTEND ABOVE THE TOP OF PIPE, WHERE APPLICABLE.

6. POST SPACING SHALL BE SELECTED BASED ON GEOTEXTILE FABRIC (8-FEET FOR WOVEN AND

3-FEET FOR NON-WOVEN).

STEP 1

STEP 2

OR

JOINT (TWIST METHOD) 

F
L
O

W

D
I
R

E
C

T
I
O

N

JOINT (HOOK METHOD) 

F
L
O

W

**GEOTEXTILE

FABRIC

2.0' MIN

**

3

F
L
O

W

D
I
R

E
C

T
I
O

N

1.0' MIN

#100-A  10-02-12

WOOD POSTS

LENGTH 3' - 4'

20" MIN. DEPTH IN

GROUND

BACKFILL AND

COMPACT TRENCH

WITH EXCAVATED SOIL

GEOTEXTILE

FABRIC ONLY

SILT FENCE SHALL BE STAPLED, USING AT

LEAST 0.5-INCH STAPLES, TO THE UPSLOPE SIDE OF THE

POSTS IN AT LEAST 3 PLACES

NYLON

CORD

SEAM

FOLD 3"

MAX.

1

2

ANCHOR STAKE

MIN. 18" LONG

FLOW DIRECTION

SILT

FENCE

TIE-BACK

BETWEEN

FENCE POST

AND ANCHOR

GEOTEXTILE

FABRIC

FLOW

DIRECTION

EXPRESS

FABRIC

WOOD POST (TYP.)

GEOTEXTILE

FABRIC (TYP.)

GEOTEXTILE

FABRIC (TYP.)

WOOD POST (TYP.)

INSLOPE

POST

GROUND LINE
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10.0'

MIN.

#104   04-24-13

INLET PROTECTION

INLET PROTECTION - TYPE "B"

(WITHOUT CURB BOX)

INLET PROTECTION, TYPE "C"

(WITH CURB BOX)

INLET PROTECTION - TYPE "A"

2' ABOVE

GROUND

VARIES

NOTES:

1. GEOTEXTILE FABRIC SHALL MEET THE REQUIREMENTS OF MATERIAL SPECIFICATION

592 GEOTEXTILE TABLE 1 OR 2, CLASS I, WITH AN EOS OF AT LEAST 30 FOR NONWOVEN

AND 50 FOR WOVEN.

2. WHEN REMOVING OR MAINTAINING INLET PROTECTION, CARE SHALL BE TAKEN SO

THAT THE SEDIMENT TRAPPED ON THE GEOTEXTILE FABRIC DOES NOT FALL INTO THE

INLET. ANY MATERIAL FALLING INTO THE INLET SHALL BE REMOVED IMMEDIATELY.

1 FINISHED SIZE, INCLUDING FLAP POCKET WHERE REQUIRED, SHALL EXTEND A MINIMUM

OF 10 INCHES AROUND THE PERIMETER TO FACILITATE MAINTENANCE OR REMOVAL.

2 FOR INLET PROTECTION, TYPE "C" (WITH CURB BOX), AN ADDITIONAL 18 INCHES OF

FABRIC IS WRAPPED AROUND THE WOOD AND SECURED WITH STAPLES. THE WOOD

SHALL NOT BLOCK THE ENTIRE HEIGHT OF THE CURB BOX OPENING.

3 FLAP POCKETS SHALL BE LARGE ENOUGH TO ACCEPT WOOD 2x4.

TYPE "B" & "C" INSTALLATION NOTES

TRIM EXCESS FABRIC IN THE FLOW LINE TO WITHIN 3

INCHES OF THE GRATE.

THE CONTRACTOR SHALL DEMONSTRATE A METHOD OF

MAINTENANCE, USING A SEWN FLAP, HAND HOLDS OR

OTHER METHODS TO PREVENT ACCUMULATED SEDIMENT

FROM ENTERING THE INLET.

GEOTEXTILE FABRIC,

TYPE FF

WOOD 2"x4" STAKES

AND  CROSS BRACING

2.0'4.0'

GRATED INLET

BURIED FABRIC

MIN. 6" DEPTH

DIRECTION OF

RUNOFF WATER

FLOW

GEOTEXTILE

FABRIC

WOOD 2"x4" EXTENDS 10" BEYOND GRATE

WIDTH ON BOTH SIDES, LENGTH VARIES,

SECURE TO GRATE WITH WIRE OR

PLASTIC TIES.

GEOTEXTILE

FABRIC

FABRIC SHALL BE BURIED

IN TRENCH TO PREVENT

UNDERMINING OF THE

INLET PROTECTION

GEOTEXTILE FABRIC SHALL

BE SECURED TO THE STAKES

AND  CROSS BRACING. FABRIC

SHALL COMPLETELY

SURROUND INLET TO

PREVENT SEDIMENT LADEN

RUNOFF FROM ENTERING

INTO THE INLET

WOOD 2"x4" STAKES

AND CROSS BRACING

VARIES

1

2

3

1

DITCH CHECK WITH STRAW BALES

#112  10-02-12

NOTES:

1. INSTALLED, THE MINIMUM HEIGHT OF DITCH CHECK SHALL BE 10-INCHES AND SHALL NOT EXCEED A MAXIMUM

HEIGHT OF 16-INCHES FOR MANUFACTURED OR BIODEGRADABLE MATERIALS.

2. DITCH CHECK MUST BE INSTALLED WITH THE CENTER LOWER THAN THE SIDES FORMING A WEIR.

3. AT A MINIMUM, INSTALL ONE DITCH CHECK FOR EVERY TWO-FEET OF DROP IN THE CHANNEL.

4. DITCH CHECK SHALL, AT A MINIMUM, BE INSPECTED WEEKLY AND WITHIN 24-HOURS AFTER EVERY

PRECIPITATION EVENT THAT PRODUCES 0.5-INCHES OF RAIN OR MORE DURING A 24-HOUR PERIOD.

5. SEDIMENT DEPOSITS SHALL BE REMOVED WHEN DEPOSITS REACH HALF OF THE HEIGHT OF THE LOWEST BALE.

6. DITCH CHECK SHALL BE UTILIZED DURING ROUGH GRADING AND SHALL BE REMOVED ONCE FINAL GRADING AND

CHANNEL STABILIZATION IS APPLIED.

7. EROSION CONTROL MATTING FOR CHANNELS SHALL BE NORTH AMERICAN GREEN C125BN OR EQUAL.
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PLAN VIEW
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NOTE:

ALL DIMENSIONS

ARE APPROXIMATE

SECTION "A-A"
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BOTTOM ELEVATION OF END

BALE SHALL BE EQUAL TO

OR GREATER THAN TOP OF

LOWEST MIDDLE BALE

CENTERED IN CHANNEL

(EXTEND 1.0' MIN UP SIDE SLOPES)

CHANNEL

STAGGER JOINTS

WITH  A DOUBLE

ROW

WOOD STAKES (PER BALE)

NOMINAL 2" X 2" X 30" MIN. LENGTH

OR EQUIVALENT

FOR SCOUR PROTECTION USE

EROSION CONTROL MATTING FOR

CHANNEL LINING.  LAP MAT

UNDER UPSTREAM BALES AND

SECURE FABRIC WITH WOOD

STAKES, AT 3 FOOT INTERVALS

STAKES DRIVEN FLUSH

WHEN SOIL CONDITIONS

PERMIT

LEVEL SPREADER

#129  12/26/12

CROSS SECTION "A-A"

PLAN VIEW

RIPRAP

6.0' MIN.
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NOTES:

1. LEVEL SPREADER SHALL BE CONSTRUCTED UPON FINAL STABILIZATION OF CONSTRIBUTING AREAS.

2. EROSION MATTING SHALL BE ANCHORED BY SPREADING AT LEAST 8" OF FABRIC IN A 4" WIDE AND 6"

DEEP TRENCH & IN ACCORDANCE WITH MANUFACTURER GUIDELINES. TRENCHES SHALL NOT BE

EXCAVATED WIDER OR DEEPER THAN NECESSARY FOR PROPER INSTALLATION.

3. ENDS OF SPREADER SHALL BE TIED INTO HIGHER GROUND (2' MIN) TO PREVENT FLOW AROUND THE

LEVEL SPREADER.

4. OWNER OR CONTRACTOR MUST CONSULT LANDSCAPE ARCHITECT OR ECOLOGICAL PLANNING AGENCY

FOR APPROPRIATE PLANTS AND PLANTING CONFIGURATIONS.

0.33' MIN.

#5 REBAR - 2' LENGTH MIN.

(3 REBAR PER 8' LENGTH OF

LUMBER)

GEOTEXTILE FABRIC

TYPE "R"

RIGID LIP 6"x6" TREATED TIMBER

8' MIN. LENGTHS

RIGID LIP

SEE NOTE 2

2:1 OR

FLATTER

CLASS II, TYPE C

CHANNEL EROSION

MATTING

GRADE = 0%

WIDTH = 10.0' MIN.

WIDTH = 10' MIN

PERMANENT DEEP ROOT VEGETATION
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CONSTRUCTION ENTRANCE

1

4

.

0

'
 

M

I

N

.

1.0' MIN.

5

0

.

0

'

 

M

I

N

.

 

L

E

N

G

T

H

NOTES:

1. ALL TRACKING PAD MATERIALS AND INSTALLATION SHALL BE IN CONFORMANCE WITH WI DNR TECHNICAL STANDARD 1057.

2. TRACKING PADS SHALL BE INSTALLED PRIOR TO ANY TRAFFIC LEAVING THE SITE. CONTRACTOR SHALL VERIFY LOCATION

WITH OWNER.

3. THE AGGREGATE FOR TRACKING PADS SHALL BE 3 TO 6 INCH CLEAR OR WASHED STONE. ALL MATERIALS TO BE RETAINED ON

A 3-INCH SIEVE

4. THE AGGREGATE SHALL BE PLACED IN A LAYER AT LEAST 12-INCHES THICK. ON SITES WHERE SATURATED CONDITIONS ARE

EXPECTED DURING THE LIFE OF THE PAD, THE PAD SHALL BE UNDERLAIN WITH GEOTEXTILE FABRIC WHICH MEETS MATERIAL

SPECIFICATION 592 GEOTEXTILE, TABLE 1 OR 2, CLASS I, II OR IV, TO PREVENT MIGRATION OF UNDERLYING SOILS INTO THE

STONE LAYER.

5. THE TRACKING PAD SHALL BE THE FULL WIDTH OF THE EGRESS POINT. MINIMUM WIDTH IS 14 FEET FOR ONE-WAY TRAFFIC

AND 20 FEET FOR TWO-WAY TRAFFIC, WITH AN ADDITIONAL INCREASE OF 4 FEET FOR TRAILER TRAFFIC. THE TRACKING PAD

SHALL BE A MINIMUM 50-FEET LONG.

6. ANY SEDIMENT TRACKED ONTO A PUBLIC OR PRIVATE ROAD SHOULD BE REMOVED BY STREET CLEANING, NOT FLUSHING, AT

THE END OF EACH WORKING DAY.

7. TRACKING PADS SHALL, AT A MINIMUM, BE INSPECTED WEEKLY AND WITHIN 24-HOURS AFTER EVERY PRECIPITATION EVENT

THAT PRODUCES 0.5-INCHES OF RAIN OR MORE DURING A 24-HOUR PERIOD.

8. THE TRACKING PAD PERFORMANCE SHALL BE MAINTAINED BY SCRAPING OR TOP-DRESSING WITH ADDITIONAL AGGREGATE.

AGGREGATE OVER

GEOTEXTILE FABRIC

20.0' 10.0' 20.0'

0.50'

EXISTING PAVEMENTPROFILE VIEW

SLOPE

SLOPE

3'' TO 6'' WASHED

OR CLEAR STONE

DIVERSION BERM / CHANNEL

#113-A  10-02-12

2
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M
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X
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NOTES:

1. DIVERSION MAY REQUIRE AREAS OF BERM AND OTHER AREAS OF CHANNEL TO PROVIDE SUFFICIENT PERIMETER

PROTECTION.

2. DIVERSION BERM VERSUS CHANNEL PRACTICES SHALL BE SELECTED SUCH TO PREVENT PONDING (E.G. - POSITIVE

DRAINAGE SHALL BE MAINTAINED).

3. FOR DIVERSIONS THAT ARE TO SERVE LONGER THAN 30 DAYS, THE SIDE SLOPES INCLUDING THE RIDGE, AND THE

DOWN SLOPE SIDE OF THE DIVERSION SHALL BE STABILIZED AS SOON AS THEY CONSTRUCTED BY EQUIPMENT

TRACKING AND TEMPORARY SEEDING. FOR DIVERSIONS SERVING LESS THAN 30 DAYS, THE DOWN SLOPE SIDE OF

THE DIVERSION SHALL BE STABILIZED AS SOON AS CONSTRUCTED BY EQUIPMENT TRACKING AND TEMPORARY

SEEDING .

4. DIVERSIONS SHALL BE PROTECTED FROM DAMAGE BY CONSTRUCTION ACTIVITIES. AT ALL POINTS WHERE DIVERSION

BERMS OR CHANNELS WILL BE CROSSED BY CONSTRUCTION EQUIPMENT, THE DIVERSION SHALL BE  SHAPED

APPROPRIATELY AND/OR TEMPORARY CULVERTS OF ADEQUATE CAPACITY MAYBE ADDED AT CROSSINGS.

5. AT MINIMUM, INSTALL ONE DITCH CHECK (SEE DETAIL) FOR EVERY 2 VERTICAL FEET OF DROP.

6. DIVERSIONS SHALL, AT A MINIMUM, BE INSPECTED WEEKLY AND WITHIN 24 HOURS AFTER EVERY PRECIPITATION

EVENT THAT PRODUCES 0.5 INCHES OF RAIN OR MORE DURING A 24 HOUR PERIOD. MAINTENANCE SHALL BE

COMPLETED AS SOON AS POSSIBLE WITH CONSIDERATION TO SITE CONDITIONS. ACCUMULATED SEDIMENT SHALL BE

REMOVED WHEN IT REACHES HALF THE HEIGHT OF THE DIVERSION BERM.
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BERM CHANNEL

EXISTING

SURFACE

EXISTING

SURFACE

STORM SEWER MANHOLE

#301  04/26/13

NOTES:

1. CLEAN UNDERSIDE OF ADJUSTING RING OR CAST IRON FRAME AND SET IN PLACE.

2. TUCK POINT MORTAR INTO ANNULAR CRACK AND BACKPLASTERED INSIDE AND OUTSIDE OF ALL

JOINTS.

3. THE FLAT TOP MAY BE USED IN LIEU OF THE TAPERED TOP WHEN FIELD CONDITIONS PROHIBIT

THE USE OF A FLAT TAPERED TOP.

4. MANHOLE CONSTRUCTION TO MEET REQUIREMENTS OF ASTM C478.

5. ECCENTRIC CONE SECTION OF MANHOLE TO BE SET OUTSIDE OF VEHICULAR WHEEL PATH NEAR

℄ OF ROADWAY.

NEENAH FOUNDRY

R-1660 WITH VENTED LID,

UNLESS OTHERWISE

NOTED ON THE PLANS

4'' ADJUSTMENT

RING

SIDE BY SIDE

JOINT (TYP)

CONCRETE DECK MAY BE

SUBSTITUTED FOR CONE

SECTION FOR SHALLOW

STORM SEWERS.

SIDE BY SIDE JOINT (TYP)

2 STRIPS OF 1'' E-Z-STIK

BETWEEN ALL MANHOLE

SECTIONS

TOP OF BENCH

FLOW LINE

STORM SEWER PIPE

MINIMUM 4.0' INSIDE DIAMETER

2.0'
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0.42' MIN.

PRECAST

WALLS

F
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6" MINIMUM STONE

BEDDING

CATCH BASIN - CURB

#305  10-10-12

GRADE/TOP

OF CURB

C

L

2.0'

4.0'

1
.
5
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'
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S
U

M
P

8
"
 
M

I
N

.

NEENAH FOUNDRY R-3015 FRAME

WITH TYPE R GRATE FOR

STRUCTURES IN VERTICAL CURB.

NEENAH R-3339 FRAME AND GRATE

FOR STRUCTURES IN DEPRESSED

CURB UNLESS OTHERWISE NOTED

ON PLANS

TAPER CURB & GUTTER 5' EACH SIDE

OF STRUCTURE TO MATCH WIDTH OF

FRAME AT CATCH BASIN

CEMENT MORTAR

ADD ADJUSTMENT RINGS AS

NEEDED PER STD SPECS

6" PRECAST, REINF'D CONC. TOP

INSTALL STEPS @ 16" O.C. WHEN

STRUCTURE IS OVER 5 FEET DEEP.

(ALIGN WITH OPENING)

SEE PLAN FOR SEWER SIZE AND

INVERT ELEVATION

REINF'D CONCRETE FOUNDATION W/

#5 REBAR @ 12" EA. WAY

5" PRECAST

CONC. WALLS

NOTES:

1. EASY STICK, RUBBER GASKET OR APPROVED EQUIVALENT SHALL BE PLACED AT ALL JOINTS

BETWEEN ADJUSTING RINGS FOR STORM CATCH BASINS.

2. THE FLAT TOP MAY BE USED IN LIEU OF THE TAPERED TOP WHEN FIELD CONDITIONS PROHIBIT USE

OF A TAPERED TOP.

3. STRUCTURES TO BE 4' DIA. OR AS INDICATED ON THE PLANS.

CATCH BASIN

#302  10-04-12

NOTES:

1. EASY STICK, RUBBER GASKET OR APPROVED EQUIVALENT SHALL BE PLACED AT ALL JOINTS

BETWEEN ADJUSTING RINGS FOR STORM CATCH BASINS.

2. THE FLAT TOP MAY BE USED IN LIEU OF THE TAPERED TOP WHEN FIELD CONDITIONS PROHIBIT USE

OF A TAPERED TOP.

3. STRUCTURE TO BE 4.0' DIA. OR AS INDICATED ON THE PLANS.

CEMENT MORTAR

6" PRECAST, REINF'D

CONC. TOP

INSTALL STEPS @ 16'' O.C. WHEN

STRUCTURE IS OVER 5 FEET

DEEP. (ALIGN WITH OPENING)

SEE PLAN FOR SEWER

SIZE AND INVERT ELEV.

GRADE

ADD ADJUSTING RINGS

IF NEEDED

5" PRECAST

CONC. WALLS

REINF'D CONCRETE FOUNDATION

W/ #5 RE-BAR @ 12'' EA. WAY.

8
"
 
M

I
N

.

2.0'

4.0'

1
.
5
0
'
 
M

I
N

S
U

M
P

STORM CLEANOUT

#308  06/11/13

REMOVABLE WATERTIGHT COVER

NEENAH FOUNDRY R-1976 OR APPROVEDEQUAL

BRASS CLEANOUT PLUG

GRADE

MINIMUM 4" THICK CONCRETE (NOT REQUIRED

IN NON-PAVED AREAS)

FROST SLEEVE

PREDICTED DEPTH OF FROST

WYE PATTERN FITTING

FLOW

MINIMUM 6" BELOW PREDICTED DEPTH OF FROST

                     OR

6" TO 12" ABOVE THE SEWER

MIN. 9" MIN. 9"

FILL WITH 2" OF VERMICULITE TERMINATING

AT CLEANOUT HUB

FIELD INLET

#309  12-04-12

FOUNDATION SLAB 6" PRECAST

OR 8" CAST IN PLACE W/ #4 @ 12" E.W.

3.0' DIA

NEENAH R-4359-D

MEDIAN DRAIN GRATE

OUTLET PIPE

SEE PLAN FOR SIZE AND I.E.

NOTES:

1. PRECAST REINFORCED CONCRETE CATCH BASIN IS MANUFACTURED TO MEET

ASTM C-478 AND AASHTO M199 SPECIFICATIONS.

2. STANDARD CATCH BASIN BARREL HEIGHTS: 0'-6", 1'-0", 2'-0", 3'-0" AND 4'-0".

3. STOCK 36" DIA. CATCH BASINS AVAILABLE WITH OR WITHOUT A 6" THICK INTEGRAL

BASE OR AS SPECIFIED.

4. CATCH BASIN JOINT MATERIAL: CONSEAL CS-102 AND/OR CS-202 AS

MANUFACTURED BY CONCRETE SEALANTS, INC, WHICH MEETS OR EXCEEDS

REQUIREMENTS OF FEDERAL SPECIFICATIONS SS-S-210(210A), AASHTO M-198B AND

ASTM C-990.

#316  09/28/15

DOWNSPOUT DRAIN BUILDING CONNECTION

PVC END

4" PVC PIPE @ 

1

8

"/FT

90° PVC ELBOW
FITTING

GROUND SURFACE

BUILDING

4" PVC PIPE

HDPE STORM SEWER

SEE PLAN FOR SIZE

DOWNSPOUT

ADAPTOR

CONNECT WITH PREFAB WYE FOR SMALL

PIPE CONNECTIONS. USE INSERTA WYE FOR

LARGE DIAMETERS

THRUST BLOCK

#502  10-10-12

PLAN 45° BEND

6"

SIZE

PIPE

24"

20"

16"

12"

30"

8"

A

B3

1-'2"

A3

1-'4"

B2

1-'0"

90° BENDS

2'-3"

2'-10"

3'-4"

3'-10"

4'-8"

6'-4"

5'-0"

2'-8"

3'-3"

2'-4"

2'-10"

1'-10"

8'-0"3'-10"

3'-10"

1'-6"1'-10"1'-2"

A2B1

1-'0"

A1

22 1/2° BENDS

1'-4"

1'-8"

2'-0"

2'-4"

3'-0"

1'-0"

45° BENDS

1-'0"

1'-4"

1'-10"

2'-6"

3'-3"

4'-0"

5'-4"

PLAN 90° BEND

SECTION A-A

1-'0"

1'-4"

1'-10"

2'-4"

2'-10"

3'-6"

1'-0"

NOTES:

1. PROVIDE THRUST BLOCKING TO PREVENT

MOVEMENT OF LINES UNDER PRESSURE AT

BENDS, TEES, CAPS, VALVES, HYDRANTS, AND AT

POINTS SPECIFIED BY THE ENGINEER

2. ALL BLOCKING SHALL BE WITH POURED CLASS SI

CONCRETE AGAINST UNDISTURBED VERTICAL

EARTH SURFACE

3. THRUST BLOCKS TO BE AT ALL BENDS 11

1

4

° OR
GREATER

4. THE COST OF INSTALLING THE THRUST BLOCK

SHALL BE INCIDENTAL TO THE CONSTRUCTION

OF THE WATER

5. DIMENSION A2 & A3 SHOULD BE AS LARGE AS

POSSIBLE WITHOUT INTERFERING WITH M.J

BOLTS

B

2

A

2

B

3

A

3

CLASS "F" CONCRETE

(4.5 BAG MIX)

BUTTRESS TO BE

POURED AGAINST

FIRM UNDISTURBED

EARTH

90°

CONCRETE SHALL BE

IN CONTACT WITH THIS

QUADRANT OF PIPE

AT LEAST

BEDDING MATERIAL

APPROX. 1:1 SLOPE

WHERE BEDDING DEPTH

BELOW PIPE EXCEEDS 6"

A

5

5

D
/
2

M
I
N

.

2
.
0
'

RIP RAP AT END SECTIONS

#124  12/26/12

PLAN VIEW

END VIEW

   L*=  3 TIMES PIPE DIAMETER (TYP.) OR 10 

FOOT MIN. OR AS DIRECTED BY THE 

ENGINEER

5

1

5

1

SIDE VIEW

RIPRAP

RIPRAP

2
.
0
'

RIPRAP

L*

V
A

R
I
E

S

1/2 END SECTION

 LENGTH

T
W

I
C

E
 
P

I
P

E
 
D

I
A

M
E

T
E

R

NOTES:

1. RIP RAP AND GEOTEXTILE FABRIC SHALL MEET REQUIREMENTS FOR STANDARD

SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION.

COVER EXPOSED END

SECTION WITH RIPRAP

JOINT RESTRAINTS "TIE BOLTS" REQ'D

FOR LAST THREE JOINTS (2 BOLTS

PER JOINT @ MIN 60° SEPARATION)

ANCHOR WITH

SOIL OR STAPLES

GEOTEXTILE

SEPARATION FABRIC

PREFABRICATED

BAR GRATE

PLAN VIEW LIMITS OF

RIP RAP (SEE END VIEW)

GEOTEXTILE

FABRIC

MAT APRON END SECTION

#127  12/26/12

VARIES

3 TIMES PIPE DIAMETER (TYP.) OR

10 FOOT MIN. OR

AS DIRECTED BY THE ENGINEER

V
A

R
I
E

S

EXTEND TRM HALFWAY

UNDER END SECTION

4

1

4

1

SIDE VIEW

1/2 END SECTION

 LENGTH

NOTES:

1. MATTING SHALL BE INSTALLED IN ACCORDANCE WITH MANUFACTURER RECOMMENDATIONS.

JOINT RESTRAINTS "TIE BOLTS" REQ'D

FOR LAST THREE JOINTS (2 BOLTS

PER JOINT @ MIN 60° SEPARATION)

PREFABRICATED

BAR GRATE

6" MIN

(TYP)

GEOTEXTILE

FABRIC

V
A

R
I
E

S

TURF REINFORCEMENT MATTING

NORTH AMERICAN GREEN

SC250 OR EQUAL

WATER MAIN SEPARATION

#421  10-15-12

WATER MAIN OVER SANITARY/STORM SEWER

SANITARY/STORM SEWER OVER WATER MAIN

WATERMAIN

SANITARY/STORM SEWER

SANITARY

/STORM

SEWER

WATERMAIN

6
"

M
I
N

1
8
"
 
M

I
N

.

NOTES:

1. AT CROSSING, ONE FULL 18 FOOT LENGTH OF WATERMAIN

SHALL BE CENTERED ON THE SEWER. MAINTAIN A MINIMUM

HORIZONTAL SEPARATION OF 8 FEET.
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WISCONSIN OFFICE:
15850 W. BLUEMOUND ROAD

BROOKFIELD, WI  53005
(262) 754-8888

PLAN I DESIGN I DELIVER

CHICAGO I MILWAUKEE : NATIONWIDE
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117.00A

TAPER CURB HEAD

#623  10-11-12

1"

4'

NOTES:

1. CONTRACTION JOINTS SHALL BE PLACED EVERY 10 FEET

2. EXPANSION JOINTS (3/4" EXPANSION FIBER MATERIAL) SHALL BE PLACED

EVERY 300 FEET AND AT EVERY PC/PT AND 3 FEET FROM STRUCTURES

CONTRACTION JOINT

1" ROUNDED EDGE

CONCRETE SIDEWALK

#507  10-11-12

SLOPE

PROPOSED

GRADE

6"x6" WELDED WIRE

FABRIC PER ACI 315-92

5" THICK CONCRETE SIDEWALK

2% MINIMUM

EARTH (TYP.)

6" COMPACTED

BASE MATERIAL EXTEND BASE MATERIAL 6" MIN

BEYOND EDGE OF CONCRETE (TYP.)

TOPSOIL BACKFILL

PROPOSED GRADE

EXISTING GRADE

15"

6"

6
"

1
"

8
"

1
'
-
3
"

15" VERTICAL FACE CURB

#600-WI  12-14-12

12"

2" R.

MINIMUM 4" COMPACTED

BASE COARSE UNDER CURB

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

15"

6"

6
"

1
"

1
'
-
1
"

12"

2" R.

MINIMUM 4" COMPACTED

BASE COARSE UNDER CURB

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

6
"

REGULAR STYLE

REVERSE STYLE

NOTES:

1. LATERAL CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF NOT MORE

THAN 15 FEET NOR LESS THAN 6 FEET. THE JOINTS SHALL BE A MINIMUM OF 3

INCHES IN DEPTH.

2. EXPANSION JOINTS SHALL BE PLACED TRANSVERSELY AT RADIUS POINTS ON

CURVES OF RADIUS 200 FEET OR LESS, AND AT ANGLE POINTS, OR AS DIRECTED BY

THE ENGINEER OF RECORD. THE EXPANSION JOINTS FILLER SHALL BE A ONE PIECE

FIBERBOARD OR THE APPROVED EQUIVALENT MATERIAL HAVING THE SAME

DIMENSIONS AS CURB & GUTTER AT THAT STATION AND BE 0.5 INCH THICK.

3. IN ALL CASES, CONCRETE CURB & GUTTER SHALL BE PLACED ON THOROUGHLY

COMPACTED CRUSHED STONE.

4. REVERSE STYLE CURB LOCATIONS ARE NOTED ON THE PLANS.

15" DEPRESSED CURB

#601-WI  12-17-12

6"

15"

1
/
2
"

3
/
4
"

7
"

8
"

12"

MINIMUM 5" COMPACTED

BASE COARSE UNDER CURB

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

6"

15"

7
"

8
"

12"

MINIMUM 5" COMPACTED

BASE COARSE UNDER CURB

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

3
/
4
"

1
/
2
"

REGULAR STYLE

REVERSE STYLE

NOTES:

1. LATERAL CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF NOT MORE

THAN 15 FEET NOR LESS THAN 6 FEET. THE JOINTS SHALL BE A MINIMUM OF 3

INCHES IN DEPTH.

2. EXPANSION JOINTS SHALL BE PLACED TRANSVERSELY AT RADIUS POINTS ON

CURVES OF RADIUS 200 FEET OR LESS, AND AT ANGLE POINTS, OR AS DIRECTED BY

THE ENGINEER OF RECORD. THE EXPANSION JOINTS FILLER SHALL BE A ONE PIECE

FIBERBOARD OR THE APPROVED EQUIVALENT MATERIAL HAVING THE SAME

DIMENSIONS AS CURB & GUTTER AT THAT STATION AND BE 0.5 INCH THICK.

3. IN ALL CASES, CONCRETE CURB & GUTTER SHALL BE PLACED ON THOROUGHLY

COMPACTED CRUSHED STONE.

4. REVERSE STYLE CURB LOCATIONS ARE NOTED ON THE PLANS.

36"

6"

6
"

2
"

6
"

1
2
"

36" VERTICAL FACE CURB

#606-WI  12-17-12

12"

3" R.

6"

36"

6
"

7
"

2
"

1
3
"

12"

MINIMUM 4" COMPACTED

BASE COARSE UNDER CURB

MINIMUM 4" COMPACTED

BASE COARSE UNDER CURB

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

3" R.

REGULAR STYLE

REVERSE STYLE

NOTES:

1. LATERAL CONTRACTION JOINTS SHALL BE PLACED AT INTERVALS OF NOT MORE

THAN 15 FEET NOR LESS THAN 6 FEET. THE JOINTS SHALL BE A MINIMUM OF 3

INCHES IN DEPTH.

2. EXPANSION JOINTS SHALL BE PLACED TRANSVERSELY AT RADIUS POINTS ON

CURVES OF RADIUS 200 FEET OR LESS, AND AT ANGLE POINTS, OR AS DIRECTED BY

THE ENGINEER OF RECORD. THE EXPANSION JOINTS FILLER SHALL BE A ONE PIECE

FIBERBOARD OR THE APPROVED EQUIVALENT MATERIAL HAVING THE SAME

DIMENSIONS AS CURB & GUTTER AT THAT STATION AND BE 0.5 INCH THICK.

3. IN ALL CASES, CONCRETE CURB & GUTTER SHALL BE PLACED ON THOROUGHLY

COMPACTED CRUSHED STONE.

4. REVERSE STYLE CURB LOCATIONS ARE NOTED ON THE PLANS.

CONCRETE CURB

PAVING SURFACE (TYP)

SEE PLANS

3" R.

3" R.

DETECTABLE WARNING TRUNCATED DOMES 

#705  4/30/13

T

R

U

N

C

A

T

E

D

 

D

O

M

E

S

 

D

E

T

E

C

T

A

B

L

E

W

A

R

N

I

N

G

 

F

I

E

L

D

 

(

S

E

E

 

D

E

T

A

I

L

)

EXTEND DETECTABLE WARNINGS

ACROSS LIMITS OF WALK FLUSH WITH

PARKING AREA (SEE PLANS)

B

D

A

4.0'

DETECTABLE WARNING FIELD

(TYPICAL)**

PLAN VIEW

MAX.MIN.

A

B

C

D

* THE C DIMENSION IS 50%

TO 65% OF THE D DIMENSION

1.6'' 2.4''

0.65'' 1.5''

* *

0.9'' 1.4''

ELEVATION VIEW

PLAN VIEW

TRUNCATED DOMES

DETECTABLE WARNING

PATTERN DETAIL

RAMP

℄

0
.
0
8
'

T
Y

P

2
.
0
'

0.08'

TYP

A

B

C

0
.
0
2
'

NOTES:

1. DETECTABLE WARNING FIELDS TO BE NEENAH FOUNDRY

DETECTABLE WARNING FIELDS (OR APPROVED EQUAL), UNPAINTED

NATURAL COLOR AND FIELD WEATHERED PRIOR TO INSTALLATION

(VERIFY COLOR WITH OWNER PRIOR TO INSTALLATION.

ADA SIGN

#706  10-11-12

VAN

ACCESSIBLE

RESERVED

PARKING

VEHICLES WITH VET OR

DISABLED PLATES OR

STATE DISABLED CARD

THIS SPACE

PROVIDE VAN-ACCESSIBLE SIGN

AT VAN-ACCESS LOCATIONS

2" DIAMETER GALVANIZED

STEEL POST

8" DIAMETER BY 3'-6" DEEP

CONCRETE BASE

GRADE

1.0'

1
.
5
0
'

5
.
0
'

HANDICAP PARKING SIGN SHALL

CONFORM TO CITY STANDARDS

HYDRANT BOLLARD

#503  10-10-12

ELEVATION

PLAN

FIRE HYDRANT

NOTES:

1. USE WHERE HYDRANT IS LOCATED WITHIN PAVED AREAS, COST INCIDENTAL.

2.0' 2.0'

2
.
0
'

2
.
0
'

6" DIA STANDARD PIPE FILLED WITH

CONCRETE AND PAINTED YELLOW

                  (4 REQUIRED)

SLOPED TOP

ASPHALT PAVEMENT

18" DIA. CONCRETE BASE

#6 - 14" LONG REBAR

EACH WAY THRU PIPE

1
"

4
.
0
'

5
.
0
'
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M
I
N

9"

L

C

WALK FLUSH WITH PAVEMENT

#624  4/30/12

INTEGRAL CURB AND SIDEWALK

#617  12-28-12

V
A
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I
E

S

EXTEND GRAVEL

BASE 6" PAST

CONCRETE

COMPACTED GRANULAR BACKFILL

CONCRETE

SIDEWALK

6x6- #10/#10

WELDED WIRE FABRIC

5
"

6
.
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"

2
.
5
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#200  4/25/13

100 YR HWL = 682.14

1' MIN FREEBOARD

HWL = HIGH WATER LEVEL

NWL = NORMAL WATER LEVEL

TOP OF BERM

10' WIDE

SAFETY SHELF

EMERGENCY

SPILLWAY

ELEV. = 683.00

NWL = 675.50

WET POND CROSS SECTION

100 YR HWL = 682.14

POND BOTTOM

ELEV. = 670.50

TOP OF CLAY LINER = 679.50

10' WIDE

SAFETY

SHELF

15" OUTLET

PIPE

8'

TURF MAT  EXTENDED TO

ELEV = 681.64

COMPACTED CLAY TOPSOIL

LINEAR (3FT MIN)

TURF

REINFORCEMENT

MAT TO EXTEND

TO 2' PAST

THE TOE

OF SLOPE

ELEV = 684.00

NOTES:

1. ALL CONSTRUCTION SHALL MEET THE SPECIFICATIONS OF WNDR

WET DETENTION BASIN TECHNICAL STANDARDS 1001.

2. ALL WORK TO BE CONDUCTED IN CONFORMANCE WITH THE STORM

WATER MANAGEMENT PLAN FOR THE PROJECT SITE AS APPROVED

BY THE REGULATORY ENGINEER OF RECORD.

3. HDPE PIPING & INSTALLATION WITHIN THE BASIN SHALL BE IN

ACCORDANCE WITH ASSTHO M-294 TYPE "S" WITH WATER TIGHT

JOINTS.

4. CLAY LINEAR SHALL BE A MINIMUM OF 3 FEET THICK. CLAY SHALL BE

COMPACTED AT ±210% OPTIMAL MOISTURE CONTENT TO 90%
MODIFIED PROCTOR.

5. FOR CONSTRUCTED EMBANKMENTS WHERE THE PERMANENT POOL

IS PONDED 3 FEET OR MORE AGAINST THE EMBANKMENT. THERE

SHALL BE A CORE TRENCH OR KEYWAY ALONG THE CENTERLINE OF

THE EMBANKMENT UP TO THE PERMANENT POOL ELEVATION. THE

CORE TRENCH OR KEYWAY SWALE SHALL BE A MINIMUM OF 2 FEET

DEEP AND 8 FEET WIDE WITH SIDE SLOPE OF 1:1 OR FLATTER.

6. CONTRACTOR SHALL POSITION ANTI-SEEP COLLAR SUCH THAT THE

COLLARS ARE COMPLETELY CONTAINED WITHIN THE EMBANKMENT.

7. CONTRACTOR SHALL FIT STANDPIPES WITH REMOVABLE

CONSTRUCTION ORIFICE PLATE OVER THE PERMANENT

DEWATERING ORIFICE. THE CONSTRUCTION ORIFICE SHALL REMAIN

IN PLACE UNTIL 70% VEGETATION IS ESTABLISHED OVER THE

CONTRIBUTING AREA OF THE POND.

8. IMMEDIATELY INSTALL FILTER FABRIC OVER ALL OUTLETS TO

PREVENT SEDIMENT DEPOSITION IN THE PIPING. (REMOVE

FOLLOWING AREA STABILIZATION).

9. TURF REINFORCEMENT MATTING SHALL BE INSTALLED IN

ACCORDANCE WITH WDNR TECH STANDARD 1052.

CURB AND GUTTER BUMP OUT

#622  10-10-12

INLET FRAME

WIDTH (+) 8"

5.0' TRANSITION5.0' TRANSITION

6" CURB & GUTTER BUMP OUT

6
"
 
M

I
N

PAVEMENT

PLACE CONCRETE COLLAR

ON REAR FACE (HOLD 2"

BELOW TOP OF CASTING)

PLACE CONCRETE COLLAR

ON REAR FACE (HOLD 2"

BELOW TOP OF CASTING)

CURB INLET FRAME AND

CURB BOX TO CONFORM

TO UTILITY NOTES

15" CONCRETE

CURB AND GUTTER

EXPANSION JOINT

NOTE : CURB  CONTRACTOR  TO  VERIFY POSITION  AND  ELEVATION  OF  FRAME

AND  GRATE  PRIOR  TO  POUR. IF NOT CORRECT,  FIVE  (5)  FOOT  TRANSITION AREA

TO  BE  LEFT  UNPOURED  UNTIL SITUATION IS CORRECTED BY CONTRACTOR.

OUTLET STRUCTURE

36" ROUND

ELEV = 679.00 (36" OPEN TOP)

INV = 675.50 (5" VERTICAL ORIFICE)

EMERGENCY SPILLWAY

#210  09-03-14

4

:

1

4

:

1

NOTES:

1. THE WATER QUALITY BASIN WILL HAVE A 100-YR WSEL LOWER THAN THE SPILLWAY

2. THE CONTRACTOR SHALL MAINTAIN THE SEDIMENT BASIN UNTIL SUCH TIME AS THERE AR NO

UNDISTURBED AREAS ON THE REMAINDER OF THE SITE. MAINTENANCE SHALL INCLUDE

REMOVING EXCESS DEPOSITS OF SEDIMENTS AS NECESSARY AND BERM REBUILDING AS

NECESSARY.

3. TOP OF BERM & SPILLWAY TO BE TREATED WITH EROSION CONTROL MATTING & SEED.

4. FINAL BOTTOM ELEVATIONS OF POND 1 SHALL NOT EXCEED ____ AFTER FINAL STABILIZATION OF

THE AREA DRAINING TO THE POND IS ACHIEVED.

5. EXTEND RIP RAP 2' BELOW THE ELEVATION OF THE EMERGENCY SPILLWAY ON THE INSIDE OF

THE POND. EXTEND RIP RAP TO TOE OF SLOPE ON THE OUTSIDE OF THE POND.

STONE RIP RAP, 8" AVG. DIA

                             12" MAX. DIA.

GEOTEXTILE FABRIC

TOP OF BERM VARIES

EMERGENCY SPILLWAY VARIES

SEE PLAN AND DETAILS FOR

ELEVATION & LOCATION

20' WIDE MIN.

1
2

"
 
M

I
N

.

14'

SANITARY SEWER ACCESS PATH

18" DEEP COMPACTED FREE

DRAINING AGGREGATE BASE COURSE

WITH OVER COMPACTED SUBGRADE

NOTES:

1. PATH SHALL PASS A PROOFROLL TEST WITNESSED BY THE VILLAGE.

TYPE R GEOTEXTILE FABRIC
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5

:

1

12.0'

2' GRAVEL SHOULDER

5' BIKE LANE

EXISTING EDGE OF LANE

12' BYPASS LANE

5' BIKE LANE

EXISTING EDGE OF LANE

12' TURN LANE

DRIVEWAY

CROSS SECTION G-G

VARIES

2.0%

EXISTING ROW

VARIES

MATCH EXISTING  ELEVATION

5.0'

±12.0'±12.0'12.0'

5.0'

2

.

5

:

1

BOTTOM OF DITCH

1" = 20'0 40'

2.0%

LEGEND

30" CONCRETE CURB & GUTTER (WISDOT

TYPE J, 6" SLOPED)

END SECTION CURB & GUTTER WISDOT SSD 8D4

EDGE OF GRAVEL SHOULDER

MIDWEST GUARDRAIL SYSTEM (MGS), TYPE K

MIDWEST GUARDRAIL SYSTEM (MGS) TERMINAL

HMA PAVEMENT

-2" HMA TYPE 3 OVERLAY

1" = 20'0 40'
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THE OWNER WILL PROVIDE EXISTING PLANS OF OTHER UTILITIES SERVING

THE SITE AND THE BUILDING THAT OTHERWISE CANNOT BE LOCATED BY A

VISUAL OBSERVATION OF THE PROPERTY OR OF WHICH THE SURVEYOR

WOULD HAVE NO KNOWLEDGE".
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A Primary monumnet sign is required to be installed for this building that includes the building address.

Due to the size of the site two (2) primary monument signs may be allowed near each entrance.

All signs shall comply with Chapter 420 Article X of the Village Municipal Code.

PLANNING SUBMITTAL 1 - 3-23-2016 



GENERAL NOTES:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

ALL MATERIALS, CONSTRUCTION, AND DETAILS SHALL CONFORM WITH THE FOLLOWING:
PLANS AND SPECIFICATIONS
CODE AS SPECIFIED IN DESIGN DATE
OSHA REGULATIONS

THE GENERAL CONTRACTOR AND SUBCONTRACTORS SHALL BE FAMILIAR WITH THE ENTIRE SET OF CONSTRUCTION DOCUMENTS
(ARCHITECTURAL, CIVIL, ELECTRICAL, PLUMBING, STRUCTURAL, ETC.) IN ORDER TO PROVIDE ALL CONSTRUCTION AND MATERIALS FOR THIS
PROJECT.

THE CONTRACTOR SHALL REFER TO OTHER DRAWINGS CONTAINED IN THE CONSTRUCTION DOCUMENTS FOR ADDITIONAL SPECIFIED
MEMBERS, DIMENSIONS, ELEVATIONS, DETAILS, OPENINGS, INSERTS, SLEEVES, DEPRESSIONS, ETC. NOT SHOWN ON THE STRUCTURAL
DRAWINGS REQUIRED TO CONSTRUCT THIS PROJECT.

DETAILS SHOWN ON STRUCTURAL DRAWINGS SHALL BE APPLICABLE TO ALL PORTIONS OF THE CONTRACT DOCUMENTS UNLESS NOTED
OTHERWISE.

NOTES AND DETAILS ON DRAWINGS SHALL TAKE PRECEDENCE OVER GENERAL STRUCTURAL NOTES AND TYPICAL DETAILS.

DO NOT SCALE PLANS.

IN NO CASE SHALL STRUCTURAL ALTERATIONS OR WORK AFFECTING A STRUCTURAL MEMBER BE MADE UNLESS APPROVED BY THE
STRUCTURAL ENGINEER.

IT IS SOLELY THE CONTRACTOR'S RESPONSIBILITY TO DETERMINE ERECTION PROCEDURE AND CONSTRUCTION SEQUENCE IN ORDER TO
ENSURE THE SAFETY OF THE BUILDING AND WORKMEN DURING CONSTRUCTION (MEANS & METHODS OF CONSTRUCTION).  THIS INCLUDES, BUT
IS NOT LIMITED TO:  SHORING, UNDERPINNING, TEMPORARY BRACING, ETC.

CONSTRUCTION DOCUMENTS SHOW DIMENSIONS AND ELEVATIONS TO SIGNIFICANT WORKING POINTS (COLUMN CENTERLINES, OUTSIDE FACE
OF WALLS, TOP OF FRAMING MEMBERS, ETC.)  MATERIAL SUPPLIERS AND DESIGNERS ARE RESPONSIBLE FOR ALL OTHER INFORMATION IN
ORDER TO DETAIL/FABRICATE THEIR WORK.  CONTACT THE ARCHITECT WITH ANY DISCREPANCIES.

IN THE EVENT OF ANY DISCREPANCIES BETWEEN THE STRUCTURAL DRAWINGS AND ANY OTHER PLANS CONTAINED IN THIS SET OF
CONSTRUCTION DOCUMENTS, THE CONTRACTOR SHALL BRING THE DISCREPANCY TO THE ARCHITECTS ATTENTION IN WRITING IMMEDIATELY.

NO PROVISIONS HAVE BEEN MADE IN THE DESIGN OF THIS STRUCTURE FOR FUTURE EXPANSION. UNLESS NOTED ON PLAN

FOUNDATION AND EARTHWORK:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

ALL EXTERIOR FOOTINGS MUST BEAR BELOW LOCAL FROST LINE RELATIVE TO ADJACENT FINISH EXTERIOR GRADE.

DO NOT PLACE ANY FOOTINGS ON FROZEN SUBGRADE.

BACK FILLING SHALL BE DONE SIMULTANEOUSLY ON BOTH SIDES OF FOUNDATION WALLS.

DO NOT PLACE BACK FILL AGAINST BASEMENT WALLS UNTIL THE TOP AND BOTTOM OF THE WALL ARE ADEQUATELY BRACED BY THE SLAB ON
GRADE AND THE FLOOR FRAMING AT THE TOP OF THE WALL.

REMOVE ANY EXISTING CONCRETE 2'-0'' BELOW NEW CONCRETE FOOTINGS AND SLABS ON GRADE, UNLESS NOTED OTHERWISE.

SHORING/OR UNDERPINNING SHALL BE DESIGNED TO LIMIT HORIZONTAL AND VERTICAL MOVEMENT OF EXISTING CONSTRUCTION TO 1/4'' MAXIMUM
IN ANY DIRECTION.

CENTER PIER AND COLUMN FOOTINGS ON COLUMN CENTERLINES AND WALL FOOTINGS ON WALL CENTERLINES UNLESS SPECIFICALLY NOTED
OTHERWISE.

ALL BACK FILL WITHIN 3'-0'' OF RETAINING WALLS AND BASEMENT WALLS SHALL BE FREE DRAINING GRANULAR MATERIAL APPROVED BY A SOILS
ENGINEER AND COMPACTED TO 90% STANDARD PROCTOR.

TOP OF FOOTING ELEVATIONS SHOWN ON THESE CONSTRUCTION DOCUMENTS REPRESENT MINIMUM FOOTING DEPTHS FOR FROST PROTECTION
AND BEST JUDGMENT OF A SUITABLE BEARING STRATUM.  ACTUAL GRADE CONDITIONS AND SUITABLE BEARING STRATUM MUST BE VERIFIED BY
THE CONTRACTOR AND A SOILS ENGINEER AT THE TIME OF EXCAVATION.

FOOTING EXCAVATIONS MUST EXTEND TO COMPETENT BEARING MATERIAL.  CONTRACTOR SHALL HIRE A SOILS ENGINEER TO FIELD VERIFY NET
ALLOWABLE SOIL BEARING CAPACITY STATED ON THESE CONSTRUCTION DOCUMENTS AND IN GEOTECHNICAL REPORT FOR THIS PROJECT.  IF
SUITABLE BEARING STRATUM DOES NOT EXIST AT FOOTING ELEVATIONS STATED ON CONSTRUCTION DOCUMENTS, EXCAVATIONS SHALL BE
EXTENDED UNTIL SOIL WITH STATED BEARING CAPACITY IS REACHED.  PLACE COMPACTED FILL BELOW FOOTINGS OR EXTEND FOOTINGS DOWN TO
SUITABLE BEARING STRATUM.  ENGINEERED FILL BELOW SLABS ON GRADE AND FOOTINGS SHALL BE FREE DRAINING GRANULAR MATERIAL
COMPACTED TO 95% MODIFIED PROCTOR AND PLACED PER THE SOIL ENGINEERS RECOMMENDATIONS. ALL FIELD CONDITIONS THAT WILL AFFECT
DESIGN AS PRESENTED MUST BE COORDINATED WITH STRUCTURAL ENGINEER.

REFER TO DESIGN DATA FOR DESCRIPTION OF SOIL CONDITIONS, GEOTECHNICAL RECOMMENDATIONS, AND DESIGN VALUES.

WHERE NEW FOOTINGS ABUT EXISTING FOOTINGS, STEP OR THICKEN THE NEW FOOTING AS REQUIRED TO HAVE NEW BOTT/FTG ELEVATION MATCH
EXISTING BOTT/FTG ELEVATION.  CONTRACTOR SHALL FIELD VERIFY EXISTING BOTT/FTG ELEVATION.

CAST-IN-PLACE REINFORCED CONCRETE:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

18.

19.

20.

21.

22.

23.

24.

CONCRETE WORK SHALL CONFORM TO REFERENCED EDITION OF ACI 318 "BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE" AND ACI
302 "GUIDE FOR CONCRETE FLOOR AND SLAB CONSTRUCTION".

CONTRACTOR SHALL ELECTRONICALLY SUBMIT STEEL REBAR SHOP DRAWINGS FOR APPROVAL PRIOR TO CONSTRUCTION.  CONTRACTOR SHALL
REVIEW AND STAMP ALL SHOP DRAWINGS BEFORE SUBMITTING TO THE ARCHITECT.

GROUT BELOW BASE PLATES AND BEARING PLATES SHALL BE NON-SHRINK, NON-METALLIC GROUT

STEEL REINFORCING BARS SHALL CONFORM TO ASTM A615 (GRADE 60).  PLAIN WELDED WIRE FABRIC SHALL CONFORM TO ASTM A1064.

CONTRACTOR SHALL PROVIDE SUITABLE WIRE SPACERS, CHAIRS, TIES, ETC FOR SUPPORTING REINFORCING STEEL IN THE PROPER POSITION WHILE
PLACING CONCRETE.

PROVIDE (2)-#5 BARS AROUND ALL OPENINGS AND (2)-#5 BARS DIAGONALLY AT ALL OPENING CORNERS.  EXTEND BARS PER DETAILS.

PROVIDE 1/2'' EXPANSION JOINT MATERIAL AT INTERIOR LOCATIONS WHERE SLABS ABUT WALLS, COLUMNS, AND OTHER VERTICAL SURFACES
UNLESS NOTED OTHERWISE.

PROVIDE A 1'' CHAMFER ON EXPOSED CORNERS OF CONCRETE UNLESS NOTED OTHERWISE. TOP SURFACE OF WALLS SHALL FINISHED SMOOTH,
UNLESS NOTED OTHERWISE.

DO NOT PLACE CONDUITS, PIPES, DUCTS, OR FIXTURES IN STRUCTURAL CONCRETE UNLESS NOTED OTHERWISE.

SLEEVES, CONDUITS, OR PIPING PASSING THROUGH CONCRETE SLABS AND WALLS SHALL BE PLACED SO THAT THEY ARE NOT CLOSER THAN THREE
DIAMETERS ON CENTER OR 4" MIN AND SO THAT THEY DO NOT DISPLACE REINFORCING. BANKS OF OPENINGS GREATER THAN 18" TOTAL WIDTH OF
ALL OPENINGS EDGE-TO-EDGE MUS BE COORDINATED WITH STRUCTURAL ENGINEER.

CONTROL JOINTS SHALL BE PLACED IN SLAB ON GRADE AND SLAB ON METAL DECK CONSTRUCTION WITHIN 24 HOUS OF INITIAL POUR.

CONTRACTOR SHALL BE RESPONSIBLE FOR REPAIR OF ANY IRREGULARITIES OR DEFECTS IN CONCRETE SLABS (CRACKS, BUMPS, FLOOR CURLING,
ETC.) BEFORE ANY FLOOR FINISHES ARE APPLIED.

REFER TO REINFORCEMENT DEVELOPMENT AND LAP SPLICE SCHEDULE FOR LAP SPLICES IN REINFORCING STEEL.

STEEL REINFORCING SPLICES OF ADJACENT BARS SHALL BE STAGGERED SUCH THAT SPLICES ARE 4 FEET APART, ,MINIMUM.

ALL LAPS IN REINFORCING STEEL SHALL BE CLASS ''B'' LAP SPLICES UNLESS OTHERWISE NOTED.

CONTRACTOR SHALL HIRE A MATERIALS TESTING LABORATORY TO CAST AND TEST CONCRETE CYLINDERS.  ALL TESTING SHALL BE IN
ACCORDANCE WITH ACI 318.  RESULTS OF CYLINDER TESTS SHALL BE SUBMITTED TO THE ARCHITECT AND ENGINEER.  CONCRETE TEST REPORTS
SHALL STATE THE FOLLOWING INFORMATION:

LOCATION ON PROJECT WHERE THE CONCRETE IS USED
7 DAY COMPRESSIVE STRENGTH
28 DAY COMPRESSIVE STRENGTH
AIR CONTENT
SLUMP
AMOUNT OF WATER ADDED ON JOB SITE
MIX USED

CONCRETE TEST REPORTS SHALL DIRECTLY STATE WHETHER OR NOT THE TEST RESULT COMPLIES WITH THE CONSTRUCTION DOCUMENTS AND
SPECIFICATIONS.

ADDITION OF JOBSITE WATER TO CONCRETE SHALL BE PER ASTM C94.

TIME BETWEEN CONCRETE BATCHING AND PLACEMENT SHALL BE IN ACCORDANCE WITH ASTM C94.

CLASS C FLY ASH OR SLAG MAY BE SUBSTITUTED FOR CEMENT ON A POUND TO POUND BASIS. SUBMITTED MIX DESIGNS SHALL INDICATE
SUBSTITUTION ARE AND IS SUBJECT TO ENGINEER APPROVAL.

ALL CONCRETE SLABS SHALL BE CURED PER ACI RECOMMENDATIONS FOR NO LESS THAN SEVEN DAYS OR AN APPROPRIATE CURING COMPOUND
MAY BE APPLIED.

CALCIUM CHLORIDE OR ADMIXTURES CONTAINING CALCIUM CHLORIDE ARE NOT PERMITTED IN ANY CONCRETE MIX.

PROVIDE THE FOLLOWING CLEAR COVER DISTANCES FOR REINFORCEMENT IN CONCRETE:

CONCRETE CAST AGAINST AND PERMANENTLY EXPOSED TO EARTH: 3"

CONCRETE EXPOSED TO EARTH OR WEATHER:
NO. 6 THROUGH NO. 18 BARS 2"
NO. 5 BAR AND SMALLER 1 1/2

CONCRETE NOT EXPOSED TO WEATHER OR IN CONTACT WITH GROUND:
SLABS, WALLS, JOISTS: NO. 11 BAR AND SMALLER 1"
BEAMS AND COLUMNS 1 1/2"

CONTRACTOR SHALL USE SMOOTH FORMS FOR EXPOSED CONCRETE SURFACES.  ANY CONCRETE SURFACE REPAIRS SHALL BE PERFORMED BY
THE CONTRACTOR AS REQUIRED.  REPAIR AND PATCH DEFECTIVE AREAS WITH PROPRIETARY PATCHING COMPOUND IMMEDIATELY AFTER
REMOVAL OF FORMS.

PRECAST CONCRETE:

1.

2.

3.

4.

5.

6.

7.

8.

PRECAST CONCRETE SUPPLIER SHALL DESIGN AND PROVIDE ALL LINTELS ACROSS OPENINGS IN NEW PRECAST CONCRETE WALL PANELS.  THIS
INCLUDES ANY HOT-ROLLED STEEL REQUIRED TO SUPPORT PRECAST CONCRETE MEMBERS.

PRECAST CONCRETE WALL PANELS SHALL BE DESIGNED TO RESIST ALL LATERAL LOADS STATED ON THE CONSTRUCTION DOCUMENTS.  THIS INCLUDES
ALL CONNECTIONS BETWEEN PRECAST ELEMENTS, CONNECTIONS TO THE FOUNDATION, AND CONNECTIONS TO THE ROOF & FLOORS.

PRECASTER SHALL DESIGN PRECAST CONCRETE TEE'S, PLANK, COLUMNS, AND WALL PANELS TO RESIST VERTICAL AND LATERAL LOADS SPECIFIED ON
THE CONSTRUCTION DOCUMENTS.  PRECASTER SHALL DESIGN ALL CONNECTIONS BETWEEN PRECAST ELEMENTS AND CONNECTIONS TO THE
FOUNDATION TO RESIST ALL LOADS SPECIFIED.

PRECASTER SHALL GROUT PRECAST PLANK SOLID AND ADD STEEL REINFORCEMENT TO PRECAST PLANK AS REQUIRED TO SUPPORT ALL LOADS STATED
ON THESE CONSTRUCTION DOCUMENTS.

PRECAST CONCRETE MEMBERS SHALL BE DESIGNED TO SUPPORT ALL VERTICAL LOADS SPECIFIED ON THESE CONTRACT DOCUMENTS.  THIS INCLUDES
ANY SUPERIMPOSED LOADS FROM PERMANENT EQUIPMENT (FOLDING PARTITIONS, MECHANICAL UNITS, SURGICAL LIGHTS, ETC.).

DESIGN PRECAST CONCRETE PLANK TO SUPPORT ALL STAIR STRINGER REACTIONS.  COORDINATE STEEL STAIR CONNECTIONS TO PRECAST CONCRETE
PLANK WITH STEEL SUPPLIER ON THIS PROJECT.

FINISH CONCRETE TOPPING ON TOP OF PRECAST CONCRETE PLANK TO A LEVEL SURFACE.

PLACE CONCRETE TOPPING ON TOP OF PRECAST CONCRETE PLANK BEFORE CONSTRUCTION OF ANY PARTITION WALLS.

STRUCTURAL STEEL:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

DESIGN, FABRICATION, AND ERECTION SHALL CONFORM TO AISC (AMERICAN INSTITUTE OF STEEL CONSTRUCTION) ''STEEL CONSTRUCTION MANUAL''.
EDITIONS AS SPECIFIED BY CODE.

STEEL DETAILING AND CONNECTIONS SHALL CONFORM TO THE REQUIREMENTS OF AISC 360 ''SPECIFICATIONS FOR STRUCTURAL STEEL BUILDINGS".
EDITIONS AS SPECIFIED BY CODE.

WELDING SHALL BE PERFORMED BY CERTIFIED WELDERS HOLDING CURRENT AWS CERTIFICATES IN THE TYPES OF WELDING SPECIFIED ON THESE
CONSTRUCTION DOCUMENTS.

CONTRACTOR SHALL ELECTRONICALLY SUBMIT STEEL SHOP DRAWINGS FOR APPROVAL PRIOR TO FABRICATION.  CONTRACTOR SHALL REVIEW AND
STAMP ALL SHOP DRAWINGS BEFORE SUBMITTING TO THE ARCHITECT.

CONTRACTOR SHALL DETERMINE, FURNISH AND INSTALL ANY TEMPORARY BRACING OR GUYS REQUIRED TO ERECT STEEL MEMBERS.  TEMPORARY
BRACING SHALL BE LEFT IN PLACE UNTIL THE PERMANENT STRUCTURE IS IN PLACE AND SECURE. REFER TO PLAN NOTES FOR DESCRIPTION OF
LATERAL SYSTEM.

PROVIDE 3/16'' CAP PLATE AT THE ENDS OF ALL EXPOSED TUBE AND PIPE MEMBERS, UNLESS NOTED OTHERWISE.

STAIRS, HANDRAILS, AND GUARDRAILS SHALL BE DESIGNED BY THE STEEL SUPPLIER. CONNECTIONS INTO SURROUNDING STRUCTURE SHALL BE
APPROVED BY STRUCTURAL ENGINEER.  CALCULATIONS OF ALL STAIR COMPONENTS MUST BE SUPPLIED WITH STAIR SHOP DRAWINGS.

ALL STEEL BEAMS SHALL BE FABRICATED WITH THE NATURAL CAMBER (WITHIN MILL TOLERANCE) IN THE UPWARD VERTICAL DIRECTION.

THE STEEL SUPPLIER SHALL COORDINATE HIS WORK WITH THE STEEL JOIST SUPPLIER ON THE PROJECT.

STEEL CONNECTIONS SHALL BE DETAILED AS INDICATED ON THE CONSTRUCTION DOCUMENTS. WHERE CONNECTIONS ARE NOT DETAILED. THE
FABRICATOR IS ALLOWED TO DETAIL THE CONNECTION BASED ON THE BEAM REACTIONS (WHERE SHOWN)  SHOWN AND THE FOLLOWING

A. ALL REACTIONS ARE SERVICE-LOAD LEVEL
B. ASD SELECTION OF THE CONNECTION MATERIALS
C. USE OF STANDARDS SHOWN ON CONSTRUCTION DRAWINGS DETAILS AS A GUIDE FOR CONNECTION SELECTION.

ALTERNATE CONNECTIONS FROM WHAT IS SPECIFIED ON THE CONSTRUCTION DOCUMENTS WILL NOT BE ACCEPTED WITHOUT WRITTEN APPROVAL
FROM THE STRUCTURAL ENGINEER.

PROVIDE STIFFENER PLATES ON BOTH SIDES OF BEAM WEBS AT ALL CONCENTRATED LOADS ABOVE AND BELOW A BEAM.  UNLESS NOTED
OTHERWISE, FRAME THE LARGEST BEAM OVER COLUMNS AT BEAM TO BEAM INTERSECTIONS.

ANY HOLES, CUTS, OR COPING FIELD CUT INTO STEEL MUST BE VERIFIED w/ STRUCTURAL ENGINEER PRIOR TO WORK. CONTRACTOR SHALL
COORDINATE ALL HOLES REQUIRED BY OTHERS w/ STRUCTURAL ENGINEER.

STEEL JOIST AND JOIST GIRDERS:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

DESIGN, FABRICATION, AND ERECTION SHALL CONFORM TO THE CURRENT EDITION OF ''STEEL JOIST INSTITUTE SPECIFICATIONS''.

JOIST MANUFACTURER SHALL BE A MEMBER OF THE SJI (STEEL JOIST INSTITUTE).

CONTRACTOR SHALL ELECTRONICALLY SUBMIT STEEL JOIST SHOP DRAWINGS FOR APPROVAL PRIOR TO FABRICATION.  CONTRACTOR SHALL
REVIEW AND STAMP ALL SHOP DRAWINGS BEFORE SUBMITTING TO THE ARCHITECT.

PROVIDE SJI STANDARD BRIDGING AS SHOWN ON THE CONSTRUCTION DOCUMENTS OR AS REQUIRED BY DESIGN.

DO NOT CUT OR DRILL THROUGH ANY JOIST.

ALL CONCENTRATED LOADS SHALL BE APPLIED AT A JOIST PANEL POINT UNLESS SPECIFICALLY NOTED OTHERWISE. PROVIDE ANGLE TO PANEL
POINT PER DETAILS WHERE CONCENTRATED LOADS DO NOT OCCUR AT PANEL POINT.

JOIST MANUFACTURER SHALL DESIGN JOISTS FOR ROOF TOP UNIT LOADS AND SUSPENDED UNIT LOADS SHOWN ON CONSTRUCTION
DOCUMENTS.  COORDINATE EXACT LOCATION OF APPLIED LOAD WITH CONTRACTOR.

DESIGN JOIST, JOIST GIRDERS, AND BRIDGING TO RESIST A NET WIND UPLIFT LOAD OF 5 PSF.

PROVIDE CAMBER IN JOIST AS RECOMMENDED BY SJI SPECIFICATIONS.

JOIST SUPPLIER SHALL COORDINATE HIS WORK WITH THE STEEL SUPPLIER ON THE PROJECT.

DESIGN JOIST GIRDERS FOR L/240 LIVE LOAD DEFLECTION UNLESS NOTED OTHERWISE.

METAL DECK:

1.

2.

3.

4.

DECK, ACCESSORIES, AND ATTACHMENTS SHALL CONFORM WITH THE CURRENT EDITION OF ''STEEL DECK INSTITUTE SPECIFICATIONS''.

PROVIDE SUPPORT AT COLUMNS AS REQUIRED FOR DECK SUPPORT.  PROVIDE L2x2x3/16 MINIMUM.

AT OPENINGS IN DECK LESS THAN 12''x12'', PROVIDE A 16 GAUGE COVER PLATE FASTENED TO DECK WITH #12 TEK SCREWS.

AT CHANGE IN DECK DIRECTION, PROVIDE A 22 GAUGE x 12'' WIDE CONTINUOUS PLATE.  PROVIDE SAME PLATE AT ALL RIDGES, VALLEYS, AND HIPS BENT
TO MATCH PROFILE OF ROOF.

COLD FORMED METAL FRAMING:

1.

2.

3.

4.

5.

6.

7.

8.

9.

10.

11.

12.

13.

14.

15.

16.

17.

CONTRACTOR SHALL ELECTRONICALLY SUBMIT COLD-FORMED SHOP DRAWINGS WITH STRUCTURAL CALCULATIONS STAMPED BY A PROFESSIONAL
ENGINEER REGISTERED IN THE STATE OF WISCONSIN TO THE ARCHITECT AND ENGINEER FOR APPROVAL.  CONTRACTOR SHALL REVIEW AND STAMP
ALL SHOP DRAWINGS BEFORE SUBMITTING TO THE ARCHITECT.

SHOP DRAWING SUBMISSIONS SHALL INCLUDE THE FOLLOWING INFORMATION:
THE NAME, ADDRESS, PHONE NUMBER, & FAX NUMBER OF THE SUPPLIER.
ALL DESIGN LOADS.
PLANS & ELEVATIONS KEYING IN ALL SECTIONS.
CONNECTION DETAILS SPECIFYING ALL FASTENER TYPES, QUANTITY, & LOCATIONS.
ALL REQUIRED BRIDGING, BRACING, & OTHER COLD-FORMED COMPONENTS.

ALL COLD-FORMED MEMBERS SPECIFIED ON THE CONSTRUCTION DOCUMENTS ARE MINIMUM SIZES.  COLD-FORMED DESIGNER TO VERIFY ALL SIZES.

REFER TO MATERIAL STRENGTHS FOR COLD-FORMED METAL FRAMING YIELD STRESS (Fy).

ALL COLD-FORMED MEMBERS SHALL BE GALVANIZED.

DESIGN, SUPPLY, AND INSTALL ANY HOT-ROLLED OR COLD-ROLLED SECTION NEEDED TO PROVIDE A COMPLETE EXTERIOR CLADDING SYSTEM.

REFER TO DEFLECTION LIMIT CRITERIA FOR ALL COLD-FORMED FRAMING DEFLECTION REQUIREMENTS.

ALL WELDING SHALL BE AWS D1.3.  WELDERS SHALL BE CERTIFIED FOR THE THICKNESS OF MATERIAL BEING WELDED.

SCREW PENETRATION THROUGH JOINED MATERIALS SHALL NOT BE LESS THAN THREE EXPOSED SCREW THREADS.  REFER TO INSTALLATION
INSTRUCTIONS OF THE SCREW MANUFACTURER AND/OR ASTM C-954 FOR MINIMUM SPACING AND EDGE DISTANCE AND TORQUE REQUIREMENTS.

INSTALL CONTINUOUS TRACKS SIZED TO MATCH STUDS.  ALIGN TRACKS ACCURATELY TO LAYOUT AT BASE AND TOPS OF STUDS.  SECURE TRACKS
AS RECOMMENDED BY STUD MANUFACTURER FOR TYPE OF CONSTRUCTION INVOLVED, EXCEPT DO NOT EXCEED 24'' o/c SPACING FOR POWDER-
DRIVEN FASTENERS, OR 16'' o/c FOR OTHER TYPES OF ATTACHMENT.  PROVIDE FASTENERS AT CORNERS AND END OF TRACKS.

WHERE SPLICING OF TRACK IS NECESSARY BETWEEN STUD SPACINGS, PROVIDE A PIECE OF STUD PLACED BETWEEN ADJACENT TRACKS AND
FASTENED BY WELD OR SCREW TO EACH SIDE OF THE TRACK EACH END.

AT NON-LOAD BEARING WALLS, PROVIDE A SLIP TRACK AT TOP OF WALL.

FASTENING OF COMPONENTS SHALL BE WITH SELF-DRILLING SCREWS OR BY WELDING.  SCREWS AND WELDS SHALL BE SUFFICIENT SIZE TO
ENSURE THE STRENGTH OF THE CONNECTION.

ALL WELDS SHALL BE TOUCHED UP WITH ZINC-RICH PAINT.

INSTALL COLD-FORMED FRAMING MEMBERS IN ACCORDANCE WITH MANUFACTURERS PRINTED OR WRITTEN INSTRUCTIONS AND
RECOMMENDATIONS UNLESS NOTED OTHERWISE.

FIELD CUTTING OF COLD-FORMED MEMBERS SHALL BE BY SAW OR SHEAR.  TORCH CUTTING IS NOT PERMITTED.

TEMPORARY BRACING OF COLD-FORMED MEMBERS SHALL BE PROVIDED AND REMAIN IN PLACE UNTIL WORK IS PERMANENTLY STABILIZED.  ALL
BRACING REQUIRED SHALL BE DESIGNED AND SUPPLIED BY THE COLD-FORMED CONTRACTOR.

241 N. Broadway Ave, Suite 500|Milwaukee, WI 53202

Phone: 414.278.6060 | Fax: 414.278.6061

Pierce Engineers Inc
consulting structural engineers

PE project

12758

B
U

IL
D

IN
G

 A

M
A

J
E

S
T

IC
 B

A
D

G
E

R
 L

O
G

IS
T

IC
S

 C
E

N
T

E
R

P
L
E

A
S

A
N

T
 P

R
A

IR
IE

, 
W

I.

PE 3-23-16

16147

SHEET NO.

CCC JOB NO.

C
it
y
 o

f 
In

d
u
s
tr

y
, 
C

a
lif

o
rn

ia
 9

1
7
4
6
-3

4
9
7

C
O

M
M

E
R

C
E

 C
O

N
S

T
R

U
C

T
IO

N
 C

O
.,
 L

.P
.

1
3
1
9
1
 C

ro
s
s
ro

a
d
s
 P

a
rk

w
a
y
 N

o
rt

h
S

ix
th

 F
lo

o
r

T
e
le

p
h
o
n
e
: 
(5

6
2
) 

6
9
9
-0

4
5
3

DATEDRAWN BY

L
ic

e
n
s
e
 N

o
. 
7
2
3
3
0
2

R
E

V
IS

IO
N

S
B

Y
D

A
T

E

Drawing Plot Bar

0" 1"
Use this plot bar to confirm drawing
has not been reduced or enlarged
from original. If this plot bar is not
exactly 1 inch long the physical size
of drawing has changed.

T
h

is
 D

o
c
u

m
e
n

t,
 E

it
h

e
r 

a
s
 D

ra
w

in
g

 o
r 

th
e
 A

s
s
e
m

b
la

g
e

o
f 

E
le

c
tr

o
n

ic
 D

a
ta

, 
is

 t
h

e
 P

ro
p

e
rt

y
 o

f 
C

o
m

m
e
rc

e
C

o
n

s
tr

u
c
ti

o
n

 C
o

.,
 L

.P
. 
(“

C
o

m
m

e
rc

e
”
)

T
h
is

 d
o
c
u
m

e
n
t,

 i
n
c
lu

d
in

g
 a

ll 
e
le

c
tr

o
n
ic

 d
a
ta

 a
tt

a
c
h
e
d

th
e
re

in
, 

m
a
y
 n

o
t 
b
e
 r

e
p
ro

d
u
c
e
d
, 
d
is

tr
ib

u
te

d
, 

m
o
d
if
ie

d
,

u
s
e
d
 o

r 
im

p
le

m
e
n
te

d
 i
n
 a

n
y
 w

a
y
, 
in

 w
h
o
le

 o
r 

in
 p

a
rt

,

w
it
h
o
u
t 
th

e
 w

ri
tt
e
n
 c

o
n
s
e
n
t 
o
f 
C

o
m

m
e
rc

e
. 

 T
h
is

d
o
c
u
m

e
n
t 
s
h
a
ll 

n
o
t 

b
e
 t

a
k
e
n
 a

s
 a

p
p
u
rt

e
n
a
n
t 
to

,

a
s
s
o
c
ia

te
d
 w

it
h
, 
o
r 

a
s
 a

 r
e
p
la

c
e
m

e
n
t 
fo

r 
th

e
 o

ff
ic

ia
lly

s
e
a
le

d
 d

o
c
u
m

e
n
t,

 a
n
d
 i
s
 w

it
h
o
u
t 
w

a
rr

a
n
ty

 o
f 
a
n
y
 k

in
d

e
it
h
e
r 

e
x
p
re

s
s
e
d
 o

r 
im

p
lie

d
. 
 A

n
y
 p

e
rs

o
n
 o

r 
o
rg

a
n
iz

a
ti
o
n

m
a
k
in

g
 u

s
e
 o

f 
o
r 

re
ly

in
g
 u

p
o
n
 t
h
is

 d
o
c
u
m

e
n
t 
is

re
s
p
o
n
s
ib

le
 f
o
r 

c
o
n
fi
rm

in
g
 i
ts

 a
c
c
u
ra

c
y
 a

n
d

c
o
m

p
le

te
n
e
s
s
. 
 C

o
m

m
e
rc

e
 i
s
 n

o
t 
re

s
p
o
n
s
ib

le
 f
o
r 

e
d
it
e
d

o
r 

re
p
ro

d
u
c
e
d
 v

e
rs

io
n
s
 o

f 
d
ig

it
a
l 
d
a
ta

 f
ro

m
 t
h
is

d
o
c
u
m

e
n
t.

  
T

h
e
 a

c
c
e
p
ta

n
c
e
 o

r 
u
s
e
 o

f 
th

is
 d

o
c
u
m

e
n
t 

w
ill

b
e
 c

o
n
s
tr

u
e
d
 a

s
 a

n
 a

c
c
e
p
ta

n
c
e
 o

f 
th

e
 f
o
re

g
o
in

g
.

B
Y

D
A

T
E

R
E

V
IS

IO
N

S

S001

G
E

N
E

R
A

L
 N

O
T

E
S

DESIGN DATA

APPLICABLE CODES/STANDARDS:

.....INTERNATIONAL BUILDING CODE - 2009 WITH SEPTEMBER 1, 2011 WISCONSIN AMENDED I-CODE INSERTS

.....INTERNATIONAL EXISTING BUILDING CODE - 2009

.....ASCE 7-05 MIN DESIGN LOADS FOR BUILDINGS AND OTHER STRUCTURES, ASCE/SEI

STRUCTURAL DESIGN STANDARDS (DESIGN SHALL CONFORM TO THE CURRENT EDITION UNDER THE APPLICABLE CODE)

.....ACI 318 BUILDING CODE REQUIREMENTS FOR STRUCTURAL CONCRETE AND COMMENTARY

.....ACI 530/530.1 BLDG CODE REQUIREMENTS AND SPECS FOR MASONRY STRUCTURES (AND RELATED COMMENTARIES)

.....ANSI/AISC 360-05 SPECIFICATIONS FOR STRUCTURAL STEEL BUILDINGS

.....WS D1.1/D1.1M STRUCTURAL WELDING CODE-STEEL

.....NDS-NATIONAL DESIGN SPECIFICATIONS FOR WOOD CONSTRUCTION ASD/LRFD

.....NDS-NATIONAL DESIGN SPECIFICATION SUPPLEMENT, DESIGN VALUES FOR WOOD CONSTRUCTION

BUILDING DESIGN LOADS/CRITERIA

DESIGN DEAD LOADS:

.....ROOF DEAD LOAD 18 psf

DESIGN LIVE LOADS:

.....FLOOR FRAMING (LIGHT STORAGE) 125 psf

HANDRAIL ASSEMBLIES & GUARDS

.....200LB LOAD OR 50 PLF LOAD APPLIED IN ANY DIRECTION AT TOP OF HANDRAIL ASSEMBLY OR GUARD

.....& TO TRANSFER THIS LOAD THROUGH SUPPORTS TO THE STRUCTURE

ROOF SNOW LOADS & DESIGN DATA:

.....DESIGN ROOF SNOW LOAD 25 psf (BALANCED SNOW LOAD)

.....FLAT ROOF SNOW LOAD (Pf) = (0.7*Ce*Ct*Is*Pg) 24.5 psf

.....SNOW EXPOSURE FACTOR (Ce) 1.0

.....SNOW LOAD IMPORTANCE FACTOR (Is) 1.0

.....ROOF THERMAL FACTOR (Ct) 1.0

.....GROUND SNOW (Pg) 35 psf

.....RAIN ON SNOW SURCHARGE 0

.....SLOPED ROOF FACTOR (Cs) 1.0

WIND DESIGN DATA:

.....WIND IMPORTANCE FACTOR (Iw) 1.0

.....BASIC WIND SPEED (3-SECOND GUST) 90 MPH

.....WIND DIRECTIONALITY FACTOR (Kd) 0.85

.....MEAN ROOF HEIGHT 40 FT

.....WIND EXPOSURE CATEGORY B

.....WIND EXPOSURE CLASSIFICATION ENCLOSED

.....INTERNAL PRESSURE COEFFICIENT +/-0.18

.....BUILDING LENGTH (L) 900 FT

.....LEAST WIDTH (B) 470 FT

.....VELOCITY PRESSURE EXPOSURE COEFFICIENT Kh (CASE 1) 0.761

.....VELOCITY PRESSURE EXPOSURE COEFFICIENT Kh (CASE 2) 0.761

.....TOPOGRAPHIC FACTOR (Kzt) 1.0

.....EDGE STRIP (a) 18.8 FT

.....END ZONE (2a) 37.6 FT

.....DESIGN PROCEDURE METHOD 1 (SIMPLIFIED PROCEDURE)

ROOF SURFACE PRESSURE

AREA 10 SF 50 SF 100 SF

NEGATIVE ZONE 1 -14.6 psf -13.7 psf -14.6 psf

NEGATIVE ZONE 2 -24.4 psf -18.4 psf -24.4 psf

NEGATIVE ZONE 3 -36.8 psf -22.1 psf -36.8 psf

POSITIVE ALL ZONES 10.0 psf 10.0 psf 10.0 psf

OVERHANG ZONE 1&2 -21.0 psf -20.1 psf -19.8 psf

OVERHANG ZONE 3 -34.6 psf -17.3 psf -10.0 psf

WIND LOADS COMPONENTS & CLADDING

WALL SURFACE PRESSURE

AREA 10 SF 100 SF 500 SF

NEGATIVE ZONE 4 -14.4 psf -12.5 psf -11.1 psf

NEGATIVE ZONE 5 -17.8 psf 13.9 psf -11.1 psf

POSITIVE ZONE 4&5 13.3 psf 11.4 psf 10.0 psf

PARAPET SURFACE PRESSURE

CASE SOLID PARAPET PRESSURE 10 SF 100 SF 500 SF

CASE A: PRESSURE TOWARDS BUILDING CASE A: INTERIOR ZONE 33.3 psf 22.7 psf 21.4 psf

CASE A: PRESSURE TOWARDS BUILDING CASE A: CORNER ZONE 45.7 psf 22.7 psf 21.4 psf

CASE B: PRESSURE AWAY FROM BUILDING CASE B: INTERIOR ZONE -23.3 psf -19.4 psf -16.7 psf

CASE B: PRESSURE AWAY FROM BUILDING CASE B: CORNER ZONE -26.7 psf -20.8 psf -16.7 psf

EARTHQUAKE DESIGN DATA:

.....OCCUPANCY CATEGORY II

.....SEISMIC IMPORTANCE FACTOR (Ie) 1

.....MAPPED SPECTRAL ACCELERATIONS AT SHORT PERIODS (Ss) 0.128

.....MAPPED SPECTRAL ACCELERATIONS AT (1) SECOND PERIODS (S1) 0.05

.....SITE CLASSIFICATIONS D

.....DESIGN SPECTRAL RESPONSE COEFFICIENT AT SHORT PERIODS (Sds) 0.102

.....DESIGN SPECTRAL RESPONSE COEFFICIENT AT (1) SECOND PERIODS (Sd1) 0.057

.....SEISMIC DESIGN CATEGORY B

.....BASIC SEISMIC-FORCE-RESISTING SYSTEM ORDINARY STEEL MOMENT FRAMES

.....DESIGN BASE SHEAR 0.034W KIPS

.....SEISMIC RESPONSE COEFFICIENT (Cs) 0.034

.....ANALYSIS PROCEDURE FOR SEISMIC DESIGN EQUIVALENT LATERAL FORCE ANALYSIS

.....BUILDING IS IN MILWAUKEE COUNTY

SOIL DESIGN VALUES:

.....SOIL UNIT WEIGHT 145 PCF

.....LATERAL EARTH PRESSURE

..........ACTIVE (RETAINING WALLS) 35 PSF/FT OF DEPTH

..........AT-REST (BASEMENT WALLS) 56 PSF/FT OF DEPTH

..........PASSIVE 610 PSF

.....COEFFICIENT OF SLIDING FRICTION 0.35

.....SUBGRADE MODULUS 150 PCI

.....ALLOWABLE SOIL BEARING PRESSURE 2,500 PSF

......REFER TO SOILS REPORT No. 1G-1208010 DATED SEPTEMBER 12, 2012
PREPARED BY GILES ENGINEERING ASSOCIATES, INC. FOR DESCRIPTION OF
SOIL CONDITIONS, GEOTECHNICAL RECOMMENDATIONS, AND DESIGN VALUES

DEFLECTION LIMITS

MEMBERS LIVE SNOW or WIND DEAD + LIVE or SNOW

ROOF MEMBERS

SUPPORTING GYPSUM BOARD CEILINGS L/360 L/360 L/240

SUPPORTING FLEXIBLE CEILINGS L/360 L/360 L/240

NOT SUPPORTING CEILING L/240 L/240 L/180

SUPPORTING RIGID MATERIALS (BRICK, MASONRY, ETC.) L/600 L/600 L/600

FLOOR MEMBERS

SUPPORTING RIGID MATERIALS (BRICK, MASONRY, ETC.) L/600 N/A L/600

SUPPORTING FLEXIBLE MATERIALS L/360 N/A L/240

LINTEL/HEADER/BEAM MEMBERS

SUPPORTING RIGID MATERIALS (BRICK, MASONRY, ETC.) L/600 L/600 L/600

SUPPORTING FLEXIBLE MATERIALS L/360 L/360 L/240

EXTERIOR WALLS

WITH RIGID FINISHES (BRICK, MASONRY, ETC.) N/A L/600 N/A

WITH FLEXIBLE FINISHES (EIFS, SIDING, ETC.) N/A L/360 N/A

MATERIAL STRENGTHS

CAST-IN-PLACE CONCRETE:

FOOTINGS

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 3,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.59

.....MAXIMUM AGGREGATE SIZE 1 1/2"

.....SLUMP LIMIT 5" +/-1"

.....AIR CONTENT NO

FOUNDATION FROST WALLS

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 4,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.48

.....MAXIMUM AGGREGATE SIZE 3/4"

.....SLUMP LIMIT 4" +/-1"

.....AIR CONTENT YES 4% to 6%

EXTERIOR PIERS, WALLS, AND COLUMNS

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 4,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.48

.....MAXIMUM AGGREGATE SIZE 3/4"

.....SLUMP LIMIT 4" +/-1"

.....AIR CONTENT YES 4% to 6%

INTERIOR SLABS ON GRADE

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 4,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.48

.....MAXIMUM AGGREGATE SIZE 3/4"

.....SLUMP LIMIT 4" +/-1"

.....AIR CONTENT NO

EXTERIOR SLABS ON GRADE

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 4,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.48

.....MAXIMUM AGGREGATE SIZE 3/4"

.....SLUMP LIMIT 4" +/-1"

.....AIR CONTENT YES 4% to 6%

SLURRY

.....MINIMUM CONPRESSIVE STRENGTH AT 28 DAYS f'c = 4,000 PSI

.....MAXIMUM WATER-CEMENTITIOUS RATIO 0.55

.....MAXIMUM AGGREGATE SIZE 1 1/2"

.....SLUMP LIMIT 6" +/-1"

.....AIR CONTENT NO

FIBER REINFORCEMENT:

MACROSYNTHETIC FIBERS ENGINEERED & DESIGNED

FOR USE IN CONCRETE SLABS COMPLYING WITH

ASTM C 1116, TYPE III, 1 1/2" TO 2 1/2" LONG

STEEL/METAL:

REINFORCING STEEL:

.....ALL ASTM A615, GRADE 60, DEFORMED Fy = 60,000 PSI

.....STEEL WELDED WIRE REINFORCEMENT, FLAT SHEETS Fy = 60,000 PSI

STRUCTURAL STEEL:

.....ROLLED WIDE FLANGE SHAPES, ASTM A992 GRADE 50 Fy = 50,000 PSI

.....CHANNELS, ANGLES, AND S SHAPES, ASTM A36 Fy = 36,000 PSI

.....PLATE AND BAR, ASTM A36 Fy = 36,000 PSI

.....TUBE SHAPES, ASTM A500 GRADE B Fy = 46,000 PSI

.....PIPE ASTM A53, TYPE E or S, GRADE B Fy = 46,000 PSI

.....ALL OTHER ROLLED SHAPES, ASTM A36 Fy = 36,000 PSI

COLD-FORMED METAL FRAMING:

.....GAUGE STEEL:

..........18 GAUGE AND LIGHTER Fy = 33,000 PSI

..........16 GAUGE AND HEAVER Fy = 50,000 PSI

..........ALL TRACK 16 GAUGE Fy = 50,000 PSI

.....GALVANIZED COATING G60

STRUCTURAL BOLTS:

.....HIGH STRENGTH BOLTS, NUTS, & WASHERS ASTM A325

.....ZINC-COATED HIGH STRENGTH BOLTS, NUTS, & WASHERS ASTM A325

.....STAINLESS STEEL BOLTS, NUTS, & WASHERS ASTM F593

.....SHEAR CONNECTORS (GRADES 1015 THRU 1020) ASTM A108

.....THREADED RODS ASTM A36

.....CLEVIS & TURNBUCKLES (GRADE 1035) ASTM A108

.....EYE BOLTS & NUTS (GRADE 1030) ASTM A108

.....ANCHOR BOLTS (GRADE 36) ASTM F1554

WELDED CONNECTIONS:

.....WELDING ELECTRODES E70XX

E80XX FOR

WELDING REINF

MASONRY: f'm = 2,000 PSI

MASONRY MORTAR:

.....TYPE "M" MORTAR BELOW GRADE

.....TYPE "M" or "S" ABOVE GRADE

GROUT BELOW BASE PLATES & BEARING PLATES:

.....NONMETALLIC, SHRINKAGE-RESISTANT ASTM C1107
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BASE PLATE

PLATE WASHER

. 2" TO TOP
OF NUT

ANCHOR ROD HOLE SCHEDULE

ROD SIZE HOLE SIZE

1/2" AB 1 1/16" DIA

5/8" AB 1 3/16" DIA

3/4" AB 1 5/16" DIA

1" AB 1 13/16" DIA

1 1/4" AB 2 1/16" DIA

1 1/2" AB 2 5/16" DIA

1 3/4" AB 2 3/4" DIA

>2" AB db + 1 1/4"

PLATE WASHER

1/4" x 2"

1/4" x 2"
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T/FOOTING

REFER TO PLAN

T/WALL

REFER TO PLAN

2"
C

LR

3"
 C

LR

2" CLR

M BARS

N BARS

L BARS

K BARS

3 1/2" x 1 1/2" CONT KEY

3'
-0

"

#5 DOWELS TO MATCH F
BAR VENEER SPACING

1 1/2" CLR2" CLR

4'
-0

"
G

R
AD

E 
C

H
AN
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E,

 R
EF
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6"
 M

IN

REFER TO WEEP HOLE
DETAIL FOR INFO

3'-0" WIDE MIN OF CLEAN GRANULAR
BACKFILL LINED w/ GEOTEXTILE
FABRIC DIRECTLY ADJACENT TO WALL

EXTERIOR GRADE OR
PAVEMENT. REFER TO CIVIL
DRAWINGS FOR SPECIFICS

8"
 M

IN

2"
 C

LR

REFER TO ARCH FOR ANY
NECESSARY RAILING AND
ATTACHMENT INFO

CHAMFER ALL EDGES

(2) BARS TOP & BOTTOM OF
WALL CONTINUOUS, LAP 24" MIN

J BARS

H BARS

G BARS

F BARS

1'-6"

(B) 36" MIN OF GRANULAR FILL

1/4" MESH SCREEN

CONTINUOUS CLEAR GRANULAR FILL,
ASTM C33 SIZE 67. PROVIDE MIN
18"x18" POCKET BEHIND WEEP HOLES

EXTERIOR GRADE OR
PAVEMENT. REFER TO CIVIL
DRAWINGS FOR SPECIFICS

2" DIA WEEP HOLES AT 10'-0" o/c
MAX 6" ABOVE GRADE

EXPOSED FACE OF
RETAINING WALL

US 120NW NON WOVEN
GEOTEXTILE FABRIC OR
APPROVED EQUAL

SCHEDULE NOTES:
1. REFER TO GENERAL NOTES ON SHEET S001 FOR ADDITIONAL INFORMATION & CRITERIA.
2. REFER TO FOUNDATION PLAN FOR TOP OF FOOTING & TOP OF WALL ELEVATIONS.
3. NET ALLOWABLE SOIL BEARING CAPACITY = 3,000 PSF. CONTRACTOR SHALL HIRE A SOILS ENGINEER TO FIELD

VERIFY AT TIME OF FOOTING EXCAVATION.
4. F'c (WALL) = 4,000 PSL
5. F'c (FOOTING) = 3,000 PSL
6. MAXIMUM WATER/CEMENT RATIO FOR EXPOSED CONCRETE = 0.42.
7. CONCRETE EXPOSED TO EXTERIOR CONDITIONS SHALL BE AIR-ENTRAINED 4% - 6%.
8. ALL LAPS IN STEEL REINFORCING SHALL BE CLASS "B" LAP SPLICES UNLESS NOTED OTHERWISE.
9. CONTRACTOR SHALL USE SMOOTH FACE FORMS FOR ALL EXPSED CONCRETE WALL SURFACES. ANY CONCRETE

SURFACE REPAIRS SHALL BE PERFORMED BY THE CONTRACTOR AS REQUIRED. REPAIR AND PATCH DEFECTIVE
AREAS WITH PROPRIETARY PATCHING COMPOUND IMMEDIATELY AFTER REMOVAL OF FORMS.

10. PROVIDE WALL CONTROL JOINTS AT 25'-0" o/c MAXIMUM. REFER TO DETAIL X/SXXX.
11. PROVIDE WALL CONSTRUCTION JOINTS AT THE END OF EACH WALL POUR. REFER TO DETAIL X/SXXX.

RETAINING WALL SCHEDULE

RETAINING
WALL MARK

FOOTING
DEPTH (A)

STEM
THICKNESS (B)

FOOTING
WIDTH (C)

HEEL
WIDTH (D)

TOE WIDTH
(E)

F BARS

#6 AT 12" o/c

G BARS

#5 AT 12" o/c

H BARS

#4 AT 12" o/cRW-1 12" 12" 5'-0" 3'-0" 1'-0"

RW-1

J BARS K BARS L BARS M BARS N BARS

#4 AT 12" o/c #6 AT 12" o/c #5 AT 12" o/c #5 AT 12" o/c #5 AT 12" o/c

241 N. Broadway Ave, Suite 500|Milwaukee, WI 53202

Phone: 414.278.6060 | Fax: 414.278.6061

Pierce Engineers Inc
consulting structural engineers

PE project
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STEEL COLUMN BASE PLATE SCHEDULE

MARK THICKNESS
ANCHOR BOLT

DIAMETER
ANCHOR

BOLT EMBED
BASE PLATE

DETAIL A (in) B (in) C (in) D (in) E (in) F (in) G (in) H (in)

BP1 3/4" 3/4" 9" 1/S002 10" 5" 5" 1 1/2" 1 1/2" 10" 5" 5"

BP2 3/4" 3/4" 9" 1/S002 12" 6" 6" 1 1/2" 1 1/2" 12" 6" 6"

BP3 1" 3/4" 9" 1/S002 14" 7" 7" 1 1/2" 1 1/2" 14" 7" 7"

BP4 1" 3/4" 9" 1/S002 16" 8" 8" 1 1/2" 1 1/2" 16" 8" 8"

BASE PLATE SCHEDULE NOTES:
1. PROVIDE ANCHOR BOLTS w/ A NUT & WASHER ABOVE BASE PLATE, LEVELING NUT & WASHER BELOW BAST PLATE, & A NUT TACK

WELDED AT EMBEDDED END UNLESS NOTED OTHERWISE. SETTING PLATES USED AT FABRICATOR'S OPTION
2. PROVIDE A 2" MIN THICK NON-SHRINK, NON-METALLIC GROUT BED BELOW BASE PLATE UNLESS NOTED OTHERWISE.
3. CENTER STEEL COLUMNS ON BASE PLATES AND PIERS/FOOTINGS, UNLESS NOTED OTHERWISE.
4. MILL TOP OF BASE PLATES PER AISC 360-05, SEC M2.8 IF FLATNESS TOLERANCE IS EXCEEDED.
5. GROUT BELOW BASE PLATE TO HAVE MINIMUM COMPRESSIVE STRENGTH OF 8,000 psi.

1
S002

HSS BASE PLATE DETAIL 2
S002

HSS BASE PLATE DETAIL

3
S002

WF BASE PLATE DETAIL 4
S002

WF BASE PLATE DETAIL

5
S002

WF BASE PLATE DETAIL

SCALE:  1" = 40'-0"

7
S002

SNOW LOAD PLAN

6
S002

RETAINING WALL DETAIL/SCHEDULE
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SCALE:  1/16" = 1'-0"

1
S101

FOUNDATION PLAN - AREA A

COLUMN FOOTING SCHEDULE

MARK

DIMENSIONS BOTTOM REINFORCING TOP REINFORCING

REMARKSWIDTH LENGTH THICKNESS LONG SHORT LONG SHORT

F60 6'-0" 6'-0" 1'-3" (6) #5 (6) #5

F65 6'-6" 6'-6" 1'-4" (7) #5 (7) #5

F70 7'-0" 7'-0" 1'-5" (8) #5 (8) #5

REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
ALL LAPS IN STEEL REINFORCING SHALL BE CLASS ''B'' LAP SPLICES UNLESS NOTED OTHERWISE.

COLUMN FOOTING SCHEDULE NOTES:
1.
2.
3.
4.

REFER TO GENERAL NOTES FOR ADDITIONAL STRUCTURAL NOTES AND
FOUNDATION REQUIREMENTS.

ELEVATION 100'-0'' ON STRUCTURAL DRAWINGS CORRESPONDS TO FF
ELEVATION SHOWN ON SITE PLAN,  TYPICAL.

SLAB DEPRESSIONS:  VERIFY ALL SLAB DEPRESSIONS (SIZE, DEPTH, LOCATION)
w/ ARCHITECTURAL DRAWINGS.

REFER TO FRAMING PLANS FOR LOCATION, SIZE, & SPACING OF MASONRY WALL
REINFORCEMENT.

REFER TO BASE PLATE SCHEDULE FOR COLUMN BASE PLATE SIZE AND NUMBER
OF ANCHOR BOLTS & ORIENTATION.

AT INSIDE OF AREA WELLS, PROVIDE FREE-DRAINING STONE BACK-FILL DOWN
TO DRAIN TILE.  TYPICAL.

FOUNDATION PLAN NOTES:
1.

2.

3.

4.

5.

6.

FOUNDATION PLAN KEYED NOTES:
1

2

3

5'' THICK REINFORCED STRUCTURAL CONCRETE STOOP SLAB w/ REINFORCING
PER DETAILS.  LOCATE REINFORCEMENT 1-1/2'' FROM BOTTOM OF SLAB.

(8) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED
AROUND STEEL COLUMNS.  REFER TO TYPICAL DETAILS FOR ADDITIONAL
INFORMATION.

(2) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED AT RE-
ENTRANT CORNERS.  TYPICAL.

TRENCH FOOTING SCHEDULE

FOOTING MARK WIDTH THICKNESS

REINFORCEMENT

REMARKSLONGITUDINAL TRANSVERSE

TF20 2'-0" 4'-0" (2)- #5xCONT #4 AT 48" o/c

TF30 3'-0" 4'-0" (3)- #5xCONT #4 AT 48" o/c

TF40 4'-0" 4'-0" (4)- #5xCONT #4 AT 48" o/c

TRENCH FOOTING SCHEDULE NOTES:
1. REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
2. REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
3. CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
4. LAP REINFORCEMENT 30" MINIMUM..
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SCALE:  1/16" = 1'-0"

1
S102

FOUNDATION PLAN - AREA B

COLUMN FOOTING SCHEDULE

MARK

DIMENSIONS BOTTOM REINFORCING TOP REINFORCING

REMARKSWIDTH LENGTH THICKNESS LONG SHORT LONG SHORT

F60 6'-0" 6'-0" 1'-3" (6) #5 (6) #5

F65 6'-6" 6'-6" 1'-4" (7) #5 (7) #5

F70 7'-0" 7'-0" 1'-5" (8) #5 (8) #5

REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
ALL LAPS IN STEEL REINFORCING SHALL BE CLASS ''B'' LAP SPLICES UNLESS NOTED OTHERWISE.

COLUMN FOOTING SCHEDULE NOTES:
1.
2.
3.
4.

REFER TO GENERAL NOTES FOR ADDITIONAL STRUCTURAL NOTES AND
FOUNDATION REQUIREMENTS.

ELEVATION 100'-0'' ON STRUCTURAL DRAWINGS CORRESPONDS TO FF
ELEVATION SHOWN ON SITE PLAN,  TYPICAL.

SLAB DEPRESSIONS:  VERIFY ALL SLAB DEPRESSIONS (SIZE, DEPTH, LOCATION)
w/ ARCHITECTURAL DRAWINGS.

REFER TO FRAMING PLANS FOR LOCATION, SIZE, & SPACING OF MASONRY WALL
REINFORCEMENT.

REFER TO BASE PLATE SCHEDULE FOR COLUMN BASE PLATE SIZE AND NUMBER
OF ANCHOR BOLTS & ORIENTATION.

AT INSIDE OF AREA WELLS, PROVIDE FREE-DRAINING STONE BACK-FILL DOWN
TO DRAIN TILE.  TYPICAL.

FOUNDATION PLAN NOTES:
1.

2.

3.

4.

5.

6.

FOUNDATION PLAN KEYED NOTES:
1

2

3

5'' THICK REINFORCED STRUCTURAL CONCRETE STOOP SLAB w/ REINFORCING
PER DETAILS.  LOCATE REINFORCEMENT 1-1/2'' FROM BOTTOM OF SLAB.

(8) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED
AROUND STEEL COLUMNS.  REFER TO TYPICAL DETAILS FOR ADDITIONAL
INFORMATION.

(2) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED AT RE-
ENTRANT CORNERS.  TYPICAL.

TRENCH FOOTING SCHEDULE

FOOTING MARK WIDTH THICKNESS

REINFORCEMENT

REMARKSLONGITUDINAL TRANSVERSE

TF20 2'-0" 4'-0" (2)- #5xCONT #4 AT 48" o/c

TF30 3'-0" 4'-0" (3)- #5xCONT #4 AT 48" o/c

TF40 4'-0" 4'-0" (4)- #5xCONT #4 AT 48" o/c

TRENCH FOOTING SCHEDULE NOTES:
1. REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
2. REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
3. CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
4. LAP REINFORCEMENT 30" MINIMUM..
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FOUNDATION PLAN - AREA C

REFER TO GENERAL NOTES FOR ADDITIONAL STRUCTURAL NOTES AND
FOUNDATION REQUIREMENTS.

ELEVATION 100'-0'' ON STRUCTURAL DRAWINGS CORRESPONDS TO FF
ELEVATION SHOWN ON SITE PLAN,  TYPICAL.

SLAB DEPRESSIONS:  VERIFY ALL SLAB DEPRESSIONS (SIZE, DEPTH, LOCATION)
w/ ARCHITECTURAL DRAWINGS.

REFER TO FRAMING PLANS FOR LOCATION, SIZE, & SPACING OF MASONRY WALL
REINFORCEMENT.

REFER TO BASE PLATE SCHEDULE FOR COLUMN BASE PLATE SIZE AND NUMBER
OF ANCHOR BOLTS & ORIENTATION.

AT INSIDE OF AREA WELLS, PROVIDE FREE-DRAINING STONE BACK-FILL DOWN
TO DRAIN TILE.  TYPICAL.

FOUNDATION PLAN NOTES:
1.

2.

3.

4.

5.

6.

FOUNDATION PLAN KEYED NOTES:
1

2

3

5'' THICK REINFORCED STRUCTURAL CONCRETE STOOP SLAB w/ REINFORCING
PER DETAILS.  LOCATE REINFORCEMENT 1-1/2'' FROM BOTTOM OF SLAB.

(8) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED
AROUND STEEL COLUMNS.  REFER TO TYPICAL DETAILS FOR ADDITIONAL
INFORMATION.

(2) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED AT RE-
ENTRANT CORNERS.  TYPICAL.

COLUMN FOOTING SCHEDULE

MARK

DIMENSIONS BOTTOM REINFORCING TOP REINFORCING

REMARKSWIDTH LENGTH THICKNESS LONG SHORT LONG SHORT

F60 6'-0" 6'-0" 1'-3" (6) #5 (6) #5

F65 6'-6" 6'-6" 1'-4" (7) #5 (7) #5

F70 7'-0" 7'-0" 1'-5" (8) #5 (8) #5

REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
ALL LAPS IN STEEL REINFORCING SHALL BE CLASS ''B'' LAP SPLICES UNLESS NOTED OTHERWISE.

COLUMN FOOTING SCHEDULE NOTES:
1.
2.
3.
4.

TRENCH FOOTING SCHEDULE

FOOTING MARK WIDTH THICKNESS

REINFORCEMENT

REMARKSLONGITUDINAL TRANSVERSE

TF20 2'-0" 4'-0" (2)- #5xCONT #4 AT 48" o/c

TF30 3'-0" 4'-0" (3)- #5xCONT #4 AT 48" o/c

TF40 4'-0" 4'-0" (4)- #5xCONT #4 AT 48" o/c

TRENCH FOOTING SCHEDULE NOTES:
1. REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
2. REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
3. CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
4. LAP REINFORCEMENT 30" MINIMUM..
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W20

TOP OF FTG
ELEVATION

WALL FOOTING MARK,
REFER TO WALL
FOOTING SCHEDULE

COLUMN FOOTING MARK,
REFER TO COLUMN
FOOTING SCHEDULE

TOP OF FOOTING
ELEVATION

CONCRETE PIER MARK,
REFER TO CONCRETE
PIER SCHEDULE

TOP OF CONC
PIER ELEVATION

TOP OF WALL
ELEVATION

TOP OF LEDGE
ELEVATION

FOUNDATION LEGEND

T/W=100'-0''
T/L=99'-4''

T/F=96'-0''

FOOTING LINES

WALL LINES

CONTROL JOINT

LEDGE LINE

241 N. Broadway Ave, Suite 500|Milwaukee, WI 53202

Phone: 414.278.6060 | Fax: 414.278.6061

Pierce Engineers Inc
consulting structural engineers

PE project
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S104

FOUNDATION PLAN - AREA D

REFER TO GENERAL NOTES FOR ADDITIONAL STRUCTURAL NOTES AND
FOUNDATION REQUIREMENTS.

ELEVATION 100'-0'' ON STRUCTURAL DRAWINGS CORRESPONDS TO FF
ELEVATION SHOWN ON SITE PLAN,  TYPICAL.

SLAB DEPRESSIONS:  VERIFY ALL SLAB DEPRESSIONS (SIZE, DEPTH, LOCATION)
w/ ARCHITECTURAL DRAWINGS.

REFER TO FRAMING PLANS FOR LOCATION, SIZE, & SPACING OF MASONRY WALL
REINFORCEMENT.

REFER TO BASE PLATE SCHEDULE FOR COLUMN BASE PLATE SIZE AND NUMBER
OF ANCHOR BOLTS & ORIENTATION.

AT INSIDE OF AREA WELLS, PROVIDE FREE-DRAINING STONE BACK-FILL DOWN
TO DRAIN TILE.  TYPICAL.

FOUNDATION PLAN NOTES:
1.

2.

3.

4.

5.

6.

FOUNDATION PLAN KEYED NOTES:
1

2

3

5'' THICK REINFORCED STRUCTURAL CONCRETE STOOP SLAB w/ REINFORCING
PER DETAILS.  LOCATE REINFORCEMENT 1-1/2'' FROM BOTTOM OF SLAB.

(8) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED
AROUND STEEL COLUMNS.  REFER TO TYPICAL DETAILS FOR ADDITIONAL
INFORMATION.

(2) #4 x4'-0'' CENTERED IN THICKNESS OF SLAB ON GRADE AND LOCATED AT RE-
ENTRANT CORNERS.  TYPICAL.

COLUMN FOOTING SCHEDULE

MARK

DIMENSIONS BOTTOM REINFORCING TOP REINFORCING

REMARKSWIDTH LENGTH THICKNESS LONG SHORT LONG SHORT

F60 6'-0" 6'-0" 1'-3" (6) #5 (6) #5

F65 6'-6" 6'-6" 1'-4" (7) #5 (7) #5

F70 7'-0" 7'-0" 1'-5" (8) #5 (8) #5

REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
ALL LAPS IN STEEL REINFORCING SHALL BE CLASS ''B'' LAP SPLICES UNLESS NOTED OTHERWISE.

COLUMN FOOTING SCHEDULE NOTES:
1.
2.
3.
4.

TRENCH FOOTING SCHEDULE

FOOTING MARK WIDTH THICKNESS

REINFORCEMENT

REMARKSLONGITUDINAL TRANSVERSE

TF20 2'-0" 4'-0" (2)- #5xCONT #4 AT 48" o/c

TF30 3'-0" 4'-0" (3)- #5xCONT #4 AT 48" o/c

TF40 4'-0" 4'-0" (4)- #5xCONT #4 AT 48" o/c

TRENCH FOOTING SCHEDULE NOTES:
1. REFER TO STRUCTURAL NOTES SHEET FOR MINIMUM COVER REQUIREMENTS.
2. REFER TO FOUNDATION PLAN FOR TOP OF FOOTING ELEVATIONS.
3. CONTRACTOR TO HIRE SOILS ENGINEER TO FIELD VERIFY AT TIME OF FOOTING EXCAVATION.
4. LAP REINFORCEMENT 30" MINIMUM..



CONTROL JOINT

CONSTRUCTION JOINT

CONCRETE SLAB ON GRADE.  REFER TO PLAN
FOR SLAB THICKNESS AND REINFORCING.

1/4'' WIDE MAX SAWCUT WITHIN 24 hrs OF SLAB POUR.
DEPTH OF SAWCUT SHALL BE 1'' DEEP IF PRODUCED
BY EARLY ENTRY DRY-CUT PROCESS & T/4 (1'' MIN) IF
CONVENTIONAL WET-CUT PROCESS IS USED.

6'' MINIMUM SUB-BASE OF FREE-DRAINING
GRANULAR STONE COMPACTED TO 95%
STANDARD PROCTOR. VERIFY RECOMMENDED
THICKNESS w/ GEOTECHNICAL ENGINEER.

LOCATE WELDED WIRE MESH REINFORCEMENT
IN UPPER 1/3 OF SLAB THICKNESS. TYPICAL

PROVIDE 16" LONG SMOOTH FACE BAR AT 12" o/c
BETWEEN SEPERATE POURS. GREASE END OF BAR IN
SECOND POUR SIDE. PROVIDE 1/2" BARS IN 4" SLABS,
PROVIDE 3/4" BARS IN SLAB THICKNESS EXCEEDING 4".

SLAB REINFORCEMENT NOT
SHOWN FOR CLARITY

NOTES:

1. REFER TO ARCHITECTURAL DRAWINGS FOR ALL FLOOR COATINGS AND FINISHES ON SLAB ON GRADE. CONFIRM ALL
FLOOR FINISHES WITH GENERAL CONTRACTOR AND OWNER BEFORE APPLICATION.

2. AT A MINIMUM, FINISH ALL FLOOR SLAB ON GRADE TO FF30/FL20 (FLOOR CLASSIFICATION 2).  AS REQUIRED.
3. PROVIDE BOLSTERS, CHAIRS, SPACES AND OTHER DEVICES FOR SPACING, SUPPORTING AND FASTENING REINFORCING

BARS AND WELDED WIRE MESH REINFORCEMENT IN PLACE.
4. ALL INTERIOR CONCRETE SLAB ON GRADE SHALL BE EITHER WET CURED PER ACI RECOMMENDATIONS FOR NO LESS

THAN 7 DAYS OR A PREAPPROVED CURING COMPOUND MAY BE USED.
5. CONSULT WITH ARCHITECT, ENGINEER, FLOOR COVERING MANUFACTURER, AND OWNER PRIOR TO POURING TO ENSURE

COMPATIBILITY OF CURING METHOD WITH FLOOR FINISH.
6. REFER TO PROJECT SOILS REPORT FOR ALL SUBBASE PREPARATION REQUIREMENTS AND RECOMMENDATIONS AND

FOR DESCRIPTION OF EXISTING SOIL CONDITIONS.
7. MINIMUM COMPRESSIVE STRENGTH AT 28 DAYS SHALL BE F'c = 4000 PSI.
8. IN LIEU OF STEEL WIRE MESH, CONTRACTOR MAY PROVIDE MACROFIBER REINFORCEMENT COMPLYING TO ASTM

C1116/C1116M AND DESIGNED FOR USE IN SLAB ON GRADE APPLICATIONS.  CONSULT STRUCTURAL ENGINEER FOR
DOSAGE RATE.

9. AT APPLICATIONS WITH EQUIPMENT OR MOVING TRAFFIC, FILL JOINTS WITH SEMI-RIGID EPOXY MATERIAL.10 MIL CLASS C SHEET VAPOR RETARDER.
LAP & SEAL ALL EDGES PER ALL
MANUFACTURERS RECOMMENDATIONS.

2/
3 

"T
"

1/
3 

"T
"

"T
"

"T
"

2'' CLR

32 BAR

DIA

3/4" DEEP V-NOTCH
AT EXPOSED WALLS

1.

EVERY OTHER
HORIZONTAL BAR TO
BE DISCONTINUOUS
AT JOINT

WALL REINFORCEMENT,
REFER TO PLAN FOR
SPECIFICS

1-1/2''x3-1/2''xCONT VERT KEYWAY
FULL HT

LAP HORIZONTAL REINFORCING

NOTES:
TOP AND BOTTOM WALL BARS ARE
TO EXTEND THROUGH JOINT.

CONCRETE SLAB ON GRADE.
REFER TO TYPICAL DETAILS FOR
SLAB ON GRADE CONSTRUCTION.

TRENCH FOOTING REFER
TO TYPICAL SECTIONS
FOR REINFORCING

#4 DOWEL AT 18" o/c
AT OVERPOUR

18"

18"

WALL BEYOND

AT SITE PAVING BY OTHERS,
PROVIDE #4x1'-6" AT 24" o/c.
EMBED 6" INTO SLAB.

1/2" PRE-FORMED
EXPANSION FELT

W
ID

TH

W
AL

L

WALL WIDTHWALL WIDTH

2"X4" KEYWAY

(2)-#5 DOWELS
TOP & BOTTOM #5 VERTICAL AT

INSIDE & OUTSIDE
FACE OF CORNER

#5 CORNER DOWEL
24"x24" TOP & BOTTOM,
INSIDE & OUTSIDE FACE
OF CORNER

HORIZONTAL WALL REINFORCING
REFER TO WALL SECTIONS
FOR SIZE AND SPACING

24"

PITCH DN

5'
'

CONCRETE SLAB ON GRADE.
REFER TO TYPICAL DETAILS FOR
SLAB ON GRADE CONSTRUCTION.

2'' RIGID INSULATION
OVER LOOSE GRANULAR
FILL. (DO NOT COMPACT).

5'' THICK CONC SLAB w/
#4 AT 12'' o/c EACH WAY #4 DOWEL AT 18"

o/c ALL AROUND

T/SLAB

REFER TO PLAN

T/FOOTING

REFER TO PLAN

18"

18"

8" FROST WALL.
CONTRACTOR OPTION:
12" WIDE TRENCH w/(2) #5
CONT TOP & BOTTOM & #4
AT 48" o/c

(2) #5xCONT TOP& BOTTOM.
EMBED INTO ADJACENT TRENCH
FOOTINGS SIMILAR TO 2/S400

#4 AT 48"o/c

4'
-0

"

BUILDING FOOTING, REFER
TO PLAN FOR SPECIFICS

#4 DOWEL AT 18" o/c AT
OVERPOUR

18"

18"

#4 DOWELS INTO SITE
PAVING AT 24" o/c

CL

REFER TO STEEL COLUMN
BASE PLATE SCHEDULE FOR
BASE PLATE SIZE & ANCHOR
BOLT SIZE & QUANTITY

1/2'' PRE-FORMED
EXPANSION FELT AROUND
COL. REFER TO TYPICAL
SLAB ON GRADE DETAIL

CONCRETE SLAB ON GRADE.
REFER TO TYPICAL SLAB ON
GRADE DETAIL

(2)-#4 AROUND COL,
REFER TO TYPICAL
SLAB ON GRADE
DETAIL

STEEL BUILDING COLUMN

1-1/2'' NON-METALLIC,
NON-SHRINK GROUT
BED.

T/SLAB

REFER TO PLAN

T/FTG

REFER TO PLAN

R
EF

ER
 T

O
 P

LA
N

3"
 C

LR

REFER TO PLAN FOR FOOTING SIZE & REINFORCEMENT
C

EN
TE

R
 C

O
N

C
R

ET
E 

PI
ER

 &
 F

TG
O

N
 C

O
LU

M
N

 C
EN

TE
R

LI
N

E

CL

1/2'' PRE-FORMED EXPANSION
FELT AROUND COL. REFER TO
TYPCIAL SLAB ON GRADE DETAIL

(2) #4 AROUND
COLUMN, REFER TO
TYPCIAL SLAB DETAILCONCRETE SLAB ON GRADE.

REFER TO TYPICAL SLAB ON
GRADE DETAIL

ROOF DRAIN PIPING
COORDINATE WITH
PLUMBING CONTRACTOR

REFER TO STEEL COLUMN
BASE PLATE SCHEDULE FOR
BASE PLATE SIZE & ANCHOR
BOLT SIZE & QUANTITY

1-1/2'' NON-METALLIC,
NON-SHRINK GROUT
BED.

T/SLAB

REFER TO PLAN

T/FTG

REFER TO PLAN

REFER TO PLAN FOR FTG SIZE & REINFORCEMENT 3"
  C

LR
R

EF
ER

 T
O

 P
LA

N

STEEL BUILDING COLUMN

C
EN

TE
R

 C
O

N
C

R
ET

E 
PI

ER
 &

 F
O

O
TI

N
G

O
N

 C
O

LU
M

N
 C

EN
TE

R
LI

N
E

1

1

T/ FTG

REFER TO PLAN

BENT BARS TO MATCH
REINFORCEMENT OF
TYP  FOOTING

FOOTING STEP LOCATION
AS INDICATED ON PLAN

T/ FTG

REFER TO PLAN

REFER TO LAP SCHEDULE

LAP LONGITUDINAL REINFORCEMENT

REFER TO LAP SCHEDULE

LAP LONGITUDINAL REINFORCEMENT

REFER TO TYPICAL
DETAIL FOR FOOTING
REINFORCEMENT

EXTEND BARS 24" PAST
STEP

C
J

CJ

C
J

CJ

STEEL TUBE BUILDING
COLUMN

CONTROL JOINT.
REFER TO PLAN FOR
LAYOUT & SPACING.

(2) #4 x4'-0'' PLACED AS
SHOWN LOCATE AT
SLAB MID-HT

1/2'' PRE-FORMED
EXPANSION FELT

3"

3"

C
J

CJ

C
J

CJ

STEEL TUBE BUILDING
COLUMN

CONTROL JOINT.
REFER TO PLAN FOR
LAYOUT & SPACING.

(2) #4 x4'-0'' PLACED AS
SHOWN LOCATE AT
SLAB MID-HT

1/2'' PRE-FORMED
EXPANSION FELT

3 1
/16

"

3"

PRECAST WALL, DESIGNED &
SUPPLIED BY PRECASTER

TRENCH FOOTING, REFER TO
PLAN FOR SPECIFICS

EMBEDDED WELD PLATE IN PRECAST WALL
PANEL BY PRECAST SUPPLIER DESIGN WELD
PLATE TO TRANSFER ALL HORIZONTAL LOADS
ON PLANS INTO CONCRETE FOOTING

ANGLE OR PLATE FURNISHED &
INSTALLED BY PRECAST SUPPLIER

EMBEDDED WELD PLATE IN TOP OF CONCRETE
FOOTING AT 4'-0" o/c MAX. FURNISHED BY
PRECAST SUPPLIER & INSTALLED BY CONCRETE
CONTRACTOR. COORDINATE LOCATIONS w/
PRECAST SUPPLIER

T/FTG

REFER TO PLAN

SHIM & GROUT SOLID BELOW PRECAST
WALL PANEL AS REQUIRED TO
MAINTAIN BRG ELEVATION

SLAB ON GRADE, REFER TO TYPICAL
DETAILS FOR CONSTRUCTION

1/2" PRE-FORMED EXPANSION FELT

T/SLAB

REFER TO PLAN

R
EF

R
 T

O
 P

LA
N

REFER TO PLAN

1'-0"

1'-0"

T/SLAB

REFER TO PLAN

T/RAMP

VARIES

PROVIDE 3/4" CHAMFER

PROVIDE #4 w/ 18"x18" CORNER BARS

SLAB ON GRADE, REFER TO TYPICAL
DETAILS FOR CONSTRUCTION

1

1

PROVIDE BUILDING PAPER BETWEEN POURS

PROVIDE (2) #4 xCONT
BARS

PROVIDE #4 x1'-0" BAR AT 18" o/c DRILLED &
DRIVEN INTO ADJACENT POUR (4" EMBED)
PLACED AT MID-DEPTH OF SLAB

RAILING, REFER TO ARCH
FOR SPECIFICS

A-A

A

A
PIPING

3'
'

PIPING

3
"

PIPE SLEEVE TO BE
COORDINATED w/ PIPING
CONTRACTOR

ALL PIPING TO CLEAR
SLEEVE BY 1/2'' ALL
AROUND. TYPICAL

FILL GAP AROUND PIPING
WITH BELOW GRADE
FLEXIBLE SEALANT.

CONCRETE FOUNDATION WALL REFER TO
PLAN FOR THICKNESS & REINFORCING

CONTINUOUS STRIP
FOOTING REFER TO PLAN
FOR SIZE & REINFORCING

PROVIDE ADDITIONAL #5
DIAGONAL BARS AT WALL
PENETRATION, AS INDICATED.
DIAGONAL BARS SHALL BE
PROVIDED AT EACH LAYER OT
WALL REINFORCEMENT AS
DETAILED WITHIN WALL. REFER
TO ADJACENT WALL DETAILING.

T/WALL

REFER TO PLAN

T/FTG

REFER TO PLAN

TYPICAL WALL REINFORCEMENT
TO BE SHIFTED OR BENT TO
ACCOMMODATE WALL
PENETRATION

#4 DOWEL w/ STANDARD
90º HOOK AT 48" o/c

CONCRETE
FOUNDATION WALL

T/FOOTING

REFER TO PLAN

PLAN
REFER TO

#4 DOWEL w/ STANDARD
90º HOOK AT 48" o/c

CONCRETE
FOUNDATION WALL

T/FOOTING

REFER TO PLAN

PLAN
REFER TO

SITE PAVING, BY OTHERS

DRILL AND DRIVE #4 x 24"
BAR (EPOXY COAT) AT 16" o/c
4" INTO WALL

(2) #5 x CONT TOP
OF WALL

T/WALL

REFER TO PLAN

T/WALL

REFER TO PLAN

#4 DOWEL 18"x18"
AT 16" o/c

(2) #5 x CONT TOP
OF WALL

#4 BARS AT 12" o/c EACH WAY

SLOPE AWAY FROM BUILDING

#4 DOWEL 30"x3-" AT 16" o/c

#4 NOSING BARS

REFER TO ARCH
DRAWINGS FOR STAIR
TREAD & RISER SPECIFICS

#4 DOWEL
30"x30" AT 16" o/c

CAULK JOINT ABOVE
ISOLATION BOARD

#4 DOWEL 18"x18" AT 16" o/c

#4 x STAIR WIDTH AT 12" o/c

2" RIGID INSULATION OVER
LOOSE, NON COMPACTED
GRANULAR FILL

#5 AT 5" o/c FULL
HEIGHT OF STAIR

1" CLR

6"

241 N. Broadway Ave, Suite 500|Milwaukee, WI 53202

Phone: 414.278.6060 | Fax: 414.278.6061

Pierce Engineers Inc
consulting structural engineers

PE project
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AND REINFORCING

REFER TO PLAN FOR SIZE

R
EF

ER
 T

O
 P

LA
N

T/SLAB

REFER TO PLAN

T/WALL

ELEV 97'-8"

SIDES OF PIT

8"  TYP (3)

SLAB ON GRADE, REFER
TO PLAN FOR SPECIFICS

3-1/2"x1-1/2" CONT
KEYWAY w/ #4 DOWEL
(12"x22"x12") AT 12" o/c

8" CONCRETE LOADING
DOCK SLAB w/ #4 AT 12" o/c
EACH WAY

#4 DOWEL AT 18" o/c DRILL AND
EPOXY INTO PRECAST AT MIN 6"

PRECAST WALL, DESIGNED AND
SUPPLIED BY PRECASTER

EMBEDDED WELD PLATE IN TOP OF CONCRETE
FOOTING AT 4'-0" o/c MAX. FURNISHED BY
PRECAST SUPPLIER & INSTALLED BY CONCRETE
CONTRACTOR. COORDINATE LOCATIONS w/
PRECAST SUPPLIER

T/FTG

REFER TO PLAN

TRENCH FOOTING, REFER
TO PLAN FOR SPECIFICS

EXTERIOR SLAB ON
GRADE BY OTHERS

BUMBER BEYOND
BY DOCK SUPPLIER

LE
VE

LE
R

 S
U

PP
LI

ER
)

1'
-8

" (
VE

R
IF

Y 
w

/ D
O

C
K

PROVIDE L3x3x1/4 ALL AROUND
DOCK PERIMETER w/ 3/8" DIA
x4" HEADED STUDS AT 12" o/c
BY STEEL SUPPLIER

NOTES:
1. WELD ALL CURB ANGLE JOINTS SECURELY TOGETHER. TOUCH-UP

JOINTS w/ PRIMER.
2. COORDINATE w/ DOCK LEVELER SUPPLIER FOR ADDITIONAL

REQUIREMENTS & DIMENSIONS.
3. WALL REINFORCING TO BE CONTINUED OUTSIDE PIT. NOTE TOP OF

REINFORCING LOCATION.

SE
LE

C
TE

D
 P

IT

VE
R

IF
Y 

w
/

SLOPE

C
LR3"

TYP

6"

CL

ANGLE FURNISHED & INSTALLED BY
PRECAST SUPPLIER

CONCRETE SLAB ON GRADE.
REFER TO TYPICAL DETAILS FOR
SLAB ON GRADE CONSTRUCTION.

#4 DOWEL AT 18" o/c
AT OVERPOUR

WALL BEYOND

AT SITE PAVING BY OTHERS,
PROVIDE #4x1'-6" AT 24" o/c.
EMBED 6" INTO SLAB.

1/2" PRE-FORMED
EXPANSION FELT

PRECAST WALL PANEL,
BY PRECAST SUPPLIER

18"

18"

TRENCH FOOTING, REFER TO
PLAN FOR SPECIFICS

T/FTG

REFER TO PLAN

SLAB ON GRADE, REFER TO TYPICAL
DETAILS FOR CONSTRUCTION

1/2" PRE-FORMED EXPANSION FELT

T/SLAB

REFER TO PLAN

R
EF

R
 T

O
 P

LA
N

REFER TO PLAN

EXTERIOR SLAB ON GRADE,
REFER TO TYPICAL DETAILS FOR
CONSTRUCTION

(1) #5 x CONT

WINDOW GLAZING, REFER TO
ARCH DRAWING FOR SPECIFICS

#5 AT 16" o/c

241 N. Broadway Ave, Suite 500|Milwaukee, WI 53202

Phone: 414.278.6060 | Fax: 414.278.6061

Pierce Engineers Inc
consulting structural engineers

PE project

12758

B
U

IL
D

IN
G

 A

M
A

J
E

S
T

IC
 B

A
D

G
E

R
 L

O
G

IS
T

IC
S

 C
E

N
T

E
R

P
L
E

A
S

A
N

T
 P

R
A

IR
IE

, 
W

I.

PE 3-23-16

16147

SHEET NO.

CCC JOB NO.

C
it
y
 o

f 
In

d
u
s
tr

y
, 
C

a
lif

o
rn

ia
 9

1
7
4
6
-3

4
9
7

C
O

M
M

E
R

C
E

 C
O

N
S

T
R

U
C

T
IO

N
 C

O
.,
 L

.P
.

1
3
1
9
1
 C

ro
s
s
ro

a
d
s
 P

a
rk

w
a
y
 N

o
rt

h
S

ix
th

 F
lo

o
r

T
e
le

p
h
o
n
e
: 
(5

6
2
) 

6
9
9
-0

4
5
3

DATEDRAWN BY

L
ic

e
n
s
e
 N

o
. 
7
2
3
3
0
2

R
E

V
IS

IO
N

S
B

Y
D

A
T

E

Drawing Plot Bar

0" 1"
Use this plot bar to confirm drawing
has not been reduced or enlarged
from original. If this plot bar is not
exactly 1 inch long the physical size
of drawing has changed.

T
h

is
 D

o
c
u

m
e
n

t,
 E

it
h

e
r 

a
s
 D

ra
w

in
g

 o
r 

th
e
 A

s
s
e
m

b
la

g
e

o
f 

E
le

c
tr

o
n

ic
 D

a
ta

, 
is

 t
h

e
 P

ro
p

e
rt

y
 o

f 
C

o
m

m
e
rc

e
C

o
n

s
tr

u
c
ti

o
n

 C
o

.,
 L

.P
. 
(“

C
o

m
m

e
rc

e
”
)

T
h
is

 d
o
c
u
m

e
n
t,

 i
n
c
lu

d
in

g
 a

ll 
e
le

c
tr

o
n
ic

 d
a
ta

 a
tt

a
c
h
e
d

th
e
re

in
, 

m
a
y
 n

o
t 
b
e
 r

e
p
ro

d
u
c
e
d
, 
d
is

tr
ib

u
te

d
, 

m
o
d
if
ie

d
,

u
s
e
d
 o

r 
im

p
le

m
e
n
te

d
 i
n
 a

n
y
 w

a
y
, 
in

 w
h
o
le

 o
r 

in
 p

a
rt

,

w
it
h
o
u
t 
th

e
 w

ri
tt
e
n
 c

o
n
s
e
n
t 
o
f 
C

o
m

m
e
rc

e
. 

 T
h
is

d
o
c
u
m

e
n
t 
s
h
a
ll 

n
o
t 

b
e
 t

a
k
e
n
 a

s
 a

p
p
u
rt

e
n
a
n
t 
to

,

a
s
s
o
c
ia

te
d
 w

it
h
, 
o
r 

a
s
 a

 r
e
p
la

c
e
m

e
n
t 
fo

r 
th

e
 o

ff
ic

ia
lly

s
e
a
le

d
 d

o
c
u
m

e
n
t,

 a
n
d
 i
s
 w

it
h
o
u
t 
w

a
rr

a
n
ty

 o
f 
a
n
y
 k

in
d

e
it
h
e
r 

e
x
p
re

s
s
e
d
 o

r 
im

p
lie

d
. 
 A

n
y
 p

e
rs

o
n
 o

r 
o
rg

a
n
iz

a
ti
o
n

m
a
k
in

g
 u

s
e
 o

f 
o
r 

re
ly

in
g
 u

p
o
n
 t
h
is

 d
o
c
u
m

e
n
t 
is

re
s
p
o
n
s
ib

le
 f
o
r 

c
o
n
fi
rm

in
g
 i
ts

 a
c
c
u
ra

c
y
 a

n
d

c
o
m

p
le

te
n
e
s
s
. 
 C

o
m

m
e
rc

e
 i
s
 n

o
t 
re

s
p
o
n
s
ib

le
 f
o
r 

e
d
it
e
d

o
r 

re
p
ro

d
u
c
e
d
 v

e
rs

io
n
s
 o

f 
d
ig

it
a
l 
d
a
ta

 f
ro

m
 t
h
is

d
o
c
u
m

e
n
t.

  
T

h
e
 a

c
c
e
p
ta

n
c
e
 o

r 
u
s
e
 o

f 
th

is
 d

o
c
u
m

e
n
t 

w
ill

b
e
 c

o
n
s
tr

u
e
d
 a

s
 a

n
 a

c
c
e
p
ta

n
c
e
 o

f 
th

e
 f
o
re

g
o
in

g
.

B
Y

D
A

T
E

R
E

V
IS

IO
N

S

S401

S
T

R
U

C
T

U
R

A
L
 D

E
T

A
IL

S

3
S401

FOUNDATION AT DOCK LEVELER4
S401

SLAB OVERPOUR DETAIL AT SERVICE DOOR5
S401

TRENCH FOOTING AT PRECAST WALL



SHADE TREE PLANTING

REMOVE 'V' CROTCHES, STUBS, DOUBLE

LEADERS AND OVERLAPPING / RUBBING

PRUNE PLANTS (IF NEEDED) ONLY AFTER

PLANTING.

PRUNING IS SUBJECT TO TIME OF YEAR, AND

SPECIFIC TREE SPECIES.

1

N.T.S. SECTION

WRAP TREE IN FALL FOR PROTECTION FROM

DEER (IF APPLICABLE).

3" AVERAGE DEPTH MULCH OVER SOIL RING;

DO NOT PLACE MULCH AGAINST TREE TRUNK.

REMOVE BURLAP, SYNTHETIC TWINE, AND

WIRE CAGE FROM TOP 

1

3

  OF ROOTBALL.

SCORE REMAINING 

2

3

 OF BURLAP ONCE TREE

IS IN PLACE, AND STRAIGHTENED.

CAREFULLY BEND REMAINING CAGE DOWN

TO BOTTOM OF HOLE.

INSTALL ONE (1) SLOW RELEASE FERTILIZER

PACKET PER 1" CALIPER OF TREE.  PLACE

AGAINST ROOT BALL.

DIG HOLE 2X WIDER THAN DIAMETER OF

ROOT BALL.

BACK FILL WITH SPECIFIED SOIL - AVOID AIR

POCKETS BY TAMPING SOIL MIXTURE IN 4"

LIFTS.

EXISTING SUBGRADE.

EVERGREEN TREE PLANTING

3

SECTION

REMOVE STUBS, AND OVERLAPPING, BROKEN

OR RUBBING BRANCHES.  PRUNE PLANTS (IF

NEEDED) ONLY AFTER PLANTING.

PRUNING IS SUBJECT TO TIME OF YEAR, AND

SPECIFIC TREE SPECIES.

3" AVERAGE DEPTH MULCH OVER SOIL RING;

DO NOT PLACE MULCH AGAINST TREE TRUNK.

REMOVE BURLAP, SYNTHETIC TWINE, AND

WIRE CAGE FROM TOP 

1

3

  OF ROOTBALL.

SCORE REMAINING 

2

3

 OF BURLAP ONCE TREE

IS IN PLACE, AND STRAIGHTENED.

CAREFULLY BEND REMAINING CAGE DOWN

TO BOTTOM OF HOLE.

INSTALL ONE (1) SLOW RELEASE FERTILIZER

PACKET PER 24" HEIGHT OF TREE.  PLACE

AGAINST ROOT BALL.

DIG HOLE 2X WIDER THAN DIAMETER OF

ROOT BALL.

BACK FILL WITH SPECIFIED SOIL - AVOID AIR

POCKETS BY TAMPING SOIL MIXTURE IN 4"

LIFTS.

EXISTING SUBGRADE.

PLANT TREE AT SAME LEVEL AS PREVIOUS

GROWING CONDITION AT ROOT FLARE.

PLANT SLIGHTLY HIGHER THAN

SURROUNDING FINISHED GRADE.

PLANT TREE AT SAME LEVEL AS PREVIOUS

GROWING CONDITION AT ROOT FLARE.

PLANT SLIGHTLY HIGHER THAN

SURROUNDING FINISHED GRADE.

WATER IMMEDIATELY AFTER PLANTING WITH

A THOROUGH AND DEEP, SLOW RELEASE

WATERING.

WATER IMMEDIATELY AFTER PLANTING WITH

A THOROUGH AND DEEP, SLOW RELEASE

WATERING.

N.T.S.

DECIDUOUS SHRUB PLANTING

4

N.T.S. SECTION

PRUNE OUT DEAD & BROKEN BRANCHES;

RETAIN NORMAL PLANT SHAPE.

2-3" AVERAGE DEPTH MULCH OVER SOIL

RING;  DO NOT PLACE MULCH AGAINST

STEMS.

REMOVE BURLAP AND SYNTHETIC TWINE

FROM TOP 

1

3

  OF ROOTBALL.  SCORE

REMAINING 

2

3

 OF BURLAP ONCE SHRUB IS IN

PLACE.

INSTALL TWO SLOW RELEASE FERTILIZER

PACKETS AGAINST ROOT BALL.

DIG HOLE 2X WIDER THAN DIAMETER OF

ROOT BALL.

BACK FILL WITH SPECIFIED PLANTING MIX -

AVOID AIR POCKETS BY TAMPING SOIL

MIXTURE IN 4" LIFTS.

WATER IMMEDIATELY AFTER PLANTING WITH

A THOROUGH AND DEEP, SLOW RELEASE

WATERING.

PLANT SHRUB AT SAME LEVEL AS PREVIOUS

GROWING CONDITION AT ROOT FLARE.

      POTTED SHRUB PLANTING

2

N.T.S. SECTION

FIBER POT CONTAINER

PRUNE OUT DEAD & BROKEN BRANCHES; RETAIN

NORMAL PLANT SHAPE.

2-3" AVERAGE DEPTH MULCH OVER SOIL RING;  DO

NOT PLACE MULCH AGAINST STEMS, OR BURY

BOTTOM BRANCHES.

REMOVE BURLAP AND SYNTHETIC TWINE FROM TOP

1

3

  OF ROOTBALL.  SCORE REMAINING 

2

3

 OF BURLAP.

INSTALL ONE SLOW RELEASE FERTILIZER PACKETS

AGAINST ROOT BALL.

DIG HOLE 2X WIDER THAN DIAMETER OF ROOT BALL.

BACK FILL WITH SPECIFIED PLANTING MIX - AVOID

AIR POCKETS BY TAMPING MIXTURE IN 4" LIFTS.

PLANT SHRUB AT SAME

LEVEL AS PREVIOUS

GROWING CONDITION AT

ROOT FLARE.

WATER IMMEDIATELY AFTER PLANTING WITH A

THOROUGH AND DEEP, SLOW RELEASE WATERING.

CAREFULLY REMOVE PLANT FROM PLASTIC POT &

SCORE ROOTS 1" DEEP WITH A SHARP KNIFE.

DETAILDETAIL

DETAIL DETAIL

GROUNDCOVER / PERENNIAL PLANTING

PRUNE OUT DEAD & BROKEN BRANCHES; RETAIN

NORMAL PLANT SHAPE.

2-3" AVERAGE DEPTH MULCH OVER SOIL RING;  DO

NOT PLACE MULCH AGAINST STEMS, OR BURY

BOTTOM BRANCHES.

REMOVE BURLAP AND SYNTHETIC TWINE FROM TOP

1

3

  OF ROOTBALL.  SCORE REMAINING 

2

3

 OF BURLAP.

INSTALL ONE SLOW RELEASE FERTILIZER PACKET

AGAINST ROOT BALL.

DIG HOLE 2X WIDER THAN DIAMETER OF ROOT BALL.

BACK FILL WITH SPECIFIED PLANTING MIX - AVOID

AIR POCKETS BY TAMPING MIXTURE IN 4" LIFTS.

PLANT SHRUB AT SAME LEVEL AS PREVIOUS

GROWING CONDITION AT ROOT FLARE.

WATER IMMEDIATELY AFTER PLANTING WITH A

THOROUGH AND DEEP, SLOW RELEASE WATERING.

DETAIL EVERGREEN SHRUB PLANTING

5

N.T.S.
SECTION

BALLED & BURLAPPED POTTED

CAREFULLY REMOVE PLANT FROM PLASTIC POT &

SCORE ROOTS 1" DEEP WITH A SHARP KNIFE.

7

N.T.S. SECTION
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SPACING PLAN - IF NOT INDICATED ON PLANT

& MATERIAL LIST

1

1

2

 DOUBLE SHREDDED HARDWOOD MULCH

OR LEAF COMPOST

REMOVE BROKEN, BENT, DEAD OR DISEASED

LEAVES/STEMS AFTER PLANTING

CAREFULL REMOVE PLANT FROM CONTAINER;

SCORE ROOTS ON ALL SIDES; HAND TAMP INTO

PLACE TO PROTECT PLANT

WATER IMMEDIATELY AFTER PLANTING WITH

A THOROUGH AND DEEP, SLOW RELEASE

WATERING.

PLANT SHRUB AT SAME LEVEL AS PREVIOUS

GROWING CONDITION AT ROOT FLARE.

PLANTING MIX DEPTH OF 9" TO BE

ROTO-TILLED AT ALL PERENNIAL AREAS

SPACING OF PERENNIALS WILL VARY ON THE

VARIETY OF PERENNIAL SELECTED

SPADE EDGE WHERE PLANTING BEDS MEET

LAWN AREAS.

SCARIFY EXISTING SUBGRADE.

DETAIL

N.T.S. SECTION

SPADE EDGE PLANT BED EDGE DETAIL

6

BEDLINES ARE TO BE CUT CRISP AS PER PLAN.  A

CLEAN DEFINITION BETWEEN TURF AND PLANTING

BED IS REQUIRED.

TURF

TOPSOIL / PLANTING MIX

TOP OF MULCH SHOULD BE CRESTED 1-2" ABOVE

TURF FOR POSITIBE DRAINGE. SLOPE GRADUALLY.

2-3" (+/-) MULCH BED

DETAIL

GRAVEL MAINTENANCE DRIP EDGE DETAIL

1

8

" x 4" ALUMINUM EDGE RESTRAINT; MILL FINISH;

STAKED EVERY 24".

TURF/PLANTINGS

TOPSOIL / PLANTING MIX

TOP OF GRAVEL SHOULD BE APPROXIMATELY 1/2"

BELOW THE TOP LIP OF THE EDGE RESTRAINT.

2" LIMESTONE SCREENINGS

OR DECOMPOSED

GRANITE (COMPACTED)

3" (+/-) GRAVEL MEDIUM

(SEE PLAN FOR TYPE)

FILTER FABRIC

SUBGRADE

SECTIONN.T.S.

DETAIL

8

AREA "B"

AREA "A"

726'

UNPLATTED LANDS

OWNER: KENOSHA COUNTY

CEMETERY ASSOC.

TAX KEY: 92-4-122-162-0100

PAUPER'S

CEMETERY

PLAT No. 8110
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3 NS

1 SHL

1 CF

3 NS

1 NRO

2 BHS

1 CLH

45 EVERGREENS (6'):

15 NS, 15 BHS, 15 AP.

GROUP BY SPECIES.

1 SWO

1 NRO

3 IW

1 BC

2 BC

2 BC

3 TCH

1 BC

1 ABM

1 ABM

1 CF

1 BO

1 CLH

1 TCH

1 BO

1 TCH

1 BHS

1 SWO

1 ABM

2 GMSM

2 NRO

2 SHL

3 BC
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1.  Contractor responsible for contacting Diggers Hotline (811 or 800-242-8511) to have site marked prior to excavation or planting.

2.  Contractor to verify all plant quantities shown on Plant & Material List and landscape planting symbols and report any discrepancies to Landscape Architect or

General Contractor.

3.  All plantings shall comply with standards as described in American Standard of Nursery Stock - Z60.1 ANSI (latest version).  Landscape Architect reserves

the right to inspect, and potentially reject any plants that are inferior, compromised, undersized, diseased, improperly transported, installed incorrectly or

damaged.  No sub-standard "B Grade" or "Park Grade" plant material shall be accepted.  Plant material shall originate from nursery(ies) with a similar climate as

the planting site.

4.  Any potential plant substitutions must be approved by Landscape Architect or Owner.  All plants must be installed as per sizes indicated on Plant &  Material

Schedule, unless approved by Landscape Architect.  Any changes to sizes shown on plan must be submitted in writing to the Landscape Architect prior to

installation.

5.  Topspoil in Parking Lot Islands (if applicable):  All parking lot islands to be backfilled with topsoil to a minimum depth of 18" to insure long-term plant health.

Topsoil should be placed within 3" of finish grade by General Contractor / Excavation Contractor during rough grading operations/activity.  The landscape

contractor shall be responsible for the fine grading of all disturbed areas, planting bed areas, and lawn areas.  Crown all parking lot islands a minimum of 6" to

provide proper drainage, unless otherwise specified.

6.  Tree Planting:  Plant all trees slightly higher than finished grade at the root flare.  Remove excess soil from the top of the root ball, if needed.  Remove and

discard non-biodegradable ball wrapping and support wire.  Removed biodegradable burlap and wire cage (if present) from the top 

1

3

 of the rootball and carefully

bend remaining wire down to the bottom of the hole.  Once the tree has been placed into the hole and will no longer be moved, score the remaining 

2

3

  of the

burlap and remove the twine.  Provide three slow release fertilizer for each tree planted.

7.  Tree Planting:  Backfill tree planting holes 80% existing soils removed from excavation and 20% plant starter mix.  Avoid air pockets and do not tamp soil

down.  Discard any gravel, rocks, heavy clay, or concrete pieces.  When hole is 

2

3

 full, trees shall be watered thoroughly, and water left to soak in before

proceeding to fill the remainder of the hole.  Water again to full soak in the new planting.  Each tree shall receive a 3" deep, 4-5' diameter (see planting details or

planting plan) shredded hardwood bark mulch ring around all trees planted in lawn areas.  Do not build up any mulch onto the trunk of any tree.  Trees that are

installed incorrectly will be replaced at the time and expense of the Landscape Contractor.

8.  Shrub Planting:  All shrubs to be planted in groupings as indicated on the Landscape Plan.  Install with the planting of shrubs a 

50

50

 mix of plant starter with

topsoil.  Install topsoil into all plant beds as needed to achieve proper grade and displace undesirable soil (see planting detail).  Remove all excessive gravel,

clay and stones from plant beds prior to planting.  When hole(s) are 

2

3

 full, shrubs shall be watered thoroughly, and water left to soak in before proceeding.

Provide slow-release fertilizer packets at the rater of 1 per 24" height/diamter of shrub at planting.

9.  Mulching:  All tree and shrub planting beds to receive a 3" deep layer of high quality shredded hardwood bark mulch (not pigment dyed or enviro-mulch).  All

perennial planting areas (groupings) shall receive a 2" layer of shredded hardwood bark mulch, and groundcover areas a 1-2" layer of the same mulch.  Do not

mulch annual flower beds (if applicable).  Do not allow mulch to contact plant stems and tree trunks.

10.  Edging:  All planting beds shall be edged with a 4" deep spade edge using a flat landscape spade or a mechanical edger.  Bedlines are to be cut crisp,

smooth as per plan.  A clean definition between landscape beds and lawn is required.  Pack mulch against lawn edge to hold in place.

11.  Plant bed preparation/Soil Amendment composition:  All perennial, groundcover and annual areas (if applicable) are required to receive a blend of organic

soil (Soil Amendments) amendments prior to installation.  Roto-till the following materials at the following ratio, into existing soil beds or installed topsoil beds to a

depth of approximately 8"-10".  Containerized and balled & burlapped plant material should be back-filled with amended soil:

Per 100 SF of bed area (Soil Amendment composition):

3

4

 CY Peat Moss or Mushroom Compost

3

4

  CY blended/pulverized Topsoil

1

4

  CY composted manure

In roto-tilled beds only, also include in above mixture:

2   lbs Starter Fertilizer

12.  Lawn Installation for all sodded turfgrass areas:  Contractor to furnish and prepare blended topsoil (2" minimum) and sod bed, removing all debris and

stones 

1

2

" and larger.  Apply a 10-10-10 starter lawn fertilizer uniformly throughout areas prior to laying sod.  Use only premium sod blend according to TPI

(revised 1995) and ASPA Standards.  Install sod uniformly with staggered joints, laid tightly end to end and side to side.  Roll sod with a walk behind roller and

water immediately upon installation to a 3" depth.  Stake any sod installed on slopes steeper than 1:3, and in all swale applications.  Contractor is responsible to

provide a smooth, uniform, healthy turf, and is responsible for the first two mowings of the newly installed turf, and is also responsible for watering during this

period.

13.  Installation preparation for all seeded areas:  remove/kill off any existing unwanted vegetation prior to seeding.  Prepare the topsoil (if adequate or provide

as in item #6 above) and seed bed by removing all surface stones 1" or larger.  Apply a starter fertilizer and specified seed uniformly at the specified rate, and

provide mulch covering suitable to germinate and establish turf.  Provide seed and fertilizer specifications to Landscape Architect and Owner prior to installation.

Erosion control measures are to be used in swales and on slopes in excess of 1:3 and where applicable (see Civil Engineering Drawings).  Methods of

installation may vary are the discretion of the Landscape Contractor on his/her responsibility to establish and guarantee a smooth, uniform, quality turf.  A

minimum of 2" of blended, prepared and non-compacted topsoil is required for all lawn areas.  If straw mulch is used as a mulch covering, a tackifier may be

necessary to avoid wind dispersal of mulch covering.  Marsh hay containing reed canary grass is NOT acceptable as a mulch covering.

An acceptable quality seed installation is defined as having:

No bare spots larger than one (1) square foot

No more than 10% of the total area with bare areas larger than one (1) square foot

A uniform coverage through all turf areas

14. No-Mow seed areas:  "No-Mow" fine fescue seed mix with annual rye nurse crop (available at Cedar Creek Seed Farm 888-313-6807; or Prairie Nursery

608-296-3679) or approved equivalent mix from a reputable seed mix provider.  Apply at 220 lbs per acre or at rate recommended by supplier.  Prepare seed

bed and soil as specified in item #13 above.

15.  Native Prairie Seed Mix / Stormwater Seed Mix: Native seed mixes as listed on the Plant and Material List or other seeding schedules outlined on the

landscape plan set.  Seed mixes available from Prairie Nursery 608-296-3679 or JF New 608-848-1789 or approved equivalent mix from a reputable seed mix

provider.  Apply at rates specified herein, or per supplier recommendation.  Prepare soil and seed bed as in item #13 above.

16.  Warranty and Replacements:  All plantings are to be watered thoroughly at the time of planting, through construction and upon completion of project as

required.  Trees, Evergreens, and Shrubs (deciduous and evergreen) shall be guaranteed (100% replacement) for a minimum of one (1) year from the date of

project completion.  Perennials, groundcovers, and ornamental grasses shall be guaranteed for a minimum of one (1) growing season.  Perennials,

groundcovers, and ornamental grasses planted after September 15th shall be guaranteed through May 31st of the following year.  Only one replacement per

plant will be required during the warranty period, except for losses or replacements due to failure to comply with specified requirements.  Watering and general

ongoing maintenance instructions are to be supplied by the Landscape Contractor to the Owner upon completion of the project.

17.  The Landscape Contractor is responsible for the watering and maintenance of all landscape areas for a period of 45 days after the substantial completion of

the landscape installation.  This shall include all trees, shrubs, evergreens, perennials, ornamental grasses, turf grass, no-mow grass, and native prairie seed

mix / stormwater seed mix.  Work also includes weeding, edging, mulching (only if required), fertilizing, trimming, sweeping up grass clippings, pruning and

deadheading.

18.  Project Completion:  Landscape Contractor is responsible to conduct a final review of the project, upon completion, with the Landscape Architect, Client or

Owner / Client Representative, and the General Contractor to answer questions, provide written care instructions for new plantings and turf, and insure that all

specifications have been met.
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DESIGN BY: DCC

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

Roof Pvmt Grass Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Area Area Area Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure (sf) (sf) (sf) Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

BC 14.1 CO 14 2426 0 0 0.21 0.21 45.00 10 3.78 0.012 0.00 1.70 9% 4.28 4.96 688.50 685.50 683.80

CO 14 CB 15.0 0 0 0 0.00 0.21 83.50 10 1.00 0.012 0.01 0.84 14% 2.68 2.55 687.09 683.80 682.96

CB 15.0 TEE 16.0 0 15750 0 1.08 1.89 28.20 15 0.50 0.012 0.02 0.14 41% 3.76 5.32 686.34 682.96 682.82

TEE 16.0 TEE 17.0 0 0 0 0.00 2.49 99.90 15 0.50 0.012 0.13 0.50 50% 4.04 5.32 686.50 682.82 682.32

TEE 17.0 CB 18.0 0 0 0 0.00 3.53 24.90 15 0.50 0.012 0.06 0.12 66% 4.38 5.32 686.50 682.32 682.20

CB 18.0 TEE 19.0 0 13891 0 0.95 5.21 75.30 18 0.50 0.012 0.16 0.38 61% 4.84 8.66 686.34 682.20 681.82

TEE 19.0 CB 20.0 0 0 0 0.00 5.95 77.90 18 0.50 0.012 0.21 0.39 68% 4.98 8.66 686.50 681.82 681.43

CB 20.0 TEE 21.0 0 26858 0 1.84 8.40 22.10 24 0.50 0.012 0.03 0.11 49% 5.47 18.64 686.34 681.43 681.32

TEE 21.0 STM MH 22.0 0 0 0 0.00 8.81 74.60 24 0.50 0.012 0.10 0.37 51% 5.54 18.64 686.50 681.32 680.95

STM MH 22.0 CB 23.0 0 0 0 0.00 8.81 150.40 24 0.50 0.012 0.19 0.75 51% 5.54 18.64 687.32 680.95 680.20

CB 23.0 CB 24.0 0 35171 0 2.41 12.82 205.30 24 0.70 0.012 0.56 1.44 59% 6.89 22.06 686.34 680.20 678.76

CB 24.0 CB 25.0 0 41326 0 2.83 20.95 225.00 30 0.35 0.012 0.50 0.79 72% 5.95 28.28 682.80 678.76 677.97

CB 25.0 CB 26.0 0 41738 0 2.86 31.44 225.00 36 0.35 0.012 0.43 0.79 67% 6.61 45.98 682.80 677.97 677.18

CB 26.0 CB 27.0 0 44117 0 3.02 39.94 112.00 42 0.20 0.012 0.15 0.22 73% 5.65 52.43 682.80 677.18 676.96

CB 27.0 ES 28.0 0 11783 0 0.81 40.75 198.80 42 0.73 0.012 0.28 1.46 45% 9.38 100.45 683.06 676.96 675.50

CB 1.0 CB 2.0 0 39686 0 2.72 2.72 140.40 15 0.30 0.012 0.21 0.42 65% 3.39 4.12 683.40 679.62 679.20

CB 2.0 CB 3.0 0 33348 0 2.29 8.57 225.00 24 0.20 0.012 0.27 0.45 71% 3.86 11.79 682.80 679.20 678.75

CB 3.0 CB 4.0 0 40928 0 2.81 16.99 225.00 30 0.20 0.012 0.33 0.45 76% 4.55 21.38 682.80 678.75 678.30

CB 4.0 CB 5.0 0 67179 0 4.61 26.09 185.40 36 0.20 0.012 0.24 0.37 73% 5.09 34.76 682.80 678.30 677.93

CB 5.0 CB 6.0 0 11015 0 0.76 27.01 194.70 36 0.20 0.012 0.27 0.39 75% 5.12 34.76 685.51 677.93 677.54

CB 6.0 CB 7.0 0 20912 0 1.43 28.45 152.90 36 0.20 0.012 0.24 0.31 78% 5.16 34.76 685.04 677.54 677.23

CB 7.0 CB 8.0 0 18702 0 1.28 32.56 153.10 36 0.20 0.012 0.31 0.31 88% 5.21 34.76 685.04 677.23 676.92

CB 8.0 CB 9.0 0 20927 0 1.43 35.10 193.10 42 0.20 0.012 0.20 0.39 66% 5.51 52.43 685.04 676.92 676.54

CB 9.0 CB 10.0 0 26989 0 1.85 36.96 101.30 42 0.20 0.012 0.12 0.20 69% 5.57 52.43 682.32 676.54 676.34

CB 10.0 ES 11.0 0 15893 0 1.09 38.04 149.20 42 0.56 0.012 0.18 0.84 47% 8.33 87.74 682.50 676.34 675.50

BC 16.1 TEE 16.0 6901 0 0 0.59 0.59 49.10 10 5.46 0.012 0.03 2.68 16% 6.62 5.97 688.50 685.50 682.82

BC 17.1 TEE 17.0 12229 0 0 1.05 1.05 49.00 10 6.49 0.012 0.10 3.18 23% 8.31 6.50 688.50 685.50 682.32

BC 19.1 TEE 19.0 8607 0 0 0.74 0.74 49.00 10 7.51 0.012 0.05 3.68 17% 7.91 7.00 688.50 685.50 681.82

BC 21.1 TEE 21.0 4789 0 0 0.41 0.41 45.10 10 9.27 0.012 0.01 4.18 11% 7.17 7.77 688.50 685.50 681.32

CB 15.1 CB 15.0 0 8852 0 0.61 0.61 44.00 10 5.00 0.012 0.03 2.20 17% 6.47 5.71 688.86 685.16 682.96

CB 18.1 CB 18.0 0 10549 0 0.72 0.72 44.00 10 6.00 0.012 0.04 2.64 18% 7.26 6.25 688.86 684.84 682.20

CB 20.1 CB 20.0 0 8932 0 0.61 0.61 44.00 10 6.00 0.012 0.03 2.64 16% 6.92 6.25 688.86 684.07 681.43

CB 27.0 STM MH 27.1 0 0 0 0.00 20.38 11.20 30 0.73 0.012 0.02 0.08 53% 7.89 40.95 683.06 676.96 676.88

STM MH 27.1 ES 28.1 0 0 0 0.00 20.38 193.00 30 0.72 0.012 0.41 1.38 53% 7.81 40.42 683.41 676.88 675.50

CB 10.0 STM MH 10.1 0 0 0 0.00 19.02 8.00 30 0.56 0.012 0.01 0.04 55% 7.00 35.77 682.50 676.34 676.30

STM MH 10.1 ES 11.0 0 0 0 0.00 19.02 152.10 30 0.53 0.012 0.28 0.80 57% 6.83 34.63 682.81 676.30 675.50

STORM SEWER COMPUTATIONS

PLEASANT PRAIRIE, WI

Flow is determined by SPS 382.36

STRUCTURE DATA PIPE DATA

Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3

 S
1/2

PIPE CAPACITY INFORMATIONDRAINAGE AREA AND FLOW DATA

PIPE TO OUTFALL SPLIT INTO TWO PARALLEL RUNS OF 30" (SEE CALCS BELOW)

PIPE TO OUTFALL SPLIT INTO TWO PARALLEL RUNS OF 30" (SEE CALCS BELOW)

DESIGN DATA

FOR

MAJESTIC

ELEVATIONS

Z:\Projects\2012\117.00A-WI\DESIGN\STORM\Storm DSPS
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DESIGN BY: DCC

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

Roof Pvmt Grass Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Area Area Area Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure (sf) (sf) (sf) Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

BC 24.31 CO 24.3 10676 0 0 0.91 0.91 4.70 10 3.43 0.012 0.01 0.16 44% 3.85 2.37 688.50 682.01 681.84

CO 24.3 TEE 24.2 0 0 0 0.00 0.91 52.40 10 0.65 0.012 0.08 0.34 48% 3.47 2.06 688.23 681.84 681.50

TEE 24.2 STM MH 24.1 0 0 0 0.00 2.04 52.00 10 1.00 0.012 0.39 0.52 77% 4.89 2.55 688.00 681.50 680.98

STM MH 24.1 CB 24.0 0 0 0 0.00 4.36 111.30 15 2.00 0.012 0.43 2.23 45% 7.81 10.65 684.50 680.98 678.76

BC 24.21 TEE 24.2 13167 0 0 1.13 1.13 4.10 10 12.19 0.012 0.01 0.50 32% 6.56 4.55 685.00 682.00 681.50

BC 24.11 STM MH 24.1 13501 0 0 1.16 1.16 4.10 10 5.00 0.012 0.01 0.21 27% 7.78 5.71 685.00 682.00 681.80

BC 24.41 CO 24.4 13501 0 0 1.16 1.16 4.10 10 12.17 0.012 0.01 0.50 22% 9.79 7.87 685.00 682.00 681.50

CO 24.2 STM MH 24.1 0 0 0 0.00 1.16 52.00 10 1.00 0.012 0.12 0.52 49% 4.32 2.55 684.48 681.50 680.98

BC 25.51 CO 25.5 13490 0 0 1.16 1.16 4.10 10 5.35 0.012 0.01 0.22 34% 6.21 4.17 685.00 682.00 681.78

CO 25.5 TEE 25.4 0 0 0 0.00 1.16 52.00 10 0.50 0.012 0.12 0.26 64% 3.32 1.81 684.48 681.78 681.52

TEE 25.4 TEE 25.3 0 0 0 0.00 2.31 52.00 10 1.00 0.012 0.49 0.52 85% 4.96 2.55 684.50 681.52 681.00

TEE 25.3 TEE 25.2 0 0 0 0.00 3.47 52.00 10 2.00 0.012 1.11 1.04 91% 7.00 3.61 684.50 681.00 679.96

TEE 25.2 STM MH 25.1 0 0 0 0.00 4.62 52.00 10 3.50 0.012 1.97 1.82 92% 9.24 4.78 684.50 679.96 678.14

STM MH 25.1 CB 25.0 0 0 0 0.00 6.94 86.30 24 0.20 0.012 0.07 0.17 60% 3.69 11.79 684.48 678.14 677.97

BC 25.41 TEE 25.4 13490 0 0 1.16 1.16 4.10 10 11.73 0.012 0.01 0.48 22% 9.62 7.68 685.00 682.00 681.52

BC 25.31 TEE 25.3 13490 0 0 1.16 1.16 4.10 10 24.34 0.012 0.01 1.00 16% 13.13 11.89 685.00 682.00 681.00

BC 25.21 TEE 25.2 13490 0 0 1.16 1.16 4.00 10 51.06 0.012 0.01 2.04 12% 17.43 17.74 685.00 682.01 679.96

BC 25.11 STM MH 25.1 13490 0 0 1.16 1.16 4.10 10 5.00 0.012 0.01 0.21 27% 7.78 5.71 685.00 682.00 681.80

BC 25.61 CO 25.6 13490 0 0 1.16 1.16 4.10 10 17.91 0.012 0.01 0.73 18% 11.59 9.97 685.00 682.00 681.26

CO 25.5 STM MH 25.1 0 0 0 0.00 1.16 52.00 10 6.00 0.012 0.12 3.12 26% 8.31 6.25 684.48 681.26 678.14

BC 26.31 CO 26.3 13582 0 0 1.16 1.16 4.10 10 10.88 0.012 0.01 0.45 23% 9.32 7.32 685.00 682.00 681.55

CO 26.3 TEE 26.2 0 0 0 0.00 1.16 52.00 10 1.00 0.012 0.13 0.52 49% 4.33 2.55 684.50 681.55 681.03

TEE 26.2 STM MH 26.1 0 0 0 0.00 2.33 52.00 10 2.50 0.012 0.50 1.30 59% 7.25 4.04 684.50 681.03 679.73

STM MH 26.1 CB 26.0 0 0 0 0.00 5.48 85.00 15 3.00 0.012 0.52 2.55 46% 9.63 13.04 684.48 679.73 677.18

BC 26.21 TEE 26.2 13582 0 0 1.16 1.16 4.10 10 23.44 0.012 0.01 0.96 38% 5.60 3.61 685.00 681.99 681.03

BC 26.11 STM MH 26.1 13339 0 0 1.14 1.14 4.10 10 54.79 0.012 0.01 2.25 38% 5.57 3.61 685.00 681.98 679.73

BC 26.51 CO 26.5 12937 0 0 1.11 1.11 4.20 10 4.58 0.012 0.01 0.19 37% 5.45 3.55 688.50 682.01 681.81

CO 26.5 TEE 26.4 0 0 0 0.00 1.11 52.00 10 2.00 0.012 0.11 1.04 37% 5.52 3.61 688.05 681.81 680.77

TEE 26.4 STM MH 26.1 0 0 0 0.00 2.01 52.00 10 2.00 0.012 0.37 1.04 57% 6.43 3.61 684.50 680.77 679.73

BC 26.41 TEE 26.4 10483 0 0 0.90 0.90 4.20 10 29.52 0.012 0.01 1.24 13% 13.15 13.24 685.00 682.01 680.77

Flow is determined by SPS 382.36 Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3

 S
1/2

STORM SEWER COMPUTATIONS
FOR

MAJESTIC

PLEASANT PRAIRIE, WI

DESIGN DATA

STRUCTURE DATA DRAINAGE AREA AND FLOW DATA PIPE DATA PIPE CAPACITY INFORMATION ELEVATIONS
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DESIGN BY: DCC

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

Roof Pvmt Grass Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Area Area Area Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure (sf) (sf) (sf) Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

BC 8.21 CO 8.2 8588 0 0 0.74 0.74 35.80 10 3.85 0.012 0.03 1.38 20% 6.70 5.55 688.50 685.50 684.12

CO 8.2 STM MH 8.1 0 0 0 0.00 0.74 100.00 10 4.50 0.012 0.10 4.50 20% 6.59 5.42 687.00 684.12 679.62

STM MH 8.1 CB 8.0 0 0 0 0.00 1.11 56.70 10 4.75 0.012 0.12 2.69 27% 7.55 5.56 686.93 679.62 676.92

BC 8.11 STM MH 8.1 4345 0 0 0.37 0.37 36.80 10 16.00 0.012 0.01 5.89 8% 8.59 10.48 688.50 685.51 679.62

BC 7.21 CO 7.2 6832 0 0 0.59 0.59 35.80 10 4.72 0.012 0.02 1.69 16% 6.57 5.93 688.50 685.50 683.81

CO 7.2 STM MH 7.1 0 0 0 0.00 0.59 98.70 10 4.00 0.012 0.06 3.95 18% 5.91 5.11 687.00 683.81 679.86

STM MH 7.1 CB 7.0 0 0 0 0.00 1.63 58.40 10 4.50 0.012 0.28 2.63 36% 8.24 5.42 687.00 679.86 677.23

BC 7.11 STM MH 7.1 12215 0 0 1.05 1.05 35.80 10 15.74 0.012 0.07 5.63 17% 11.55 10.33 688.50 685.49 679.86

BC 5.1 CB 5.0 2022 0 0 0.17 0.17 90.00 10 8.41 0.012 0.00 7.57 6% 5.37 7.44 688.50 685.49 677.93

BC 4.31 CO 4.3 9014 0 0 0.77 0.77 5.00 10 3.20 0.012 0.01 0.16 26% 5.50 4.12 688.50 682.00 681.84

CO 4.3 TEE 4.2 0 0 0 0.00 0.77 51.70 10 0.50 0.012 0.05 0.26 47% 3.01 1.81 688.13 681.84 681.58

TEE 4.2 STM MH 4.1 0 0 0 0.00 1.68 52.00 10 1.00 0.012 0.26 0.52 65% 4.72 2.55 684.50 681.58 681.06

STM MH 4.1 CB 4.0 0 0 0 0.00 4.49 85.00 15 3.25 0.012 0.35 2.76 39% 9.41 13.57 684.38 681.06 678.30

BC 4.21 TEE 4.2 10565 0 0 0.91 0.91 4.40 10 9.65 0.012 0.01 0.42 19% 8.94 7.64 685.00 682.00 681.58

BC 4.11 STM MH 4.1 10934 0 0 0.94 0.94 4.40 10 21.57 0.012 0.01 0.95 14% 12.18 11.67 685.00 682.01 681.06

BC 4.51 CO 4.5 10959 0 0 0.94 0.94 4.40 10 8.94 0.012 0.01 0.39 20% 8.77 7.33 685.00 682.00 681.61

CO 4.5 TEE 4.4 0 0 0 0.00 0.94 52.00 10 0.40 0.012 0.08 0.21 59% 2.90 1.61 684.48 681.61 681.40

TEE 4.4 STM MH 4.1 0 0 0 0.00 1.88 52.00 10 0.65 0.012 0.32 0.34 86% 4.00 2.06 684.50 681.40 681.06

BC 4.41 TEE 4.4 10934 0 0 0.94 0.94 4.40 10 13.76 0.012 0.01 0.61 17% 10.32 9.23 685.00 682.00 681.40

BC 3.51 CO 3.5 10924 0 0 0.94 0.94 4.40 10 11.40 0.012 0.01 0.50 20% 8.66 7.21 685.00 682.00 681.50

CO 3.5 TEE 3.4 0 0 0 0.00 0.94 52.00 10 0.20 0.012 0.08 0.10 78% 2.20 1.14 684.48 681.50 681.40

TEE 3.4 TEE 3.3 0 0 0 0.00 1.87 52.00 10 0.60 0.012 0.32 0.31 89% 3.84 1.98 684.50 681.40 681.09

TEE 3.3 TEE 3.2 0 0 0 0.00 2.81 52.00 10 1.25 0.012 0.73 0.65 94% 5.49 2.85 684.50 681.09 680.44

TEE 3.2 STM MH 3.1 0 0 0 0.00 3.74 52.00 10 2.75 0.012 1.29 1.43 84% 8.21 4.23 684.50 680.44 679.01

STM MH 3.1 CB 3.0 0 0 0 0.00 5.62 86.30 18 0.30 0.012 0.21 0.26 80% 3.99 6.70 684.48 679.01 678.75

BC 3.41 TEE 3.4 10924 0 0 0.94 0.94 4.40 10 13.69 0.012 0.01 0.60 18% 9.54 8.27 685.00 682.00 681.40

BC 3.31 TEE 3.3 10924 0 0 0.94 0.94 4.40 10 20.78 0.012 0.01 0.91 15% 11.46 10.71 685.00 682.00 681.09

BC 3.21 TEE 3.2 10924 0 0 0.94 0.94 4.40 10 35.65 0.012 0.01 1.57 12% 14.22 14.54 685.00 682.00 680.44

BC 3.11 STM MH 3.1 10924 0 0 0.94 0.94 4.40 10 5.00 0.012 0.01 0.22 23% 7.33 5.71 685.00 682.00 681.78

BC 3.61 CO 3.6 10924 0 0 0.94 0.94 4.40 10 14.88 0.012 0.01 0.65 17% 9.91 8.72 685.00 682.00 681.35

CO3.6 STM MH 3.1 0 0 0 0.00 0.94 52.00 10 4.50 0.012 0.08 2.34 24% 7.06 5.42 684.48 681.35 679.01

Flow is determined by SPS 382.36 Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3
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STORM SEWER COMPUTATIONS
FOR

MAJESTIC

PLEASANT PRAIRIE, WI

DESIGN DATA

STRUCTURE DATA DRAINAGE AREA AND FLOW DATA PIPE DATA PIPE CAPACITY INFORMATION ELEVATIONS

Z:\Projects\2012\117.00A-WI\DESIGN\STORM\Storm DSPS
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DESIGN BY: DCC

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

Roof Pvmt Grass Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Area Area Area Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure (sf) (sf) (sf) Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

BC 2.31 CO 2.3 9286 0 0 0.80 0.80 5.00 10 13.00 0.012 0.01 0.65 18% 8.20 7.13 685.00 682.00 681.35

CO 2.3 TEE 2.2 0 0 0 0.00 0.80 52.00 10 0.75 0.012 0.06 0.39 41% 3.53 2.21 684.48 681.35 680.96

TEE 2.2 STM MH 2.1 0 0 0 0.00 1.68 52.30 10 1.25 0.012 0.26 0.65 60% 5.15 2.85 684.48 680.96 680.31

STM MH 2.1 CB 2.0 0 0 0 0.00 3.56 111.30 15 1.00 0.012 0.29 1.11 51% 5.73 7.53 684.48 680.31 679.20

BC 2.21 TEE 2.2 10301 0 0 0.88 0.88 5.00 10 20.80 0.012 0.01 1.04 15% 10.80 10.08 685.00 682.00 680.96

BC 2.11 STM MH 2.1 10974 0 0 0.94 0.94 4.40 10 5.00 0.012 0.01 0.22 23% 7.34 5.71 685.00 682.00 681.78

BC 2.41 TEE 2.4 10974 0 0 0.94 0.94 4.70 10 13.97 0.012 0.01 0.66 19% 8.86 7.43 685.00 682.00 681.34

CO 2.8 STM MH 2.1 0 0 0 0.00 0.94 51.70 10 2.00 0.012 0.08 1.03 33% 5.28 3.61 688.31 681.34 680.31

ES 29.2 STM MH 29.1 0 50 0 0.00 0.00 82.40 15 2.00 0.012 0.00 1.65 0% 0.93 10.65 694.84 687.42 685.77

CB 21.0 ES 29.0 0 50 0 0.00 0.01 135.50 42 0.20 0.012 0.00 0.27 0% 0.44 52.43 694.00 685.77 685.50

CB 23.2 CB 23.1 0 50 0 0.00 0.00 133.90 10 3.00 0.012 0.00 4.02 1% 1.14 4.42 691.94 686.73 682.71

CB 23.1 CB 23.0 18605 0 0 1.59 1.60 83.80 10 3.00 0.012 0.38 2.51 41% 7.06 4.42 687.51 682.71 680.20

CB 24.10 CB 24.9 0 4902 0 0.34 0.34 8.00 10 1.00 0.012 0.00 0.08 20% 3.08 2.55 683.14 679.96 679.88

CB 24.9 CB 24.0 0 8784 0 0.60 0.94 112.00 10 1.00 0.012 0.18 1.12 42% 4.10 2.55 683.06 679.88 678.76

CB 25.7 CB 25.0 0 10125 0 0.69 0.69 112.00 10 1.50 0.012 0.10 1.68 29% 4.38 3.13 683.04 679.65 677.97

CB 7.7 CB 7.6 0 8708 0 0.60 0.60 108.00 10 2.00 0.012 0.07 2.16 24% 4.65 3.61 685.85 682.80 680.64

CB 7.6 CB 7.0 0 8774 0 0.60 1.20 136.20 10 2.50 0.012 0.35 3.41 36% 6.12 4.04 685.35 680.64 677.23

Flow is determined by SPS 382.36 Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3
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FOR

MAJESTIC

PLEASANT PRAIRIE, WI

DESIGN DATA

STRUCTURE DATA DRAINAGE AREA AND FLOW DATA PIPE DATA PIPE CAPACITY INFORMATION ELEVATIONS
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DESIGN BY: AJS

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

STORM EVENT: 25 yr DESIGN INTENSITY (I): 1.9 in/hr Intensity is based on a 10 min Tc using SEWRPC IDF equations.

Individual Individual Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Acres Coefficient Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure A C Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

ES 29.2 MH 29.1 0.72 0.46 0.63 0.63 160.00 15 3 0.013 0.02 4.80 10% 4.92 12.04 105.00 692.58 687.78

Exist CMP ES 29.3 MH 29.1 78.53 0.31 46.25 46.25 98.00 36 0.18 0.022 1.35 0.18 Surcharge --- 17.99 105.00 686.03 685.85

MH 29.1 ES 29.0 0 0 0.00 46.88 160.00 42 0.2 0.01 0.21 0.32 72% 6.76 62.92 685.85 685.53

Q = CIA

DESIGN DATA

STRUCTURE DATA ELEVATIONS

Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3
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PIPE CAPACITY INFORMATIONPIPE DATA

FOR

MAJESTIC BADGER LOGISTICS CENTER

STORM SEWER COMPUTATIONS

OFFSITE CULVERT 25 YEAR

DRAINAGE AREA AND FLOW DATA

Flow is determined by Rational Method

Z:\Projects\2012\117.00A-WI\DESIGN\STORM\OFFSITE CULVERTS RATIONAL 25 YEAR
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DESIGN BY: AJS

PROJECT NUMBER: 117.00A

DATE: 3/23/2016

STORM EVENT: 100 yr DESIGN INTENSITY (I): 2.46 in/hr Intensity is based on a 10 min Tc using SEWRPC IDF equations.

Individual Individual Individual Cumulative Required Actual Percent Actual Max.

Pipe Upstream Downstream Acres Coefficient Flow Flow Length Diameter Slope Manning Drop Drop Full Velocity Capacity Rim/Toc Invert Invert

Run Structure Structure A C Q (cfs) (cfs) (ft) (in) (%) Coefficient (ft) (ft) (%) (fps) (cfs) Up Up Down

Prop HDPE ES 29.2 MH 29.1 0.72 0.46 0.81 0.81 160.00 15 3 0.013 0.03 4.80 13% 5.32 12.04 691.00 692.58 687.78

Exist CMP ES 29.3 MH 29.1 78.53 0.31 59.89 59.89 98.00 36 0.18 0.022 2.26 0.18 Surcharge --- 17.99 695.65 686.03 685.85

Prop HDPE MH 29.1 ES 29.0 0 0 0.00 60.70 160.00 42 0.2 0.01 0.34 0.32 91% 6.91 62.92 689.00 685.85 685.53

**SEE MAJESTIC BADGER LOGISTICS CENTER OFF-SITE STORMWATER FLOW CALCS DATED 5-30-13 FOR ADDITONAL INFORMATION

FOR

MAJESTIC BADGER LOGISTICS CENTER

STORM SEWER COMPUTATIONS

OFFSITE CULVERT 100 YEAR

DRAINAGE AREA AND FLOW DATA

Flow is determined by Rational Method

Q = CIA

DESIGN DATA

STRUCTURE DATA ELEVATIONS

Pipe capacity is determined by Manning's Equation

Q = 1.486/n AR
2/3
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PIPE CAPACITY INFORMATIONPIPE DATA

Z:\Projects\2012\117.00A-WI\DESIGN\STORM\OFFSITE CULVERTS RATIONAL 100 YEAR





Channel Report

Hydraflow Express Extension for Autodesk® AutoCAD® Civil 3D® by Autodesk, Inc. Tuesday, Mar 22 2016

MAJESTIC BADGER LOGISTICS CENTER SOUTH DITCH

Trapezoidal
Bottom Width (ft) =  6.00
Side Slopes (z:1) =  4.00, 4.00
Total Depth (ft) =  2.00
Invert Elev (ft) =  679.00
Slope (%) =  0.60
N-Value =  0.025

Calculations
Compute by: Known Q
Known Q (cfs) =  60.70

Highlighted
Depth (ft) =  1.30
Q (cfs) =  60.70
Area (sqft) =  14.56
Velocity (ft/s) =  4.17
Wetted Perim (ft) =  16.72
Crit Depth, Yc (ft) =  1.14
Top Width (ft) =  16.40
EGL (ft) =  1.57
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D. Consider the request of Mark Eberle, P.E. of Nielsen Madsen and Barber, agent for 

the owners of Westwood Estates Manufactured Home Park for approval to complete 

the private improvements for the previously approved expansion of the 

Manufactured Home Park located at 7801 88th Avenue. 

Recommendation:  Village staff recommends that the Plan Commission send a favorable 

recommendation to the Village Board to approve the plans to complete the private 

improvements subject to the comments and conditions of the Village Staff Report of April 

25, 2016. 
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VILLAGE STAFF REPORT OF APRIL 25, 2016 

Consider the request of Mark Eberle, P.E. of Nielsen Madsen and Barber, agent for the 

Owners of Westwood Estates Manufactured Home Park for approval to complete the 

private improvements for the previously approved expansion of the Manufactured 

Home Park located at 7801 88th Avenue. 

 

The Village had been working with the Owners of the Westwood Estates for several years 

related to the phased construction of public and private improvements for the Westwood 

Estates Manufactured Home Park Addition.  The following is a brief history of the project and 

what items remain unfinished: 

Nielsen Madsen and Barber originally worked with the Owners and the Village on the 

approval of the engineering and platting documents for the 85 lot park expansion in 

1997/1998 and the initial phase of construction which took place in 1999.   That initial 

phase included mass grading of the site, construction of the two (2) required storm water 

detention basins and installation of the sanitary sewer metering manhole. 

Since that time, four (4) additional phases of construction have taken place at the site 

(expanding the private roadways and utilities) which has allowed 67 of the 85 lots to be 

considered “buildable”.  The remaining 18 lots (for which the private infrastructure needs to 

be completed to become “buildable”) are lots 285 – 291 and 316 - 329 as shown on the 

Westwood Estates Infrastructure Completion Exhibit.   As noted on the exhibit, the following 

private improvements have yet to be constructed: 

 Pavements and Watermain - Pine Street (Oak Street to Evergreen Drive) and 

Evergreen Drive (Lot 284 to 85th Avenue). 

 Storm Sewer - Evergreen Drive (Lot 284 to 85th Avenue) and the intersection of 

Evergreen Drive & Pine Street. 

 Water Services and Risers (Lots 285 – 291 and 316 – 329). 

 Public Utilities (gas, electric, phone and cable) for a majority of the aforementioned 

18 lots. 

Since the original design documents are 15+ years old and Nielsen Madsen and Barber no 

longer utilizes the software in which they were designed, modifications (using phase lines) 

had to be added to the drawings via Adobe.  These modifications are shown in red on the 

“2016 Infrastructure Completion” drawings.   As far as the design is concerned, nothing has 

changed and Westwood Estates Owners are planning on completing the work per the 

original design documents. 

In order to move forward with the construction, the following permits as listed below, which 

have since expired need to be updated, resubmitted and reapproved by the various public 

agencies.  In addition, a pre-construction meeting will need to be held at the Village offices 

after permits are obtained and prior to the start of the project.  Permits required: 

1. WI DSPS General Plumbing Permit for the private onsite water mains and storm 

sewers.  (A new WI DSPS will be issued upon submittal of application to the State). 

2. Village of Pleasant Prairie Erosion Control Permit (A new Village permit will be issued 

upon submittal of application). 

3. Village Work in the Public Right-of Way Permit for the minor work at the Evergreen 

Drive / 85th Avenue intersection.  (A new Village permit will be issued upon 

submittal of application). 
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4. Village Exterior Plumbing Permit for the private water and private storm sewer main. 

Inspections by the Village’s Plumbing Inspector are required.  (A new Village exterior 

plumbing permit will be issued upon submittal of the application. 

Since the mass grading is complete at the site and all roadways were originally constructed 

to sub-grade (and covered with topsoil), the limits of disturbance will be just below the one 

(1) acre limit, eliminating the need for a WI DNR NOI permit. 

In addition to completing the Park build-out, it is the Owner’s intention (if funding allows) to 

do some minor asphalt base patching on the previously constructed private pavements in 

the expansion area and install the final lift of asphalt on all of the roadways giving the site 

an uniform “finished” appearance. 

 

Recommendation:  Village staff recommends that the plans be conditionally 

approved and permits be issued for the completion of the work so that Lots 285 – 

291 and 316 – 329 can have homes installed and the park expansion that began in 

the late 1990’s can be completed subject to compliance with the above comments 

and modifying the plans to address the following conditions:  

1. Three (3) revised paper copies and one electronic pdf copy of the 2016 Infrastructure 

Completion Project Plans shall be submitted that incorporate and address the 

attached Village Engineering comments dated March 14, 2016.  In addition, all new 

hydrants shall meet the current Village specifications - the factory installed 5" Storz 

steamer fitting.  Note on the Plans and include specification.  Specific questions 

related to these comments shall be discussed with Matt Fineour, Village Engineer at 

262-925-6778. 

2. The following Village applications/permits/fees are required to be 

submitted with the revised plans: 

a. A Village Erosion Control Permit Application. 

b. A Village Work in the Right-of-way Permit Application. 

c. A Village Exterior Plumbing Permit application, along with the WI DSPS 

General Plumbing Permit for the private onsite water mains and storm 

sewers.  [Note:  The Village will not do any field staking or contract 

administration for this project but will perform the required exterior plumbing 

inspections.]   

3. Pre-Construction Meeting required. 

a. When the above revised plans and all permits are submitted as discussed 

above it condition #1 and 2, the required Pre-Construction meeting shall be 

scheduled and held prior to work commencing on the site. 

b. The petitioner shall coordinate all contractors to attend this meeting with 

appropriate Village staff (date and time shall be coordinated with Jean 

Werbie-Harris at 262-925-6717).   

4. Following the pre-construction meeting all necessary permits shall be paid for and 

permits will be issued by the Village Building Inspection Dept.  The pre-construction 

meeting shall be moderated and minutes shall be taken by the Design Engineer of 

Record and the detailed minutes emailed or distributed within 7 days. 

5. All required erosion control measures, shall be in place and inspected on the site 

prior to construction start. 
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6. The Owners shall contract with a private firm to complete all of the field staking, 

inspection and contract administration for the private infrastructure installation work 

to be completed. 

7. As-built drawings of all utilities/roadways will be required to be provided to the 

Village per Village Ordinance requirements. 
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Public Utility Note:
THE EXACT LOCATION OF UNDERGROUND STRUCTURES OR FACILITIES SHOWN ON THE
PLANS ARE BASED ON AVAILABLE RECORDS AT THE TIME OF PREPARATION AND ARE
NOT GUARANTEED TO BE COMPLETE OR CORRECT.  THE CONTRACTOR IS RESPONSIBLE
FOR CONTACTING ALL UTILITIES 72 HOURS PRIOR TO CONSTRUCTION TO DETERMINE
THE EXACT LOCATION OF ALL FACILITIES AND TO PROVIDE ADEQUATE PROTECTION
DURING THE COURSE OF THE WORK.

GAS METER

FOUND IRON PIPE

SET IRON PIPE

UNDERGROUND VAULT

SECTION CORNER

SIGN

MAIL BOX

HVAC UNIT

GUARD POST

SOIL BORING

PAD MOUNT TRANSFORMER

ELECTRIC METER

ELECTRIC BOX

LIGHT POLE (EXISTING)

WATER MAIN REDUCER (EXISTING)

STORM MANHOLE (PROPOSED)

SANITARY MANHOLE (PROPOSED)

SANITARY MANHOLE (EXISTING)

WATER MAIN REDUCER (PROPOSED)

TELEPHONE MANHOLE

ELECTRIC MANHOLE

NO VEHICULAR ACCESS

SEPTIC VENT

FENCE

EROSION BALES

RAILROAD TRACKS

UNDERGROUND, GAS MAIN

UNDERGROUND CABLE, TV

SILT FENCE

UTILITY POLE

GAS VALVE

GUY WIRE

TELEPHONE BOX

CULVERT (PROPOSED)

CULVERT (EXISTING)

ENDWALL (PROPOSED)

CATCH BASIN (EXISTING)

CATCH BASIN (PROPOSED)

UNDERGROUND CABLE, ELECTRIC

UNDERGROUND CABLE, TELEPHONE

EXISTING CONTOURS

PROPOSED CONTOURS

CONIFEROUS TREE

CONIFEROUS TREE REMOVAL

BUSH

SANITARY CLEAN OUT (PROPOSED)

STORM MANHOLE (EXISTING)

SANITARY CLEAN OUT (EXISTING)

HYDRANT (PROPOSED)

HYDRANT (EXISTING)

WATER SHUT OFF (PROPOSED)

WATER MAIN VALVE (EXISTING)

WATER MAIN VALVE (PROPOSED)

AIR RELIEF VALVE (PROPOSED)

RIP RAP (PROPOSED)

DECIDUOUS TREE REMOVAL

DECIDUOUS TREE

EDGE OF WOODS

CHECK VALVE (PROPOSED)

WATER SHUT OFF (EXISTING)
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1. CONTROL POINT 3500
CHISEL + TOC AT LOTS 275 AND 276
ELEVATION: 688.02

2.    CONTROL POINT 3501
      CHISEL + TOC AT LOT 269
      ELEVATION: 691.96

3.    CONTROL POINT 3502
CHISEL + TOC AT LOTS 261 AND 262
ELEVATION: 706.88

LIGHT POLE (PROPOSED)
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AMERICAN TRANSMISSION COMPANY
BRIAN MCGEE
OFFICE: 262-506-6700
EMAIL: bmcgee@atcllc.com
EMERGENCY NUMBER: (800) 972-5341

WISCONSIN D.O.T.
SOUTHEAST REGION
OFFICE: (414) 266-1167

AT&T
MIKE TOYEK
OFFICE: 262-636-0549
EMAIL: mt1734@att.com

TDS TELECOM
SOUTHEAST WISCONSIN
OFFICE: 877-483-7142

TIME WARNER CABLE
STEVE CRAMER
   - UTILITY COORDINATOR
OFFICE: 414-277-4045
EMAIL: steve.cramer@twcable.com
EMERGENCY NUMBER: (800) 627-2288

WE-ENERGIES
LINDA SCHREIER
KENOSHA SOUTH
OFFICE: 262-552-3383
EMAIL: linda.schreier@we-energies.com

NATURAL GAS EMERGENCY: (800) 261-5325
ELECTRICAL EMERGENCY: (800) 662-4797

PLEASANT PRAIRIE PUBLIC WORKS
JOHN STEINBRINK, JR.,

             - DIRECTOR
ROGER PRANGE MUNICIPAL BUILDING
8600 GREEN BAY ROAD

          OFFICE: (262) 925-6768
EMAIL: jsteinbrink@plprairiewi.com

Public Utility Contacts

Governing Agency Contacts
PLEASANT PRAIRIE VILLAGE HALL

9915 39TH STREET
PLEASANT PRAIRIE, WI  53158
OFFICE: (262) 694-1400

  - ADMINISTRATION
MICHAEL R. POLLOCOFF
     - VILLAGE ADMINISTRATOR
OFFICE: (262) 925-6721
EMAIL: mpollocoff@plprairiewi.com

THOMAS SHIRCEL
 - ASSISTANT VILLAGE ADMINISTRATOR

OFFICE: (262) 925-6721
EMAIL: tshircel@plprairiewi.com

  - COMMUNITY DEVELOPMENT DEPARTMENT
JEAN WERBIE-HARRIS, DIRECTOR

- PLANNER, ZONING ADMINISTRATOR
OFFICE: (262) 925-6718
EMAIL: jwerbie-harris@plprairiewi.com

PEGGY HERRICK
- ASST. PLANNER & ZONING ADMINISTRATOR

OFFICE: (262) 925-6716
EMAIL: pherrick@plprairiewi.com

  - ENGINEERING DEPARTMENT
MATT FINEOUR
     - VILLAGE ENGINEER
OFFICE: (262) 925-6778
EMAIL: mfineour@plprairiewi.com

KURT DAVIDSEN
     - ASSISTANT VILLAGE ENGINEER
OFFICE: (262) 925-6728
EMAIL: kdavidsen@plprairiewi.com

  - BUILDING INSPECTION DEPARTMENT
SANDRO PEREZ

 - BUILDING INSPECTION SUPERINTENDENT
OFFICE: (262) 694-9304
DIRECT: (262) 925-6722
EMAIL: sperez@plprairiewi.com

PLEASANT PRAIRIE FIRE DEPARTMENT
DOUG Mc ELMURY,
    - CHIEF OF FIRE & RESUCE
8044 88TH AVENUE
OFFICE: (262) 694-8027
EMAIL: fireandrescue@plprairiewi.com

THOMAS CLARK
 - LIEUTENANT FIRE & RESCUE

DEPARTMENT
DIRECT: (262) 948-8982
EMAIL: tclark@plprairiewi.com

CRAIG ROEPKE
   - DEPUTY CHIEF OF FIRE & RESCUE
DIRECT: (262) 948-8981
EMAIL: croepke@plprairiewi.com

PLEASANT PRAIRIE PUBLIC WORKS
JOHN STEINBRINK, JR.,
    - DIRECTOR
ROGER PRANGE MUNICIPAL BUILDING
8600 GREEN BAY ROAD
OFFICE: (262) 925-6768
EMAIL: jsteinbrink@plprairiewi.com

JESSE HOULE
              - CONSTRUCTION MANAGER
          OFFICE: (262) 948-8945

EMAIL: jhoule@plprairiewi.com

STEVE WLAHOVICH
    - ENGINEERING TECHNICIAN
OFFICE: (262) 925-6767
EMAIL: swlahovich@plprairiewi.com

WI DEPARTMENT OF NATURAL RESOURCES
ELAINE JOHNSON
   - WATER RESOURCE SPECIALIST
OFFICE: 262-884-2136
EMAIL: elaine.johnson@wisconsin.gov

PETER WOOD
   - WATER RESOURCES ENGINEER
OFFICE: 262-884-2360
EMAIL: peter.wood@wisconsin.gov
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GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL ELEVATIONS, LOCATIONS AND SIZES OF EXISTING

SANITARY AND STORM SEWERS, WATER MAINS, GAS & ELECTRIC LINES OR OTHER

UTILITIES PRIOR TO STARTING CONSTRUCTION.  AS-BUILT (FIELD) DATA SHALL BE

USED TO CHECK ALL PROPOSED UTILITY CROSSINGS FOR CONFLICTS.

CONTRACTOR SHALL CONTACT DIGGER'S HOTLINE A MINIMUM OF 72 HOURS BEFORE

THE START OF CONSTRUCTION TO IDENTIFY ADJACENT UNDERGROUND UTILITIES.

THE LOCATION OF EXISTING PRIVATE UTILITIES MAY NOT BE SHOWN ON THE PLANS

AND SHOULD BE LOCATED BY THE OWNER PRIOR TO CONSTRUCTION.

EROSION CONTROL, EARTHWORK, SITE GRADING AND PAVEMENT SHALL BE

CONSTRUCTED IN ACCORDANCE WITH THE "STATE OF WISCONSIN, STANDARD

SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION", 2012 EDITION,

HEREIN REFERRED TO AS THE "STATE SPECIFICATIONS".

ANY WATER PUMPED FROM PITS, TRENCHES, WELLS OR PONDS SHALL BE TREATED

FOR SEDIMENT REMOVAL PRIOR TO DISCHARGE OFF-SITE.  PUMPING OPERATIONS

SHALL BE IN ACCORDANCE WITH WDNR TECHNICAL STANDARD 1061.  PUMPED

WATER CAN BE TREATED IN RETENTION BASINS, FILTER BAGS, STONE FILTERS OR

BY OTHER WDNR APPROVED METHODS.  QUALITY OF PUMPED WATER SHALL BE

CONTINUOUSLY MONITORED DURING PUMPING OPERATIONS.

AT THE COMPLETION OF THE PROJECT THE CONTRACTOR SHALL REMOVE AND

DISPOSE OF ALL ABANDONED, EXCESS, WASTE, STOCKPILED AND SPOIL MATERIAL

IN ACCORDANCE WITH SECTION 205.3.12 OF THE "STATE SPECIFICATIONS". THIS

WORK SHALL BE DONE AT THE CONTRACTOR'S EXPENSE.

EROSION CONTROL

ALL EROSION AND SEDIMENT CONTROL MEASURES AND DEVICES SHALL BE

INSPECTED BY THE CONTRACTOR AS REQUIRED IN THE WISCONSIN

ADMINISTRATIVE CODE (SPS 360.21) AND MAINTAINED PER COMM 60.22:

1.  THE CONTRACTOR SHALL CHECK THE EROSION AND SEDIMENT CONTROL

PRACTICES FOR MAINTENANCE NEEDS AT ALL THE FOLLOWING INTERVALS UNTIL

THE SITE IS STABILIZED:

     (A)   AT LEAST WEEKLY.

(B)   WITHIN 24 HOURS AFTER A RAINFALL EVENT OF 0.5 INCHES OR GREATER.  A

RAINFALL EVENT SHALL BE CONSIDERED TO BE THE TOTAL AMOUNT OF RAINFALL

RECORDED IN ANY CONTINUOUS 24-HOUR PERIOD.

2.  THE CONTRACTOR SHALL MAINTAIN A MONITORING RECORD WHEN THE LAND

DISTURBING CONSTRUCTION ACTIVITY INVOLVES ONE OR MORE ACRES.  THE

MONITORING RECORD SHALL CONTAIN AT LEAST THE FOLLOWING INFORMATION:

(A)   THE CONDITION OF THE EROSION AND SEDIMENT CONTROL PRACTICES AT

THE INTERVALS SPECIFIED ABOVE.

(B)   A DESCRIPTION OF THE MAINTENANCE CONDUCTED TO REPAIR OR REPLACE

EROSION AND SEDIMENT CONTROL PRACTICES.

EROSION AND SEDIMENT CONTROL INSPECTIONS AND ENFORCEMENT ACTIONS MAY

BE CONDUCTED BY THE DEPARTMENT OF COMMERCE AND AUTHORIZED AGENTS

DURING AND AFTER THE CONSTRUCTION OF THIS PROJECT.

ALL EROSION CONTROL DEVICES SHALL BE INSTALLED PRIOR TO COMMENCING

EARTH DISTURBING ACTIVITIES.  CONTRACTOR SHALL MAINTAIN ALL EROSION

CONTROL DEVICES UNTIL THE SITE HAS ESTABLISHED A VEGETATIVE COVER AND IS

STABILIZED.  ADDITIONAL EROSION CONTROL MAY BE REQUIRED BY THE OWNER,

ENGINEER OR MUNICIPALITY TO MEET FIELD CONDITIONS.

THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING WIND EROSION (DUST)

DURING CONSTRUCTION AT HIS/HER EXPENSE (WHEN NECESSARY OR AS REQUIRED

BY LOCAL INSPECTORS).

EXCAVATION & BASE COURSE

PREPARATION

THE EXISTING PAVEMENT  TO BE REMOVED SHALL BE DISPOSED OF OFF-SITE.

GRADE & SHAPE EXISTING BASE COURSE MATERIAL TO THE SECTION SHOWN

ON THIS SHEET USING THE EXISTING CURB FLANGE AS A REFERENCE. SEE

TYPICAL SECTIONS FOR PAVEMENT THICKNESS AND MATERIALS.

UPON COMPLETION OF THE GRADING AND COMPACTION OF THE BASE COURSE,

A PROOF ROLL SHALL BE CONDUCTED BY THE CONTRACTOR ON ALL

AGGREGATE BASE COURSE.  THE CONTRACTOR SHALL PROVIDE A FULLY

LOADED TRI-AXLE TRUCK (18 TON MINIMUM LOAD) TO PERFORM THE PROOF

ROLL.  CONTRACTOR SHALL COORDINATE THE PROOF ROLL WITH THE OWNER

OR HIS REPRESENTATIVES TO ENSURE THEY ARE PRESENT.

PAVEMENT SPECIFICATIONS

SELECT SECTIONS OF EXISTING CURB & GUTTER WITHIN PROJECT LIMITS SHALL

BE REMOVED PER SECTION 204 OF THE "STATE SPECIFICATIONS".  EXACT

LOCATIONS WILL BE MARKED IN THE FIELD BY THE ENGINEER.

ALL EXISTING ASPHALT PAVEMENT WITHIN THE PAVEMENT REMOVAL SECTION

LIMITS SHALL BE REMOVED PER SECTION 204 OF THE "STATE SPECIFICATIONS".

SELECT AREAS SHALL BE BASE PATCHED PER SECTION 465 OF THE "STATE

SPECIFICATIONS".  EXACT LOCATIONS WILL BE MARKED IN THE FIELD BY THE

ENGINEER.

CONTRACTOR SHALL MILL ASPHALT RAMPS SURROUNDING EXISTING

MANHOLES WITHIN PAVEMENT AREAS TO BE SURFACED.  WHERE NO ASPHALT

RAMP EXISTS, ADJUST MANHOLES TO FINISH GRADE BY ADDING OR REMOVING

CONCRETE ADJUSTING RINGS.

DENSE AGGREGATE BASE COURSE SHALL MEET THE REQUIREMENTS OF

SECTION 305 OF THE "STATE SPECIFICATIONS". THE AGGREGATE MATERIAL

SHALL BE CONSTRUCTED IN SIX-INCH (6") LIFTS MAXIMUM ACCORDING TO

SUBSECTION 305.3.2.2 OF THE "STATE SPECIFICATIONS".

ASPHALTIC CONCRETE PAVEMENT SHALL BE WISC DOT TYPE E-0.3 MEETING

THE REQUIREMENTS OF SECTION 460 OF THE "STATE SPECIFICATIONS".

PAVEMENT SHALL BE INSTALLED IN TWO (2) LIFTS WHERE THE EXISTING

PAVEMENT HAS BEEN REMOVED IN ACCORDANCE WITH THE "TYPICAL

SECTIONS & CONSTRUCTION DETAILS" SHEET(S) OF THE PLAN SET.  THE

REMAINING AREAS SHALL RECEIVE AN 1

1

2

" SURFACE COURSE.

AFTER LOWER COURSE ASPHALT HAS BEEN INSTALLED, CONTRACTOR SHALL

INSTALL PAVING FABRIC PER THE SPECIAL PROVISIONS (ALTERNATE).

A TACK COAT SHALL BE INSTALLED BETWEEN THE LOWER AND UPPER

COURSES IN ACCORDANCE WITH SECTION 455.3.2 OF THE "STATE

SPECIFICATIONS" IF THE PAVING FABRIC ALTERNATE IS NOT ACCEPTED.

CONCRETE FOR CURB & GUTTER SHALL BE GRADE A-FA, AIR-ENTRAINED, AS

SPECIFIED IN SUBSECTION 501.3.1 OF THE "STATE SPECIFICATIONS".  ALL

EXTERIOR CONCRETE SHALL BE "READY-MIXED" AND RECEIVE A BROOM FINISH.

ALL CONCRETE WORK SHALL BE CURED IN ACCORDANCE WITH THE

REQUIREMENTS OF SUBSECTION 415.3.16 OF THE "STATE SPECIFICATIONS".

CONCRETE CURB AND GUTTER SHALL BE 30" MOUNTABLE CURB CONFORMING

TO THE "TYPICAL SECTION & CONSTRUCTION DETAILS" SHEET(S) OF THE PLAN

SET AND SECTION 601 OF THE "STATE SPECIFICATIONS".

CONTRACTION JOINTS SHALL BE AT TEN-FOOT (10') INTERVALS FOR CURB AND

GUTTER.

EXPANSION JOINTS SHALL BE PLACED AS OUTLINED IN SUBSECTION 601.3.6 OF

THE "STATE SPECIFICATIONS".  FILLER MATERIAL FOR EXPANSION JOINTS

SHALL BE 1/2" FIBER MATERIAL.

CONTRACTOR SHALL ADJUST AND/OR RECONSTRUCT ALL UTILITY COVERS

(SUCH AS MANHOLES, VALVE BOXES, ETC.) TO MATCH THE FINISHED GRADES

OF THE AREA AFFECTED BY THE CONSTRUCTION.
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March 2, 2016 
 
 
 
Mrs. Jean Werbie-Harris 
Community Development Director 
Village of Pleasant Prairie 
9915 39th Avenue 
Pleasant Prairie, WI  53158-6504 
 
RE:   Summary Letter 

Westwood Estates Mobile Home Park 
2016 Infrastructure Completion Project 
File No. 2005.0348.19 

         
Dear Jean, 
 
Attached please find the following documents for your review related to the upcoming 
completion of the “privately-owned” roadway and utility improvements within Westwood 
Estates Mobile Home Park on 88th Avenue: 
 

1) Executed copy of the Village-required Pre-Development Agreement 
2) Westwood Estates Infrastructure Completion Exhibit (which identifies the 

remaining improvements that need to be constructed). 
3) A recorded copy of CSM 2118 which contains the gas, public utility and storm 

water management easements that were previously recorded on the property. 
4) March 2000 “Record Drawings” as produced by Crispell-Snyder  

(C/S PN 99255) which contains the as-built data for the initial phase of public 
utility construction. 

5) WWE – PH II construction plans (NMB Job No. 2000.275).  
6) WWE – PH III construction plans (NMB Job No. 2000.275-III). 
7) As-built topographic survey of the mobile home sites (East of 85th Avenue). 
8) As-built topographic survey of East and West dry-detention basins. 
9) A draft copy of the Westwood Estates – 2016 Infrastructure Completion Plans 

(NMB Job No. 2005.0348.19) which include all “yet to be constructed” items 
as well as base patching and asphalt surface course for the initial three 
phases of construction. 
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A brief history of the project and summary of the proposed work is as follows: 

• Our office produced engineering and platting documents for the 85 lot park 
expansion in 1997 / 1998 and the initial phase of construction took place in 1999.   

o That initial phase included mass grading of the site, construction of the 
two (2) required storm water detention basins and installation of the 
sanitary sewer metering manhole. 

o Since that time, 4 additional phases of construction have taken place at 
the site (expanding the private roadways and utilities) which has allowed 
67 of the 85 lots to be considered “buildable”.   

o The remaining 18 lots (for which the infrastructure needs to be completed 
to become “buildable”) are lots 285 – 291 and 316 - 329 as shown on the 
Westwood Estates Infrastructure Completion Exhibit. 

• As noted on the exhibit, the following improvements have yet to be constructed:   
o Pavements and Watermain - Pine Street (Oak Street to Evergreen Drive) 

and Evergreen Drive (Lot 284 to 85th Avenue). 
o Storm Sewer - Evergreen Drive (Lot 284 to 85th Avenue) and the 

intersection of Evergreen  Drive & Pine Street. 
o Water Services and Risers (Lots 285 – 291 and 316 – 329). 
o Public utilities (gas, electric, phone and cable) for a majority of the 

aforementioned 18 lots. 

• Since the original design documents are 15+ years old and our office no longer 
utilizes the software in which they were designed, modifications (phase lines) had 
to be added to the drawings via Adobe. These modification are shown in red on 
the “2016 Infrastructure Completion” drawings. 

• As far as the design is concerned, nothing has changed and Westwood 
Estates is planning on completing the work per the original design 
documents. 

• In order to move forward with the construction, we will need to update the 
following permits since they have since expired: 

1) WI DSPS General Plumbing Permit for the private onsite watermains 
and storm sewers. 

2) VPP Erosion Control Permit 
3) VPP Work in the Public Right-of Way Permit (for the minor work at the 

Evergreen Drive / 85th Avenue intersection. 
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• In addition, since the mass grading is complete at the site and all roadways were 
originally constructed to sub-grade (and covered with topsoil), we believe the 
limits of disturbance will be just below the one (1) acre limit, eliminating the need 
for a WDNR NOI permit. 

• In addition to completing the park build-out, it is the owner’s intention (if funding 
allows) to do some minor asphalt base patching on the previously constructed 
private pavements in the expansion area and install the final lift of asphalt on all 
of the roadways giving the site an uniform “finished” appearance. 

• Tentative permitting, bidding and construction schedule is as follows: 
 Permitting (March 1st- April 30th). 
 Bidding (April 15th – May 1st). 
 Construction (June 1st – July 15th). 

In conclusion, it is my understanding that you would like to place this project on an 
upcoming Plan Commission agenda to update them on the pending construction.  In 
light of this, we are requesting an initial review of the attached documents and would 
like to work with your office to ensure all necessary approvals are obtained by May 1st. 
Please review and contact our office with any questions. 
 
Sincerely, 
 
 
 
Mark D. Eberle, P.E.  
 
Enclosures 
MDE/kmw 
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Bench Marks

Public Utility Note:
THE EXACT LOCATION OF UNDERGROUND STRUCTURES OR FACILITIES SHOWN ON THE
PLANS ARE BASED ON AVAILABLE RECORDS AT THE TIME OF PREPARATION AND ARE
NOT GUARANTEED TO BE COMPLETE OR CORRECT.  THE CONTRACTOR IS RESPONSIBLE
FOR CONTACTING ALL UTILITIES 72 HOURS PRIOR TO CONSTRUCTION TO DETERMINE
THE EXACT LOCATION OF ALL FACILITIES AND TO PROVIDE ADEQUATE PROTECTION
DURING THE COURSE OF THE WORK.

GAS METER

FOUND IRON PIPE

SET IRON PIPE

UNDERGROUND VAULT

SECTION CORNER

SIGN

MAIL BOX

HVAC UNIT

GUARD POST

SOIL BORING
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ELECTRIC METER

ELECTRIC BOX

LIGHT POLE (EXISTING)

WATER MAIN REDUCER (EXISTING)

STORM MANHOLE (PROPOSED)

SANITARY MANHOLE (PROPOSED)
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WATER MAIN REDUCER (PROPOSED)

TELEPHONE MANHOLE

ELECTRIC MANHOLE

NO VEHICULAR ACCESS
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UNDERGROUND CABLE, TV
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UTILITY POLE
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TELEPHONE BOX

CULVERT (PROPOSED)

CULVERT (EXISTING)

ENDWALL (PROPOSED)

CATCH BASIN (EXISTING)

CATCH BASIN (PROPOSED)

UNDERGROUND CABLE, ELECTRIC

UNDERGROUND CABLE, TELEPHONE

EXISTING CONTOURS

PROPOSED CONTOURS

CONIFEROUS TREE

CONIFEROUS TREE REMOVAL

BUSH

SANITARY CLEAN OUT (PROPOSED)

STORM MANHOLE (EXISTING)

SANITARY CLEAN OUT (EXISTING)

HYDRANT (PROPOSED)

HYDRANT (EXISTING)

WATER SHUT OFF (PROPOSED)

WATER MAIN VALVE (EXISTING)

WATER MAIN VALVE (PROPOSED)

AIR RELIEF VALVE (PROPOSED)
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1. CONTROL POINT 3500
CHISEL + TOC AT LOTS 275 AND 276
ELEVATION: 688.02

2.    CONTROL POINT 3501
      CHISEL + TOC AT LOT 269
      ELEVATION: 691.96

3.    CONTROL POINT 3502
CHISEL + TOC AT LOTS 261 AND 262
ELEVATION: 706.88

LIGHT POLE (PROPOSED)

D
A
T
E

R
E
V
IS

IO
N

N
O

.

PROJ. MGR:
DRAFTED:
DATE:
CHECKED:
DATE:

Nie
lse

nM
ad

sen
&B

arb
er

S.C
.

i
v
i
l

n
C

E
g
i
n
e
e
r
s

L
a
n
d

S
u
r
v
e
y
o
r
s

a
n
d

Te
le

: (
26

2)
63

4-
55

88
  F

ax
: (

26
2)

63
4-

50
24

14
58

 H
or

iz
on

 B
lv

d.
 S

ui
te

 2
00

, R
ac

in
e,

 W
I. 

53
40

6

 W
eb

si
te

 w
w

w
.n

m
bs

c.
ne

t

2005.0348.19

MDE
JJC

5-9-2012

191

BAIN STATION RDC.T.H
. "C

"   
(W

ILM
OT R

OAD)

S.T.H. "50"               (75TH STREET)

C.T.H. "K"               (60TH STREET)

C.
T.

H
. "

H
"  

 (
88

TH
 A

VE
N

U
E)

C.
T.

H
. "

H
"  

 (
88

TH
 A

VE
N

U
E)

S.
T.

H
. "

31
"  

  
  
  
  
  
  
  
  
  
(G

R
EE

N
 B

AY
 R

O
AD

)

PROJECT LOCATION

W
E
S
T
W

O
O
D
 E

S
T
A
T
E
S

2
0
1
6
 I
N
F
R
A
S
T
R
U
C
T
U
R
E
 C

O
M
P
L
E
T
IO

N
P
R
O
J
E
C
T

V
IL

L
A
G
E
 O

F
 P

L
E
A
S
A
N
T
 P

R
A
IR

IE
, 
K
E
N
O
S
H
A
 C

O
U
N
T
Y
, 
W

IS
C
O
N
S
IN

MDE
8-23-12

PINE STREET & EVERGREEN INFRASTRUCTURE PLANS 5-19 OF 19

AMERICAN TRANSMISSION COMPANY
BRIAN MCGEE
OFFICE: 262-506-6700
EMAIL: bmcgee@atcllc.com
EMERGENCY NUMBER: (800) 972-5341

WISCONSIN D.O.T.
SOUTHEAST REGION
OFFICE: (414) 266-1167

AT&T
MIKE TOYEK
OFFICE: 262-636-0549
EMAIL: mt1734@att.com

TDS TELECOM
SOUTHEAST WISCONSIN
OFFICE: 877-483-7142

TIME WARNER CABLE
STEVE CRAMER
   - UTILITY COORDINATOR
OFFICE: 414-277-4045
EMAIL: steve.cramer@twcable.com
EMERGENCY NUMBER: (800) 627-2288

WE-ENERGIES
LINDA SCHREIER
KENOSHA SOUTH
OFFICE: 262-552-3383
EMAIL: linda.schreier@we-energies.com

NATURAL GAS EMERGENCY: (800) 261-5325
ELECTRICAL EMERGENCY: (800) 662-4797

PLEASANT PRAIRIE PUBLIC WORKS
JOHN STEINBRINK, JR.,

             - DIRECTOR
ROGER PRANGE MUNICIPAL BUILDING
8600 GREEN BAY ROAD

          OFFICE: (262) 925-6768
EMAIL: jsteinbrink@plprairiewi.com

Public Utility Contacts

Governing Agency Contacts
PLEASANT PRAIRIE VILLAGE HALL

9915 39TH STREET
PLEASANT PRAIRIE, WI  53158
OFFICE: (262) 694-1400

  - ADMINISTRATION
MICHAEL R. POLLOCOFF
     - VILLAGE ADMINISTRATOR
OFFICE: (262) 925-6721
EMAIL: mpollocoff@plprairiewi.com

THOMAS SHIRCEL
 - ASSISTANT VILLAGE ADMINISTRATOR

OFFICE: (262) 925-6721
EMAIL: tshircel@plprairiewi.com

  - COMMUNITY DEVELOPMENT DEPARTMENT
JEAN WERBIE-HARRIS, DIRECTOR

- PLANNER, ZONING ADMINISTRATOR
OFFICE: (262) 925-6718
EMAIL: jwerbie-harris@plprairiewi.com

PEGGY HERRICK
- ASST. PLANNER & ZONING ADMINISTRATOR

OFFICE: (262) 925-6716
EMAIL: pherrick@plprairiewi.com

  - ENGINEERING DEPARTMENT
MATT FINEOUR
     - VILLAGE ENGINEER
OFFICE: (262) 925-6778
EMAIL: mfineour@plprairiewi.com

KURT DAVIDSEN
     - ASSISTANT VILLAGE ENGINEER
OFFICE: (262) 925-6728
EMAIL: kdavidsen@plprairiewi.com

  - BUILDING INSPECTION DEPARTMENT
SANDRO PEREZ

 - BUILDING INSPECTION SUPERINTENDENT
OFFICE: (262) 694-9304
DIRECT: (262) 925-6722
EMAIL: sperez@plprairiewi.com

PLEASANT PRAIRIE FIRE DEPARTMENT
DOUG Mc ELMURY,
    - CHIEF OF FIRE & RESUCE
8044 88TH AVENUE
OFFICE: (262) 694-8027
EMAIL: fireandrescue@plprairiewi.com

THOMAS CLARK
 - LIEUTENANT FIRE & RESCUE

DEPARTMENT
DIRECT: (262) 948-8982
EMAIL: tclark@plprairiewi.com

CRAIG ROEPKE
   - DEPUTY CHIEF OF FIRE & RESCUE
DIRECT: (262) 948-8981
EMAIL: croepke@plprairiewi.com

PLEASANT PRAIRIE PUBLIC WORKS
JOHN STEINBRINK, JR.,
    - DIRECTOR
ROGER PRANGE MUNICIPAL BUILDING
8600 GREEN BAY ROAD
OFFICE: (262) 925-6768
EMAIL: jsteinbrink@plprairiewi.com

JESSE HOULE
              - CONSTRUCTION MANAGER
          OFFICE: (262) 948-8945

EMAIL: jhoule@plprairiewi.com

STEVE WLAHOVICH
    - ENGINEERING TECHNICIAN
OFFICE: (262) 925-6767
EMAIL: swlahovich@plprairiewi.com

WI DEPARTMENT OF NATURAL RESOURCES
ELAINE JOHNSON
   - WATER RESOURCE SPECIALIST
OFFICE: 262-884-2136
EMAIL: elaine.johnson@wisconsin.gov

PETER WOOD
   - WATER RESOURCES ENGINEER
OFFICE: 262-884-2360
EMAIL: peter.wood@wisconsin.gov
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GENERAL NOTES

CONTRACTOR SHALL VERIFY ALL ELEVATIONS, LOCATIONS AND SIZES OF EXISTING

SANITARY AND STORM SEWERS, WATER MAINS, GAS & ELECTRIC LINES OR OTHER

UTILITIES PRIOR TO STARTING CONSTRUCTION.  AS-BUILT (FIELD) DATA SHALL BE

USED TO CHECK ALL PROPOSED UTILITY CROSSINGS FOR CONFLICTS.

CONTRACTOR SHALL CONTACT DIGGER'S HOTLINE A MINIMUM OF 72 HOURS BEFORE

THE START OF CONSTRUCTION TO IDENTIFY ADJACENT UNDERGROUND UTILITIES.

THE LOCATION OF EXISTING PRIVATE UTILITIES MAY NOT BE SHOWN ON THE PLANS

AND SHOULD BE LOCATED BY THE OWNER PRIOR TO CONSTRUCTION.

EROSION CONTROL, EARTHWORK, SITE GRADING AND PAVEMENT SHALL BE

CONSTRUCTED IN ACCORDANCE WITH THE "STATE OF WISCONSIN, STANDARD

SPECIFICATIONS FOR HIGHWAY AND STRUCTURE CONSTRUCTION", 2012 EDITION,

HEREIN REFERRED TO AS THE "STATE SPECIFICATIONS".

ANY WATER PUMPED FROM PITS, TRENCHES, WELLS OR PONDS SHALL BE TREATED

FOR SEDIMENT REMOVAL PRIOR TO DISCHARGE OFF-SITE.  PUMPING OPERATIONS

SHALL BE IN ACCORDANCE WITH WDNR TECHNICAL STANDARD 1061.  PUMPED

WATER CAN BE TREATED IN RETENTION BASINS, FILTER BAGS, STONE FILTERS OR

BY OTHER WDNR APPROVED METHODS.  QUALITY OF PUMPED WATER SHALL BE

CONTINUOUSLY MONITORED DURING PUMPING OPERATIONS.

AT THE COMPLETION OF THE PROJECT THE CONTRACTOR SHALL REMOVE AND

DISPOSE OF ALL ABANDONED, EXCESS, WASTE, STOCKPILED AND SPOIL MATERIAL

IN ACCORDANCE WITH SECTION 205.3.12 OF THE "STATE SPECIFICATIONS". THIS

WORK SHALL BE DONE AT THE CONTRACTOR'S EXPENSE.

EROSION CONTROL

ALL EROSION AND SEDIMENT CONTROL MEASURES AND DEVICES SHALL BE

INSPECTED BY THE CONTRACTOR AS REQUIRED IN THE WISCONSIN

ADMINISTRATIVE CODE (SPS 360.21) AND MAINTAINED PER COMM 60.22:

1.  THE CONTRACTOR SHALL CHECK THE EROSION AND SEDIMENT CONTROL

PRACTICES FOR MAINTENANCE NEEDS AT ALL THE FOLLOWING INTERVALS UNTIL

THE SITE IS STABILIZED:

     (A)   AT LEAST WEEKLY.

(B)   WITHIN 24 HOURS AFTER A RAINFALL EVENT OF 0.5 INCHES OR GREATER.  A

RAINFALL EVENT SHALL BE CONSIDERED TO BE THE TOTAL AMOUNT OF RAINFALL

RECORDED IN ANY CONTINUOUS 24-HOUR PERIOD.

2.  THE CONTRACTOR SHALL MAINTAIN A MONITORING RECORD WHEN THE LAND

DISTURBING CONSTRUCTION ACTIVITY INVOLVES ONE OR MORE ACRES.  THE

MONITORING RECORD SHALL CONTAIN AT LEAST THE FOLLOWING INFORMATION:

(A)   THE CONDITION OF THE EROSION AND SEDIMENT CONTROL PRACTICES AT

THE INTERVALS SPECIFIED ABOVE.

(B)   A DESCRIPTION OF THE MAINTENANCE CONDUCTED TO REPAIR OR REPLACE

EROSION AND SEDIMENT CONTROL PRACTICES.

EROSION AND SEDIMENT CONTROL INSPECTIONS AND ENFORCEMENT ACTIONS MAY

BE CONDUCTED BY THE DEPARTMENT OF COMMERCE AND AUTHORIZED AGENTS

DURING AND AFTER THE CONSTRUCTION OF THIS PROJECT.

ALL EROSION CONTROL DEVICES SHALL BE INSTALLED PRIOR TO COMMENCING

EARTH DISTURBING ACTIVITIES.  CONTRACTOR SHALL MAINTAIN ALL EROSION

CONTROL DEVICES UNTIL THE SITE HAS ESTABLISHED A VEGETATIVE COVER AND IS

STABILIZED.  ADDITIONAL EROSION CONTROL MAY BE REQUIRED BY THE OWNER,

ENGINEER OR MUNICIPALITY TO MEET FIELD CONDITIONS.

THE CONTRACTOR IS RESPONSIBLE FOR CONTROLLING WIND EROSION (DUST)

DURING CONSTRUCTION AT HIS/HER EXPENSE (WHEN NECESSARY OR AS REQUIRED

BY LOCAL INSPECTORS).

EXCAVATION & BASE COURSE

PREPARATION

THE EXISTING PAVEMENT  TO BE REMOVED SHALL BE DISPOSED OF OFF-SITE.

GRADE & SHAPE EXISTING BASE COURSE MATERIAL TO THE SECTION SHOWN

ON THIS SHEET USING THE EXISTING CURB FLANGE AS A REFERENCE. SEE

TYPICAL SECTIONS FOR PAVEMENT THICKNESS AND MATERIALS.

UPON COMPLETION OF THE GRADING AND COMPACTION OF THE BASE COURSE,

A PROOF ROLL SHALL BE CONDUCTED BY THE CONTRACTOR ON ALL

AGGREGATE BASE COURSE.  THE CONTRACTOR SHALL PROVIDE A FULLY

LOADED TRI-AXLE TRUCK (18 TON MINIMUM LOAD) TO PERFORM THE PROOF

ROLL.  CONTRACTOR SHALL COORDINATE THE PROOF ROLL WITH THE OWNER

OR HIS REPRESENTATIVES TO ENSURE THEY ARE PRESENT.

PAVEMENT SPECIFICATIONS

SELECT SECTIONS OF EXISTING CURB & GUTTER WITHIN PROJECT LIMITS SHALL

BE REMOVED PER SECTION 204 OF THE "STATE SPECIFICATIONS".  EXACT

LOCATIONS WILL BE MARKED IN THE FIELD BY THE ENGINEER.

ALL EXISTING ASPHALT PAVEMENT WITHIN THE PAVEMENT REMOVAL SECTION

LIMITS SHALL BE REMOVED PER SECTION 204 OF THE "STATE SPECIFICATIONS".

SELECT AREAS SHALL BE BASE PATCHED PER SECTION 465 OF THE "STATE

SPECIFICATIONS".  EXACT LOCATIONS WILL BE MARKED IN THE FIELD BY THE

ENGINEER.

CONTRACTOR SHALL MILL ASPHALT RAMPS SURROUNDING EXISTING

MANHOLES WITHIN PAVEMENT AREAS TO BE SURFACED.  WHERE NO ASPHALT

RAMP EXISTS, ADJUST MANHOLES TO FINISH GRADE BY ADDING OR REMOVING

CONCRETE ADJUSTING RINGS.

DENSE AGGREGATE BASE COURSE SHALL MEET THE REQUIREMENTS OF

SECTION 305 OF THE "STATE SPECIFICATIONS". THE AGGREGATE MATERIAL

SHALL BE CONSTRUCTED IN SIX-INCH (6") LIFTS MAXIMUM ACCORDING TO

SUBSECTION 305.3.2.2 OF THE "STATE SPECIFICATIONS".

ASPHALTIC CONCRETE PAVEMENT SHALL BE WISC DOT TYPE E-0.3 MEETING

THE REQUIREMENTS OF SECTION 460 OF THE "STATE SPECIFICATIONS".

PAVEMENT SHALL BE INSTALLED IN TWO (2) LIFTS WHERE THE EXISTING

PAVEMENT HAS BEEN REMOVED IN ACCORDANCE WITH THE "TYPICAL

SECTIONS & CONSTRUCTION DETAILS" SHEET(S) OF THE PLAN SET.  THE

REMAINING AREAS SHALL RECEIVE AN 1

1

2

" SURFACE COURSE.

AFTER LOWER COURSE ASPHALT HAS BEEN INSTALLED, CONTRACTOR SHALL

INSTALL PAVING FABRIC PER THE SPECIAL PROVISIONS (ALTERNATE).

A TACK COAT SHALL BE INSTALLED BETWEEN THE LOWER AND UPPER

COURSES IN ACCORDANCE WITH SECTION 455.3.2 OF THE "STATE

SPECIFICATIONS" IF THE PAVING FABRIC ALTERNATE IS NOT ACCEPTED.

CONCRETE FOR CURB & GUTTER SHALL BE GRADE A-FA, AIR-ENTRAINED, AS

SPECIFIED IN SUBSECTION 501.3.1 OF THE "STATE SPECIFICATIONS".  ALL

EXTERIOR CONCRETE SHALL BE "READY-MIXED" AND RECEIVE A BROOM FINISH.

ALL CONCRETE WORK SHALL BE CURED IN ACCORDANCE WITH THE

REQUIREMENTS OF SUBSECTION 415.3.16 OF THE "STATE SPECIFICATIONS".

CONCRETE CURB AND GUTTER SHALL BE 30" MOUNTABLE CURB CONFORMING

TO THE "TYPICAL SECTION & CONSTRUCTION DETAILS" SHEET(S) OF THE PLAN

SET AND SECTION 601 OF THE "STATE SPECIFICATIONS".

CONTRACTION JOINTS SHALL BE AT TEN-FOOT (10') INTERVALS FOR CURB AND

GUTTER.

EXPANSION JOINTS SHALL BE PLACED AS OUTLINED IN SUBSECTION 601.3.6 OF

THE "STATE SPECIFICATIONS".  FILLER MATERIAL FOR EXPANSION JOINTS

SHALL BE 1/2" FIBER MATERIAL.

CONTRACTOR SHALL ADJUST AND/OR RECONSTRUCT ALL UTILITY COVERS

(SUCH AS MANHOLES, VALVE BOXES, ETC.) TO MATCH THE FINISHED GRADES

OF THE AREA AFFECTED BY THE CONSTRUCTION.
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NOTE:
THE SITE HAS BEEN ROUGH GRADED UNDER A 
PREVIOUS CONTRACT.  THE GRADING PLAN IS 
SHOWN FOR INFORMATIONAL PURPOSES ONLY.
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   (EXISTING)    (EXISTING)       (PROPOSED)     (PROPOSED)

PROPOSED PAVEMENT
 SECTION

EXISTING CURB & GUTTER BINDER 
COURSE PAVEMENT PROPOSED 

SURFACE COURSE PAVEMENT

EVERGREEN DRIVE AND PINE STREET HAVE 
BEEN ROUGH GRADED TO SUBGRADE 
ELEVATION UNDER A PREVIOUS CONTRACT.  
THE CONTRACTOR SHALL BE RESPONSIBLE 
FOR REMOVING VEGETATION, EXCAVATING 
ALL NON-STRUCTUAL MATERIAL, AND 
SHAPING EACH ROADWAY TO DESIGN 
SUBGRADE ELEVATION.  THE CONTRACTOR 
SHALL BE RESPONSIBLE FOR FURNISHING, 
PLACING, AND COMPACTING ADDITIONAL 
STRUCTUAL MATERIAL AND/OR REMOVING 
AND DISPOSING EXCESS MATERIAL OFF-SITE.
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PAVEMENT STATION 
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ADJUST RIM GRADE

MATCH EXISTING PAVEMENT 
SAW CUT AND REMOVE 3 L.F. 
OF CURB AND PAVEMENT
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ADJUST RIM GRADE

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

Abbie Wilson
Line

JJC
Line

JJC
Line



2005.0348.19 
6  OF  15

*
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SHOWN ARE PRIOR TO THE 
ROUGH GRADING 
PERFORMED UNDER A 
PREVIOUS CONTRACT.  THE 
CONTRACTOR SHALL BE  
RESPONSIBLE FOR 
ACHIEVING DESIGN 
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FROM THE CURRENT 
EXISTING CONDITIONS.
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CONTRACTOR SHALL BE  
RESPONSIBLE FOR ACHIEVING 
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FROM THE CURRENT EXISTING 
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* THE EXISTING ELEVATIONS SHOWN 
ARE PRIOR TO THE ROUGH GRADING 
PERFORMED UNDER A PREVIOUS 
CONTRACT.  THE CONTRACTOR 
SHALL BE  RESPONSIBLE FOR 
ACHIEVING DESIGN SUBGRADE 
ELEVATIONS FROM THE CURRENT 
EXISTING CONDITIONS.
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ADJACENT STORM 
CATCH BASIN

RESET EXISTING FRAME 
AND GRATE MATCHING 
PROPOSED PAVEMENT 
ELEVATION

MATCH EXISTING 
PAVEMENT 

STATION 1 + 13

PROPOSED PAVEMENT SECTION

* THE EXISTING ELEVATIONS SHOWN ARE
PRIOR TO THE ROUGH GRADING 
PERFORMED UNDER A PREVIOUS 
CONTRACT.  THE CONTRACTOR SHALL 
BE RESPONSIBLE FOR ACHIEVING DESIGN 
SUBGRADE ELEVATIONS FROM THE 
CURRENT EXISTING CONDITIONS.
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* THE EXISTING ELEVATIONS SHOWN ARE PRIOR
TO ROUGH GRADING PERFORMED UNDER A 
PREVIOUS CONTRACT.  THE CONTRACTOR SHALL 
BE RESPONSIBLE FOR ACHIEVING DESIGN 
SUBGRADE ELEVATIONS FROM THE CURRENT 
EXISTING CONDITIONS.
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* THE EXISTING ELEVATIONS SHOWN ARE
PRIOR TO ROUGH GRADING PERFORMED 
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NOTE:
OAK STREET CURB & 
GUTTER IS EXISTING. 
PINE STREET CURB & 
GUTTER IS PROPOSED.
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